3GPP TSG CN SS ad hoc 
Tdoc N_SS-99101
Sophia Antipolis, France
28 - 30 September 1999



CHANGE REQUEST No :
A002
Please see embedded help file at the bottom of this
page for instructions on how to fill in this form correctly.



Technical Specification GSM
03.72
Version:
7.0.1




Submitted to SMG
#30
for approval
X
without presentation ("non-strategic")
X


list SMG plenary meeting no. here (
for information

with presentation ("strategic")




PT SMG CR cover form is available from: http://docbox.etsi.org/tech-org/smg/Document/smg/tools/CR_form/crf28_1.zip

Proposed change affects:
SIM

ME

Network
x

(at least one should be marked with an X)

Work item:
Call Deflection

Source:
SS ad hoc
Date: 
12 September 1999

Subject:
Separation of success & failure cases for OR of late call forwarding

Category: 
F
Correction
x
Release: 
Phase 2



A
Corresponds to a correction in an earlier release


Release 96


(one category 
B
Addition of feature


Release 97


and one release 
C
Functional modification of feature


Release 98
X

only shall be 
D
Editorial modification


Release 99






UMTS


marked with an X)






Reason for 
change:

The current handling of OR for late call forwarding shows the same result returned by the GSM 03.18 procedure Handle_ORLCF_VMSC for both the success and failure cases. This leads to unnecessary further handling in the procedure specific to Call Deflection.



Clauses affected:
Section 6.3.; Figures 6.3, 6.5, 6.6

Other specs
Other releases of same spec

(  List of CRs:


affected:
Other core specifications
x
(  List of CRs:
CR 03.18-A054; CR 03.79-A020


MS test specifications / TBRs

(  List of CRs:



BSS test specifications

(  List of CRs:



O&M specifications

(  List of CRs:


Other 
comments:


  <--------- double-click here for help and instructions on how to create a CR.

5.2.3
Send Info for Incoming Call negative response

For the description of the Send Info for Incoming Call negative response message refer to GSM 03.18. The negative response information element can take the following additional values:

-
service not subscribed;

-
deflected-to number is own number;

-
deflected-to number is a special service code;

-
number invalid;

-
call barred.

6
Functions of the serving MSC

The functions of the serving MSC are specified in GSM 03.18. The procedures specific to the CD supplementary service are specified in this subclause.

6.1
Procedure Handling_CD_MSC

This procedure is called when a CD request is received from the MS.

6.2
Procedure CD_Reject

This procedure is called if the CD request was treated unsuccessful in the VLR.



6.3
Procedure CD_Failure

This procedure is called if the CD request was treated unsuccessful in the serving MSC.

6.4
Procedure CD_UUS_Interaction

This procedure is called if the CD request was treated unsuccessful in the serving MSC due to the interaction with the UUS supplementary service.

6.5
Procedure CD_Success

This procedure is called if the CD request was treated successful in the serving MSC.







Figure 6.3: Procedure CD_Failure



Figure 6.5: Procedure CD_Success

