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Other 
comments:
Note that the latest 29.002 version 3.3.0 resulting from CN#6 was not available at the time this CR was approved by T1P1.5 LCS SWG. Consequently, this CR is based on what is expected to be in the new specification according to the LCS CR to 29.002 v.3.2.0 approved at CN#6 and which modified the applicable sections here.

Common privacy verification is now provided for call related value added (commercial) LCS clients, call unrelated value added clients (client not identified in MS subscription profile) and call unrelated value added clients (client identified in MS subscription profile). Common privacy verification contains the following subscription options:

(a) notification of location request to MS without privacy verification

(b) notification of location request to MS with privacy verification – location allowed if MS user does not respond or if MS user grants permission

(c) notification to MS and privacy verification by MS – location allowed only if MS user granst permission (e.g. location not allowed if there is no response)

****    NEXT MODIFIED SECTION    ****
7.6.3.63
LCS Privacy Exception Parameters

This parameter gives the status of each LCS privacy exception class and any additional parameters relevant to this class. The parameter contains the following information:

 -
provisioned SS-Status




(see subclause 7.6.3.17); 

-
privacy notification to MS user


(see subclause 7.6.3.65B);

 -
external client List





(see subclause 7.6.3.64);

-
internal client List





(see subclause 7.6.3.65)

7.6.3.64
External Client List 

This parameter is only applicable to the non-call related privacy class and gives the identities of the external clients that are allowed to locate a target MS for a non-call related MT-LR. Each identity is an international (e.g.E.164) address. For each identified external client, GMLC restrictions may be defined. It may also be indicated if the MS shall be notified of a non-restricted MT-LR from each identified LCS client.and, if so, whether notification only or notification with privacy verification shall apply. Usage of this parameter is defined in GSM 03.71.

7.6.3.65
Internal Client List 

This parameter is only applicable to the PLMN operator privacy class and gives the identities of the internal PLMN operator clients that are allowed to locate a target MS for an NI-LR or MT-LR. Usage of this parameter is defined in GSM 03.71.

7.6.3.66
MO-LR List

This parameter defines the classes of  MO-LR for which a subscription exists for a particular MS. For each class, the following information is provided: 

 -
SS-Code

(see subclause 7.6.4.1);
7.6.3.67
Privacy Notification to MS User

This parameter is applicable to the non-call related privacy class and call related privacy class. For non-call related privacy class it indicates whether the MS user shall be notified for a non-call related MT-LR from any value added LCS client when the MT-LR is restricted and be enabled to accept or override the restriction. For call related privacy class it indicates whether the MS shall be notified of a call related MT-LR and, if so, whether notification only or notification with privacy verification shall apply. Usage of this parameter is defined in GSM 03.71.
****    NEXT MODIFIED SECTION    ****
17.7
MAP constants and data types

17.7.1
Mobile Service data types

.$MAP-MS-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-MS-DataTypes (11) version6 (6)}

DEFINITIONS

IMPLICIT TAGS

::=

BEGIN

EXPORTS


-- location registration types


UpdateLocationArg,


UpdateLocationRes,


CancelLocationArg,


CancelLocationRes, 


PurgeMS-Arg, 


PurgeMS-Res,


SendIdentificationRes, 


UpdateGprsLocationArg,


UpdateGprsLocationRes,


IST-SupportIndicator,


-- handover types


PrepareHO-Arg,


PrepareHO-Res,


PrepareSubsequentHO-Arg,


-- authentication management types


SendAuthenticationInfoArg,


SendAuthenticationInfoRes,


-- security management types


EquipmentStatus,


Kc,


-- subscriber management types


InsertSubscriberDataArg,


InsertSubscriberDataRes,


DeleteSubscriberDataArg,


DeleteSubscriberDataRes,


SubscriberData,


ODB-Data,


SubscriberStatus,


ZoneCodeList,


maxNumOfZoneCodes, 


O-CSI, 


O-BcsmCamelTDPCriteriaList,


SS-CSI,


ServiceKey,


DefaultCallHandling,


CamelCapabilityHandling,


BasicServiceCriteria,


SupportedCamelPhases,


maxNumOfCamelTDPData,


CUG-Index,


CUG-Interlock,


InterCUG-Restrictions,


IntraCUG-Options,


NotificationToMSUser,

IST-AlertTimerValue,

****    NEXT REFERENCED ASN.1 DEFINITION    ****
-- subscriber management types

InsertSubscriberDataArg ::= SEQUENCE {


imsi


[0] IMSI

OPTIONAL,


COMPONENTS OF
SubscriberData,


extensionContainer
[14] ExtensionContainer
OPTIONAL,


... ,



naea-PreferredCI
[15] NAEA-PreferredCI
OPTIONAL,


-- naea-PreferredCI is included at the discretion of the HLR operator.


gprsSubscriptionData
[16] GPRSSubscriptionData
OPTIONAL,


roamingRestrictedInSgsnDueToUnsupportedFeature [23] 
NULL









OPTIONAL, 


networkAccessMode
[24] NetworkAccessMode
OPTIONAL,


lsaInformation
[25] LSAInformation
OPTIONAL,


lmu-Indicator
[21]
NULL

OPTIONAL,


lcsInformation
[22]
LCSInformation
OPTIONAL,


istAlertTimer
[26] IST-AlertTimerValue
OPTIONAL

 }


-- If the Network Access Mode parameter is sent, it shall be present only in 


-- the first sequence if the seqmentation is used

IST-AlertTimerValue ::= INTEGER (15..255)

LCSInformation ::= SEQUENCE {


GMLC-List
[0]
GMLC-List
OPTIONAL,


lcs-PrivacyExceptionList
[1]
LCS-PrivacyExceptionList
OPTIONAL,


molr-List

[2]
MOLR-List
OPTIONAL,

...}

GMLC-List ::= SEQUENCE SIZE (1..maxNumOfGMLC) OF





ISDN-AddressString


-- if segmentation is used, the complete GMLC-List shall be sent in one segment

maxNumOfGMLC  INTEGER ::= 5

****    NEXT MODIFIED ASN.1 DEFINITION    ****
LCS-PrivacyExceptionList ::= SEQUENCE SIZE (1..maxNumOfPrivacyClass) OF





LCS-PrivacyClass

maxNumOfPrivacyClass  INTEGER ::= 4

LCS-PrivacyClass ::= SEQUENCE {


ss-Code

SS-Code,


ss-Status

Ext-SS-Status,


     notificationToMSUser
[0] NotificationToMSUser
OPTIONAL,


-- notificationToMSUser is expected only for SS-code = callunrelated or
     -- SS-code = callrelated


externalClientList
[1] ExternalClientList
OPTIONAL,


-- externalClientList is expected only for SS-code = callunrelated


plmnClientList
[2] PLMNClientList
OPTIONAL,


-- plmnClientList is expected only for SS-code = plmn operator

extensionContainer
[3] ExtensionContainer
OPTIONAL,

-- if segmentation is used, the complete LCS-PrivacyClass shall be sent in one segment


...}

ExternalClientList ::= SEQUENCE SIZE (0..maxNumOfExternalClient) OF





ExternalClient

maxNumOfExternalClient  INTEGER ::= 5

PLMNClientList ::= SEQUENCE SIZE (1..maxNumOfPLMNClient) OF




LCSClientInternalID

maxNumOfPLMNClient  INTEGER ::= 5

ExternalClient ::= SEQUENCE {


clientIdentity
LCSClientExternalID,


gmlc-Restriction
[0] GMLC-Restriction
OPTIONAL,


notificationToMSUser
[1] NotificationToMSUser
OPTIONAL,


extensionContainer
[2] ExtensionContainer
OPTIONAL,


... }

GMLC-Restriction ::= ENUMERATED {


gmlc-List

(0),


home-Country
(1),

     ... }

-- exception handling:

-- At reception of any other value than the ones listed the receiver shall ignore

-- GMLC-Restriction.

NotificationToMSUser ::= ENUMERATED {


notifyLocationAllowed
(0),


notifyAndVerify-LocationAllowedIfNoResponse
(1),

     notifyAndVerify-LocationNotAllowedIfNoResponse
(2),

     ... }

-- exception handling:

-- At reception of any other value than the ones listed the receiver shall ignore

-- NotificationToMSUser.
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