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Introduction:

This document contains “13” CRs on Work Item GSM/UMTS Interworking, that have been agreed by TSG_N WG1, and are forwarded to TSG_N Plenary meeting #7 for approval.
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Spec
CR
Rev
CAT
Rel.
Old Ver
New Ver
Subject

N1-000169
24.008
CR107
1
B
R99
3.2.1
3.3.0
Abnormal cases in Service Request procedure

N1-000501
24.008
CR135
1
C
R99
3.2.1
3.3.0
BCIE changes to support high speed data in UMTS/UTRAN 

N1-000375
24.008
CR127

F
R99
3.2.1
3.3.0
Clarification to the MS handling when receiving detach type 'IMSI detach'.

N1-000437
23.009
CR007

A
R99
3.1.0
3.2.0
Clarifications of 3G_MSC-A and 3G_MSC-B roles

N1-000354
24.008
CR160

D
R99
3.2.1
3.3.0
Correction of length of TI

N1-000524
24.008
CR179

F
R99
3.2.1
3.3.0
Correction of Service request procedure after the colition with Detach procedure

N1-000339
24.008
CR147

C
R99
3.2.1
3.3.0
Corrections to Service Request procedure

N1-000551
24.008
CR168
2
C
R99
3.2.1
3.3.0
DRX parameter for UMTS

N1-000507
24.008
CR158
1
C
R99
3.2.1
3.3.0
Duplicated PDP context activation

N1-000395
23.009
CR003

B
R99
3.1.0
3.2.0
Functional requirements for the use of RANAP over the E i/f

N1-000503
24.008
CR142
1
F
R99
3.2.1
3.3.0
Initial value for T3302

N1-000504
24.008
CR145
1
C
R99
3.2.1
3.3.0
Intersystem change GSM <-> UMTS

N1-000436
23.009
CR006

C
R99
3.1.0
3.2.0
Introduction of RANAP for intra-UMTS inter-MSC relocation

