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As the radio priority  is a type 1 information element, the current value '33' for the IEI in the message definition of the Modify PDP context accept (Network to MS direction) message is wrong. It is proposed to use '8-' instead.
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Other 
comments:


9.5.12
Modify PDP context accept (Network to MS direction)

This message is sent by the network to the MS to acknowledge the modification of an active PDP context. See table 9.5.12/TS 24.008.

Message type:
modify PDP context accept (NeTWORK to ms direction)
Significance:

global

Direction:


Network to MS

Table 9.5.12/TS 24.008: modify PDP context accept (NETWORK to ms direction) message content

IEI
Information Element
Type/Reference
Presence
Format
Length


Protocol discriminator
Protocol discriminator

10.2
M
V
1/2


 Transaction identifier
Transaction identifier

10.3.2
M
V
1/2


Modify PDP context accept message identity
Message type

10.4
M
V
1

30
Negotiated QoS
Quality of service

10.5.6.5
O
TLV
FFS

32
Negotiated LLC SAPI
LLC service access point identifier 10.5.6.9
O
TV
2

8-
New radio priority
Radio priority

10.5.7.2
O
TV
1

34
Packet Flow Identifier
Packet Flow Identifier

10.5.6.11
O
TLV
3

9.5.12.1
Negotiated QoS

This IE is included in the message if the network assigns a new QoS.

9.5.12.2
Negotiated LLC SAPI

This IE is included in the message if the network assigns a new LLC SAPI.

9.5.12.3
New radio priority

This IE is included in the message only if the network modifies the radio priority.

9.5.12.4
Packet Flow Identifier

This IE may be included if the network wants to indicate the Packet Flow Identifier associated to the PDP context.

next section for information only!

10.5.7.2
Radio priority

The purpose of the radio priority information element is to specify the priority level that the MS shall use at the lower layers for transmission of data related to a PDP context or for mobile originated SMS transmission.

The radio priority information element is coded as shown in figure 10.5.143/TS 24.008 and table 10.5.161/TS 24.008.

The radio priority is a type 1 information element.
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Radio priority IEI
0
spare
Radio priority level value
octet 1

Figure 10.5.143/TS 24.008: Radio priority information element

Table 10.5.161/TS 24.008: Radio priority information element

Radio priority level value (octet 1)

Bits

3 2 1 

0 0 1  priority level 1 (highest)

0 1 0  priority level 2

0 1 1  priority level 3

1 0 0  priority level 4 (lowest)

All other values are interpreted as
priority level 4 by this version
of the protocol.



