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Supplementary services operation specifications

4.4
Data types and identifiers

4.4.2
ASN.1 data types

This subclause provides an ASN.1 module defining the abstract data types in operations and errors specification. Only data types which are specific for this specification are defined. All other data types are imported from MAP together with the import of operations and errors.

.$SS-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0) gsm-Access (2) modules (3)

   ss-DataTypes (2) version3 (3)}

DEFINITIONS

IMPLICIT TAGS ::=

BEGIN

-- exports all data types defined in this module

IMPORTS

SS-Code

FROM MAP-SS-Code {

   ccitt identified-organization (4) etsi (0) mobileDomain (0) gsm-Network (1) modules (3)

   map-SS-Code (15) version3 (3)}

-- imports MAP-SS-DataTypes

SS-Status, USSD-DataCodingScheme, USSD-String, CCBS-Feature

-- USSD-DataCodingScheme, USSD-String were introduced because of CNAP.

FROM MAP-SS-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0) gsm-Network (1) modules (3)

   map-SS-DataTypes (14) version4 (4)}

CUG-Index

FROM MAP-MS-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0) gsm-Network (1) modules (3)

   map-MS-DataTypes (11) version3 (3)}

maxSignalInfoLength,

ISDN-AddressString,

ISDN-SubaddressString,

AlertingPattern,

LCSClientExternalID

FROM MAP-CommonDataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0) gsm-Network (1) modules (3)

   map-CommonDataTypes (18) version4 (4)}

LocationType,

LCSClientName,

LCS-QoS,

Horizontal-Accuracy,

ResponseTime,

Ext-GeographicalInformation

FROM .$MAP-LCS-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-LCS-DataTypes (25) version5 (5)}

;

-- data types definition

SS-UserData ::= IA5String (SIZE (1.. maxSignalInfoLength))

NotifySS-Arg ::= SEQUENCE{


ss-Code





[1]

SS-Code OPTIONAL,


ss-Status




[4]

SS-Status OPTIONAL,


ss-Notification



[5]

SS-Notification OPTIONAL,


callIsWaiting-Indicator

[14]
NULL OPTIONAL,


callOnHold-Indicator

[15]
CallOnHold-Indicator OPTIONAL,


mpty-Indicator



[16]
NULL OPTIONAL,


cug-Index




[17]
CUG-Index OPTIONAL,


clirSuppressionRejected

[18]
NULL OPTIONAL,


... ,


ect-Indicator



[19]
ECT-Indicator OPTIONAL,


nameIndicator



[20]
NameIndicator OPTIONAL,


ccbs-Feature



[21]
CCBS-Feature OPTIONAL,


alertingPattern



[22]
AlertingPattern OPTIONAL

multicall-Indicator


[23]Multicall-Indicator OPTIONAL }

--  The nameIndicator is defined because of CNAP.

Multicall-Indicator
::= ENUMERATED {



Nbr_SNexceeded (0),



Nbr_Userexceeded (1)}

ForwardChargeAdviceArg ::= SEQUENCE{


ss-Code





[0]

SS-Code,


chargingInformation


[1]

ChargingInformation,


...}

SS-Notification ::= OCTET STRING (SIZE (1))

--
  Bit 8 7 6 5 4
00000 (Unused)

--
Bit 3
Call is forwarded indication to A-subscriber

--

(calling subscriber)

--
0
No information content

--
1
Outgoing call has been forwarded to C

--
Bit 2
Call is forwarded indication to B-subscriber

--

(forwarding subscriber)

--
0
No information content

--
1
Incoming call has been forwarded to C

--
Bit 1
Call is forwarded indication to C-subscriber

--

(forwarded-to subscriber)

--
0
No information content

--
1
Incoming call is a forwarded call

ChargingInformation ::= SEQUENCE{


e1
[1] E1 OPTIONAL,


e2
[2] E2 OPTIONAL,


e3
[3] E3 OPTIONAL,


e4
[4] E4 OPTIONAL,


e5
[5] E5 OPTIONAL,


e6
[6] E6 OPTIONAL,


e7
[7] E7 OPTIONAL,


...}

E1 ::= INTEGER (0..max10TimesUnitsPerTime)

max10TimesUnitsPerTime INTEGER ::= 8191

E2 ::= INTEGER (0..max10TimesTimeInterval)

max10TimesTimeInterval INTEGER ::= 8191

E3 ::= INTEGER (0..max100TimesScalingFactor)

max100TimesScalingFactor INTEGER ::= 8191

E4 ::= INTEGER (0..max10TimesIncrement)

max10TimesIncrement INTEGER ::= 8191

E5 ::= INTEGER (0..max10TimesIncrementPerDataInterval)

max10TimesIncrementPerDataInterval INTEGER ::= 8191

E6 ::= INTEGER (0..maxNumberOfSegmentsPerDataInterval)

maxNumberOfSegmentsPerDataInterval INTEGER ::= 8191

E7 ::= INTEGER (0..max10TimesInitialTime)

max10TimesInitialTime INTEGER ::= 8191

CallOnHold-Indicator
::= ENUMERATED {




callRetrieved (0),




callOnHold (1)}

ForwardCUG-InfoArg ::= SEQUENCE {


cug-Index


[0]
CUG-Index OPTIONAL,


suppressPrefCUG

[1]
NULL OPTIONAL,


suppressOA


[2]
NULL OPTIONAL,


...}

ECT-Indicator
::= SEQUENCE {


ect-CallState

[0]
ECT-CallState,


rdn
[1]
RDN OPTIONAL,


...}

ECT-CallState
::= ENUMERATED {



alerting (0),



active (1)}


NameIndicator ::= SEQUENCE {



callingName

[0] Name OPTIONAL,



...}


Name ::= CHOICE {



namePresentationAllowed

[0] NameSet,



presentationRestricted

[1] NULL,



nameUnavailable



[2] NULL,



namePresentationRestricted
[3] NameSet}


NameSet ::= SEQUENCE {



dataCodingScheme 

[0] USSD-DataCodingScheme,



lengthInCharacters 

[1] INTEGER,



nameString



[2] USSD-String,



...}

-- NameIndicator, Name and NameSet are defined because of CNAP.

-- The USSD-DataCodingScheme shall indicate use of the default alphabet through the

-- following encoding:

--    bit  7   6   5   4   3   2   1   0

--       | 0   0   0   0 | 1   1   1   1|

RDN
::= CHOICE {


presentationAllowedAddress



[0]
RemotePartyNumber,


presentationRestricted




[1]
NULL,


numberNotAvailableDueToInterworking

[2]
NULL,


presentationRestrictedAddress


[3]
RemotePartyNumber}

RemotePartyNumber
::= SEQUENCE {


partyNumber



[0]
ISDN-AddressString,


partyNumberSubaddress
[1]
ISDN-SubaddressString OPTIONAL,


...}

AccessRegisterCCEntryArg
::= SEQUENCE {


...}

CallDeflectionArg
::= SEQUENCE {


deflectedToNumber

[0]
ISDN-AddressString,


deflectedToSubaddress
[1]
ISDN-SubaddressString OPTIONAL,


...}

UserUserServiceArg ::= SEQUENCE {


uUS-Service

[0]
UUS-Service,


uUS-Required
[1]
BOOLEAN,


... }

UUS-Service ::= ENUMERATED {


uUS1 (1),


uUS2 (2),


uUS3 (3),


... }

-- exception handling:

-- In case of UUS-Service with any other value, indicated as "UUS required",

-- but not understood by the MS, the call will be cleared.

LocationNotificationArg
::= SEQUENCE {


notificationType
[0]
NotificationType,


locationType

[1]
LocationType,


lcsClientExternalID
[2] LCSClientExternalID

OPTIONAL,


lcsClientName

[3]
LCSClientName


OPTIONAL,


...}

NotificationType::= ENUMERATED {


notification

(0),


privacyVerification
(1),


... }

-- an unrecognized value shall be rejected by the receiver with a return error cause of

-- unexpected data value.

LocationNotificationRes
::= SEQUENCE {


verificationResponse

[0]
VerificationResponse OPTIONAL,


...}

VerificationResponse::= ENUMERATED {


permissionDenied
(0),


permissionGranted
(1),


... }

-- exception handling:

-- an unrecognized value shall be treated the same as value 0 (permissionDenied)

LCS-MOLRArg
::= SEQUENCE {


molr-Type


[0]
MOLR-Type,


locationMethod

[1]
LocationMethod


OPTIONAL,


lcs-QoS



[2]
LCS-QoS




OPTIONAL,


lcsClientExternalID
[3] LCSClientExternalID

OPTIONAL,


mlc-Number


[4]
ISDN-AddressString

OPTIONAL,


gpsAssistanceData
[5]
GPSAssistanceData

OPTIONAL,


...}

-- The parameter locationMethod shall be included if and only if the molr-Type is set to value 

-- deCipheringKeys or assistanceData.

-- The parameter gpsAssistanceData shall be included if and only if the molr-Type is set to value 

-- assistanceData and LocationMethod is set to value assistedGPS.

MOLR-Type::= ENUMERATED {


locationEstimate


(0),


assistanceData



(1),


deCipheringKeys



(2),


... }

-- exception handling:

-- an unrecognized value shall be rejected by the receiver with a return error cause of

-- unexpected data value.

LocationMethod::= ENUMERATED {


msBasedEOTD


(0),


msAssistedEOTD

(1),


assistedGPS


(2),


... }

-- exception handling:

-- an unrecognized value shall be rejected by the receiver with a return error cause of

-- unexpected data value.

GPSAssistanceData::= OCTET STRING (SIZE (1..38))

-- Octets 1 to 38 are coded in the same way as the octets 3 to 7+2n of Requested GPS Data IE

-- in GSM 09.31.

LCS-MOLRRes::= SEQUENCE {


locationEstimate

[0]
Ext-GeographicalInformation

OPTIONAL,


decipheringKeys


[1] DecipheringKeys




OPTIONAL,


...}

-- Parameter locationEstimate shall be included if and only if the 

-- molr-Type in LocationRequestArg was set to value locationEstimate.

-- Parameter decipheringKeys shall be included if and only if the molr-Type

-- in LocationRequestArg was set to value deCipheringKeys.

-- 

DecipheringKeys::= OCTET STRING (SIZE (15))

-- Octets in DecipheringKeys are coded in the same way as the octets 3 to 17 of Deciphering Key IE

-- in GSM 09.31. I.e. these octets contain Current Deciphering Key, Next Deciphering Key and 

-- Ciphering Key Flag.

.#END

****    NEXT MODIFIED SECTION    ****
4.4.3
Identifiers definition

The parameters which are described in the following subclauses correspond to the identifiers used in operation and error types description.

4.4.3.1
chargingInformation

The chargingInformation identifier refers to the necessary information for the Advice of Charge supplementary service (see TS 22.024).

4.4.3.2
e1

The e1 identifier refers to 10 times the number of LPLMN units per time interval in connection with the Advice of Charge supplementary service, see TS 22.024.

4.4.3.3
e2

The e2 identifier refers to 10 times the length of the time interval in seconds in connection with the Advice of Charge supplementary service, see TS 22.024.

4.4.3.4
e3

The e3 identifier refers to 100 times the scaling factor to convert from LPLMN units to HPLMN units in connection with the Advice of Charge supplementary service, see TS 22.024.

4.4.3.5
e4

The e4 identifier refers to 10 times the LPLMN increment in connection with the Advice of Charge supplementary service, see TS 22.024.

4.4.3.6
e5

The e5 identifier refers to 10 times the number of LPLMN units incremented per data interval in connection with the Advice of Charge supplementary service, see TS 22.024.

4.4.3.7
e6

The e6 identifier refers to the number of segments per data interval in connection with the Advice of Charge supplemen​tary service, see TS 22.024.

4.4.3.8
e7

The e7 identifier refers to 10 times the length of the initial time interval in seconds in connection with the Advice of Charge supplementary service, see TS 22.024.

4.4.3.9
ss-Code

The ss-Code identifier refers to the code which identify a supplementary service or a group of supplementary services.

4.4.3.10
ss-Notification

The ss-Notification identifier refers to one or several supplementary service notifications which have to be forwarded to a mobile subscriber.

4.4.3.11
ss-Status

The ss-Status identifier refers to the status of a supplementary service.

4.4.3.12
callIsWaiting-Indicator

The callIsWaiting-Indicator identifier refers to the indication given to the mobile station that the call is waiting.

4.4.3.13
callOnhold-Indicator

The callOnHold-Indicator identifier refers to the indication given to the mobile station that the call has been put on hold or has been retrieved.

4.4.3.14
mpty-Indicator

The mpty-Indicator identifier refers to the indication given to the mobile station that the multi party call has been invoked.

4.4.3.15
forwardCUG-InfoArg

The forwardCUG-InfoArg identifier refers to the indication given from the mobile subscriber to the network in connection with explicit invocation of a CUG call.

4.4.3.16
cug-Index

The cug-Index identifier refers to the index of a CUG given in an explicit invocation of a CUG call.

4.4.3.17
suppressPrefCUG

The suppressPrefCUG identifier refers to the mobile subscribers request to the network to prohibit the use of the preferential CUG.

4.4.3.18
suppressOA

The suppressOA identifier refers to the mobile subscribers request to the network to prohibit the use of the subscriber option "OA allowed".

4.4.3.19
clirSuppressionRejected

The clirSuppressionRejected identifier refers to the indication given to the mobile station that the CLIR suppression request has been rejected.

4.4.3.20
ect-Indicator

The ect-Indicator identifier refers to the indication given to the mobile station that the call was transferred.

4.4.3.21
ect-CallState

The ect-CallState identifier refers to the state of the call to the other remote party in which Explicit Call Transfer was invoked.

4.4.3.22
rdn

The Rdn identifier refers to the line identity information of the other remote party.

4.4.3.23
presentationAllowedAddress

The presentationAllowedAddress identifier refers to the line identity of the other remote party that is allowed to be presented.

4.4.3.24
presentationRestricted

The presentationRestricted identifier refers to the restriction of presentation of the line identity of the other remote party.

Also, the identifier refers to the restriction of presentation of the name identity of the calling party to the called party.

4.4.3.25
numberNotAvailableDueToInterworking

The numberNotAvailableDueToInterworking identifier refers to the unavailability of the line identity of the other remote party.

4.4.3.26
presentationRestrictedAddress

The presentationRestrictedAddress identifier refers to the line identity of the other remote party which presentation restriction is overridden.

4.4.3.27
partyNumber

The partyNumber identifier refers to the remote party number.

4.4.3.28
partyNumberSubaddress

The partyNumberSubaddress identifier refers to remote party number subaddress.

4.4.3.29
nameIndicator

The nameIndicator identifier refers to the indication given to the mobile station that the name presentation has been invoked.

4.4.3.30
namePresentationAllowed

The namePresentationAllowed identifier refers to the presentation of the calling party’s name identity to the called party.

4.4.3.31
nameUnavailable

The nameUnavailable identifier refers to the unavailability of the calling party’s name identity to be offered to the called party.

4.4.3.32
namePresentationRestricted

The namePresentationRestricted identifier refers to the calling party’s name identity to be offered to the called party with which presentation restriction is overridden.

4.4.3.33
deflectedToNumber

The DeflectedToNumber identifier refers to a party an incoming shall be deflected to.

4.4.3.34
deflectedToSubaddress

The DeflectedToSubaddress identifier refers to a subaddress an incoming call shall be deflected to.

4.4.3.35
uUS-Service

The uUS-Service identifier refers to the UUS service (service 1, service 2 or service 3) to be requested.

4.4.3.36
uUS-Required

The uUS-Required identifier refers to the option ("UUS required" or "UUS not required") given when requesting the UUS service.

4.4.3.37
locationNotificationArg

The locationNotificationArg identifier refers to the location notification request which is sent to the MS by the network.

4.4.3.38
notificationType

The notificationType identifier refers to the type of location notification (notification or privacy verification).

4.4.3.39
locationNotificationRes

The locationNotificationRes identifier refers to the location notification response which is sent to the network by the MS.

4.4.3.40
verificationResponse

The VerificationResponse identifier refers to the privacy verification response given by the MS user.

4.4.3.41
lcs-MOLRArg

The lcs-MOLRArg identifier refers to the MO-LR request parameters which are sent to the network by the MS.

4.4.3.42
molr-Type

The molr-Type identifier refers to the type of MO-LR.

4.4.3.43
locationMethod

The locationMethod identifier refers to the location method, for which assistance data is requested by the MS.

4.4.3.44
gpsAssistanceData

The gpsAssistanceData identifier refers to the indication, which GPS assistance data is requested by the MS.

4.4.3.45
lcs-MOLRRes

The lcs-MOLRRes identifier refers to the MO-LR response parameters which are sent to the MS by the network.

4.4.3.46
decipheringKeys

The decipheringKeys identifier refers to the set of deciphering keys, that contains Current Deciphering Key, Next Deciphering Key and Ciphering Key Flag.

4.4.3.47
multicall-Indicator

The multicall-Indicator identifier refers to the indication given to the mobile station that the number of active bearers  has exceeded the maximum number.

4.5
Operations and errors implementation

For the actual implementation of supplementary services, operations and errors have to be defined by value. The following ASN.1 module, imports operation types from the ASN.1 module described in subclause 4.2 and operation and error types from MAP. It defines operations by allocating operations and errors a local value. For the involved operations and errors the same local values as in MAP are allocated.

.$SS-Protocol {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Access (2) modules (3) ss-Protocol (3) version3 (3)}

DEFINITIONS ::=

BEGIN

IMPORTS

-- imports operation types

-- imports operation type from MAP-MobileServiceOperations

ForwardCheckSS-Indication

FROM MAP-MobileServiceOperations {

   ccitt identified-organization (4) etsi (0) mobileDomain (0) gsm-Network (1) modules (3)

   map-MobileServiceOperations (5) version3 (3)}

-- imports operation types from MAP-SupplementaryServiceOperations

RegisterSS, EraseSS, ActivateSS, DeactivateSS, InterrogateSS, RegisterPassword, GetPassword,

ProcessUnstructuredSS-Request, UnstructuredSS-Request, UnstructuredSS-Notify, EraseCC-Entry

FROM MAP-SupplementaryServiceOperations {

   ccitt identified-organization (4) etsi (0) mobileDomain (0) gsm-Network (1) modules (3)

   map-SupplementaryServiceOperations (8) version4 (4)}

-- imports operation types from SS-Operations

ProcessUnstructuredSS-Data, NotifySS, ForwardChargeAdvice, BuildMPTY, HoldMPTY, RetrieveMPTY,

SplitMPTY, ExplicitCT, ForwardCUG-Info, AccessRegisterCCEntry, CallDeflection, UserUserService

FROM SS-Operations {

   ccitt identified-organization (4) etsi (0) mobileDomain (0) gsm-Access (2) modules (3)

   ss-Operations (0) version3 (3)} 

-- imports error types

-- imports error types from MAP-Errors

UnknownSubscriber, BearerServiceNotProvisioned, TeleserviceNotProvisioned,

IllegalSS-Operation, SS-ErrorStatus, SS-NotAvailable, SS-SubscriptionViolation,

SS-Incompatibility, SystemFailure, DataMissing, UnexpectedDataValue, PW-RegistrationFailure,

NegativePW-Check, FacilityNotSupported, CallBarred, NumberOfPW-AttemptsViolation,

AbsentSubscriber, IllegalSubscriber, IllegalEquipment, USSD-Busy, UnknownAlphabet,

ShortTermDenial, LongTermDenial, ForwardingViolation, ForwardingFailed

FROM MAP-Errors {

   ccitt identified-organization (4) etsi (0) mobileDomain (0) gsm-Network (1) modules (3)

   map-Errors (10) version4 (4)}

-- imports error types from SS-Errors

ResourcesNotAvailable, MaxNumberOfMPTY-ParticipantsExceeded,

InvalidDeflectedToNumber, SpecialServiceCode, DeflectionToServedSubscriber,

RejectedByNetwork, RejectedByUser

FROM SS-Errors {

   ccitt identified-organization (4) etsi (0) mobileDomain (0) gsm-Access (2) modules (3)

   ss-Errors (1) version3 (3)}

;

-- allocation of local values to operations

registerSS 
RegisterSS ::= localValue 10

eraseSS 
EraseSS ::= localValue 11

activateSS
ActivateSS ::= localValue 12

deactivateSS 
DeactivateSS ::= localValue 13

interrogateSS 
InterrogateSS ::= localValue 14

notifySS
NotifySS ::= localValue 16

registerPassword 
RegisterPassword ::= localValue 17

getPassword 
GetPassword ::= localValue 18

processUnstructuredSS-Data
ProcessUnstructuredSS-Data ::= localValue 19

forwardCheckSS-Indication
ForwardCheckSS-Indication ::= localValue 38

processUnstructuredSS-Request
ProcessUnstructuredSS-Request ::= localValue 59

unstructuredSS-Request
UnstructuredSS-Request ::= localValue 60

unstructuredSS-Notify
UnstructuredSS-Notify ::= localValue 61

eraseCCEntry
EraseCC-Entry ::= localValue 77

callDeflection
CallDeflection ::= localValue 117

userUserService
UserUserService ::= localValue 118

accessRegisterCCEntry
AccessRegisterCCEntry ::= localValue 119

forwardCUG-Info
ForwardCUG-Info ::= localValue 120

splitMPTY
SplitMPTY ::= localValue 121

retrieveMPTY
RetrieveMPTY ::= localValue 122

holdMPTY
HoldMPTY ::= localValue 123

buildMPTY
BuildMPTY ::= localValue 124

forwardChargeAdvice
ForwardChargeAdvice ::= localValue 125

explicitCT
ExplicitCT ::= localValue 126

lcs-LocationNotification
LCS-LocationNotification::= localValue ???

lcs-MOLR
LCS-MOLR::= localValue ???

[Editor's note: the local values for will be allocated by SMG3 WPA\CN1]

-- allocation of local values to errors

unknownSubscriber
UnknownSubscriber ::= localValue 1

illegalSubscriber
IllegalSubscriber ::= localValue 9

bearerServiceNotProvisioned
BearerServiceNotProvisioned ::= localValue 10

teleserviceNotProvisioned
TeleserviceNotProvisioned ::= localValue 11

illegalEquipment
IllegalEquipment ::= localValue 12

callBarred
CallBarred ::= localValue 13

illegalSS-Operation
IllegalSS-Operation ::= localValue 16

ss-ErrorStatus
SS-ErrorStatus ::= localValue 17

ss-NotAvailable
SS-NotAvailable ::= localValue 18

ss-SubscriptionViolation
SS-SubscriptionViolation ::= localValue 19

ss-Incompatibility
SS-Incompatibility ::= localValue 20

facilityNotSupported
FacilityNotSupported ::= localValue 21

absentSubscriber
AbsentSubscriber ::= localValue 27

shortTermDenial
ShortTermDenial ::= localValue 29

longTermDenial
LongTermDenial ::= localValue 30

systemFailure
SystemFailure ::= localValue 34

dataMissing
DataMissing ::= localValue 35

unexpectedDataValue
UnexpectedDataValue ::= localValue 36

pw-RegistrationFailure
PW-RegistrationFailure ::= localValue 37

negativePW-Check
NegativePW-Check ::= localValue 38

numberOfPW-AttemptsViolation
NumberOfPW-AttemptsViolation ::= localValue 43

unknownAlphabet
UnknownAlphabet ::= localValue 71

ussd-Busy
USSD-Busy ::= localValue 72
nbr-SbExceeded
Nbr-SbExceeded ::= localValue 120
rejectedByUser
RejectedByUser ::= localValue 121

rejectedByNetwork
RejectedByNetwork ::= localValue 122

deflectionToServedSubscriber
DeflectionToServedSubscriber ::= localValue 123

specialServiceCode
SpecialServiceCode ::= localValue 124

invalidDeflectedToNumber
InvalidDeflectedToNumber ::= localValue 125

maxNumberOfMPTY-ParticipantsExceeded
MaxNumberOfMPTY-ParticipantsExceeded ::= localValue 126

resourcesNotAvailable
ResourcesNotAvailable ::= localValue 127

.#END
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7)
Between group of changed pages in the CR, insert a section break (insert / break / next page/)


8)
When all the changes have been made (using the "tools / track changes" feature of MS Word 97), the headers and page number need to be corrected other the headers will contain an error message like "error, reference not found". You can fix this by changing to page layout mode (view / page layout) to see the headers. Then, go to the menu item "view / header and footer", select the frame that contains the error message(s) ini the header and delete them (there are normally 2). Do not delete the page number in the middle. On the left side, write the spec name and current version number For example, "3G TS 21.111 version 3.0.0 (1999-04)". Go back to normal view.


9) 
For each group of changes, insert the correct starting page number. The number should be that which is a clean unmodified specification. It is only a guide to the reader only and so they can be +/- 1 page number wrong. Insert the page number using the following method. Go to the line following the first section break in your CR. Choose the menu item insert / page number / format / start at and insert the correct starting page number for that group of changes. click "OK" and then "CLOSE" (don't press "OK" at this last step). Repeat this step for each section break.


10)
When you have finished making all changes, go to "tools / track changes / highlight changes" and uncheck the "track changes while editing" box, otherwise the page numbers in the headers will be difficult to read. Make sure that the two other options in this box (highlight changes on screen" and "highlight changes in printed document" are both maked "X".


Examples of expressions of prevision in 3GPP specifications


To ensure that everybody else understands your proposed chnaged the same way that you do, it is very important to keep to the following rules:


SHALL: To be used to indicate a requirement. e.g. "The ME shall reset the USIM" is correct Do not use "The ME resets the USIM" or "the ME must reset the USIM"


SHOULD: To be used to indicate recommendation. i.e. if, among several possibilities one is recommended as particularly suitable, without mentioning or excluding others, or that a certain course of action is preferred but not necessarily required, or that (in the negative form) a certain possibility or course of action is deprecated but not prohibited.


MAY: To be used to indicate permission. To be used instead of phrases such as "is permitted", "is allowed" or is permissible". The opposite of "may" is "need not".


CAN: To be used to indicate possibility and capability. To be used instead of phrases such as "be able to", "there is a possibility of" or "it is possible to".


A more detailed guide to the 3GPP drafting rules can be found on the 3GPP server at:



ftp://ftp.3gpp.org/information/drafting-rules.pdf

ANNEX A   
The CR cover sheet


This annex provides further information on how to fill out the cover sheet of a CR.


The header:


a)
The header, including the TSG or Working Group, the tdoc number (normally obtinaed from the 3GPP support team) and the meeting location and date.


The title box:


b)
The change request number. This is a 3 digit number and is allocated by the 3GPP support team project manager of the relevant WG. For GSM specifications, it is prefixed with an "A"


c)
The 3G or GSM specification number (e.g. 21.111 for 3G or 12.05 for GSM).


d)
The TSG or SMG plenary meeting to which this CR will be submitted to if it gets agreed at the WG meeting. 


e)
for approval/for information: one box only shall be marked with an "X"


Proposed change affects:


f)
At least one box shall be marked with an "X"


Source:


g)
The company name of the author of the CR. If the CR has already been agreed at a Working groups or sub working group, meeting, the subgroup name ( and Tdoc number) should be used instead.


Subject:


h)
One line (only) of concise text that describes the subject of the CR. Details should be put under "reason for change"



good examples:
"Clarification to FETCH command"






"Alignment of operation and parameter names"



recently used



bad examples:
"correction"






"editorial correction"






"correction to TS xxx.yy"






"various improvements"


Work item:



h)
The name of the 3G work item for which the CR is relevant.


Category and release:


i)
Choose one category only


Reason:


j)
This should be 1 to 10 lines of text that describes in further detail the reasons why the change is necessary and how the change is done.


Clauses Affected:


m)
Each subclause that is affected by the change should be listed here. New subclause number can be followed by " (new) ".


Other specs affected:


n)
Other 3G core specifications: to be used if the CR is linked to a CR for another 3G specification.
Other 2G core specifications: to be used if a CR is also needed for a GSM or other 2G specification.



MS test specifications: to be used if a change is needed to the MS test specifications.



BSS test specifications: to be used if a change is needed to the base station test specifications.



O&M specifications: to be used if a change is needed to O&M specifications.



When listing other CRs in part n) use, for example, the form "21.111-CR001" or "12.05-A123"


______________________________________


How to create a CR for 3G or SMG specifications.


File location: http://ftp.3gpp.org/information/3gCRF-??.doc





