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Reason for change:
(

The description of the Call Information Request (CIRq) and Call Information Report (CIRp) information flows specify that CIRq and CIRp may be used to collect and report information related to a single call. However, CIRq and CIRp are used on a per call leg basis.

Hence, the wording in the descriptions of CIRq and CIRp, “single call” shall be replaced by “single call party”.




Summary of change:
(

Correct the descriptions of Call Information Request and Call Information Report.




Consequences if 
(

not approved:
Ambiguity for system designers (gsmSCF, gsmSSF) and for CAMEL service developers; it will be unclear how Call Information Request and Call Information Report may be used.
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4.6.1.3, 4.6.2.4
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*** First Modified Section ***

4.6.1.3
Call Information Report

4.6.1.3.1
Description

This IF is used to send specific call information for a single call party to the gsmSCF as requested by the gsmSCF in a previous Call Information Request IF.

4.6.1.3.2
Information Elements

Information element name
Status
Description

Requested Information List 
M
This IE specifies the requested information.

Leg ID
M
This IE indicates the party in the call for which information shall be collected. 

*** Next Modified Section ***

4.6.2.4
Call Information Request

4.6.2.4.1
Description

This IF is used to request the gsmSSF to record specific information about a single call party and report it to the gsmSCF (with a Call Information Report IF).

4.6.2.4.2
Information Elements

Information element name
Status
Description

Requested Information Type List
M
This IE is described in a table below.

This IE specifies a list of specific items of information which are requested.

Leg ID
M
This IE indicates the party in the call for which the information shall be collected. 

Requested Information Type List contains the following information elements:

Information element name
Status
Description

Call Attempt Elapsed Time
O
This IE indicates that the Call Attempt Elapsed Time is requested in the Call Information Report.
Call Attempt Elapsed Time is the duration between the end of the CAMEL processing initiating call setup (Connect, Continue or Continue With Argument IF) and the received answer indication from the called party side.
For the Calling Party, the value of Call Attempt Elapsed Time in the Call Information Report shall be set to 0.

Call Stop Time
O
This IE indicates that the Call Stop Time is requested in the Call Information Report.
Call Stop Time is the time stamp when the connection is released.

Call Connected Elapsed Time
O
This IE indicates that the Call Connected Elapsed Time is requested in the Call Information Report.
Call Connected Elapsed Time is the duration between the received answer indication from the called party side and the release of the connection.
For a Calling Party, it indicates the duration between the sending of the Initial DP IF and the release of that party.

Release Cause
O
This IE indicates that the Release Cause for the call party is requested in the Call Information Report.

*** End of Document ***
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