
3GPP TSG-CN1 Meeting #32
Tdoc N1-031622

was N1-031542

Bangkok, Thailand,   27 – 31 October 2003
	CR-Form-v7

	CHANGE REQUEST

	

	(

	24.229
	CR
	551
	(

rev
	1
	(

Current version:
	6.0.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	IMS trust domain in Rel 6

	
	

	Source:
(

	Ericsson

	
	

	Work item code:
(

	IMS2
	
	Date: (

	27/10/2003

	
	
	
	
	

	Category:
(

	C
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	The concept of the IMS trust domain has been recently discussed in a joint SA3-CN1 session. This CR clarifies that Release 6, IMS is an open network and traffic may be received from either trusted or not trusted nodes. Similarly, SIP traffic can be sent to trusted and non-trusted nodes. 

	
	

	Summary of change:
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	This CR provides the IMS nodes with the existence of a mechanism to identify whether the previous/next hop is part of the IMS domain or not. The exact detailed mechanism is left FFS pending of a similar discussion in SA2 and SA3.
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not approved:
	IMS nodes will not be able to take an appropriate action on the P-Asserted-Identity.
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4.4
Trust domain

RFC 3325 [34] provides for the existence and trust of an asserted identity within a trust domain. For the IM CN subsystem, this trust domain consists of the functional entities that belong to the same operator's domain (P-CSCF, the I-CSCF, the S-CSCF, the BGCF. the MGCF, the MRFC, and all ASs that are not provided by third-party service providers).Additionally, other IMS nodes that are not part of the same operator's domain may or may not be part of the trust domain, depending on whether an interconnect agreement exists with the remote network. SIP functional entities that belong to a network for which there is an interconnect agreement are part of the trust domain. ASs provided by third-party service providers are outside the trust domain. SIP Functional entities within the trust domain will need to take an action on the removal of the P-Asserted-Identity header when SIP signalling crosses the boundary of the trust domain. 
Editor's Note: the exact mechanism to determine which nodes are part of the trust domain and which nodes are not, is FFS.
For the purpose of the P-Access-Network-Info header, a trust domain also applies. This trust domain is identical to that of the P-Asserted-Identity. For the P-Access-Network-Info header, subclause 5.4 also identifies additional cases for the removal of the header.

NOTE:
In addition to the procedures specified in clause 5, procedures of RFC 3325 [34] in relation to transmission of P-Asserted-Identity headers and their contents outside the trust domain also apply.
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