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16.4.7
Sub-attributes of the 3GPP Vendor-Specific attribute

Table 7 describes the sub-attributes of the 3GPP Vendor-Specific attribute of the Access-Request, Accounting-Request START, Accounting-Request STOP and Accounting-Request Interim-Update messages.

Table 7: The sub-attributes of the 3GPP Vendor-Specific attribute of the Access-Request,
Accounting-Request START, Accounting-Request STOP
and Accounting-Request Interim-Update messages

	Sub-attr #
	Sub-attribute Name
	Description
	Presence Requirement
	Associated attribute

(Location of Sub-attr)

	1
	3GPP-IMSI
	IMSI for this user
	Optional
	Access-Request, Accounting-Request START, Accounting-Request STOP, Accounting-Request Interim-Update

	2
	3GPP-Charging-Id
	Charging ID for this PDP Context (this together with the GGSN-Address constitutes a unique identifier for the PDP context).
	Optional
	Access-Request, Accounting-Request START, Accounting-Request STOP, Accounting-Request Interim-Update 

	3
	3GPP-PDP Type
	Type of PDP context, e.g. IP or PPP
	Conditional

(mandatory if attribute 7 is present)
	Access-Request Accounting-Request START, Accounting-Request STOP, Accounting-Request Interim-Update

	4
	3GPP-CG-Address
	Charging Gateway IP address
	Optional
	Access-Request, Accounting-Request START, Accounting-Request STOP, Accounting-Request Interim-Update 

	5
	3GPP-GPRS-Negotiated-QoS-Profile
	QoS profile applied by GGSN
	Optional
	Access-Request, Accounting-Request START, Accounting-Request STOP, Accounting-Request Interim-Update 

	6
	3GPP-SGSN-Address
	SGSN IP address that is used by the GTP control plane for the handling of control messages. It may be used to identify the PLMN to which the user is attached.
	Optional
	Access-Request, Accounting-Request START, Accounting-Request STOP, Accounting-Request Interim-Update 

	7
	3GPP-GGSN-Address
	GGSN IP address that is used by the GTP control plane for the context establishment. It is the same as the GGSN IP address used in the GCDRs.
	Optional
	Access-Request, Accounting-Request START, Accounting-Request STOP, Accounting-Request Interim-Update 

	8
	3GPP-IMSI-MCC-MNC
	MCC and MNC extracted from the user's IMSI (first 5 or 6 digits, as applicable from the presented IMSI).
	Optional
	Access-Request, Accounting-Request START, Accounting-Request STOP, Accounting-Request Interim-Update



	9
	3GPP-GGSN- MCC-MNC
	MCC-MNC of the network the GGSN belongs to. 
	Optional
	Access-Request, Accounting-Request START, Accounting-Request STOP, Accounting-Request Interim-Update 

	10
	3GPP-NSAPI
	Identifies a particular PDP context for the associated PDN and MSISDN/IMSI from creation to deletion.
	Optional
	Access-Request, Accounting-Request START, Accounting-Request STOP Accounting-Request Interim-Update

	11
	3GPP- Session-Stop-Indicator
	Indicates to the AAA server that the last PDP context of a session is released and that the PDP session has been terminated.
	Optional
	Accounting Request STOP

	12
	3GPP- Selection-Mode
	Contains the Selection mode for this PDP Context received in the Create PDP Context Request Message 
	Optional
	Access-Request, Accounting-Request START, Accounting-Request STOP, Accounting-Request Interim-Update

	13
	3GPP-Charging-Characteristics
	Contains the charging characteristics for this PDP Context received in the Create PDP Context Request Message (only available in R99 and later releases)
	Optional
	Access-Request, Accounting-Request START, Accounting-Request STOP, Accounting-Request Interim-Update 

	14
	3GPP-CG-IPv6-Address
	Charging Gateway IPv6 address
	Optional
	Access-Request, Accounting-Request START, Accounting-Request STOP, Accounting-Request Interim-Update 

	15
	3GPP-SGSN-IPv6-Address
	SGSN IPv6 address that is used by the GTP control plane for the handling of control messages. It may be used to identify the PLMN to which the user is attached.
	Optional
	Access-Request, Accounting-Request START, Accounting-Request STOP, Accounting-Request Interim-Update 

	16
	3GPP-GGSN-IPv6-Address
	GGSN IPv6 address that is used by the GTP control plane for the context establishment. 
	Optional
	Access-Request, Accounting-Request START, Accounting-Request STOP, Accounting-Request Interim-Update 

	17
	3GPP- IPv6-DNS-Servers
	List of IPv6 addresses of DNS servers for an APN
	Optional
	Access-Accept 

	18
	3GPP-SGSN-MCC-MNC
	MCC and MNC extracted from the RAI within the Create PDP Context Request or Update PDP Context Request message. 
	Optional
	Access-Request, Accounting-Request START, Accounting-Request STOP, Accounting-Request Interim-Update

	20 
	3GPP-IMEISV
	International Mobile Equipment Id and its Software Version 
	Optional
	Accounting-Request START, Access-Request 


20 -3GGP- IMEISV
	Bits

	Octets
	8
	7
	6
	5
	4
	3
	2
	1

	1
	3GPP Type = 20

	2
	3GPP Length = 18

	3
	IMEISV digits 1 - n


3GPP Type: 20

n = 16 where TAC = 8 digits  SNR = 6 digits & SVN = 2 digits
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