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*** For Information ***

< extract from 3GPP TS 23.078 >

4.6.2.6
Connect

4.6.2.6.1 Description

…

4.6.2.6.2
Information Elements

	Information element name
	MO
	MF
	MT
	VT
	NC
	NP
	Description

	…
	
	
	
	
	
	
	

	Charge Number
	O
	O
	O
	O
	O
	O
	This IE identifies the chargeable number for the usage of a North American carrier.

	O‑CSI Applicable
	-
	-
	O
	O
	-
	-
	This IE indicates that the O‑CSI, if present shall be applied on the outgoing leg.

	Suppression Of Announcements
	-
	-
	O
	O
	O
	O
	This IE indicates that announcements or tones generated as a result of unsuccessful call establishment shall be suppressed.

	…
	
	
	
	
	
	
	


4.6.2.9
Continue With Argument

4.6.2.9.1
Description

…

4.6.2.9.2
Information Elements

	Information element name
	MO
	MF
	MT
	VT
	NC
	NP
	Description

	…
	
	
	
	
	
	
	

	Suppress O‑CSI
	-
	-
	O
	O
	-
	-
	This IE indicates that O‑CSI shall be suppressed for the forwarding leg or deflecting leg.

	Suppress D‑CSI
	-
	-
	-
	-
	-
	O
	This IE indicates that D‑CSI shall be suppressed for the new call leg. This IE can only be included if this IE is sent to the VMSC of the CAMEL subscriber.

	Suppress N‑CSI
	-
	-
	-
	-
	-
	O
	This IE indicates that N‑CSI shall be suppressed for the new call leg. This IE can only be included if this IE is sent to the VMSC of the CAMEL subscriber.
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Figure 4.77-1: Procedure CAMEL_CF_MSC_INIT (sheet 1)
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Procedure CAMEL_CF_MSC_INIT 2(4)

/* Signals to/from the left are to/from

the process MT_GMSC / ICH_MSC;

signals to/from the right are to/from
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otherwise stated. */
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Figure 4.77 REF cfinit\* MERGEFORMAT -2: Procedure CAMEL_CF_MSC_INIT (sheet 2)
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Procedure CAMEL_CF_MSC_INIT 3(4)
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Figure 4.77 REF cfinit\* MERGEFORMAT -3: Procedure CAMEL_CF_MSC_INIT (sheet 3)
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Procedure CAMEL_CF_MSC_INIT 4(4)

/* Signals to/from the left are to/from

the process MT_GMSC / ICH_MSC;

signals to/from the right are to/from

the gsmSSF; if not otherwise stated. */
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Figure 4.77 REF cfinit\* MERGEFORMAT -4: Procedure CAMEL_CF_MSC_INIT (sheet 4)
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