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***   First change   ***

5.2.7.2
Mobile-originating case

The P-CSCF shall respond to all INVITE requests with a 100 (Trying) provisional response. 

Upon receiving a response as specified in RFC 3313 [31 to the initial INVITE request, the P-CSCF shall:

-
if a media authorization token is generated by the PDF (i.e. when service-based local policy control is applied), insert the P-Media-Authorization header containing that media authorization token.

NOTE:
Typically, the first 183 (Session Progress) response contains an SDP answer including one or more "m=" media descriptions, but it is also possible that the response does not contain an SDP answer or the SDP does not include at least an "m=" media description. However, the media authorization token is generated independently of the presence or absence of "m=" media descriptions and sent to the UE in the P-Media-Authorization header value. The same media authorization token is used until the session is terminated.
When the P-CSCF sends the UPDATE request towards the S-CSCF, the P-CSCF shall also include the access-network-charging-info parameter in the P-Charging-Vector header. See subclause 5.2.7.4 for further information on the access network charging information.

***   Second change   ***

9.2.5.1A
Activation or modification of PDP contexts for media

If the UE receives indication within the SDP according to RFC 3524 [54] that media stream(s) belong to group(s), the media stream(s) shall be set up on separate PDP contexts according to the indication of grouping. The UE may freely group media streams to PDP context(s) in case no indication of grouping is received from the P-CSCF.

The UE can receive a media authorization token in the P-Media-Authorization header from the P-CSCF according to RFC 3313 [31]. The UE shall, if a media authorization token is received in the P-Media-Authorization header when a SIP session is initiated, establish separate PDP context(s) for the media. If a media authorization token is received in subsequent messages for the same SIP session, the UE shall:

-
use the existing PDP context(s) for media;

-
modify the existing PDP context(s) for media; or 

-
establish additional PDP context(s) for media.

The UE shall transparently pass the media authorization token received from the P-CSCF in a response to an INVITE request at originating setup or in the INVITE request at terminating setup to the GGSN. The UE shall signal it by inserting it within the Traffic Flow Template IE in the ACTIVATE SECONDARY PDP CONTEXT REQUEST message or the MODIFY PDP CONTEXT REQUEST message.

To identify to the GGSN which flow(s) (identified by m-lines within the SDP) that are transferred within a particular PDP context, the UE shall set the flow identifier(s) within the Traffic Flow Template IE in the ACTIVATE SECONDARY PDP CONTEXT REQUEST message or the MODIFY PDP CONTEXT REQUEST message. Detailed description of how the flow identifiers are constructed is provided in 3GPP TS 29.207 [12].

Detailed description of how the media authorization token and flow identifiers are carried in the Traffic Flow Template IE is provided in 3GPP TS 24.008 [8].

If the UE receives several media authorization tokens from the P-CSCF within the same SIP request or response, the first instance of the media authorization token shall be sent to the GGSN, and subsequent instances are discarded by the UE.

The UE shall not re-use a PDP context for other SIP sessions when the session has an associated media authorization token. The UE shall deactivate the PDP context when the SIP session that provided the media authorization token is terminated. When no media authorization token is used for a SIP session, the UE may reuse the PDP context between different SIP sessions.

The UE shall not include the IM CN Subsystem Signalling Flag when a PDP context for media is established or modified.
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