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Abstract of document:

The present document provides the protocol details for conferencing within the IP Multimedia Core Network subsystem (IMS) based on the Session Initiation Protocol (SIP), SIP Events, the Session Description Protocol (SDP) , the Conference Policy Control Protocol (CPCP)  and other protocols. 

This document does not cover the signalling between a MRFC and a MRFP. 

Where possible the present document specifies the requirements for this protocol by reference to specifications produced by the IETF within the scope of SIP, SIP Events, SDP, CPCP and other protocols, either directly, or as modified by 3GPP TS 24.229. Where this is not possible, extensions to SIP are defined within the present document. The document has therefore been structured in order to allow both forms of specification.

The present document includes information applicable to network operators, service providers and manufacturers.

The present document is applicable to Application Servers (ASs), Multimedia Resource Function Controllers (MRFCs), Media Gateway Control Functions (MGCFs) and to User Equipment (UE) providing conferencing capabilities.

Changes since last presentation to TSG Meeting #:

-

Outstanding Issues:

· floor control (3.1.1, 3.1.2, 3.2.1, 3.2.3)

· completion of work on SIP

· flow: user joining a private conversation to a conference (3.6.2.1)

· completion of work on CPCP:

· reference to request(or) authentication/authorization (3.5.14, 3.5.16)

· user procedures for conference creation with CPCP

· text and flows for (3.5.15)

· usage of XCAP Event package

· fetching of conference policy document

· blocking of conference participant

· conference termination

· "privileged user" terminology clarification (3.5.11)

· abnormal procedures (3.5.17, 3.5.18, 3.5.19, 3.5.20)

· updates due to upcoming CPCP changes (3.6.3.10, 3.6.3.11, 3.6.3.12)

· smaller editorials

· flows: values of charging related headers (3.6.3.5, 3.6.3.6, 3.6.3.7)

· flows: inclusion of Referred-By header in flows (3.6.3.8)


· reference to CN4 work on PSI resvolving (3.6.3.2, 3.6.3.3)

· P-Asserted-Identity header inclusion by MRFC/AS (3.6.3.4)

· discovery of conference-factory URI (3.3.2)

· clarification that Ut interface is intra-domain interface (3.5.10)

· cross references between SIP and CPCP procedures (3.3.3)

· several indications on saving of air interface resources (3.3.4, 3.3.5)

· clarification on mentioning of HTTP / XCAP (3.5.12)

· exclusion of media policy control (3.6.3.9)

· general textas introduction to subclauses (3.3.1, 3.3.6, 3.3.7, 3.4.1, 3.4.2, 3.5.2, 3.5.6, 3.5.7, 3.5.8, 3.5.9)

· smaller text clarifications and additions (3.5.13, 3.6.1.1, 3.6.1.2, 3.6.1.3)
Contentious Issues:

None of the issues identified are contentious within WG CN1. 

There are issues in the referenced IETF documentation where resolution is providing contentious, mainly for floor control protocol. 

