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	Reason for change:
(

	One of the pre-conditions of the Move Leg Operation is that “At least one leg in the target Call Segment is in the active phase” (refer to TS 22.078). For Move Leg, the target Call Segment is always Call Segment 1. Refer to the underlined sentence in the extract from 3GPP TS 22.078 V5.13.0, copied in the Other comments part of the present CR.

3GPP TS 23.078 reflects this pre-condition in process CSA_gsmSSF, sheet 18, where Move_Leg_Allowed is set TRUE as soon as a leg in Call Segment 1 reaches the Active State.

TS 29.078, however, specifies a pre-condition for Move Leg that is in contradiction with TS 22.078; TS 29.078 specifies that “At least one leg in the target Call Segment is in the alerting phase or in the active phase”.

This misalignment shall be corrected; the pre-condition in TS 29.078 shall be aligned with stage 1 (TS 22.078) and stage 2 (TS 23.078).

In addition, the description of the precondition should reflect that once at least one leg in the target call segment has reached the active phase, the precondition remains fulfilled, even if the leg of which the transition to the active phase lead to the fulfilment of the precondition, is released from the target call segment.

It should further be mentioned in the preconditions that when the call is established by the gsmSCF, then a leg may be moved in the target call segment.

	
	

	Summary of change:
(

	Correct the pre-condition for Move Leg, to be aligned with TS 22.078 and TS 23.078.
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(

not approved:
	Failing Move Leg procedures; the gsmSCF may attempt to use Move Leg when the pre-condition for Move Leg is not fulfilled.

This situation may lead to Service Logic failure.
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	Other comments:
(

	The following is an extract from 3GPP TS 22.078 V5.13.0.

8.1.4
Connecting an individual call party to the group

The purpose of this procedure is to allow the CSE to instruct the IPLMN/VPLMN to connect an individual call party to the group.
If, at the initial service event, the CSE instructed the IPLMN/VPLMN not to route the call leg directly to the destination, then the CSE may instruct the IPLMN/VPLMN to connect a held call party to the group at any point during the alerting and active phases of the call leg if a control relationship exists. The CSE may instruct the IPLMN/VPLMN to connect a held call party to the group also if the following conditions are met;

· a control relationship exists, and

· the original call state model in the target call segment is either in the Call set-up request procedure or Incoming call request procedure, and

· the original outgoing leg of the target call segment has been disconnected.

If, at the initial service event, the CSE instructed the IPLMN/VPLMN to proceed with the call as normal then the CSE may instruct the IPLMN/VPLMN to connect a held call party to the group at any point during the alerting and active phases of the call leg if a control relationship exists and at least one call leg in the group has reached the active phase.

If the CSE has initiated the call, it may instruct the IPLMN/VPLMN to connect another held call party to the group at any point during the alerting and active phases of the call leg.

The CSE shall be able to instruct the IPLMN/VPLMN to send a notification towards the previously held party indicating that she has been connected to the group. The CSE shall be able to instruct the IPLMN/VPLMN to send a notification towards the other party or parties in the group indicating that an additional party has been connected to the group. The notification shall be a tone or an announcement.

NOTE:
The CSE may use other procedures instead of, or as well as, instructing the IPLMN/VPLMN to send a tone or announcement to notify the previously held party that she has been connected to the group. The same principle applies to the notification towards the other party or parties in the group.


*** First Modification ***

11.22
MoveLeg procedure

11.22.1
General Description

The gsmSCF uses this operation to request the gsmSSF to move the leg from its current Call Segment to CSID1.

11.22.1.1
Parameters

-
legIDToMove:

This parameter indicates the leg that shall be moved.

11.22.2
Responding entity (gsmSSF)

11.22.2.1
Normal procedure

gsmSSF preconditions:

1) A control relationship exists between the gsmSCF and the gsmSSF.

2) The source BCSM is in the alerting phase or in the active phase.

3) The target Call Segment fulfills the following preconditions:

· At least one leg in the target Call Segment has reached the active phase, or

· The original BCSM in the target Call Segment is at Terminating_Attempt_Authorised or Collected_Info detection point, and the outgoing leg of that BCSM has been disconnected by the gsmSCF, or
· The call was created by the gsmSCF.
4) The CS_gsmSSF FSM for each Call Segment involved is in the state "Waiting_for_Instructions" or in the state "Monitoring".

5) User Interaction is not in progress in either Call Segment.

gsmSSF postconditions:

1) The gsmSSF performs the appropriate call processing actions.

2) The CS_gsmSSF FSM for CSID1 transits to the state "Waiting_for_Instructions". The BCSM instances within CSID1transit to the O_Mid_Call DP or to the T_Mid_Call DP, if not already suspended. The Mid_Call EDP shall not be reported for this case.

3) The CS_gsmSSF process for the source Call Segment is terminated.

4) A Return Result is sent to the gsmSCF immediately after successful execution of this operation.

11.22.2.2
Error handling

Generic error handling for the operation related errors is described in clause 10, and the TC services which are used for reporting operation errors are described in clause 14.
*** End of Document ***
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