Page 1



3GPP TSG-CN1 Meeting #35
Tdoc N1-041403
Sophia Antipolis, France, 16-20 August 2004
	CR-Form-v7

	CHANGE REQUEST

	

	(

	24.008
	CR
	894
	(

rev
	-
	(

Current version:
	6.5.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	
	Core Network
	x


	

	Title:
(

	Introduction of the MBMS Multicast Service Deactivation procedure – Reuse of PDP context deactivation messages

	
	

	Source:
(

	Ericsson

	
	

	Work item code:
(

	MBMS
	
	Date: (

	01/07/2004

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	CN1 has worked on TR 29.846 ‘Multicast Broadcast/Multicast Service (MBMS); CN1 description procedure’. At last CN1#34bis meeting, the CN1 working group made the following working assumptions for CN1#35 on the MBMS work:

· TR 29.846 will be used as the MBMS reference specification for CN1 #35 (for the last time?)

· Stop using TR 29.846 as reference after CN1 #35 and send it for approval to CN #25
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· Ericsson volunteered to draft the 24.008 CRs for MBMS.

	
	

	Summary of change:
(
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6.1.3.4.1
PDP context deactivation initiated by the MS

In order to deactivate a PDP context, the MS sends a DEACTIVATE PDP CONTEXT REQUEST message to the network, enters the state PDP-INACTIVE-PENDING and starts timer T3390. The message contains the transaction identifier (TI) in use for the PDP context to be deactivated and a cause code that typically indicates one of the following causes:

# 25:
LLC or SNDCP failure(GSM only);

# 26:
insufficient resources;

# 36:
regular deactivation; or

# 37:
QoS not accepted.

The network shall reply with the DEACTIVATE PDP CONTEXT ACCEPT message. Upon receipt of the DEACTIVATE PDP CONTEXT ACCEPT message, the MS shall stop timer T3390. 
In GSM, both the MS and the network shall initiate local release of the logical link if it is not used by another PDP context. 
In UMTS, the network shall initiate the release of Radio Access Bearer associated with this PDP context.

6.1.3.4.2
PDP context deactivation initiated by the network

In order to deactivate a PDP context, the network sends a DEACTIVATE PDP CONTEXT REQUEST message to the MS and starts timer T3395. The message contains the transaction identifier in use for the PDP context to be deactivated and a cause code that typically indicates one of the following causes:

# 8:
Operator Determined Barring;
# 25:
LLC or SNDCP failure (GSM only);

# 36:
regular deactivation;

# 38:
network failure; or

# 39:
reactivation requested.

The MS shall, upon receipt of this message, reply with a DEACTIVATE PDP CONTEXT ACCEPT message. Upon receipt of the DEACTIVATE PDP CONTEXT ACCEPT message, the network shall stop the timer T3395. 
In GSM, both the MS and the network shall initiate local release of the logical link if it is not used by another PDP context. 
In UMTS, the network shall initiate the release of Radio Access Bearer associated with this PDP context.


6.2.3.2
MBMS context deactivation

The purpose of this procedure is to deactivate an existing MBMS context in the MS and the network. The MS shall only initiate the MBMS context deactivation when requested by the network, however the trigger for the deactivation request by the network may be initiated by the MS at application layer or by the network, see 3GPP TS 23.246 [106].

After a successful MBMS context deactivation, the associated TI value shall be released in both the MS and the network.
The MBMS context deactivation procedure makes use of the messaging and signalling of the PDP context deactivation procedure as described in the subclause 6.2.3.2.1.
6.2.3.2.1
MBMS context deactivation initiated by the network
In order to request an MBMS context deactivation, the network sends a DEACTIVATE PDP CONTEXT REQUEST message to the MS, enters the state MBMS-INACTIVE-PENDING and starts timer T3395. The messages contains the transaction identifier (TI) in use for the MBMS context to be deactivated and a cause code that typically indicates one of the following causes:

# 36:
regular deactivation;

# 38:
network failure;

# 47:
multicast group membership time-out.

The MS shall reply with a DEACTIVATE PDP CONTEXT ACCEPT message and enter the state MBMS-INACTIVE. Upon receipt of the DEACTIVATE PDP CONTEXT ACCEPT message, the network shall stop the timer T3395 and enter the state MBMS-INACTIVE.

6.2.3.2.2
Abnormal cases

The following abnormal cases can be identified:
a)
Expiry of timers:


On the first expiry of the timer T3395, the network shall resend the message DEACTIVATE PDP CONTEXT REQUEST and shall reset and restart the timer T3395. This retransmission is repeated, i.e. on the fifth expiry of the timer T3395, the network shall erase the MBMS context related data for that MS.

10.5.6.6
SM cause

The purpose of the SM cause information element is to indicate the reason why a session management request is rejected.

The SM cause is a type 3 information element with 2 octets length.

The SM cause information element is coded as shown in figure 10.5.139/3GPP TS 24.008 and table 10.5.157/3GPP TS 24.008.

	8
	7
	6
	5
	4
	3
	2
	1
	

	SM cause IEI
	octet 1

	Cause value
	octet 2


Figure 10.5.139/3GPP TS 24.008: SM cause information element

Table 10.5.157/3GPP TS 24.008: SM cause information element

	Cause value (octet 2)

Bits

8 7 6 5 4 3 2 1
0 0 0 0 1 0 0 0
Operator Determined Barring
0 0 0 1 1 0 0 1
LLC or SNDCP failure(GSM only)
0 0 0 1 1 0 1 0
Insufficient resources
0 0 0 1 1 0 1 1
Missing or unknown APN
0 0 0 1 1 1 0 0 
Unknown PDP address or PDP type
0 0 0 1 1 1 0 1
User authentication failed
0 0 0 1 1 1 1 0 
Activation rejected by GGSN

0 0 0 1 1 1 1 1
Activation rejected, unspecified

0 0 1 0 0 0 0 0
Service option not supported

0 0 1 0 0 0 0 1
Requested service option not subscribed

0 0 1 0 0 0 1 0
Service option temporarily out of order

0 0 1 0 0 0 1 1
NSAPI already used (not sent)

0 0 1 0 0 1 0 0
Regular deactivation

0 0 1 0 0 1 0 1
QoS not accepted

0 0 1 0 0 1 1 0
Network failure

0 0 1 0 0 1 1 1
Reactivation required

0 0 1 0 1 0 0 0
Feature not supported

0 0 1 0 1 0 0 1
Semantic error in the TFT operation

0 0 1 0 1 0 1 0
Syntactical error in the TFT operation

0 0 1 0 1 0 1 1
Unknown PDP context

0 0 1 0 1 1 1 0
PDP context without TFT already activated
0 0 1 0 1 1 1 1
Multicast group membership time-out
0 0 1 0 1 1 0 0 
Semantic errors in packet filter(s)

0 0 1 0 1 1 0 1 
Syntactical errors in packet filter(s)

0 1 0 1 0 0 0 1
Invalid transaction identifier value

0 1 0 1 1 1 1 1
Semantically incorrect message

0 1 1 0 0 0 0 0
Invalid mandatory information

0 1 1 0 0 0 0 1
Message type non-existent or not implemented

0 1 1 0 0 0 1 0
Message type not compatible with the protocol state

0 1 1 0 0 0 1 1
Information element non-existent or not implemented

0 1 1 0 0 1 0 0
Conditional IE error

0 1 1 0 0 1 0 1
Message not compatible with the protocol state

0 1 1 0 1 1 1 1
Protocol error, unspecified

0 1 1 1 0 0 0 0
APN restriction value incompatible with active PDP context

Any other value received by the mobile station shall be treated as 0010 0010, "Service option temporarily out of order”. Any other value received by the network shall be treated as 0110 1111, "Protocol error, unspecified".

NOTE:
The listed cause values are defined in Annex I




FIRST CHANGE





NEXT CHANGE





NEXT CHANGE








�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �Page: 1��� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �Page: 1��� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �Page: 1��� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �Page: 1��� This is an example of pop-up text.





CR page 1

