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1. Overall Description:

CN1 would like to inform SA2 that they have considered the PDG redirection feature and have reached the conclusion that it is not practical or advisable to standardize it the Rel-6 WLAN-IW.

The reasoning for this decision is as follows:

· As SA3 have established, PDG redirection does not enhance security in the Scenario 3 procedure. Further, even though the PDG redirection feature might be used for load-balancing, this can be provided in many other ways. Hence the added value of the procedure is not substantial and the feature can be regarded as only an enhancement feature. Its removal would not remove any fundamental functionality from WLAN Interworking.
· At present, the IKEv2 [3] protocol does not include any functionality for the PDG to provide the WLAN UE with an alternative PDG IP address. Therefore, no solution exists in IKEv2.
· In order to provide the PDG redirection feature by stage 3, either the IKEv2 must be modify by IETF, which will likely delay the completion date of the stage 3 work on I-WLAN to be done by CN WGs or a private version of the IKEv2  protocol must be specified by 3GPP, which would result in considerable additional work and potentially the creation of not interoperable 3GPP version of the IKEv2 protocol.
· All the above solutions will delay the completion date of the I-WLAN work to be done by the CN WGs for Rel-6.
. 
2. Actions:

To SA2

ACTION: 
CN1 kindly asks SA2 to consider the reasoning given above with a view to deciding to remove the PDG redirection feature from its Stage 2 specification.

3. Date of Next CN1 Meetings

CN1 _37                       14th – 18th February 2005
Sydney, Australia

CN1_38
   25th -30th April 2005
               Cancun, Mexico

