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	Reason for change:
	As defined in TS 23.273, the Nlmf_Location_UPNotify service operation is defined as below

[bookmark: _Toc145928644]8.3.2.9	Nlmf_Location_UPNotify service operation
Service operation name: Nlmf_Location_UPNotify
Description: Allow the consumer NF get notified about status or modification of a secure LCS-UP connection for a target UE.
Input, Required: Notification Correlation Information, LCS-UP connection status (established, released or move indication).
Input, Optional: Target LMF identifier (only applicable in case of move of the connection).
Output, Required: None.
Output, Optional: None.
See clauses 6.18.1 and 6.18.3 for an example of usage of this service operation.
The LCS-UP connection status of modification indication is replaced by move indication. And the Target LMF identifier is defined that only applicable in case of move of the connection.

It’s proposed to update the LCS-UP connection status for move indication and update the Cardinality and description of Target LMF identifier.

	
	

	Summary of change:
	It’s proposed to update the LCS-UP connection status for move indication and update the Cardinality and description of Target LMF identifier.
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	Clauses affected:
	6.1.6.2.49, 6.1.6.3.26, A.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ...

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	This contribution introduces backward compatible new features to the OpenAPI file of Nlmf_Location API.
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[bookmark: _Toc145956095][bookmark: _Toc130845028][bookmark: _Toc122015865][bookmark: _Toc51922808][bookmark: _Toc51922389][bookmark: _Toc45030029][bookmark: _Toc35935809][bookmark: _Toc34804238][bookmark: _Toc26202523][bookmark: _Toc18853083][bookmark: _Toc22141074][bookmark: _Toc22624276][bookmark: _Toc26202337]6.1.6.2.49	Type: UpNotifyData
Table 6.1.6.2.49-1: Definition of type UpNotifyData
	Attribute name
	Data type
	P
	Cardinality
	Description

	ldrReference
	LdrReference
	M
	1
	LDR Reference

	upConnectionStatus
	UpConnectionStatus
	M
	1
	UP Connection Status

	targetLMFIdentification
	LMFIdentification
	CO
	0..1
	This IE shall be present if the UpConnectionStatus is set to “MOVE”.

When present, this IE shall indicate Target LMF ID.




* * * Next Change * * * *
[bookmark: _Toc145956123]6.1.6.3.26	Enumeration: UpConnectionStatus
The enumeration UpConnectionStatus indicates the UP Connection Status.
Table 6.1.6.3.26-1: Enumeration UpConnectionStatus
	Enumeration value
	Description

	"ESTABLISHED"
	UP Connection Established

	"RELEASED"
	UP Connection Released

	"MODIFICATIONMOVE"
	UP Connection Modification Move Indication



* * * Next Change * * * *
[bookmark: _Toc145956181][bookmark: _Toc138411983][bookmark: _Toc130844275][bookmark: _Toc122097054][bookmark: _Toc114779137][bookmark: _Toc106639627][bookmark: _Toc98506342][bookmark: _Toc90650673][bookmark: _Toc88818751][bookmark: _Toc82716464][bookmark: _Toc74993874][bookmark: _Toc67686047][bookmark: _Toc58594533][bookmark: _Toc56517632][bookmark: _Toc51873504][bookmark: _Toc49849990][bookmark: _Toc45032501][bookmark: _Toc43215253][bookmark: _Toc36463413][bookmark: _Toc34148029][bookmark: _Toc27593153][bookmark: _Toc25168734][bookmark: _Toc20150444]A.2	Nlmf_Location API
openapi: 3.0.0

info:
  version: '1.3.0-alpha.4'
  title: 'LMF Location'
  description: |
    LMF Location Service.  
    © 2023, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.

[…]

    UpConnectionStatus:
      description: UP Connection Status.
      anyOf:
        - type: string
          enum:
            - ESTABLISHED
            - RELEASED
            - MODIFICATIONMOVE
        - type: string

[…]
 * * * End of Changes * * * *

