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* * * First Change * * * *

[bookmark: _Toc145951452]5.2.2.5.1	General
The LocalNumberUpdate service operation shall be used by the NF service consumer (e.g., primary NSACF) to update the local maximum number of registered UEs and/or PDU sessions of a network slice at the NSACF. It is used in the following procedures:
-	Update of local maximum number in Hierarchical NSAC Architecture (see clause 4.2.11.6 of 3GPP TS 23.502 [3]).
The LocalNumberUpdate service operation shall also be used by the NF service consumer (e.g. primary or central NSACF in HPLMN) to update the local maximum number of registered roaming UEs and/or LBO PDU sessions of a network slice at the primary or central NSACF in VPLMN. It is used in the following procedures:
-	VPLMN with HPLMN assistance NSAC Admission mode for number of registered roaming UEs and number of LBO PDU sessions (see clause 4.2.11.5.2.2 of 3GPP TS 23.502 [3]).
* * * Next Change * * * *

[bookmark: _Toc145951453]5.2.2.5.2	Update of local maximum number of UEs or PDU sessions
The LocalNumberUpdate service operation shall be used by the NF service consumer to update the local maximum number of registered UEs and/or PDU sessions of the network slice at the NSACF by using the HTTP POST method as shown in Figure 5.2.2.5.2-1.


Figure 5.2.2.5.2-1: NSAC procedure for updating the numbers of UEs and/or PDU sessions
1.	The NF Service Consumer (i.e., Primary primary NSACF or central NSACF) shall send a POST request to the resource representing the network slice admission control configurations (i.e., …/slices/configs) in the NSACF.
	The payload body of the POST request shall contain the input data structure (i.e., ACUpdateData), which shall contain the following information to update the local maximum number of registered UEs and/or (LBO) PDU sessions in the Hierarchical NSAC Architecture:
-	the S-NSSAIs subject to NSAC for which an updated number of maximum number of UEs or PDU sessions needs to be provided;
-	the updated local maximum number of registered UEs, if this information is changed; and
-	the updated local maximum number of PDU sessions if this information is changed.
Or it shall contain the following information in VPLMN with HPLMN assistance NSAC Admission mode:
-	the S-NSSAIs mapped in HPLMN subject to NSAC for which an update of the maximum number of registered roaming UEs or LBO PDU sessions needs to be provided;
-	the updated local maximum number of registered roaming UEs, if this information is changed; and
-	the updated local maximum number of LBO PDU sessions if this information is changed.
2a.	On success, "204 No Content" shall be returned and the payload body of the POST response shall be empty.
2b.	On failure, one of the HTTP status codes listed in Table 6.1.3.4.3.1-3 shall be returned.

* * * End of Changes * * * *
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