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	Reason for change:
	An Editor’s Note is kept in clause 5.2.2.8.3.11 to address whether a Cause value is better defined to indicate the PDU session retention during network slice replacement procedure for HR PDU session.

The main reason to define pduSessionRetainInd instead of defining new Cause value, is because the Cause value may be used to carry additional information in existing procedure. For example, handover procedure happens when the network slice replacement is triggered, the Cause value is used to carry potential status of handover procedure, see clause 5.2.2.8.3.4.

Based on the above analysis, it is better to define new indication “pduSessionRetainInd” instead of directly extending the Cause values. Thus, the Editor’s Note can be removed.


	
	

	Summary of change:
	Remove Editor’s Note in clause 5.2.2.8.3.11.
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	Unnecessary Editor’s Note remains in the specification.
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* * * First Change * * * *
[bookmark: _Toc43119967][bookmark: _Toc49768022][bookmark: _Toc56434195][bookmark: _Toc138323102][bookmark: _Toc25073932][bookmark: _Toc34063115][bookmark: _Toc43120092][bookmark: _Toc49768147][bookmark: _Toc56434320][bookmark: _Toc138323229][bookmark: _Toc25073933][bookmark: _Toc34063116][bookmark: _Toc43120093][bookmark: _Toc49768148][bookmark: _Toc56434321][bookmark: _Toc138323230][bookmark: _Toc93869000][bookmark: _Toc130831302][bookmark: _Toc130831260]5.2.2.8.3	Update service operation towards V-SMF or I-SMF
[bookmark: _Toc25073832][bookmark: _Toc34063004][bookmark: _Toc43119976][bookmark: _Toc49768031][bookmark: _Toc56434204][bookmark: _Toc138323111]5.2.2.8.3.11	Network (e.g. AMF) triggered network slice replacement with PDU session retained
During network slice replacement procedure, for HR PDU session, if the H-SMF determines to retain the PDU session for the alternative HPLMN S-NSSAI, the H-SMF shall use this procedure to instruct the V-SMF that the PDU session is retained for the alternative HPLMN S-NSSAI (see clause 4.3.3.3 of 3GPP TS 23.502 [3]).
The requirements specified in clause 5.2.2.8.3.1 shall apply with the following modifications.
1.	Same as step 1 of Figure 5.2.2.8.3.1-1, with the following modifications.
The requestIndication shall be set to NW_REQ_PDU_SES_MOD.
The payload body of the POST request shall contain:
-	an altHplmnSnssai IE to indicate the alternative HPLMN S-NSSAI applied to the PDU session;
-	a pduSessionRetainInd IE to indicate the PDU session is retained;
Editor's Note:	It needs FFS whether to define new Cause value (e.g. PDU_SESSION_RETAINED) instead of using pduSessionRetainInd IE.	
2a.	Same as step 2a of Figure 5.2.2.8.3.1-1.
* * * End of Changes * * * *
