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	Reason for change:
	In TS 29.571, there is a Editor's note as below:
Editor's note:	it’s FFS if subscription for acting as Assistant UE is needed.

As the agreed CR 0009 of TS 23.586 (S2-2309834), the UE acting as Assistant UE has been removed in Stage2.

It proposes to resolve the EN.

	
	

	Summary of change:
	It proposes to resolve the EN.

	
	

	Consequences if not approved:
	The Editor's note is not resolved.
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Table 5.4.4.88-1: Definition of type RangingSlPosAuth
	Attribute name
	Data type
	P
	Cardinality
	Description

	rgSlPosTargetAuth
	UeAuth
	C
	0..1
	This IE shall be present if available. When present, it shall indicate whether the UE is authorized to act as Target UE.

	rgSlPosSlRefAuth
	UeAuth
	C
	0..1
	This IE shall be present if available. When present, it shall indicate whether the UE is authorized to act as SL Reference UE.

	rgSlPosLocAuth
	UeAuth
	C
	0..1
	This IE shall be present if available. When present, it shall indicate whether the UE is authorized to act as Located UE.

	rgSlPosClientAuth
	UeAuth
	C
	0..1
	This IE shall be present if available. When present, it shall indicate whether the UE is authorized to act as SL Positioning Client UE.

	rgSlPosServerAuth
	UeAuth
	C
	0..1
	This IE shall be present if available. When present, it shall indicate whether the UE is authorized to act as SL Positioning Server UE.
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