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* * * First Change * * * *
[bookmark: _Toc51922391][bookmark: _Toc51922810][bookmark: _Toc90632102]6.1.5.2.4	Type: CancelLocData
Table 6.1.5.2.4-1: Definition of type CancelLocData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	supi
	Supi
	O
	0..1
	This IE may be present when requesting cancellation of LCS service for a single UE.

When present, this IE shall contain the Subscription Permanent Identifier of the target UE.
(NOTE).
	

	gpsi
	Gpsi
	O
	0..1
	This IE may be present when requesting cancellation of LCS service for a single UE.

When present, this IE shall contain the Generic Public Subscription identifier of the target UE.
(NOTE).
	

	extGroupId
	ExternalGroupId
	O
	0..1
	This IE may be present when requesting cancellation of LCS service for a group of target UEs.

When present this IE shall contain the External Group ID
(NOTE).
	

	intGroupId
	GroupId
	O
	0..1
	This IE may be present when requesting cancellation of LCS service for a group of target UEs.

When present this IE shall contain the Internal Group ID
(NOTE).
	

	hgmlcCallBackUri
	Uri
	M
	1
	Notification target address
	

	ldrReference
	LdrReference
	M
	1
	LDR Reference
	

	lmfIdentification
	LmfIdentification
	O
	0..1
	The latest LMF identification received
	

	amfId
	AmfId
	O
	0..1
	The identification of the serving AMF
	

	NOTE:	If cancelling the location for a target UE, the UE identification (attributes gpsi and/or supi) shall be included, if cancelling the UE locations for a target group, the group identification (attributes extGroupId and/or intGroupId), UE identification and group identification shall be included exclusively.



* * * End of Changes * * * *


