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* * * First Change * * * *
[bookmark: _Toc146712237][bookmark: _Toc70428242][bookmark: _Toc138361137]8.2.1.1	General
This clause describes the procedures for both layer-3 and layer-2 UE-to-network relay discovery for public safety use and commercial services at a ProSe-enabled UE over the PC5 interface. The purpose of the UE-to-network relay discovery procedure over PC5 interface is to enable a ProSe-enabled UE to detect and identify another ProSe-enabled UE over PC5 interface for UE-to-network relay communication between a UE and 5GC.
NOTE 1:	Relaying Multicast/Broadcast Service traffic to a 5G ProSe remote UE by a 5G ProSe UE-to-network relay is not supported in this release of the specification.
A 5G ProSe UE-to-network relay supporting multiple relay service codes can advertise the relay service codes using multiple discovery messages, with one relay service code per discovery message.
Due to local regulations or implementation specific requirements and if the 5G ProSe layer-3 UE-to-network relay UE: 
a)	is using its own emergency service; or 
b)	is relaying the emergency service from one 5G ProSe layer-3 remote UE; or, 
c)	received the emergency service support indicator for 3GPP access set to "emergency services not supported" in the latest REGISTRATION ACCEPT message from the AMF as specified in 3GPP TS 24.501 [11],
the 5G ProSe layer-3 UE-to-network relay UE shall not announce or respond to the 5G ProSe UE-to-network relay discovery message including the RSC specific for emergency service.
NOTE 2a:	The prioritisation between the emergency calls of the 5G ProSe layer-3 UE-to-network relay UE itself and of the 5G ProSe layer-3 remote UE is determined by the local regulations, if available, otherwise it is left to the 5G ProSe layer-3 UE-to-network relay UE implementation.
The following principles for 5G ProSe UE-to-network relay apply when the 5G ProSe UE-to-network relay UE or the 5G ProSe remote UE is in service area restriction as defined in clause 5.3.5 of 3GPP TS 24.501 [11] , except the case when the 5G ProSe UE-to-network relay UE is relaying the emergency service for the 5G ProSe remote UE:
a)	in non-allowed area of its serving PLMN, the 5G ProSe layer-3 UE-to-network relay UE is not allowed to perform relay operations (e.g., UE-to-network relay discovery as specified in clause 8.2.1, or accept the 5G ProSe direct link establishment procedure as specified in clause 7.2.2) except for e.g. high priority access as defined in clause 5.3.5 of 3GPP TS 24.501 [11] based on relay service codes as specified in clause 5.2.5;
b)	service area restriction is not applicable to the 5G ProSe layer-3 remote UE;
c)	in non-allowed area of its serving PLMN, the 5G ProSe layer-2 UE-to-network relay UE is not allowed to perform relay operations (e.g., UE-to-network relay discovery as specified in clause 8.2.1, or accept the 5G ProSe direct link establishment procedure as specified in clause 7.2.2); and
d)	in non-allowed area of its serving PLMN, the 5G ProSe layer-2 remote UE follows the same principles of service area restrictions as specified in clause 5.3.5 of 3GPP TS 24.501 [11] for communication with the network via the 5G ProSe layer-2 UE-to-network relay UE, taking into account the TAI in the RRC container received from the 5G ProSe layer-2 UE-to-network relay UE.
NOTE 2:	Closed access group information is not specified for 5G ProSe.
The following principles for 5G ProSe UE-to-network relay apply when the relay UE or the 5G ProSe remote UE is in 5GS forbidden tracking areas as defined in clause 5.3.13 of 3GPP TS 24.501 [11]:
a)	in a 5GS forbidden tracking area of its serving PLMN, the 5G ProSe UE-to-network relay UE is not allowed to perform relay operations; and
b)	in a 5GS forbidden tracking area of its serving PLMN, the 5G ProSe remote UE is not allowed to access the network via the 5G ProSe UE-to-network relay UE unless the 5G ProSe remote UE is attempting for emergency service, taking into account the TAI in the RRC container received from the 5G ProSe layer-2 UE-to-network relay UE.
To perform UE-to-network relay discovery over PC5 interface, the UE is configured with the related information as described in clause 5.2.5. The following models for UE-to-network relay discovery procedure over PC5 interface as specified in 3GPP TS 23.304 [2] are supported:
a)	Model A uses a single discovery protocol message (Announcement); and
b)	Model B uses two discovery protocol messages (Solicitation and Response).
NOTE 3:	If the UE is authorized to perform both 5G ProSe UE-to-network relay discovery Model A and 5G ProSe UE-to-network relay discovery Model B, it is up to UE implementation to select which model to perform or perform both models simultaneously.
The 5G ProSe UE-to-network relay UE and 5G ProSe layer-3 remote UE may use the PC5 DRX mechanism to perform 5G ProSe UE-to-network relay discovery over PC5 interface when the UE is not served by NG-RAN as specified in clause 5.2.5.
The following procedures are defined for UE-to-network relay discovery procedure over PC5 interface:
a)	UE-to-network relay discovery over PC5 interface with Model A:
1)	Announcing UE procedure for UE-to-network relay discovery initiation;
2)	Announcing UE procedure for UE-to-network relay discovery completion;
3)	Monitoring UE procedure for UE-to-network relay discovery initiation;
4)	Monitoring UE procedure for UE-to-network relay discovery completion;
5)	Announcing UE procedure for UE-to-network relay discovery additional information; and
6)	Monitoring UE procedure for UE-to-network relay discovery additional information; and
b)	UE-to-network relay discovery over PC5 interface with Model B:
1)	Discoverer UE procedure for UE-to-network relay discovery initiation;
2)	Discoverer UE procedure for UE-to-network relay discovery completion;
3)	Discoveree UE procedure for UE-to-network relay discovery initiation; and
4)	Discoveree UE procedure for UE-to-network relay discovery completion.
* * * End of Changes * * * *
