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	Reason for change:
	In stage 3 protocol implementation, in order to provide an accurate description, it is suggested that the term "and/or" should not be used. Instead, if the combination logic is needed, then better to use "A, B, or both".

Note that as per below TS drafting rule specified in TR 21.801, "or" indicates the elements of the list are mutually exclusive and hence, "or" cannot cover "and":

"Use "and" or "or" at the end (following the semicolon) of the penultimate element of a list to indicate unambiguously whether the elements are combinable or whether they are mutually exclusive.
-	Use the appropriate bullet styles, i.e. styles B1 to B5.
-	Separate the list item identifier (e.g. bullet) and the text with a tab (if not using automatic bullets and numbering).
-	Ensure that the formatting of the lists is consistent throughout the deliverable."

	
	

	Summary of change:
	It proposes to avoid the use of the term "and/or" through the whole TS 24.502.

	
	

	Consequences if not approved:
	The stage 3 protocol description is not so accurate for implemenation.
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[bookmark: OLE_LINK44]* * * First Change * * * *
[bookmark: _Toc27744923][bookmark: _Toc36114723][bookmark: _Toc45271317][bookmark: _Toc51936575][bookmark: _Toc58230245][bookmark: _Toc146749976][bookmark: OLE_LINK65][bookmark: _Toc20233270][bookmark: _Toc27747407][bookmark: _Toc36213598][bookmark: _Toc36657775][bookmark: _Toc45287450][bookmark: _Toc51948725][bookmark: _Toc51949817][bookmark: _Toc91599813]5.3A.2	PLMN solicitation
The UE not operating in SNPN access operation mode shall determine which PLMNs are available from each WLAN on the list of available WLANs constructed using the WLAN selection procedure described in clause 5.3.2 using the following procedures:
i)	the UE selects a WLAN from the list of selected WLAN(s) constructed using the WLAN selection procedure described in clause 5.3.2;
NOTE 1:	An N5CW device that is not registered or cannot register via NG-RAN uses only the manual mode WLAN selection procedure described in clause 5.3.2.
ii)	if both the WLAN selected in step i) and the UE support ANQP specified in IEEE Std 802.11 [19] and if the UE did not obtain a list of realms using ANQP in clause 5.3.2.3 item 1, the UE shall send an ANQP request for a list of realms (i.e. ANQP-elements "NAI Realm"), and/or PLMN identities (i.e. ANQP-element "3GPP Cellular Network"), or both; and
NOTE 2:	The UE uses procedures defined in IEEE Std 802.11 [19] to determine if the WLAN supports ANQP and to send the ANQP request for ANQP-elements "NAI Realm", and/or "3GPP Cellular Network", or both, as specified in IEEE Std 802.11 [19].
iii)	if either the WLAN selected in step i) or the UE does not support ANQP (see IEEE Std 802.11 [19]) or the UE does not receive a list of realms in item ii), an EAP-Request/Identity is received and the EAP-Request/Identity does not include one or more of realms, and/or PLMN identities, or both (encoded in accordance with IETF RFC 4284 [31]), the UE supports IEEE 802.1x authentication (see IEEE Std 802.1X™ [30]), the UE shall request a list of realms, and/or PLMN identities, or both interworking with that WLAN by sending the EAP-Response/Identity message including as identity the alternative NAI; and
iv)	the UE repeats this procedure for all WLANs from the available list of WLANs as constructed using the WLAN selection procedure described in clause 5.3.2.
NOTE 3:	The list with realms, and/or PLMN identities, or both received in accordance with procedures in IETF RFC 4284 [31], is of limited size and might not contain all the realms, and/or PLMN identities, or both available via the WLAN.
The UE shall convert any received PLMN identities into realms of the PLMNs using the rules defined in clause 19 and clause 28 of 3GPP TS 23.003 [8]. The N5CW device shall convert any received PLMN identities into realms of the PLMNs using the rules defined in clause 28 of 3GPP TS 23.003 [8].
* * * Next Change * * * *
[bookmark: _Toc146749986]5.3D.2	SNPN solicitation
The UE operating in SNPN access operation mode shall determine which SNPNs are available from each WLAN on the list of available WLANs constructed using the WLAN selection procedure described in clause 5.3.2 using the following procedures:
i)	the UE selects a WLAN from the list of selected WLAN(s) constructed using the WLAN selection procedure described in clause 5.3.2;
NOTE 1:	An N5CW device that is not registered or cannot register via NG-RAN uses only the manual mode WLAN selection procedure described in clause 5.3.2.2.
ii)	if both the WLAN selected in step i) and the UE support ANQP specified in IEEE Std 802.11 [19] and if the UE did not obtain a list of realms using ANQP in clause 5.3.2.3 item 1, the UE shall send an ANQP request for a list of realms (i.e. ANQP-elements "NAI Realm"), and/or SNPN identities (i.e. ANQP-element "3GPP Cellular Network"), or both; and
NOTE 2:	The UE uses procedures defined in IEEE Std 802.11 [19] to determine if the WLAN supports ANQP and to send the ANQP request for ANQP-elements "NAI Realm", and/or "3GPP Cellular Network", or both, as specified in IEEE Std 802.11 [19].
iii)	if either the WLAN selected in step i) or the UE does not support ANQP (see IEEE Std 802.11 [19]) or the UE does not receive a list of realms in item ii), an EAP-Request/Identity is received and the EAP-Request/Identity does not include one or more of realms and SNPN identities (encoded in accordance with IETF RFC 4284 [31]), the UE supports IEEE 802.1x authentication (see IEEE Std 802.1X™ [30]), the UE shall request a list of realms, and/or SNPN identities, or both interworking with that WLAN by sending the EAP-Response/Identity message including as identity the alternative NAI; and
iv)	the UE repeats this procedure for all WLANs from the available list of WLANs as constructed using the WLAN selection procedure described in clause 5.3.2.
[bookmark: _GoBack]NOTE 3:	The list with realms, and/or SNPN identities, or both received in accordance with procedures in IETF RFC 4284 [31], is of limited size and might not contain all the realms, and/or SNPN identities, or both available via the WLAN.
The UE shall convert any received SNPN identities into realms of the SNPNs using the rules defined in clause 19 and clause 28 of 3GPP TS 23.003 [8]. The N5CW device shall convert any received SNPN identities into realms of the SNPNs using the rules defined in clause 28 of 3GPP TS 23.003 [8].
* * * End of Change * * * *
