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***** First change *****
[bookmark: _Toc146249415][bookmark: _GoBack]8.2.9.22	HPA_INFO Notify payload
The HPA_INFO Notify payload is used to indicate high priority access (e.g., MPS) related parameters. 
The HPA_INFO Notify payload is coded according to Figure 8.2.9.22-1 and Table 8.2.9.22-1.
	Bits
	

	7
	6
	5
	4
	3
	2
	1
	0
	  Octets

	Protocol ID
	1

	SPI Size
	2

	Notify Message Type
	3-4

	Length
	5

	0
Spare
	0
Spare
	0
Spare
	0
Spare
	0
Spare
	0
Spare
	MPS_PRI
	AC_PRI
	6


Figure 8.2.9.22-1: HPA_INFO Notify payload format
Table 8.2.9.22-1: HPA_INFO Notify payload value
	Octet 1 is defined in IETF RFC 7296 [28]


	Octet 2 is the SPI Size field. It is set to 0 and there is no Security Parameter Index field.


	Octet 3 and Octet 4 is the Notify Message Type field. The Notify Message Type field is set to value 55911 to indicate the HPA_INFO message type (see clause 8.1.2.3).


	Octet 5 is the Length field. This field indicates the length in octets of the content of HPA_INFO and is set to 1.


	Octet 6 contains priority related information and is coded as follows:

The UE is configured with high priority access control classes 11 to 15 indicated in the USIM (AC_PRI) (octet 6, bit 0)
0		None of the access priority bits 11 to 15 in the USIM are set.
1		One or more of the access priority bits 11-15 in the USIM are set.
		
MPS indicatorThe UE is configured for MPS in the HPLMN, EHPLMN or visited PLMN of the home country indicated in the USIM (MPS_PRI) (octet 6, bit 1)

	0
1
	The UE is not configured to behave as a UE with access identity 1 as defined in 3GPP TS 24.501 [76]. is not configured for MPS in the USIM
The UE is configured to behave as a UE with access identity 1. is configured for MPS in the USIM

	For a UE that does not support 5GC, the value 0 shall be set.

Bit 2 to bit 7 of octet 6 are spare.
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