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* * * * First Change * * * *

[bookmark: _Toc45214956][bookmark: _Toc51866724][bookmark: _Toc146247127]8.83	VoidInformative examples
[bookmark: _MCCTEMPBM_CRPT80111629___7]Phone Activity Status (+CPAS) is a general command used to detect the presence of the MT, if there is an incoming call, or if there is a call in progress. This command is normally used before trying to operate the MT from the TE. Note that the activity status can change at any time after the execution of +CPAS, and hence the returned value can be obsolete. Detachment of the MT from the TA is indicated with a special final result code that indicates all errors related to the operation of the MT. Result code is +CME ERROR: <err>, where <err> is an integer or verbose value giving useful information about the reason for the command failure (refer clause "Mobile termination error result code +CME ERROR").
Set Phone Functionality (+CFUN) can be used to reset the MT or set the power consumption level of the MT by disabling certain parts of the MT (e.g. the transmit and receive RF circuits). Mobile Termination Control Mode (+CMEC) is a command which manages access sharing between the MT and the TE to operate the user interface of the MT. It has four subparameters which describe the access to keypad, display, indicators, and touch screen. Each subparameter has values for restricting the operation of the corresponding user interface part only to the MT or only to the TE, or to give the access for both of them.
Keypad Control command (+CKPD) is used to operate the keypad of the MT. Here lies the problem of different keypad types between manufacturers, and also between their MT models. The keypresses are sent to the MT as a string type subparameter of this command. Each character in that string represents a key which will be logically pressed. A special character (colon) followed by any character can be used by manufacturers (or TE application programmers) to represent a key which is not defined in this profile. An escape character (semicolon) for direct string entering is also defined. All text between single semicolon characters is treated as an alphanumeric entry and is not converted to keypressings. All semicolon characters inside the text is duplicated in the TE and stripped back to one before entering them to the MT. Command has also optional second and third parameters which can be used to alter the time to strike each key, and the pause to wait between keystrokes (in tenths of a second). A special pause character (W or w) can be added in the string type subparameter for an extra pause of the same length as given by the third subparameter. In the following example alphanumeric mode is entered and a person predefined in the MT phonebook, "Ilkka", is called; each key is struck for half a second and pauses between strokes are a tenth of a second:
AT+CKPD="@:Ilkka:S",5,1
OK

[bookmark: _MCCTEMPBM_CRPT80111630___7]Display Control command (+CDIS) is used both for writing to the display text fields and for reading the current status of the fields. Mobile Termination usually has a character set of its own, so the TA will do a conversion between the TE and the MT character sets. TE can have several character sets and the TA must be informed of the character set in use before starting to write or read the display. Character set is set with general command select TE character set +CSCS. The +CDIS=? query command is a way to get information about the length of the fields. In the following example an MT is first queried about the supported conversions and the lengths of the fields. The response shows there are three ten character long and two six character long fields. Then the TE character set is set to be IRA and the current status of the display is read. The last command writes the text "Hello, I'm writing to display" in the three fields, and keeps the contents of the two other fields same (the last two commas could also be left out).
AT+CSCS=?;+CDIS=?
+CSCS: ("IRA","PCCP850","8859‑1")
+CDIS: 10,10,10,6,6
OK
AT+CSCS="IRA"
OK
AT+CDIS?
+CDIS: "RADIOLINJA","","","Menu","Memory"
OK
AT+CDIS="IRA","Hello, I'm","writing to","display",,
OK

The writing is possible only when it is permitted by the Mobile Termination Control Mode command (and by the manufacturer). If a certain field is not writable (but is readable), writing to it is ignored. The order of the text fields is determined by manufacturers and follow the rule: first field is in the upper left corner, second in the next field to the right, and so on, until to the last field in the lower right corner.
[bookmark: _MCCTEMPBM_CRPT80111631___7]Touch screen action Control command (+CTSA) is used to operate the touch screen of the MT. The x, y coordinates of the phone are fixed even if the device's orientation is changed. In the following example commands are sent to the MT to emulate a user drawing on the ME's touch screen; it is relevant that the gesture starts from the top of the touch screen. A gesture is emulated, starting at location 10,10 in a non-display area of the ME's (touch) screen, then dragged to 50,50 (during which the gesture crosses the boundary between the non-display area and a display area), then dragged to 100,100 and finally the touch screen is released at location 100,100.
[bookmark: _MCCTEMPBM_CRPT80111632___7]AT+CSO=?		obtain the touch screen orientation
+CSO=2,0
[bookmark: _MCCTEMPBM_CRPT80111633___7]AT+CSS=?		obtain the touch screen size
+CSS=200,600
AT+CDSB=?		determine if a boundary between the non-display area and a display area exists, and its location
+CDSB=20,20,180,580
AT+CTSA=1,10,10		start emulating a gesture
AT+CTSA=1,50,50		emulate that the gesture crosses the boundary between non-display area and a display area
+CTSA=0,100,100		end emulating the gesture

[bookmark: _MCCTEMPBM_CRPT80111634___7]Indicators can be handled with Indicator Control command (+CIND). Its query command returns a short description (abbreviation) of the purpose of the indicators and the supported values for each indicator. The setting and reading is done similarly as with Display Control command. In the following example the indicators of a phone are queried, their current value is read, and the value of message indicator is tried to set (but it is forbidden):
AT+CIND=?
+CIND: ("memory",(0‑2)),("call",(0,1)),("data",(0,1)),("roam",(0,1)),
("alpha",(0,1)),("message",(0,1)),("index1",(0‑11)),("index2",(0‑11)),
("index3",(0‑11)),("signal",(0‑5)),("service",(0,1)),("sel1",(0,1)),
("sel2",(0,1)),("sel3",(0,1)),("battchg",(0‑5))
OK
AT+CIND?
+CIND: 1,0,0,0,0,1,0,0,0,3,1,0,0,0,5
OK
AT+CIND=,,,,,0
+CME ERROR: 10

The subparameter order in the command is defined by the query command order, not by the actual display order. The zero value of an indicator means that it is off (or in state which can be identified as "off"‑state), value one means that the indicator is on (or in a state which is more substantial than "off"‑state), value two is more substantial than one, and so on.
[bookmark: _MCCTEMPBM_CRPT80111635___7]To this point, only operating through the TE is covered. But when MT can be operated also through its keypad, or touch screen, or there are changes in the status of the display elements, the information about these actions is given to the TE also. This can be solved only with unsolicited result codes which return keypad, display text and indicator, and touch screen events. Each event group has a result code of its own: +CKEV returns the key code and if the key pressed (1) or released (0), +CDEV returns the display text field running number (as specified by command +CDIS) and the new status of the field, and +CIEV returns the running number of the indicator (refer +CIND) and the new value of it, and +CTEV returns the location of the action performed on the touch screen. In the following example number key 1 is pressed, updated on the display, released, and signal strength changes its state to five, the touch screen is pressed at coordinates 10,10, and it is released at the same coordinates, 3 seconds after initially pressing the screen:
+CKEV: 49,1
+CDEV: 1,"1"
+CKEV: 49,0
+CIND: 10,5
+CTEV: 1,10,10,0;
+CTEV: 0,10,10,0,3000

[bookmark: _MCCTEMPBM_CRPT80111636___7]Mobile Termination Event Reporting command (+CMER) has been specified for the purpose of controlling the sending of these unsolicited result codes to the TE. Four ways are provided to handle the buffering of the result codes (see figure 8). The first is to buffer them always. The second possibility is to discard them when in on‑line data mode and otherwise forward them directly to the TE. The third possibility is to buffer them in data mode and otherwise forward them to the TE. The last possibility is to send them always to the TE (some inband technique - e.g. V.80 - is used in data mode to send the result codes within the data). This is the first subparameter of +CMER command. Next three subparameters are used to enable or disable each of the keypad, text field and indicator result codes. Sending codes can be enabled either so that only events generated from the MT user interface are returned, or so that also events caused by Keypad, Display and Indicator Control commands are returned. The fifth subparameter controls the flushing of the buffer when the value of the first subparameter is changed to a value from one to three.
[image: ]
Figure 8: Mobile termination event reporting
An example of complete setup of the TA where TE takes the control of keypad, but does not want to write to display nor control the indicators (in the start MT is powered off):
[bookmark: _MCCTEMPBM_CRPT80111637___7]AT+CMEE=2;+CREG=1	(use verbose <err> values; report registration)
OK
[bookmark: _MCCTEMPBM_CRPT80111638___7]AT+CPAS		(query MT status)
+CPAS: 5		(MT is asleep)
OK
[bookmark: _MCCTEMPBM_CRPT80111639___7]AT+CFUN=1		(set MT to full functionality state)
+CME ERROR: SIM PIN required	(SIM requests PIN)
AT+CPIN="1234"
[bookmark: _MCCTEMPBM_CRPT80111640___7]+CME ERROR: incorrect password	(user entered wrong PIN)
AT+CPIN="4321"
[bookmark: _MCCTEMPBM_CRPT80111641___7]OK		(correct PIN)
AT+COPS=0,0		(ask for automatic operator selection and registration)
OK
[bookmark: _MCCTEMPBM_CRPT80111642___7]+CREG: 1		(registered in the network)
AT+COPS?
[bookmark: _MCCTEMPBM_CRPT80111643___7]+COPS: 0,0,"RADIOLINJA"	(get the operator name)
OK
[bookmark: _MCCTEMPBM_CRPT80111644___7]AT+CMEC=1,0,0		(take over the keypad, leave display to MT)
OK
[bookmark: _MCCTEMPBM_CRPT80111645___7]AT+CDIS=?;+CIND=?	(query display text and indicator formats)
+CDIS: 10,10,10,6,6
+CIND: ("memory",(0‑2)),("call",(0,1)),("data",(0,1)),("roam",(0,1)),
("alpha",(0,1)),("message",(0,1)),("index1",(0‑11)),("index2",(0‑11)),
("index3",(0‑11)),("signal",(0‑5)),("service",(0,1)),("sel1",(0,1)),
("sel2",(0,1)),("sel3",(0,1)),("battchg",(0‑5))
OK
[bookmark: _MCCTEMPBM_CRPT80111646___7]AT+CSCS="IRA"		(set TE character set for display text results)
OK
[bookmark: _MCCTEMPBM_CRPT80111647___7]AT+CMER=1,0,2,2,0	(return display text and indicator result codes when
OK		in command state, in data mode discard them)
AT+CDIS?;+CIND?		(read current state of display texts and indicators)
+CDIS: "","","     12345","Menu","Memory"	(user had pressed number buttons before
+CIND: 1,0,0,0,0,1,0,0,0,3,1,0,0,0,5	TE took control with +CMEC)
OK
[bookmark: _MCCTEMPBM_CRPT80111648___7]AT+CKPD="C",20		(clear main display text '12345' by holding the
OK		'clear' button down two seconds)
+CDEV: 3,"1234"		(first only one character deleted)
+CDEV: 3,""		(while holding continues, whole display is cleared)
+CDEV: 1,"RADIOLINJA"	(operator name comes to the display)

The start of the previous example could go as follows when MT has already been powered on but is waiting for the PIN:
[bookmark: _MCCTEMPBM_CRPT80111649___7]AT+CMEE=2;+CREG=1	(use verbose <err> values; report registration)
OK
[bookmark: _MCCTEMPBM_CRPT80111650___7]AT+CPAS		(query MT status)
+CPAS: 0		(MT is ready to receive commands)
OK
[bookmark: _MCCTEMPBM_CRPT80111651___7]AT+CPIN?		(is MT asking passwords?)
+CPIN: SIM PIN		(yes, SIM PIN required)
AT+CPIN="4321"
[bookmark: _MCCTEMPBM_CRPT80111652___7]OK		(correct PIN)

[bookmark: _MCCTEMPBM_CRPT80111653___7]One of the most regular operations done through the MT user interface is phonebook control. To lessen the workload of the TE, some direct commands for phonebook reading and writing are practical. Command Select Phonebook Memory Storage +CPBS query version returns supported phonebook memories, read version returns current settings, and set version selects the memory. For GSM, the normal storages are SIM, MT and TA.
Read Phonebook Entries (+CPBR) can be used to read either one or many phonebook locations at the same time. A regular phonebook entry consists of three elements: memory index number, the phone number and its alphanumeric equivalent given by the user. Query version of this returns supported index values of the selected memory, and the maximum lengths of the number and alphanumeric elements. The query version of the Write Phonebook Entry command (+CPBW) is similar, but the action version sets or clears an entry in the phonebook. Find Phonebook Entries (+CPBF) can be used to search alphanumeric entries starting with specific string. An example where the whole phonebook of the MT is read, index number four is cleared, and number three is written:
AT+CPBS=?
[bookmark: _MCCTEMPBM_CRPT80111654___7]+CPBS: ("ME","SM")	(MT and SIM have phonebooks)
OK
[bookmark: _MCCTEMPBM_CRPT80111655___7]AT+CPBS="ME"		(select MT memory)
OK
[bookmark: _MCCTEMPBM_CRPT80111656___7]AT+CPBR=?		(read index range and element lengths)
+CPBR: (1‑99),30,30
OK
[bookmark: _MCCTEMPBM_CRPT80111657___7]AT+CPBR=1,99		(read all entries but only the ones set are returned)
+CPBR: 1,"931123456",129,"Ilkka"
+CPBR: 2,"9501234567",129,""
+CPBR: 4,"901234567",129,"Hesari"
OK
[bookmark: _MCCTEMPBM_CRPT80111658___7]AT+CPBW=4;+CPBW=3,"921123456",,"TS" (clear index 4 and write index 3)
OK
[bookmark: _MCCTEMPBM_CRPT80111659___7]Circuit switched fallback (+CCSFB) can be used to control circuit switched fallback operation. Reporting of CSFB related CS paging requests can be switched on or off by +CCSFB=1 and +CCSFB=0. CSFB related CS paging requests are reported with unsolicited result code +CCSFBU. CSFB calls can be automatically accepted or rejected by +CCSFB=2, +CCSFB=3, +CCSFB=4 and +CCSFB=5. CSFB calls can be manually accepted or rejected by +CCSFB=6 and +CCSFB=7. In the example the ME interrogates the current CSFB settings, enables reporting and accepts a CSFB call:
AT+CCSFB=?
[bookmark: _MCCTEMPBM_CRPT80111660___7]+CCSFB: 0		(reporting and automatic acceptance/rejection disabled)
OK
[bookmark: _MCCTEMPBM_CRPT80111661___7]AT+CCSFB=1		(enable reporting)
OK
[bookmark: _MCCTEMPBM_CRPT80111662___7]+CCSFBU: 2,1,12345678,17	(incoming CSFB paging request with clip supplementary service)
AT+CCSFB=6		(accept CSFB call)
OK
[bookmark: _Toc146247128]
* * * * Next Change * * * *
[bookmark: _Toc20207613][bookmark: _Toc27579496][bookmark: _Toc36116076][bookmark: _Toc45214957][bookmark: _Toc51866725]
8.xy	Informative examples
Phone Activity Status (+CPAS) is a general command used to detect the presence of the MT, if there is an incoming call, or if there is a call in progress. This command is normally used before trying to operate the MT from the TE. Note that the activity status can change at any time after the execution of +CPAS, and hence the returned value can be obsolete. Detachment of the MT from the TA is indicated with a special final result code that indicates all errors related to the operation of the MT. Result code is +CME ERROR: <err>, where <err> is an integer or verbose value giving useful information about the reason for the command failure (refer clause "Mobile termination error result code +CME ERROR").
Set Phone Functionality (+CFUN) can be used to reset the MT or set the power consumption level of the MT by disabling certain parts of the MT (e.g. the transmit and receive RF circuits). Mobile Termination Control Mode (+CMEC) is a command which manages access sharing between the MT and the TE to operate the user interface of the MT. It has four subparameters which describe the access to keypad, display, indicators, and touch screen. Each subparameter has values for restricting the operation of the corresponding user interface part only to the MT or only to the TE, or to give the access for both of them.
Keypad Control command (+CKPD) is used to operate the keypad of the MT. Here lies the problem of different keypad types between manufacturers, and also between their MT models. The keypresses are sent to the MT as a string type subparameter of this command. Each character in that string represents a key which will be logically pressed. A special character (colon) followed by any character can be used by manufacturers (or TE application programmers) to represent a key which is not defined in this profile. An escape character (semicolon) for direct string entering is also defined. All text between single semicolon characters is treated as an alphanumeric entry and is not converted to keypressings. All semicolon characters inside the text is duplicated in the TE and stripped back to one before entering them to the MT. Command has also optional second and third parameters which can be used to alter the time to strike each key, and the pause to wait between keystrokes (in tenths of a second). A special pause character (W or w) can be added in the string type subparameter for an extra pause of the same length as given by the third subparameter. In the following example alphanumeric mode is entered and a person predefined in the MT phonebook, "Ilkka", is called; each key is struck for half a second and pauses between strokes are a tenth of a second:
AT+CKPD="@:Ilkka:S",5,1
OK

Display Control command (+CDIS) is used both for writing to the display text fields and for reading the current status of the fields. Mobile Termination usually has a character set of its own, so the TA will do a conversion between the TE and the MT character sets. TE can have several character sets and the TA must be informed of the character set in use before starting to write or read the display. Character set is set with general command select TE character set +CSCS. The +CDIS=? query command is a way to get information about the length of the fields. In the following example an MT is first queried about the supported conversions and the lengths of the fields. The response shows there are three ten character long and two six character long fields. Then the TE character set is set to be IRA and the current status of the display is read. The last command writes the text "Hello, I'm writing to display" in the three fields, and keeps the contents of the two other fields same (the last two commas could also be left out).
AT+CSCS=?;+CDIS=?
+CSCS: ("IRA","PCCP850","8859‑1")
+CDIS: 10,10,10,6,6
OK
AT+CSCS="IRA"
OK
AT+CDIS?
+CDIS: "RADIOLINJA","","","Menu","Memory"
OK
AT+CDIS="IRA","Hello, I'm","writing to","display",,
OK

The writing is possible only when it is permitted by the Mobile Termination Control Mode command (and by the manufacturer). If a certain field is not writable (but is readable), writing to it is ignored. The order of the text fields is determined by manufacturers and follow the rule: first field is in the upper left corner, second in the next field to the right, and so on, until to the last field in the lower right corner.
Touch screen action Control command (+CTSA) is used to operate the touch screen of the MT. The x, y coordinates of the phone are fixed even if the device's orientation is changed. In the following example commands are sent to the MT to emulate a user drawing on the ME's touch screen; it is relevant that the gesture starts from the top of the touch screen. A gesture is emulated, starting at location 10,10 in a non-display area of the ME's (touch) screen, then dragged to 50,50 (during which the gesture crosses the boundary between the non-display area and a display area), then dragged to 100,100 and finally the touch screen is released at location 100,100.
AT+CSO=?		obtain the touch screen orientation
+CSO=2,0
AT+CSS=?		obtain the touch screen size
+CSS=200,600
AT+CDSB=?		determine if a boundary between the non-display area and a display area exists, and its location
+CDSB=20,20,180,580
AT+CTSA=1,10,10		start emulating a gesture
AT+CTSA=1,50,50		emulate that the gesture crosses the boundary between non-display area and a display area
+CTSA=0,100,100		end emulating the gesture

Indicators can be handled with Indicator Control command (+CIND). Its query command returns a short description (abbreviation) of the purpose of the indicators and the supported values for each indicator. The setting and reading is done similarly as with Display Control command. In the following example the indicators of a phone are queried, their current value is read, and the value of message indicator is tried to set (but it is forbidden):
AT+CIND=?
+CIND: ("memory",(0‑2)),("call",(0,1)),("data",(0,1)),("roam",(0,1)),
("alpha",(0,1)),("message",(0,1)),("index1",(0‑11)),("index2",(0‑11)),
("index3",(0‑11)),("signal",(0‑5)),("service",(0,1)),("sel1",(0,1)),
("sel2",(0,1)),("sel3",(0,1)),("battchg",(0‑5))
OK
AT+CIND?
+CIND: 1,0,0,0,0,1,0,0,0,3,1,0,0,0,5
OK
AT+CIND=,,,,,0
+CME ERROR: 10

The subparameter order in the command is defined by the query command order, not by the actual display order. The zero value of an indicator means that it is off (or in state which can be identified as "off"‑state), value one means that the indicator is on (or in a state which is more substantial than "off"‑state), value two is more substantial than one, and so on.
To this point, only operating through the TE is covered. But when MT can be operated also through its keypad, or touch screen, or there are changes in the status of the display elements, the information about these actions is given to the TE also. This can be solved only with unsolicited result codes which return keypad, display text and indicator, and touch screen events. Each event group has a result code of its own: +CKEV returns the key code and if the key pressed (1) or released (0), +CDEV returns the display text field running number (as specified by command +CDIS) and the new status of the field, and +CIEV returns the running number of the indicator (refer +CIND) and the new value of it, and +CTEV returns the location of the action performed on the touch screen. In the following example number key 1 is pressed, updated on the display, released, and signal strength changes its state to five, the touch screen is pressed at coordinates 10,10, and it is released at the same coordinates, 3 seconds after initially pressing the screen:
+CKEV: 49,1
+CDEV: 1,"1"
+CKEV: 49,0
+CIND: 10,5
+CTEV: 1,10,10,0;
+CTEV: 0,10,10,0,3000

Mobile Termination Event Reporting command (+CMER) has been specified for the purpose of controlling the sending of these unsolicited result codes to the TE. Four ways are provided to handle the buffering of the result codes (see figure 8). The first is to buffer them always. The second possibility is to discard them when in on‑line data mode and otherwise forward them directly to the TE. The third possibility is to buffer them in data mode and otherwise forward them to the TE. The last possibility is to send them always to the TE (some inband technique - e.g. V.80 - is used in data mode to send the result codes within the data). This is the first subparameter of +CMER command. Next three subparameters are used to enable or disable each of the keypad, text field and indicator result codes. Sending codes can be enabled either so that only events generated from the MT user interface are returned, or so that also events caused by Keypad, Display and Indicator Control commands are returned. The fifth subparameter controls the flushing of the buffer when the value of the first subparameter is changed to a value from one to three.
[image: ]
Figure 8: Mobile termination event reporting
An example of complete setup of the TA where TE takes the control of keypad, but does not want to write to display nor control the indicators (in the start MT is powered off):
AT+CMEE=2;+CREG=1	(use verbose <err> values; report registration)
OK
AT+CPAS		(query MT status)
+CPAS: 5		(MT is asleep)
OK
AT+CFUN=1		(set MT to full functionality state)
+CME ERROR: SIM PIN required	(SIM requests PIN)
AT+CPIN="1234"
+CME ERROR: incorrect password	(user entered wrong PIN)
AT+CPIN="4321"
OK		(correct PIN)
AT+COPS=0,0		(ask for automatic operator selection and registration)
OK
+CREG: 1		(registered in the network)
AT+COPS?
+COPS: 0,0,"RADIOLINJA"	(get the operator name)
OK
AT+CMEC=1,0,0		(take over the keypad, leave display to MT)
OK
AT+CDIS=?;+CIND=?	(query display text and indicator formats)
+CDIS: 10,10,10,6,6
+CIND: ("memory",(0‑2)),("call",(0,1)),("data",(0,1)),("roam",(0,1)),
("alpha",(0,1)),("message",(0,1)),("index1",(0‑11)),("index2",(0‑11)),
("index3",(0‑11)),("signal",(0‑5)),("service",(0,1)),("sel1",(0,1)),
("sel2",(0,1)),("sel3",(0,1)),("battchg",(0‑5))
OK
AT+CSCS="IRA"		(set TE character set for display text results)
OK
AT+CMER=1,0,2,2,0	(return display text and indicator result codes when
OK		in command state, in data mode discard them)
AT+CDIS?;+CIND?		(read current state of display texts and indicators)
+CDIS: "","","     12345","Menu","Memory"	(user had pressed number buttons before
+CIND: 1,0,0,0,0,1,0,0,0,3,1,0,0,0,5	TE took control with +CMEC)
OK
AT+CKPD="C",20		(clear main display text '12345' by holding the
OK		'clear' button down two seconds)
+CDEV: 3,"1234"		(first only one character deleted)
+CDEV: 3,""		(while holding continues, whole display is cleared)
+CDEV: 1,"RADIOLINJA"	(operator name comes to the display)

The start of the previous example could go as follows when MT has already been powered on but is waiting for the PIN:
AT+CMEE=2;+CREG=1	(use verbose <err> values; report registration)
OK
AT+CPAS		(query MT status)
+CPAS: 0		(MT is ready to receive commands)
OK
AT+CPIN?		(is MT asking passwords?)
+CPIN: SIM PIN		(yes, SIM PIN required)
AT+CPIN="4321"
OK		(correct PIN)

One of the most regular operations done through the MT user interface is phonebook control. To lessen the workload of the TE, some direct commands for phonebook reading and writing are practical. Command Select Phonebook Memory Storage +CPBS query version returns supported phonebook memories, read version returns current settings, and set version selects the memory. For GSM, the normal storages are SIM, MT and TA.
Read Phonebook Entries (+CPBR) can be used to read either one or many phonebook locations at the same time. A regular phonebook entry consists of three elements: memory index number, the phone number and its alphanumeric equivalent given by the user. Query version of this returns supported index values of the selected memory, and the maximum lengths of the number and alphanumeric elements. The query version of the Write Phonebook Entry command (+CPBW) is similar, but the action version sets or clears an entry in the phonebook. Find Phonebook Entries (+CPBF) can be used to search alphanumeric entries starting with specific string. An example where the whole phonebook of the MT is read, index number four is cleared, and number three is written:
AT+CPBS=?
+CPBS: ("ME","SM")	(MT and SIM have phonebooks)
OK
AT+CPBS="ME"		(select MT memory)
OK
AT+CPBR=?		(read index range and element lengths)
+CPBR: (1‑99),30,30
OK
AT+CPBR=1,99		(read all entries but only the ones set are returned)
+CPBR: 1,"931123456",129,"Ilkka"
+CPBR: 2,"9501234567",129,""
+CPBR: 4,"901234567",129,"Hesari"
OK
AT+CPBW=4;+CPBW=3,"921123456",,"TS" (clear index 4 and write index 3)
OK
Circuit switched fallback (+CCSFB) can be used to control circuit switched fallback operation. Reporting of CSFB related CS paging requests can be switched on or off by +CCSFB=1 and +CCSFB=0. CSFB related CS paging requests are reported with unsolicited result code +CCSFBU. CSFB calls can be automatically accepted or rejected by +CCSFB=2, +CCSFB=3, +CCSFB=4 and +CCSFB=5. CSFB calls can be manually accepted or rejected by +CCSFB=6 and +CCSFB=7. In the example the ME interrogates the current CSFB settings, enables reporting and accepts a CSFB call:
AT+CCSFB=?
+CCSFB: 0		(reporting and automatic acceptance/rejection disabled)
OK
AT+CCSFB=1		(enable reporting)
OK
+CCSFBU: 2,1,12345678,17	(incoming CSFB paging request with clip supplementary service)
AT+CCSFB=6		(accept CSFB call)
OK


* * * * Next Change * * * *

[bookmark: _Toc20207776][bookmark: _Toc27579659][bookmark: _Toc36116239][bookmark: _Toc45215124][bookmark: _Toc51866894][bookmark: _Toc146247342]
Annex B (normative):
Summary of result codes
ITU‑T Recommendation V.250 [14] result codes which can be used in the present document and result codes defined in the present document:
Table B.1: Result codes
	Verbose result code
(V.250 command V1 set)
	Numeric
(V0 set)
	Type
	Description

	[bookmark: _MCCTEMPBM_CRPT80113135___7]+C5GPDUAUTHU
	as verbose
	unsolicited
	refer clause 10.1.73

	+C5GREG
	as verbose
	unsolicited
	refer clause 10.1.47

	+C5GREGN3GPP
	as verbose
	unsolicited
	refer clause 10.1.85

	[bookmark: _MCCTEMPBM_CRPT80113136___7]+C5GUSMS
	as verbose
	unsolicited
	refer clause 10.1.59

	[bookmark: _MCCTEMPBM_CRPT80113137___7]+CABTSRI
	as verbose
	unsolicited
	refer clause 10.1.41

	[bookmark: _MCCTEMPBM_CRPT80113138___7]+CACSP
	as verbose
	unsolicited
	refer clause 11.1.7

	[bookmark: _MCCTEMPBM_CRPT80113139___7]+CALV
	as verbose
	unsolicited
	refer clause 8.16

	[bookmark: _MCCTEMPBM_CRPT80113140___7]+CANCHEV
	as verbose
	unsolicited
	refer clause 11.1.8

	[bookmark: _MCCTEMPBM_CRPT80113141___7]+CAPPLEVMC
	as verbose
	unsolicited
	refer clause 8.78

	[bookmark: _MCCTEMPBM_CRPT80113142___7]+CAPTT
	as verbose
	unsolicited
	refer clause 11.1.4

	[bookmark: _MCCTEMPBM_CRPT80113143___7]+CAULEV
	as verbose
	unsolicited
	refer clause 11.1.5

	[bookmark: _MCCTEMPBM_CRPT80113144___7]+CBCAP
	as verbose
	unsolicited
	refer clause 8.59

	[bookmark: _MCCTEMPBM_CRPT80113145___7]+CBCHG
	as verbose
	unsolicited
	refer clause 8.61

	[bookmark: _MCCTEMPBM_CRPT80113146___7]+CBCON
	as verbose
	unsolicited
	refer clause 8.60

	+CC2APT
	as verbose
	unsolicited
	refer clause 18.2.2

	[bookmark: _MCCTEMPBM_CRPT80113147___7]+CCCM
	as verbose
	unsolicited
	refer clause 7.16 

	+CCKEYREQ
	as verbose
	unsolicited
	refer clause 7.46X 

	[bookmark: _MCCTEMPBM_CRPT80113148___7]+CCSFBU
	as verbose
	unsolicited
	refer clause 8.76

	[bookmark: _MCCTEMPBM_CRPT80113149___7]+CCSTATEREQU
	as verbose
	unsolicited
	refer clause 10.1.72

	[bookmark: _MCCTEMPBM_CRPT80113150___7]+CCWA
	as verbose
	unsolicited
	refer clause 7.12

	[bookmark: _MCCTEMPBM_CRPT80113151___7]+CCWV
	as verbose
	unsolicited
	refer clause 8.28

	[bookmark: _MCCTEMPBM_CRPT80113152___7]+CDEV
	as verbose
	unsolicited
	refer clause 8.10

	[bookmark: _MCCTEMPBM_CRPT80113153___7]+CDIP
	as verbose
	unsolicited
	refer clause 7.9

	+CDISCO
	as verbose
	unsolicited
	refer clause 8.87x

	+CDNSADD
	as verbose
	unsolicited
	refer clause 10.1.80

	[bookmark: _MCCTEMPBM_CRPT80113154___7]+CDUT
	as verbose
	intermediate
	refer clause 13.2.1

	[bookmark: _MCCTEMPBM_CRPT80113155___7]+CDUU
	as verbose
	unsolicited
	refer clause 13.2.1

	[bookmark: _MCCTEMPBM_CRPT80113156___7]+CECN
	as verbose
	unsolicited
	refer clause 6.28

	+CECSCONFU
	as verbose
	unsolicited
	refer clause 10.1.84

	[bookmark: _MCCTEMPBM_CRPT80113157___7]+CEDRXSP
	as verbose
	unsolicited
	refer clause 7.40

	[bookmark: _MCCTEMPBM_CRPT80113158___7]+CEMBMSRI
	as verbose
	unsolicited
	refer clause 14.2.2

	[bookmark: _MCCTEMPBM_CRPT80113159___7]+CEMBMSSAII
	as verbose
	unsolicited
	refer clause 14.2.6

	[bookmark: _MCCTEMPBM_CRPT80113160___7]+CEMBMSSRVI
	as verbose
	unsolicited
	refer clause 14.2.3

	[bookmark: _MCCTEMPBM_CRPT80113161___7]+CEN1
	as verbose
	intermediate
unsolicited
	refer clause 8.67

	[bookmark: _MCCTEMPBM_CRPT80113162___7]+CEN2
	as verbose
	intermediate
unsolicited
	refer clause 8.67

	[bookmark: _MCCTEMPBM_CRPT80113163___7]+CEN3
	as verbose
	intermediate
unsolicited
	refer clause 8.67

	[bookmark: _MCCTEMPBM_CRPT80113164___7]+CEN4
	as verbose
	intermediate
unsolicited
	refer clause 8.67

	[bookmark: _MCCTEMPBM_CRPT80113165___7]+CEPTT
	as verbose
	unsolicited
	refer clause 11.1.10 

	[bookmark: _MCCTEMPBM_CRPT80113166___7]+CEPSFBS
	as verbose
	unsolicited
	refer clause 8.81

	[bookmark: _MCCTEMPBM_CRPT80113167___7]+CEREG
	as verbose
	unsolicited
	refer clause 10.1.22

	[bookmark: _MCCTEMPBM_CRPT80113168___7]+CPBW
	as verbose
	intermediate
	refer clause 8.14

	[bookmark: _MCCTEMPBM_CRPT80113169___7]+CPNERU
	as verbose
	unsolicited
	refer clause 8.70

	[bookmark: _MCCTEMPBM_CRPT80113170___7]+CGBRRREP
	as verbose
	unsolicited
	refer clause 10.1.69

	[bookmark: _MCCTEMPBM_CRPT80113171___7]+CGDEL
	as verbose
	intermediate
	refer clause 10.1.29

	[bookmark: _MCCTEMPBM_CRPT80113172___7]+CGEV
	as verbose
	unsolicited
	refer clause 10.1.19

	[bookmark: _MCCTEMPBM_CRPT80113173___7]+CGREG
	as verbose
	unsolicited
	refer clause 10.1.20

	[bookmark: _MCCTEMPBM_CRPT80113174___7]+CHSR
	as verbose
	intermediate
	refer clause 6.16

	[bookmark: _MCCTEMPBM_CRPT80113175___7]+CIEV
	as verbose
	unsolicited
	refer clause 8.10

	[bookmark: _MCCTEMPBM_CRPT80113176___7]+CCIOTOPTI
	as verbose
	unsolicited
	refer clause 7.42

	[bookmark: _MCCTEMPBM_CRPT80113177___7]+CIREGU
	as verbose
	unsolicited
	refer clause 8.71

	[bookmark: _MCCTEMPBM_CRPT80113178___7]+CIREPH
	as verbose
	unsolicited
	refer clause 8.64

	[bookmark: _MCCTEMPBM_CRPT80113179___7]+CIREPI
	as verbose
	unsolicited
	refer clause 8.64

	[bookmark: _MCCTEMPBM_CRPT80113180___7]+CKEV
	as verbose
	unsolicited
	refer clause 8.10

	[bookmark: _MCCTEMPBM_CRPT80113181___7]+CLADNU
	as verbose
	unsolicited
	refer clause 10.1.61

	+CELADNU
	as verbose
	unsolicited
	refer clause 10.1.61a

	[bookmark: _MCCTEMPBM_CRPT80113182___7]+CLAV
	as verbose
	unsolicited
	refer clause 8.31

	[bookmark: _MCCTEMPBM_CRPT80113183___7]+CLIP
	as verbose
	unsolicited
	refer clause 7.6

	[bookmark: _MCCTEMPBM_CRPT80113184___7]+CMCCSI
	as verbose
	unsolicited
	refer clause 8.73

	[bookmark: _MCCTEMPBM_CRPT80113185___7]+CMCCSS<x>
	as verbose
	unsolicited
	refer clause 8.73

	[bookmark: _MCCTEMPBM_CRPT80113186___7]+CMCCSSEND
	as verbose
	unsolicited
	refer clause 8.73

	[bookmark: _MCCTEMPBM_CRPT80113187___7]+CME ERROR
	as verbose
	final
	refer clause 9.2.0

	[bookmark: _MCCTEMPBM_CRPT80113188___7]+CMICO
	as verbose
	unsolicited
	refer clause 10.1.55

	[bookmark: _MCCTEMPBM_CRPT80113189___7]+CMOLRE
	as verbose
	unsolicited
	refer clause 9.3.1

	[bookmark: _MCCTEMPBM_CRPT80113190___7]+CMOLRG
	as verbose
	unsolicited
	refer clause 8.50

	[bookmark: _MCCTEMPBM_CRPT80113191___7]+CMOLRN
	as verbose
	unsolicited
	refer clause 8.50

	+CMSSRI
	as verbose
	unsolicited
	refer clause 10.1.89z

	[bookmark: _MCCTEMPBM_CRPT80113192___7]+CMTLR
	as verbose
	unsolicited
	refer clause 8.57

	[bookmark: _MCCTEMPBM_CRPT80113193___7]+CRTDCP
	as verbose
	unsolicited
	refer clause 10.1.44

	[bookmark: _MCCTEMPBM_CRPT80113194___7]+CMWN
	as verbose
	unsolicited
	refer clause 7.36

	[bookmark: _MCCTEMPBM_CRPT80113195___7]+CNAP
	as verbose
	intermediate
unsolicited
	refer clause 7.30

	[bookmark: _MCCTEMPBM_CRPT80113196___7]+CNEC_MM
	as verbose
	unsolicited
	refer clause 9.1b

	[bookmark: _MCCTEMPBM_CRPT80113197___7]+CNEC_GMM
	as verbose
	unsolicited
	refer clause 9.1b

	[bookmark: _MCCTEMPBM_CRPT80113198___7]+CNEC_GSM
	as verbose
	unsolicited
	refer clause 9.1b

	[bookmark: _MCCTEMPBM_CRPT80113199___7]+CNEC_EMM
	as verbose
	unsolicited
	refer clause 9.1b

	[bookmark: _MCCTEMPBM_CRPT80113200___7]+CNEC_ESM
	as verbose
	unsolicited
	refer clause 9.1b

	[bookmark: _MCCTEMPBM_CRPT80113201___7]+CNEMIU
	as verbose
	unsolicited
	refer clause 7.33

	[bookmark: _MCCTEMPBM_CRPT80113202___7]+CNEMS1
	as verbose
	unsolicited
	refer clause 7.33

	[bookmark: _MCCTEMPBM_CRPT80113203___7]+CNEM5G
	as verbose
	unsolicited
	refer clause 7.33

	[bookmark: _MCCTEMPBM_CRPT80113204___7]+CNRREG
	as verbose
	unsolicited
	refer clause 10.1.47

	[bookmark: _MCCTEMPBM_CRPT80113205___7]+COEV
	as verbose
	unsolicited
	refer clause 8.10

	[bookmark: _MCCTEMPBM_CRPT80113206___7]+COLP
	as verbose
	intermediate
unsolicited
	refer clause 7.8

	+CPAGTCC
	as verbose
	unsolicited
	refer clause 10.1.79

	[bookmark: _MCCTEMPBM_CRPT80113207___7][bookmark: _MCCTEMPBM_CRPT80113208___7]+CPAGERES
	as verbose
	unsolicited
	refer clause 10.1.78

	+CPINR
	as verbose
	intermediate
	refer clause 8.65

	[bookmark: _MCCTEMPBM_CRPT80113209___7]+CPINRE
	as verbose
	intermediate
	refer clause 8.65

	[bookmark: _MCCTEMPBM_CRPT80113210___7]+CPOSR
	as verbose
	unsolicited
	refer clause 8.56

	[bookmark: _MCCTEMPBM_CRPT80113211___7]+CPNERU
	as verbose
	unsolicited
	refer clause 8.70

	[bookmark: _MCCTEMPBM_CRPT80113212___7]+CPNSTAT
	as verbose
	unsolicited
	refer clause 7.28

	[bookmark: _MCCTEMPBM_CRPT80113213___7]+CPSB
	as verbose
	unsolicited
	refer clause 7.29

	[bookmark: _MCCTEMPBM_CRPT80113214___7]+CR
	as verbose
	intermediate
	refer clause 6.9

	[bookmark: _MCCTEMPBM_CRPT80113215___7]+CREG
	as verbose
	unsolicited
	refer clause 7.2

	[bookmark: _MCCTEMPBM_CRPT80113216___7]+CREJPAG
	as verbose
	unsolicited
	refer clause 10.1.77

	[bookmark: _MCCTEMPBM_CRPT80113217___7]+CRING
	as verbose
	unsolicited
	refer clause 6.11

	[bookmark: _MCCTEMPBM_CRPT80113218___7]+CRLOSPU
	as verbose
	unsolicited
	refer clause 10.1.65

	[bookmark: _MCCTEMPBM_CRPT80113219___7]+CRTDCP
	as verbose
	unsolicited
	refer clause 10.1.44

	[bookmark: _MCCTEMPBM_CRPT80113220___7]+CRUEPOLICYU
	as verbose
	unsolicited
	refer clause 10.1.51

	[bookmark: _MCCTEMPBM_CRPT80113221___7]+CSBTSRI
	as verbose
	unsolicited
	refer clause 10.1.56

	[bookmark: _MCCTEMPBM_CRPT80113222___7]+CSCON
	as verbose
	unsolicited
	refer clause 10.1.30

	[bookmark: _MCCTEMPBM_CRPT80113223___7]+CSDBTSRI
	as verbose
	unsolicited
	refer clause 10.1.58

	[bookmark: _MCCTEMPBM_CRPT80113224___7]+CSSI
	as verbose
	intermediate
	refer clause 7.17

	[bookmark: _MCCTEMPBM_CRPT80113225___7]+CSSU
	as verbose
	unsolicited
	refer clause 7.17

	[bookmark: _MCCTEMPBM_CRPT80113226___7]+CTEV
	as verbose
	unsolicited
	refer clause 8.10

	[bookmark: _MCCTEMPBM_CRPT80113227___7]+CTZE
	as verbose
	unsolicited
	refer clause 8.41

	[bookmark: _MCCTEMPBM_CRPT80113228___7]+CTZEU
	as verbose
	unsolicited
	refer clause 8.41

	[bookmark: _MCCTEMPBM_CRPT80113229___7]+CTZV
	as verbose
	unsolicited
	refer clause 8.41

	+CUNPER
	as verbose
	unsolicited
	refer clause 8.86

	[bookmark: _MCCTEMPBM_CRPT80113230___7]+CUSATEND
	as verbose
	unsolicited
	refer clause 12.2.4

	[bookmark: _MCCTEMPBM_CRPT80113231___7]+CUSATP
	as verbose
	unsolicited
	refer clause 12.2.4

	[bookmark: _MCCTEMPBM_CRPT80113232___7]+CUSATS
	as verbose
	unsolicited
	refer clause 12.2.3

	[bookmark: _MCCTEMPBM_CRPT80113233___7]+CUSD
	as verbose
	unsolicited
	refer clause 7.15

	+CUUAAPT
	as verbose
	unsolicited
	refer clause 18.2.1

	[bookmark: _MCCTEMPBM_CRPT80113234___7]+CUUS1I
	as verbose
	intermediate
	refer clause 7.26

	[bookmark: _MCCTEMPBM_CRPT80113235___7]+CUUS1U
	as verbose
	unsolicited
	refer clause 7.26

	+CE5EECSRV
	as verbose
	unsolicited
	refer clause 19XX.2.3

	[bookmark: _MCCTEMPBM_CRPT80113236___7]+CWLANOLADI
	as verbose
	unsolicited
	refer clause 10.1.39

	[bookmark: _MCCTEMPBM_CRPT80113237___7]+CWLANOLCMI
	as verbose
	unsolicited
	refer clause 10.1.40

	[bookmark: _MCCTEMPBM_CRPT80113238___7]+DR
	as verbose
	intermediate
	refer clause 6.26

	[bookmark: _MCCTEMPBM_CRPT80113239___7]+ILRR
	as verbose
	intermediate
	refer clause 4.3

	[bookmark: _MCCTEMPBM_CRPT80113240___7]BUSY
	7
	final
	busy signal detected

	[bookmark: _MCCTEMPBM_CRPT80113241___7]CONNECT
	1
	intermediate
	connection has been established

	[bookmark: _MCCTEMPBM_CRPT80113242___7]CONNECT <text>
	manufacturer specific
	intermediate
	[bookmark: _MCCTEMPBM_CRPT80113243___7]as CONNECT but manufacturer specific <text> gives additional information (e.g. connection data rate)

	[bookmark: _MCCTEMPBM_CRPT80113244___7]ERROR
	4
	final
	command not accepted

	[bookmark: _MCCTEMPBM_CRPT80113245___7]NO ANSWER
	8
	final
	connection completion timeout

	[bookmark: _MCCTEMPBM_CRPT80113246___7]NO CARRIER
	3
	final
	connection terminated

	[bookmark: _MCCTEMPBM_CRPT80113247___7]NO DIALTONE
	6
	final
	no dialtone detected

	[bookmark: _MCCTEMPBM_CRPT80113248___7]OK
	0
	final
	acknowledges execution of a command line

	[bookmark: _MCCTEMPBM_CRPT80113249___7]RING
	2
	unsolicited
	incoming call signal from network

	[bookmark: _MCCTEMPBM_CRPT80113250___7]NOTE:	From v6.2.0 onwards, ATV0 numeric result codes 5, 6, 7 for NO DIALTONE, BUSY and NO ANSWER respectively, have been replaced by numeric result codes 6, 7, 8 respectively, to be aligned with the values listed in ITU-T Recommendation V.250 [14] (previously V.25ter).



NOTE:	The table B.1 is as an overview of the result codes, hence the complete syntax of the result codes is not shown.

* * * * End of Changes * * * *
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