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Additional discussion(if needed):
Proposed changes:
*** 1st Change ***
[bookmark: _Toc35971371][bookmark: _Toc36812102][bookmark: _Toc72766414][bookmark: _Toc510696579][bookmark: _Toc72766987][bookmark: _Toc94020311][bookmark: _Toc73042439][bookmark: _Toc81242783][bookmark: _Toc97034841][bookmark: _Toc120681536][bookmark: _Toc89426526][bookmark: _Toc114134597][bookmark: _Toc112937840][bookmark: _Toc97037718][bookmark: _Toc100939927][bookmark: _Toc104546793][bookmark: _Toc133434723][bookmark: _Toc138693906][bookmark: _Toc144388391]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
[bookmark: OLE_LINK1][bookmark: OLE_LINK4][bookmark: OLE_LINK2][bookmark: OLE_LINK3]-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 23.501: "System Architecture for the 5G System; Stage 2".
[3]	3GPP TS 23.502: "Procedures for the 5G System; Stage 2".
[4]	3GPP TS 29.500: "5G System; Technical Realization of Service Based Architecture; Stage 3".
[5]	3GPP TS 29.501: "5G System; Principles and Guidelines for Services Definition; Stage 3".
[6]	OpenAPI: "OpenAPI 3.0.0 Specification", https://github.com/OAI/OpenAPI-Specification/blob/master/versions/3.0.0.md.
[7]	3GPP TR 21.900: "Technical Specification Group working methods".
[8]	3GPP TS 33.501: "Security architecture and procedures for 5G system".
[9]	IETF RFC 6749: "The OAuth 2.0 Authorization Framework".
[10]	3GPP TS 29.510: "5G System; Network Function Repository Services; Stage 3".
[11]	IETF RFC 75409113: "Hypertext Transfer Protocol Version 2 (HTTP/2)".
[12]	IETF RFC 8259: "The JavaScript Object Notation (JSON) Data Interchange Format".
[13]	IETF RFC 78079457: "Problem Details for HTTP APIs".
[14]	3GPP TS 23.288: "Architecture enhancements for 5G System (5GS) to support network data analytics services".
[15]	3GPP TS 29.520: "5G System; Network Data Analytics Services; Stage 3".
[16]	3GPP TS 29.571: "5G System; Common Data Types for Service Based Interfaces; Stage 3".
[bookmark: _Hlk494379671][17]	3GPP TS 29.508: "5G System; Session Management Event Exposure Service; Stage 3".
[18]	3GPP TS 29.518: "5G System; Access and Mobility Management Services; Stage 3".
[19]	3GPP TS 29.503: "5G System; Unified Data Management Services; Stage 3".
[20]	3GPP TS 29.517: "5G System; Application Function Event Exposure Services; Stage 3".
[21]	3GPP TS 29.591: "5G System; Network Exposure Function Southbound Services; Stage 3".
[22]	3GPP TS 29.122: "T8 reference point for Northbound APIs".
[23]	3GPP TS 29.574: "5G System; Data Collection Coordination Services; Stage 3".
[24]	3GPP TS 29.576: "5G System; Messaging Framework Adaptor Services; Stage 3".
[25]	3GPP TS 29.536: "5G System; Network Slice Admission Control Services; Stage 3".
[26]	3GPP TS 29.564: "5G System; User Plane Function Services; Stage 3".
[27]	3GPP TS 29.515: "5G System; Gateway Mobile Location Services; Stage 3".

*** Next Change ***
[bookmark: _Toc97037763][bookmark: _Toc104546838][bookmark: _Toc94020355][bookmark: _Toc120681581][bookmark: _Toc72767005][bookmark: _Toc100939972][bookmark: _Toc114134642][bookmark: _Toc97034886][bookmark: _Toc81242801][bookmark: _Toc89426570][bookmark: _Toc73042457][bookmark: _Toc72766438][bookmark: _Toc112937885][bookmark: _Toc133434768][bookmark: _Toc138693951][bookmark: _Toc144388455]5.1.2.1	General
HTTP/2, IETF RFC 7540 9113 [11], shall be used as specified in clause 5 of 3GPP TS 29.500 [4].
HTTP/2 shall be transported as specified in clause 5.3 of 3GPP TS 29.500 [4].
The OpenAPI [6] specification of HTTP messages and content bodies for the Nadrf_DataManagement API is contained in Annex A.
[bookmark: _Toc120681584][bookmark: _Toc133434771][bookmark: _Toc138693954][bookmark: _Toc144388458][bookmark: _Toc144388528]*** Next Change ***
5.1.2.2.2	Content type
JSON, IETF RFC 8259 [12], shall be used as content type of the HTTP bodies specified in the present specification as specified in clause 5.4 of 3GPP TS 29.500 [4]. The use of the JSON format shall be signalled by the content type "application/json".
"Problem Details" JSON object shall be used to indicate additional details of the error in a HTTP response body and shall be signalled by the content type "application/problem+json", as defined in IETF RFC 78079457 [13].
*** Next Change ***
5.2.2.1	General
HTTP/2, IETF RFC 7540 9113 [11], shall be used as specified in clause 5 of 3GPP TS 29.500 [4].
HTTP/2 shall be transported as specified in clause 5.3 of 3GPP TS 29.500 [4].
The OpenAPI [6] specification of HTTP messages and content bodies for the Nadrf_MLModelManagement API is contained in Annex A.
[bookmark: _Toc144388531]*** Next Change ***
5.2.2.2.2	Content type
JSON, IETF RFC 8259 [12], shall be used as content type of the HTTP bodies specified in the present specification as specified in clause 5.4 of 3GPP TS 29.500 [4]. The use of the JSON format shall be signalled by the content type "application/json".
"Problem Details" JSON object shall be used to indicate additional details of the error in a HTTP response body and shall be signalled by the content type "application/problem+json", as defined in IETF RFC 78079457 [13].
*** End of Changes ***

