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* * * * Start of changes * * * *
[bookmark: _Toc28013348][bookmark: _Toc36040104][bookmark: _Toc44692721][bookmark: _Toc45134182][bookmark: _Toc49607246][bookmark: _Toc51763218][bookmark: _Toc58850116][bookmark: _Toc59018496][bookmark: _Toc68169502][bookmark: _Toc114211734][bookmark: _Toc136554480][bookmark: _Toc145706216]5.3	Reused APIs
This clause describes the northbound APIs which are applicable for both EPS and 5GS. 
Table 5.3-1: Reused APIs applicable for both EPS and 5GS
	API Name
	Differences

	ResourceManagementOfBdt
	-	The following 5G-only features as described defined in clause 5.4.4 of 3GPP TS 29.122 [4] may only be supported in 5Gonly by the NEF: "LocBdt_5G", "Group_Id", "BdtNotification_5G", "AspId_5G".

	PfdManagement
	-	The following 5G-only features as describeddefined in clause 5.11.4 of 3GPP TS 29.122 [4] may only be supported in 5Gonly by the NEF: "FailureLocation_5G".

	MonitoringEvent
	-	The following 5G-only features as describeddefined in clause 5.3.4 of 3GPP TS 29.122 [4] may only be supported in 5Gonly by the NEF: "Number_of_UEs_in_an_area_notification_5G", "Downlink_data_delivery_status_5G", "Availability_after_DDN_failure_notification_enhancement", "eLCS", "NSAC", "MULTIQOS", "EDGEAPP", "UEId_retrieval", "Loss_of_connectivity_notification_5G", "GMEC", "enNB1_5G", "AppDetection_5G", "eNSAC", "QoSTiming_5G", "ListUE_5G".
-	For the "Pdn_connectivity_status" feature, APN is equivalent to DNN; the non-IP PDN type is equivalent to the unstructured PDU session type; and the enumeration InterfaceIndication value "PDN_GATEWAY" stands for PDU session anchored in UPF in 5G.

	DeviceTriggering
	

	CpProvisioning
	-	The following 5G-only features as describeddefined in clause 5.10.4 of 3GPP TS 29.122 [4] may only be supported in 5Gonly by the NEF: "ExpectedUMT_5G", "ExpectedUmtTime_5G", "ScheduledCommType_5G", "UEId_retrieval", "AppExpUeBehaviour".

	ChargeableParty
	-	The following 5G-only features as describeddefined in clause 5.5.4 of 3GPP TS 29.122 [4] may only be supported in 5Gonly by the NEF: "EthChgParty_5G", "MacAddressRange_5G", "ToSTC_5G".
-	The events (i.e. "LOSS_OF_BEARER", "RECOVERY_OF_BEARER" and "RELEASE_OF_BEARER") events do not apply for 5G.

	AsSessionWithQoS
	-	The following 5G-only features as describeddefined in clause 5.14.4 of 3GPP TS 29.122 [4] may only be supported in 5Gonly by the NEF: "EthAsSessionQoS_5G", "QoSMonitoring_5G", "PacketDelayFailureReport", "MacAddressRange_5G", "AlternativeQoS_5G", "TSC_5G", "DisableUENotification_5G", "ExposureToEAS", "AltQosWithIndParams_5G", "EnEthAsSessionQoS_5G", "enNB_5G",  "AltQoSProfilesSupportReport", "ExtQoS_5G", "EnTSCAC","XRM_5G", "ToSTC_5G" and "GMEC_5G".
-	The events (i.e. "LOSS_OF_BEARER", "RECOVERY_OF_BEARER" and "RELEASE_OF_BEARER") events do not apply for 5G.

	MsisdnLessMoSms
	

	NpConfiguration
	-	The following 5G-only features as describeddefined in clause 5.13.4 of 3GPP TS 29.122 [4] may only be supported in 5Gonly by the NEF: "NpExpiry_5G", "UEId_retrieval".

	NIDD
	

	RacsParameterProvisioning
	

	ECRControl
	-	The following 5G-only features as describeddefined in clause 5.12.4 of 3GPP TS 29.122 [4] may only be supported in 5Gonly by the NEF: "ECR_WB_5G".



Editor’s Note: XRM_5G feature name and granularity is FFS.
* * * * End of changes * * * *
