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* * * * Start of changes * * * *
[bookmark: _Toc28009972][bookmark: _Toc34062092][bookmark: _Toc36036848][bookmark: _Toc43285096][bookmark: _Toc45132875][bookmark: _Toc51193569][bookmark: _Toc51760768][bookmark: _Toc59015218][bookmark: _Toc59015734][bookmark: _Toc68165776][bookmark: _Toc83229872][bookmark: _Toc90649072][bookmark: _Toc105593968][bookmark: _Toc114209682][bookmark: _Toc138681555][bookmark: _Toc144228928]8.5.4.2.7	Type: AccessTokenRsp
Table 8.5.4.2.7-1: Definition of type AccessTokenRsp
	Attribute name
	Data type
	P
	Cardinality
	Description

	access_token
	string
	M
	1
	This IE shall contain JWS Compact Serialized representation of the JWS signed JSON object containing AccessTokenClaims (see clause 8.5.4.2.8c).

(NOTE 2)

	token_type
	string
	M
	1
	This IE shall contain the token type (i.e. "Bearer").

(NOTE 2, NOTE 3)

	expires_in
	DurationSec
	M
	1
	This IE when present shall contain the number of seconds after which the access_token is considered to be expired.

(NOTE 2)

	scope
	string
	O
	0..1
	This IE when present shall contain a list of AEF identifiers and its associated API names for which the access_token is authorized for use.

It takes the format of 3gpp#aefId1:apiName1,apiName2,…apiNameX;aefId2:apiName1,apiName2,…apiNameY;…aefIdN:apiName1,apiName2,…apiNameZ

Using delimeter "#" after the discriminator "3gpp", ":" after AEF identifier, "," between API names and ";" between the last API name of the previous AEF identifier and the next AEF identifier. (NOTE 1)

Example: '3gpp#aef-jiangsu-nanjing:3gpp-monitoring-event,3gpp-as-session-with-qos;aef-zhejiang-hangzhou:3gpp-cp-parameter-provisioning,3gpp-pfd-management'

	NOTE 1:	The scope may contain more space-delimited strings which further add additional access ranges to the scope, the definition of those additional strings is out of the scope of the present document.
NOTE 2:	The "access_token", "token_type" and "expires_in" attributes do not follow the related naming convention defined in clause 7.2.1. These attributes are however kept as currently defined in this specification for backward compatibility considerations.
NOTE 3:	The enumeration value "Bearer" of the "token_type" attribute does not follow the related naming convention defined in clause 7.2.1. This enumeration is however kept as currently defined in this specification for backward compatibility considerations.
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