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* * * * First change * * * *
[bookmark: _Toc114212440][bookmark: _Toc136555192][bookmark: _Toc145706967]5.36	ECSAddress API
[bookmark: _Toc145706968][bookmark: _Toc114212441][bookmark: _Toc136555193]5.36.0	Introduction
The Nnef_ECSAddress service shall use the ECSAddress API.
The API URI of ECSAddress API shall be:
{apiRoot}/3gpp-ecs-address/v1
with the following components:
-	"apiRoot" is set as defined in clause 5.2.4 of 3GPP TS 29.122 [4].
-	"apiName" shall be set to "3gpp-ecs-address".
-	"apiVersion" shall be set to "v1" for the current version defined in the present document.
All resource URIs in the clauses below are defined relative to the above API URI.
[bookmark: _Toc145706969]5.36.1	Resources
[bookmark: _Toc82747508][bookmark: _Toc114212442][bookmark: _Toc136555194][bookmark: _Toc145706970]5.36.1.1	Overview
This clause describes the structure for the Resource URIs as shown in figure 5.36.1.1-1 and the resources and HTTP methods used for AF provisioned ECS Address Configuration Information management in the ECSAddress API.


Figure 5.36.1.1-1: Resource URI structure of the northbound ECSAddress API
Table 5.36.1.1-1 provides an overview of the resources and HTTP methods applicable for the northbound ECSAddress API.
Table 5.36.1.1-1: Resources and methods overview
	[bookmark: MCCQCTEMPBM_00000266]Resource name
	Resource URI
	HTTP method
	Description

	ECS Address Configuration Information
	/{afId}/ecs-address-info
	GET
	Read all ECS Address Configuration Information for a given AF.

	
	
	POST
	Create a new Individual ECS Address Configuration Information resource.

	Individual ECS Address Configuration Information
	/{afId}/ecs-address-info/{ecsAddrInfoId}
	GET
	Reads an active Individual ECS Address Configuration Information resource.

	
	
	PUT
	Update an existing Individual ECS Address Configuration Information resource.

	
	
	DELETE
	Deletes an existing Individual ECS Address Configuration Information resource.



[bookmark: _Toc114212443][bookmark: _Toc136555195][bookmark: _Toc145706971]5.36.1.2	Resource: ECS Address Configuration Information
[bookmark: _Toc114212444][bookmark: _Toc136555196][bookmark: _Toc145706972]5.36.1.2.1	Introduction
This resource allows an AF to request the creation of a new Individual ECS Address Configuration Information resource.
[bookmark: _Toc114212445][bookmark: _Toc136555197][bookmark: _Toc145706973]5.36.1.2.2	Resource Definition
Resource URI: {apiRoot}/3gpp-ecs-address/v1/{afId}/ecs-address-info
This resource shall support the resource URI variables defined in table 5.36.1.2.2-1.
Table 5.36.1.2.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See clause 5.2.4 of 3GPP TS 29.122 [4].

	afId
	string
	Identifier of the AF.



[bookmark: _Toc114212446][bookmark: _Toc136555198][bookmark: _Toc145706974]5.36.1.2.3	Resource Methods
[bookmark: _Toc114212447][bookmark: _Toc136555199][bookmark: _Toc145706975]5.36.1.2.3.1	General
The following clauses specify the resource methods supported by the resource as described in clause 5.36.1.2.2.
[bookmark: _Toc114212448][bookmark: _Toc136555200][bookmark: _Toc145706976]5.36.1.2.3.2	GET
The GET method allows to read all active ECS Address Configuration Information for a given AF.
This method shall support the URI query parameters specified in table 5.36.1.2.3.2-1.
Table 5.36.1.2.3.2-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	N/A
	
	
	
	



This method shall support the request data structures specified in table 5.36.1.2.3.2-2, the response data structures and response codes specified in table 5.36.1.2.3.2-3, and the location headers specified in table 5.36.1.2.3.2-4 and table 5.36.1.2.3.2-5.
Table 5.36.1.2.3.2-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	N/A
	
	
	



Table 5.36.1.2.3.2-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	array(EcsAddrInfo)
	M
	1..N
	200 OK
	The ECS Address Configuration Information for the AF in the request URI are returned.

	N/A
	
	
	307 Temporary Redirect
	Temporary redirection, during ECS Address Configuration Information retrieval. The response shall include a Location header field containing an alternative URI of the resource located in an alternative V-NEF.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [4].

	N/A
	
	
	308 Permanent Redirect
	Permanent redirection, during ECS Address Configuration Information retrieval. The response shall include a Location header field containing an alternative URI of the resource located in an alternative V-NEF.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [4].

	NOTE:	The mandatory HTTP error status codes for the GET method listed in table 5.2.6-1 of 3GPP TS 29.122 [4] also apply.



Table 5.36.1.2.3.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative V-NEF.



Table 5.36.1.2.3.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative V-NEF.



[bookmark: _Toc114212449][bookmark: _Toc136555201][bookmark: _Toc145706977]5.36.1.2.3.3	POST
The POST method creates a new resource of Individual ECS Address Configuration Information for a given AF.
This method shall support the request data structures specified in table 5.36.1.2.3.3-1, the response data structures and response codes specified in table 5.36.1.2.3.3-2, and the Location Headers specified in table 5.36.1.2.3.3-3.
Table 5.36.1.2.3.3-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	EcsAddrInfo
	M
	1
	ECS Address Configuration Information, indicates how edge configuration servers are assigned with IP addresses.



Table 5.36.1.2.3.3-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	EcsAddrInfo
	M
	1
	201 Created
	The Individual ECS Address Configuration Information resource was created successfully. 
The URI of the created resource shall be returned in the "Location" HTTP header.

	NOTE:	The mandatory HTTP error status codes for the POST method listed in table 5.2.6-1 of 3GPP TS 29.122 [4] also apply.



Table 5.36.1.2.3.3-3: Headers supported by the 201 Response Code on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains the URI of the newly created resource, according to the structure: {apiRoot}/3gpp-ecs-address/v1/{afId}/ecs-address-info/{ecsAddrInfoId}



[bookmark: _Toc114212450][bookmark: _Toc136555202][bookmark: _Toc145706978]5.36.1.3	Resource: Individual ECS Address Configuration Information
[bookmark: _Toc114212451][bookmark: _Toc136555203][bookmark: _Toc145706979]5.36.1.3.1	Introduction
This resource allows an AF to read, update or delete an existing Individual ECS Address Configuration Information.
[bookmark: _Toc114212452][bookmark: _Toc136555204][bookmark: _Toc145706980]5.36.1.3.2	Resource Definition
Resource URI: {apiRoot}/3gpp-ecs-address/v1/{afId}/ecs-address-info/{ecsAddrInfoId}
This resource shall support the resource URI variables defined in table 5.36.1.3.2-1.
Table 5.36.1.3.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See clause 5.2.4 of 3GPP TS 29.122 [4].

	afId
	string
	Identifier of the AF.

	ecsAddrInfoId
	string
	Identifier of the ECS Address Configuration Information



[bookmark: _Toc114212453][bookmark: _Toc136555205][bookmark: _Toc145706981]5.36.1.3.3	Resource Methods
[bookmark: _Toc114212454][bookmark: _Toc136555206][bookmark: _Toc145706982]5.36.1.3.3.1	General
The following clauses specify the resource methods supported by the resource as described in clause 5.36.1.3.2.
[bookmark: _Toc114212455][bookmark: _Toc136555207][bookmark: _Toc145706983]5.36.1.3.3.2	GET
The GET method allows to read the existing ECS Address Configuration Information for a given AF and a given ECS Address Configuration Information Id.
This method shall support the URI query parameters specified in table 5.36.1.3.3.2-1.
Table 5.36.1.3.3.2-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	N/A
	
	
	
	



This method shall support the request data structures specified in table 5.36.1.3.3.2-2, the response data structures and response codes specified in table 5.36.1.3.3.2-3, and the Location Headers specified in table 5.36.1.3.3.2-4 and table 5.36.1.3.3.2-5.
Table 5.36.1.3.3.2-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	N/A
	
	
	



Table 5.36.1.3.3.2-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	EcsAddrInfo
	M
	1
	200 OK
	Successful case.
The contents of the Individual ECS Address Configuration Information in the request URI are returned.

	N/A
	
	
	307 Temporary Redirect
	Temporary redirection, during the ECS Address Configuration Information retrieval. The response shall include a Location header field containing an alternative URI of the resource located in an alternative V-NEF.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [4].

	N/A
	
	
	308 Permanent Redirect
	Permanent redirection, during the ECS Address Configuration Information retrieval. The response shall include a Location header field containing an alternative URI of the resource located in an alternative V-NEF.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [4].

	NOTE:	The mandatory HTTP error status codes for the GET method listed in table 5.2.6-1 of 3GPP TS 29.122 [4] also apply.



Table 5.36.1.3.3.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative V-NEF.



Table 5.36.1.3.3.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative V-NEF.



[bookmark: _Toc114212456][bookmark: _Toc136555208][bookmark: _Toc145706984]5.36.1.3.3.3	PUT
The PUT method is used to modify an existing Individual ECS Address Configuration Information resource.
This method shall support the URI query parameters specified in table 5.36.1.3.3.3-1.
Table 5.36.1.3.3.3-1: URI query parameters supported by the PUT method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 5.36.1.3.3.3-2, the response data structures and response codes specified in table 5.36.1.3.3.3-3, and the Location Headers specified in table 5.36.1.3.3.3-4 and table 5.36.1.3.3.3-5.
Table 5.36.1.3.3.3-2: Data structures supported by the PUT Request Body on this resource
	Data type
	P
	Cardinality
	Description

	EcsAddrInfo
	M
	1
	Modify the Individual ECS Address Configuration Information resource.



Table 5.36.1.3.3.3-3: Data structures supported by the PUT Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	EcsAddrInfo
	M
	1
	200 OK
	Successful case.
The representation of the updated ECS Address Configuration Information is returned.

	N/A
	
	
	204 No Content
	Successful case.
The ECS Address Configuration Information was updated successfully.

	N/A
	
	
	307 Temporary Redirect
	Temporary redirection, during the ECS Address Configuration Information modification. The response shall include a Location header field containing an alternative URI of the resource located in an alternative V-NEF.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [4].

	N/A
	
	
	308 Permanent Redirect
	Permanent redirection, during the ECS Address Configuration Information modification. The response shall include a Location header field containing an alternative URI of the resource located in an alternative V-NEF.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [4].

	NOTE:	The mandatory HTTP error status codes for the PUT method listed in table 5.2.6-1 of 3GPP TS 29.122 [4] also apply.



Table 5.36.1.3.3.3-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative V-NEF.



Table 5.36.1.3.3.3-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative V-NEF.



[bookmark: _Toc114212457][bookmark: _Toc136555209][bookmark: _Toc145706985]5.36.1.3.3.4	DELETE
The DELETE method deletes an existing Individual ECS Address Configuration Information resource.
This method shall support the URI query parameters specified in table 5.36.1.3.3.4-1.
Table 5.36.1.3.3.4-1: URI query parameters supported by the DELETE method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	N/A
	
	
	
	



This method shall support the request data structures specified in table 5.36.1.3.3.4-2, the response data structures and response codes specified in table 5.36.1.3.3.4-3, and the Location Headers specified in table 5.36.1.3.3.4-4 and table 5.36.1.3.3.4-5.
Table 5.36.1.3.3.4-2: Data structures supported by the DELETE Request Body on this resource
	Data type
	P
	Cardinality
	Description

	N/A
	
	
	



Table 5.36.1.3.3.4-3: Data structures supported by the DELETE Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	N/A
	
	
	204 No Content
	The Individual ECS Address Configuration Information resource was terminated successfully.

	N/A
	
	
	307 Temporary Redirect
	Temporary redirection, during the termination. The response shall include a Location header field containing an alternative URI of the resource located in an alternative V-NEF.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [4].

	N/A
	
	
	308 Permanent Redirect
	Permanent redirection, during the termination. The response shall include a Location header field containing an alternative URI of the resource located in an alternative V-NEF.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [4].

	NOTE:	The mandatory HTTP error status codes for the DELETE method listed in table 5.2.6-1 of 3GPP TS 29.122 [4] also apply.



Table 5.36.1.3.3.4-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative V-NEF.



Table 5.36.1.3.3.4-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative V-NEF.



[bookmark: _Toc114212458][bookmark: _Toc136555210][bookmark: _Toc145706986]5.36.2	Custom Operations without associated resources
[bookmark: _Toc72766459][bookmark: _Toc72767026][bookmark: _Toc73042478][bookmark: _Toc81242822][bookmark: _Toc89426603][bookmark: _Toc94020388][bookmark: _Toc97034919][bookmark: _Toc97037796][bookmark: _Toc100940005][bookmark: _Toc104546871][bookmark: _Toc114212459][bookmark: _Toc136555211][bookmark: _Toc145706987]5.36.2.1	Overview
The structure of the custom operation URIs of the Nnef_ECSAddress service is shown in Figure 5.36.2.1-1.


Figure 5.36.2.1-1: Custom operation URI structure of the Nnef_ECSAddress API
Table 5.36.2.1-1 provides an overview of the custom operations and applicable HTTP methods.
Table 5.36.2.1-1: Custom operations without associated resources
	Custom operation URI
	Mapped HTTP method
	Description

	{apiRoot}/3gpp-ecs-address/<apiVersion>/remove-ecsaddr
	POST
	Request the V-NEF to delete ECS Address Configuration Information based on given attributes.



[bookmark: _Toc97034926][bookmark: _Toc97037803][bookmark: _Toc100940012][bookmark: _Toc104546878][bookmark: _Toc114212460][bookmark: _Toc136555212][bookmark: _Toc145706988]5.36.2.2	Operation: remove-ecsaddr
[bookmark: _Toc97034927][bookmark: _Toc97037804][bookmark: _Toc100940013][bookmark: _Toc104546879][bookmark: _Toc114212461][bookmark: _Toc136555213][bookmark: _Toc145706989]5.36.2.2.1	Description
The operation is used by the NF service consumer to delete ECS Address Configuration Information based on given attributes.
[bookmark: _Toc114212462][bookmark: _Toc136555214][bookmark: _Toc145706990]5.36.2.2.2	Operation Definition
This operation shall support the request data structures shown in Table 5.36.2.2.2-1 and the response data structures and error codes specified in Table 5.36.2.2.2-2.
Table 5.36.2.2.2-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	EcsAddrDeleteCriteria
	M
	1
	Information about the criteria to be used for ECS Address Configuration Information deletion.



Table 5.36.2.2.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Successful request to remove ECS Address Configuration Information based on given criteria.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative NEF.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [4].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative NEF.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [4]

	NOTE:	The mandatory HTTP error status codes for the POST method listed in Table 5.2.6-1 of 3GPP TS 29.122 [4] also apply.



Table 5.36.2.2.2-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative NEF.



Table 5.36.2.2.2-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative NEF.



[bookmark: _Toc114212463][bookmark: _Toc136555215][bookmark: _Toc145706991]5.36.3	Notifications
There are no notifications defined for this API in this release of the specification.
[bookmark: _Toc114212464][bookmark: _Toc136555216][bookmark: _Toc145706992]5.36.4	Data Model
[bookmark: _Toc114212465][bookmark: _Toc136555217][bookmark: _Toc145706993]5.36.4.1	General
This clause specifies the application data model supported by the ECSAddress API. Table 5.36.4.1-1 specifies the data types defined for the ECSAddress API.
Table 5.36.4.1-1: ECSAddress API specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	EcsAddrDeleteCriteria
	5.36.4.3.3
	Contains criteria for deleting ECS Address Configuration Information.
	

	EcsAddrInfo
	5.36.4.3.2
	Contains ECS Address Configuration Information.
	


                                                                                                                         
[bookmark: _Toc114212466][bookmark: _Toc136555218][bookmark: _Toc145706994]5.36.4.2	Reused data types
The data types reused by the ECSAddress API from other specifications are listed in table 5.36.4.2-1. 
Table 5.36.4.2-1: Re-used Data Types
	Data type
	Reference
	Comments

	AfId
	5.14.5.4.2
	Represents an AF identifier.

	Link
	3GPP TS 29.122 [4]
	Identifies a referenced resource.

	EcsServerAddr
	3GPP TS 29.571 [8]
	Represents the Edge Configuration Server (ECS) address configuration information.

	TargetUeId
	5.6.3.3.7
	Represents the target UE(s) information.



[bookmark: _Toc114212467][bookmark: _Toc136555219][bookmark: _Toc145706995]5.36.4.3	Structured data types
[bookmark: _Toc114212468][bookmark: _Toc136555220][bookmark: _Toc145706996]5.36.4.3.1	Introduction
This clause defines the structured data types to be used in resource representations.
[bookmark: _Toc114212469][bookmark: _Toc136555221][bookmark: _Toc145706997]5.36.4.3.2	Type: EcsAddrInfo
Table 5.36.4.3.2-1: Definition of type EcsAddrInfo
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	self
	Link
	C
	0..1
	Identifies the individual resource.
It shall be present in the HTTP GET response when reading all the configurations for an AF.
	

	ecsServerAddr
	EcsServerAddr
	M
	1
	Represents the ECS address(es).
	

	spatialValidityCond
	SpatialValidityCond
	O
	0..1
	Indicates the spatial validity condition.
	

	tgtUe
	TargetUeId
	O
	0..1
	Target UE information. Only the attributes "anyUeInd" and "exterGroupId" are applicable.
	

	suppFeat
	SupportedFeatures
	C
	0..1
	Indicates the negotiated supported features. It shall be provided in an HTTP POST response if it was provided in the HTTP POST request.
	



[bookmark: _Toc114212472][bookmark: _Toc136555224][bookmark: _Toc145707000]5.36.4.3.3	Type: EcsAddrDeleteCriteria
Table 5.36.4.3.3-1: Definition of type EcsAddrDeleteCriteria
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	afIds
	array(AfId)
	C
	1..N
	AF identifiers to be used as deletion criterion. (NOTE 1)
	

	ecsAddrInfo
	EcsAddrInfo
	C
	0..1
	ECS Address Configuration Information to be used as deletion criterion. Only entries that are exact matches of this attribute shall be deleted. (NOTE 1) (NOTE 2)
	

	NOTE 1:	At least one of those attributes shall be provided.
NOTE 2:	The attributes "self" and "suppFeat" of EcsAddrInfo shall not be provided and shall not be considered when finding the matching entries.



[bookmark: _Toc114212473][bookmark: _Toc136555225][bookmark: _Toc145707001]5.36.4.4	Simple data types and enumerations
[bookmark: _Toc114212474][bookmark: _Toc136555226][bookmark: _Toc145707002]5.36.4.4.1	Introduction
This clause defines simple data types and enumerations that can be referenced from data structures defined in the previous clauses.
[bookmark: _Toc114212475][bookmark: _Toc136555227][bookmark: _Toc145707003]5.36.4.4.2	Simple data types 
The simple data types defined in table 5.36.4.4.2-1 shall be supported.
Table 5.36.4.4.2-1: Simple data types
	Type Name
	Type Definition
	Description
	Applicability
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[bookmark: _Toc114212476][bookmark: _Toc136555228][bookmark: _Toc145707004]5.36.5	Used Features
The table below defines the features applicable to the ECSAddress API. Those features are negotiated as described in clause 5.2.7 of 3GPP TS 29.122 [4].
Table 5.36.5-1: Features used by ECSAddress API
	Feature number
	Feature Name
	Description
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[bookmark: _Toc114212477][bookmark: _Toc136555229][bookmark: _Toc145707005]5.36.6	Error handling
[bookmark: _Toc114212478][bookmark: _Toc136555230][bookmark: _Toc145707006]5.36.6.1	General
HTTP error handling shall be supported as specified in clause 5.2.6 of 3GPP TS 29.122 [4].
In addition, the requirements in the following clauses shall apply.
[bookmark: _Toc114212479][bookmark: _Toc136555231][bookmark: _Toc145707007]5.36.6.2	Protocol Errors
In this Release of the specification, there are no additional protocol errors applicable for the ECSAddress API.
[bookmark: _Toc114212480][bookmark: _Toc136555232][bookmark: _Toc145707008]5.36.6.3	Application Errors
The application errors defined for ECSAddress API are listed in table 5.36.6.3-1.
Table 5.36.6.3-1: Application errors
	Application Error
	HTTP status code
	Description
	Applicability
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* * * * End of changes * * * *
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