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* * * * Start of changes * * * *
[bookmark: _Toc85734253][bookmark: _Toc89431552][bookmark: _Toc97042360][bookmark: _Toc97045504][bookmark: _Toc97155249][bookmark: _Toc101521386][bookmark: _Toc138761654][bookmark: _Toc145707864][bookmark: _Toc85734540][bookmark: _Toc89431839][bookmark: _Toc97042753][bookmark: _Toc97045897][bookmark: _Toc97155642][bookmark: _Toc101521734][bookmark: _Toc138762041][bookmark: _Toc145708304]8.1.5.2.3	Type: EASProfile
Table 8.1.5.2.3-1: Definition of type EASProfile
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	easId
	string
	M
	1
	The application identifier of the EAS (e.g. URI, FQDN).
	

	endPt
	EndPoint
	M
	1
	Endpoint information (URI, FQDN, IP address) used to communicate with the EAS. This information maybe discovered by EEC and exposed to ACs so that ACs can establish contact with the EAS.
	

	easBdlInfos
	array(EASBundleInfo)
	O
	1..N
	Represents a list of EAS bundles to which the EAS (identified by the "easId" attribute) belongs.
	EdgeApp_2

	acIds
	array(string)
	O
	1..N
	Identities of the Application Clients that can be served by the EAS
	

	provId
	string
	O
	0..1
	Identifier of the ASP that provides the EAS.
	

	type
	EASCategory
	O
	0..1
	The EAS type with the 3GPP standardized value set.

(NOTE 1).
	

	flexEasType
	string
	O
	0..1
	The EAS type with the flexible value set.

(NOTE 1)
	

	scheds
	array(ScheduledCommunicationTime)
	O
	1..N
	The availability schedule of the EAS.
	

	svcArea
	ServiceArea
	O
	0..1
	The list of geographical and topological areas that the EAS serves. ACs in the UE that are outside the area shall not be served.
	

	svcKpi
	EASServiceKPI
	O
	0..1
	Service characteristics provided by the EAS. 
	

	permLvl
	array(PermissionLevel)
	O
	1..N
	Level of service permissions supported by the EAS. 
	

	easFeats
	array(string)
	O
	1..N
	Service specific features supported by the EAS (e.g. single vs multi-player gaming service).
	

	svcContSupp
	array(ACRScenario)
	O
	1..N
	The ACR scenarios supported by the EAS for service continuity. If this attribute is not present, then the EAS does not support service continuity.
	

	transContSupp
	TransContSuppDetails
	O
	0..1
	Represents the detailed information about the EAS (e.g. SEALDD Server) capability for seamless transport layer service continuity.

If this attribute is not present, then the EAS does not support the seamless transport layer service continuity capability.
	SEALDD_Support

	appLocs
	array(RouteToLocation)
	O
	1..N
	List of DNAI(s) and the corresponding N6 traffic routing information/routing profile ID, associated with the EAS.

It is a subset of the DNAI(s) associated with the EDN where the EAS resides.
	

	avlRep
	DurationSec
	O
	0..1
	The period indicating to the EES, how often the EES needs to check the EAS's availability after a successful registration.
	

	status
	string
	O
	0..1
	EAS status (e.g. Enabled, Disabled etc.)
	

	genCtxDur
	DurationSec
	O
	0..1
	Contains Tthe general context holding time duration, which indicates that the time duration during which the EAS holds the application context in case of an ACR for service continuity planningbefore the AC connects to EAS, after receiving an ACR notification from the EES following an ACR request form the EEC. 

(NOTE 2)
	EdgeApp_2

	NOTE 1:	The "flexEasType" attribute and the "type" attribute are mutually exclusive. Either one of them may be provided. The same attribute should be used when this data type is conveyed over the EDGE-1 and EDGE-3 interfaces (i.e. for the Eees_EASRegistration and the Eees_EASDiscovery APIs). 
NOTE 2:	For determining the value of the "genCtxDur" attribute used to indicate the general context holding time duration, the EAS may rely on the value of the "easId" attribute (which identifies the type of the application).



* * * * End of changes * * * *
