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* * * * Start of changes * * * *
[bookmark: _Toc24868661][bookmark: _Toc34154123][bookmark: _Toc36041067][bookmark: _Toc36041380][bookmark: _Toc43196637][bookmark: _Toc43481407][bookmark: _Toc45134684][bookmark: _Toc51189216][bookmark: _Toc51763892][bookmark: _Toc57206124][bookmark: _Toc59019465][bookmark: _Toc68170138][bookmark: _Toc83234179][bookmark: _Toc90661575][bookmark: _Toc138755193][bookmark: _Toc144222570]7.4.1.3.3	BDT_Negotiation_Notification
[bookmark: _Toc24868662][bookmark: _Toc34154124][bookmark: _Toc36041068][bookmark: _Toc36041381][bookmark: _Toc43196638][bookmark: _Toc43481408][bookmark: _Toc45134685][bookmark: _Toc51189217][bookmark: _Toc51763893][bookmark: _Toc57206125][bookmark: _Toc59019466][bookmark: _Toc68170139][bookmark: _Toc83234180][bookmark: _Toc90661576][bookmark: _Toc138755194][bookmark: _Toc144222571]7.4.1.3.3.1	Description
[bookmark: _Toc24868663][bookmark: _Toc34154125][bookmark: _Toc36041069][bookmark: _Toc36041382][bookmark: _Toc43196639][bookmark: _Toc43481409][bookmark: _Toc45134686][bookmark: _Toc51189218][bookmark: _Toc51763894][bookmark: _Toc57206126][bookmark: _Toc59019467][bookmark: _Toc68170140][bookmark: _Toc83234181][bookmark: _Toc90661577][bookmark: _Toc138755195][bookmark: _Toc144222572]7.4.1.3.3.2	Notification definition
Callback URI: {notifUri}
This method shall support the URI query parameters specified in table 7.4.1.3.3.2-1.
Table 7.4.1.3.3.2-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 7.4.1.3.3.2-2 and the response data structures and response codes specified in table 7.4.1.3.3.2-3.
Table 7.4.1.3.3.2-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	BdtNotification
	M
	1
	Represents the negotiated BDT policy notification.



Table 7.4.1.3.3.2-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	The receipt of the Notification is acknowledged.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing an alternative URI representing the end point of an alternative notification destination where the notification should be sent.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing an alternative URI representing the end point of an alternative notification destination where the notification should be sent.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	NOTE:	The mandatory HTTP error status codes for the POST method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [22] also apply.



Table 7.4.1.3.2.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI representing the end point of an alternative notification destination towards which the notification should be redirected.



Table 7.4.1.3.2.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI representing the end point of an alternative notification destination towards which the notification should be redirected.



* * * * Next changes * * * *
[bookmark: _Toc24868665][bookmark: _Toc34154127][bookmark: _Toc36041071][bookmark: _Toc36041384][bookmark: _Toc43196641][bookmark: _Toc43481411][bookmark: _Toc45134688][bookmark: _Toc51189220][bookmark: _Toc51763896][bookmark: _Toc57206128][bookmark: _Toc59019469][bookmark: _Toc68170142][bookmark: _Toc83234183][bookmark: _Toc90661579][bookmark: _Toc138755197][bookmark: _Toc144222574]7.4.1.4.1	General
This clause specifies the application data model supported by the API. Data types listed in clause 6.2 apply to this API
Table 7.4.1.4.1-1 specifies the data types defined specifically for the SS_NetworkResourceAdaptation API service.
Table 7.4.1.4.1-1: SS_NetworkResourceAdaptation API specific Data Types
	Data type
	Section defined
	Description
	Applicability

	BdtNotification
	7.4.1.4.2.18
	Represents the negotiated BDT Policy notification.
	

	DeliveryMode
	7.4.1.4.3.2
	Indicates the delivery mode.
	

	MbsResAct
	7.4.1.4.2.16
	Represents the parameters related to the activation of the MBS Resource.
	

	MbsResDeact
	7.4.1.4.2.17
	Represents the parameters related to the deactivation of the MBS Resource.
	

	MbsResource
	7.4.1.4.2.12
	Represents an MBS Resource.
	

	MbsResourcePatch
	7.4.1.4.2.15
	Represents the parameters to request the modification of an MBS Resource.
	

	MbsResourceReq
	7.4.1.4.2.11
	Represents the parameters to request the creation of an MBS Resource.
	

	MbsResourceRespInfo
	7.4.1.4.2.13
	Represents NRM Server side information related to the MBS Resource.
	

	MbsResourceResp
	7.4.1.4.2.14
	Represents a response to an MBS Resource creation/modification request.
	

	MulticastSubscription
	7.4.1.4.2.2
	Represents a multicast subscription.
	

	NetSysIndicator
	7.4.1.4.3.4
	Represents the network system indicator, i.e. 5GS, EPS or both.
	

	NrmEvent
	7.4.1.4.3.3
	Indicates the NRM event.
	

	NrmEventNotification
	7.4.1.4.2.5
	Represents a notification on an individual User Plane event.
	

	ServiceAnnoucementMode
	7.4.1.4.3.1
	Indicates the service announcement mode.
	

	StreamSpecification
	7.4.1.4.2.9
	Represents a stream specification that includes MAC addresses of the source and destination DS-TT ports.
	

	TrafficSpecification
	7.4.1.4.2.10
	Represents the traffic class supported by the DS-TTs and available end-to-end maximum latency value.
	

	TrafficSpecInformation
	7.4.1.4.2.7
	Represents the traffic class supported by the DS-TTs and available end-to-end latency value and Priority Code Point (PCP) value.
	

	TscStreamAvailability
	7.4.1.4.2.8
	Represents the TSC stream availability information including the stream specification and list of traffic specifications.
	

	TscStreamData
	7.4.1.4.2.6
	Represents the TSC stream data information.
	

	UnicastSubscription
	7.4.1.4.2.3
	Represents a unicast subscription.
	

	UserPlaneNotification
	7.4.1.4.2.4
	Represents a notification on User Plane events.
	



Table 7.4.1.4.1-2 specifies data types re-used by the SS_NetworkResourceAdaptation API service. 
Table 7.4.1.4.1-2: Re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	DateTime
	3GPP TS 29.571 [21]
	Used to represent the subscription duration.
	

	DurationSec
	3GPP TS 29.122 [3]
	Used to represent the duration in seconds.
	

	ExternalMbsServiceArea
	3GPP TS 29.571 [21]
	Represents an MBS Service Area.
	

	Ipv4Addr
	3GPP TS 29.571 [21]
	Used to identify the IPv4 address.
	

	Ipv6Addr
	3GPP TS 29.571 [21]
	Used to identify the IPv6 address.
	

	LocalMbmsInfo
	3GPP TS 29.486 [27]
	Used to represent the local MBMS information.
	

	MacAddr48
	3GPP TS 29.571 [21]
	Used to identify a MAC address.
	

	MbmsLocArea
	3GPP TS 29.122 [3]
	Used to indicate the requested area of the MBMS bearer.
	

	MbsServiceInfo
	3GPP TS 29.571 [21]
	Represents MBS Service Information.
	

	MbsSessionId
	3GPP TS 29.571 [21]
	Represents the identifier of an MBS Session.
	

	Port
	3GPP TS 29.122 [3]
	Used to identify the port.
	

	SupportedFeatures
	3GPP TS 29.571 [21]
	Used to negotiate the supported optional features of the API.
	

	Uint32
	3GPP TS 29.571 [21]
	Represents an unsigned integer.
	

	Uinteger
	3GPP TS 29.571 [21]
	Represents an unsigned integer.
	

	Uri
	3GPP TS 29.571 [21]
	Used to indicate the notification URI.
	

	ValTargetUe
	Clause 7.3.1.4.2.3
	Used to identify either a VAL User ID or a VAL UE ID.
	

	WebsockNotifConfig
	3GPP TS 29.122 [3]
	Used to indicate the configuration parameters to set up notification delivery over Websocket protocol.
	



* * * * Next changes * * * *
[bookmark: _Toc144222592][bookmark: _Hlk149901131]7.4.1.4.2.18	Type: BdtNotification
Table 7.4.1.4.2.18-1: Definition of type BdtNotification
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	notifId
	Uri
	M
	1
	The BDT policy configuration resource Uri to which this notification is related.
	

	bdtConfigId
	string
	M
	0..1
	Identifies the BDT policy configuration to which the notification is related.
	

	grantTimeWindow
	TimeWindow
	C
	0..1
	Represents the updated time window granted by the 3GPP network for BDT.

This attribute shall be present only if the "bdtPolicyRemoveInd" attribute value is not present, or preset and set to "false".
	

	bdtPolicyRemoveInd
	boolean
	O
	0..1
	Indicates whether the BDT policy at the 3GPP network correponding to the BDT policy reference identifier has been removed.

When present, it shall be set as follows:
- "true": The BDT policy was removed by the 3GPP network.
- "false": the BDT policy was not removed at the 3GPP network.
- Default value when omitted is "false".

	



* * * * End of changes * * * *
