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[bookmark: _Hlk141882034]When the "GMEC_5G" feature is supported and the AF required QoS targeting one or several UE(s) not identified by the UE address as described in clause 4.15.6.14 of 3GPP TS 23.502 [2], the provisions and procedures of clause 4.4.9.2 shall apply with the following differences:
-	Either the "extGroupId" attribute or the "gpsi" attribute shall be provided to identify the target UE(s) in the HTTP POST request message.
-	After the successful authorization of the request at the NEF, the NEF may further support service specific authorization as described in clause 4.15.6.10 in 3GPP TS 23.502 [2] and 3GPP TS 29.503 [63].
-	The NEF shall either invoke the TSCTSF at the reception of the request, or when it determines to not invoke the TSCTSF, invoke the Nudr_DataRepository service as described in 3GPP TS 29.504 [20] and 3GPP TS 29.519 [23] to store the information related to the Internal Group ID or SUPI as Application Data in the UDR.
-	No direct interactions frombetween the NEF towardsand the PCF shall take place.
-	The NEF may receive notification(s) about the subscribed event(s) from the TSCTSF (when the NEF invokes the TSCTSF at the reception of the request) or from the PCF (when the NEF invokes the Nudr_DataRepository service as described in 3GPP TS 29.504 [20] and 3GPP TS 29.519 [23] at the reception of the request). In the latter case, the PCF notifies the NEF about the matched event(s) using the Npcf_PolicyAuthorization_Notify service operation as specified in 3GPP TS 29.514 [7].
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