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However in the definition of type PolicyAssociationUpdateRequest in 5.6.2.4, the description of "mappingSnssais" attribute only mentions it shall be provided for trigger "ALLOWED_NSSAI_CH", "PARTIALLY_ALLOWED_NSSAI_CH" trigger is not mentioned.
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This clause specifies the application data model supported by the API.
Table 5.6.1-1 specifies the data types defined for the Npcf_AMPolicyControl service based interface protocol.
Table 5.6.1-1: Npcf_AMPolicyControl specific Data Types
	Data type
	Section defined
	Description
	Applicability

	AsTimeDistributionParam
	5.6.2.10
	Contains the 5G access stratum time distribution parameters.
	5GAccessStratumTime

	CandidateForReplacement
	5.6.2.8
	Contains the list of candidate DNNs for replacement per S-NSSAI.
	DNNReplacementControl

	PolicyAssociation
	5.6.2.2
	Description of a policy association that is returned by the PCF when a policy Association is created, or read.
	

	PolicyAssociationReleaseCause
	5.6.3.4
	The cause why the PCF requests the termination of the policy association.
	

	PolicyAssociationRequest
	5.6.2.3
	Information that NF service consumer provides when requesting the creation of a policy association.
	

	PolicyAssociationUpdateRequest
	5.6.2.4
	Information that NF service consumer provides when requesting the update of a policy association.
	

	PolicyUpdate
	5.6.2.5
	Updated policies that the PCF provides in a notification or in the reply to an Update Request.
	

	RequestTrigger
	5.6.3.3
	Enumeration of possible Request Triggers.
	

	SliceUsgCtrlInfo
	5.6.2.12
	Represents network slice usage control related information.
	NetSliceUsageCtrl

	SmfSelectionData
	5.6.2.7
	Includes the SMF Selection information that may be replaced by the PCF.
	DNNReplacementControl

	SnssaiPartRejected
	5.6.2.13
	Represents a S-NSSAI partially rejected in the RA.
	PartNetSliceSupport

	TerminationNotification
	5.6.2.6
	Request to terminate a policy Association that the PCF provides in a notification.
	

	AmRequestedValueRep
	5.6.2.9
	Contains the current applicable values corresponding to the policy control request triggers.
	ImmediateReport

	UeSliceMbr
	5.6.2.11
	Contains a UE-Slice-MBR and the related information.
	UE-Slice-MBR_Authorization



Table 5.6.1-2 specifies data types re-used by the Npcf_AMPolicyControl service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Npcf_AMPolicyControl service based interface. 
Table 5.6.1-2: Npcf_AMPolicyControl re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	AccessType
	3GPP TS 29.571 [11]
	Represents an access type.
	

	Ambr
	3GPP TS 29.571 [11]
	Aggregated Maximum Bit Rate.
	UE-AMBR_Authorization

	ClockQualityAcceptanceCriterion
	3GPP TS 29.571 [11]
	Indicates the  Clock quality acceptance criteria.
	NetTimeSyncStatus

	ClockQualityDetailLevel
	3GPP TS 29.571 [11]
	Contains the clock quality detail level information, that indicates whether it consists of clock quality metrics or acceptance indication.
	NetTimeSyncStatus

	Dnn
	3GPP TS 29.571 [11]
	DNN
	DNNReplacementControl

	DurationSec
	3GPP TS 29.571 [11]
	Duration in number of seconds.
	RFSPValidityTime

	DurationSecRm
	3GPP TS 29.571 [11]
	This data type is defined in the same way as the "DurationSec" data type, but with the OpenAPI "nullable: true" property.
	

	Fqdn
	3GPP TS 29.571 [11]
	FQDN
	

	Gpsi
	3GPP TS 29.571 [11]
	Generic Public Subscription Identifier
	

	GroupId
	3GPP TS 29.571 [11]
	Represents the identifier of a group of UEs.
	

	Guami
	3GPP TS 29.571 [11]
	Globally Unique AMF Identifier
	

	Ipv4Addr
	3GPP TS 29.571 [11]
	Represents an IPv4 address.
	

	Ipv6Addr
	3GPP TS 29.571 [11]
	Represents an IPv6 address.
	

	MappingOfSnssai
	3GPP TS 29.531 [24]
	Identifies the mapping of an S-NSSAI of the Allowed NSSAI or the Partially Allowed NSSAI to the corresponding S-NSSAI of the HPLMN.
	DNNReplacementControl
PartNetSliceSupport

	SnssaiReplaceInfo
	3GPP TS 29.571 [11]
	Represents the network slice replacement information.
	NetSliceRepl

	NwdafData
	3GPP TS 29.512 [27]
	Indicates an NWDAF instance ID used for the UE and its associated Analytics ID(s) consumed by the NF service consumer.
	EneNA

	PartiallyAllowedSnssai
	3GPP TS 29.571 [11]
	Represents the S-NSSAI that is partially allowed in the Registration Area,
	NetSliceRepl

	PcfUeCallbackInfo
	3GPP TS 29.571 [11]
	Contains the PCF for the UE information necessary for the PCF for the PDU session to send Establishment and Termination event.
	AMInfluence

	PduSessionInfo
	3GPP TS 29.571 [11]
	Contains information related to a PDU session.
	AMInfluence

	Pei
	3GPP TS 29.571 [11]
	Permanent Equipment Identifier
	

	PlmnIdNid
	3GPP TS 29.571 [11]
	Identifies the network: PLMN Identifier or the SNPN Identifier (the PLMN Identifier and the NID).
	

	PresenceInfo
	3GPP TS 29.571 [11]
	Presence reporting area information
	

	PresenceInfoRm
	3GPP TS 29.571 [11]
	This data type is defined in the same way as the "PresenceInfo" data type, but with the OpenAPI "nullable: true" property.
	

	ProblemDetails
	3GPP TS 29.571 [11]
	Represents error related information.
	

	RedirectResponse
	3GPP TS 29.571 [11]
	Contains redirection related information.
	ES3XX

	Uri
	3GPP TS 29.571 [11]
	Represents a URI.
	

	UserLocation
	3GPP TS 29.571 [11]
	Represents user location information.
	

	RatType
	3GPP TS 29.571 [11]
	Represent a RAT type.
	

	[bookmark: _Hlk514096864]RfspIndex
	3GPP TS 29.571 [11]
	Represent an RFSP Index.
	

	ServiceAreaRestriction
	[bookmark: _Hlk518262898]3GPP TS 29.571 [11]
	Within the areas attribute, only tracking area codes shall be included.
	

	ServiceName
	3GPP TS 29.510 [13]
	Name of the service instance.
	

	SliceMbr
	3GPP TS 29.571 [11]
	Contains the slice Maximum Bit Rate including UL and DL.
	UE-Slice-MBR_Authorization

	Snssai
	3GPP TS 29.571 [11]
	Identifies an S-NSSAI.
	SliceSupport, TargetNSSAI, DNNReplacementControl

	Supi
	3GPP TS 29.571 [11]
	Subscription Permanent Identifier
	

	SupportedFeatures
	3GPP TS 29.571 [11]
	Used to negotiate the applicability of the optional features defined in table 5.8-1.
	

	TimeZone
	3GPP TS 29.571 [11]
	Represents a time zone.
	

	TraceData
	3GPP TS 29.571 [11]
	Represents trace data.
	

	UintegerRm
	3GPP TS 29.571 [11]
	Indicates Unsigned Integer, but with the OpenAPI "nullable: true" property.
	5GAccessStratumTime

	WirelineServiceAreaRestriction
	3GPP TS 29.571 [11]
	Represent wireline service area restriction information.
	WirelineWirelessConvergence



*** 2nd Change ***
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Table 5.6.2.4-1: Definition of type PolicyAssociationUpdateRequest
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	notificationUri
	Uri
	O
	0..1
	Identifies the recipient of Notifications sent by the PCF.
	

	altNotifIpv4Addrs
	array(Ipv4Addr)
	O
	1..N
	Alternate or backup IPv4 Address(es) where to send Notifications.
	

	altNotifIpv6Addrs
	array(Ipv6Addr)
	O
	1..N
	Alternate or backup IPv6 Address(es) where to send Notifications.
	

	altNotifFqdns
	array(Fqdn)
	O
	1..N
	Alternate or backup FQDN(s) where to send Notifications.
	

	triggers
	array(RequestTrigger)
	C
	1..N
	Request Triggers that the NF service consumer observes.
Shall be provided when a policy control request trigger occurs.
	

	servAreaRes
	ServiceAreaRestriction
	C
	0..1
	Service Area Restriction as part of the AMF Access and Mobility Policy. Shall be provided for trigger "SERV_AREA_CH".
	

	wlServAreaRes
	WirelineServiceAreaRestriction
	C
	0..1
	Wireline Service Area Restriction as part of the AMF Access and Mobility Policy. Shall be provided for trigger "SERV_AREA_CH".
	WirelineWirelessConvergence

	rfsp
	RfspIndex
	C
	0..1
	RFSP Index as part of the AMF Access and Mobility Policy. Shall be provided for trigger "RFSP_CH".
	

	smfSelInfo
	SmfSelectionData
	C
	0..1
	The UE requested S-NSSAI and UE requested DNN. Shall be provided for trigger "SMF_SELECT_CH".
	DNNReplacementControl

	ueAmbr
	Ambr
	C
	0..1
	UE-AMBR as part of the AMF Access and Mobility Policy. Shall be provided for trigger "UE_AMBR_CH".
	UE-AMBR_Authorization

	ueSliceMbrs
	array(UeSliceMbr)
	C
	1..N
	The subscribed UE-Slice-MBR for each subscribed S-NSSAI of the home PLMN mapping to a S-NSSAI of the serving PLMN. Shall be provided for the "UE_SLICE_MBR_CH" policy control request trigger. (NOTE)
	UE-Slice-MBR_Authorization

	praStatuses
	map(PresenceInfo)
	C
	1..N
	If the Trigger "PRA_CH" is reported, the UE presence status for tracking area for which changes of the UE presence occurred shall be provided. The "praId" attribute within the PresenceInfo data type shall also be the key of the map. The "presenceState" attribute within the PresenceInfo data type shall be supplied. The "additionalPraId" attribute within the PresenceInfo data type shall not be supplied. The "praId" attribute within the PresenceInfo data type shall include the identifier of an individual presence reporting area.
	

	userLoc
	UserLocation
	C
	0..1
	The location of the served UE shall be provided for trigger "LOC_CH".
	

	allowedSnssais
	array(Snssai)
	C
	1..N
	Represents the Allowed NSSAI in the 3GPP access and includes the S-NSSAIs values the UE can use in the serving PLMN. It shall be provided for trigger "ALLOWED_NSSAI_CH".
	SliceSupport, DNNReplacementControl, NetSliceRepl

	partAllowedNssai
	map(PartiallyAllowedSnssai)
	C
	1..N
	Represents the updated Partially Allowed NSSAI.

It shall be provided for the trigger "PARTIALLY_ALLOWED_NSSAI_CH".

The "snssai" attribute within the PartiallyAllowedSnssai data type shall be the key of the map.
	PartNetSliceSupport, NetSliceRepl

	snssaisPartRejected
	map(SnssaiPartRejected)
	C
	1..N
	Represents the updated set of S-NSSAI(s) partially rejected in the RA.

It shall be provided for the trigger "SNSSAIS_PARTIALLY_REJECTED_CH".

The "snssai" attribute within the SnssaiPartRejected data type shall be the key of the map.
	PartNetSliceSupport

	rejectedSnssais
	array(Snssai)
	C
	1..N
	Represents the updated set of Rejected S-NSSAI(s) in the RA.

It shall be provided for the trigger "REJECTED_SNSSAIS_CH".
	PartNetSliceSupport

	pendingNssai
	array(Snssai)
	C
	1..N
	Represents the updated Pending NSSAI.

It shall be provided for the trigger "PENDING_NSSAI_CH".
	PartNetSliceSupport

	targetSnssais
	array(Snssai)
	C
	1..N
	Represents the Target NSSAI. It shall be provided for the trigger "TARGET_NSSAI".
	TargetNSSAI

	mappingSnssais
	array(MappingOfSnssai)
	O
	1..N
	The mapping of each S-NSSAI of the Allowed NSSAI and/or the Partially Allowed NSSAI to the corresponding S-NSSAI of the HPLMN. It shall be provided for trigger "ALLOWED_NSSAI_CH" and/or "PARTIALLY_ALLOWED_NSSAI_CH" if available.
If the feature "MultipleAccessTypes" is supported, this attribute contains also the mapping of the Allowed NSSAI in the non-3GPP access to the corresponding S-NSSAI of the HPLMN.
	DNNReplacementControl, PartNetSliceSupport, NetSliceRepl

	n3gAllowedSnssais
	array(Snssai)
	C
	1..N
	Represents the Allowed NSSAI in the non-3GPP access and includes the S-NSSAIs values the UE can use in the serving PLMN. It shall be provided for trigger "ALLOWED_NSSAI_CH" when the feature "MultipleAccessTypes" is supported.
	SliceSupport, MultipleAccessTypes, DNNReplacementControl

	unavailSnssais
	array(Snssai)
	C
	1..N
	Represents the unavailable S-NSSAI(s) that require network slice replacement.

It shall be provided for trigger "SLICE_REPLACE_MGMT" when the "NetSliceRepl" feature is supported.
	NetSliceRepl

	accessTypes
	array(AccessType)
	C
	1..N
	The Access Types where the served UE is camping. Shall be provided for trigger "ACCESS_TYPE_CH". 
	MultipleAccessTypes

	ratTypes
	array(RatType)
	C
	1..N
	The 3GPP RAT Type and non-3GPP RAT Type where the served UE is camping. Shall be provided for trigger "ACCESS_TYPE_CH".
	MultipleAccessTypes

	traceReq
	TraceData
	C
	0..1
	Trace control and configuration parameters information defined in 3GPP TS 32.422 [18] shall be included if trace is required to be activated, modified or deactivated. For trace modification, it shall contain a complete replacement of trace data. For trace deactivation, it shall contain the Null value.
	

	guami
	Guami
	C
	0..1
	The Globally Unique AMF Identifier (GUAMI) shall be provided by an AMF as service consumer during the AMF relocation.
	

	nwdafDatas
	array(NwdafData)
	O
	1..N
	List of NWDAF Instance IDs and their associated Analytics IDs consumed by the NF service consumer.
	EneNA

	suppFeat
	SupportedFeatures
	C
	0..1
	Indicates the features supported by the NF service consumer.
It shall be included by the target AMF in inter-AMF mobility scenarios for trigger "FEAT_RENEG".
	FeatureRenegotiation

	NOTE:	If the serving PLMN is not the HPLMN, then within the "ueSliceMbrs" attribute, there shall not be more than one array item with the same "servingSnssai" attribute's value in this release of the specification.
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