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Additional discussion(if needed):
Proposed changes:

[bookmark: _Toc98182983][bookmark: _Toc11247460][bookmark: _Toc27044584][bookmark: _Toc36033626][bookmark: _Toc45131763][bookmark: _Toc49776048][bookmark: _Toc51746968][bookmark: _Toc66360523][bookmark: _Toc68105028][bookmark: _Toc74755658][bookmark: _Toc75351369][bookmark: _Toc11247463][bookmark: _Toc27044587][bookmark: _Toc36033629][bookmark: _Toc45131766][bookmark: _Toc49776051][bookmark: _Toc51746971][bookmark: _Toc66360526][bookmark: _Toc68105031][bookmark: _Toc74755661][bookmark: _Toc75351372]*** 1st Change ***
[bookmark: _Toc145491532][bookmark: _Toc11247932][bookmark: _Toc27045114][bookmark: _Toc36034165][bookmark: _Toc45132313][bookmark: _Toc49776598][bookmark: _Toc51747518][bookmark: _Toc66361100][bookmark: _Toc68105605][bookmark: _Toc74756237][bookmark: _Toc105675114][bookmark: _Toc112943379]5.2.2.2.2.5	AF Request termination of application detection exposure
This procedure is performed when the AF/NEF unsubscribes to application detection exposure information for the requested service.
NOTE:	The NEF acts as an AF to support the network exposure functionality for policy/charging capability.


[bookmark: _MON_1760428100]
Figure 5.2.2.2.2.5-1: AF Request of application detection exposure termination triggers PCF-initiated SM Policy Association Modification procedure
1.	The AF sends the Npcf_EventExposure_Unsubscribe service operation by sending the HTTP DELETE request to the " Individual Policy Control Events Subscription " resource to request the removal of the subscription as defined in clause 4.2.3 of 3GPP TS 29.523 [49]. 
2.	The PCF identifies the affected PDU Session where PCC rules related with this AF request are installed. These PCC rules need to be removed and the related Policy Control Request Triggers need to be unsubscribed unless they are used for other purposes. 
3.	The PCF removes the corresponding subscription and sends an HTTP "204 No Content" response to the AF.
4.	If the PCF needs to remove the affected PCC Rules and unsubscribe to the related Policy Control Request Triggers the PCF interacts with SMF according to Figure 5.2.2.2-1.

*** End of Changes ***
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