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* * * First Change * * * *
[bookmark: _Toc26202292][bookmark: _Toc22624231][bookmark: _Toc22141029][bookmark: _Toc18853029][bookmark: _Toc26202478][bookmark: _Toc34804186][bookmark: _Toc35935757][bookmark: _Toc45029977][bookmark: _Toc51922337][bookmark: _Toc51922751][bookmark: _Toc122015804][bookmark: _Toc130844967][bookmark: _Toc138344464][bookmark: _Toc145946970][bookmark: _Toc130814709][bookmark: _Toc67682073][bookmark: _Toc45029300][bookmark: _Toc45028465][bookmark: _Toc36457547][bookmark: _Toc27585540][bookmark: _Toc11338825]5.1	Introduction
The table 5.1-1 shows the GMLC Services and GMLC Service Operations:
Table 5.1-1: List of GMLC Services
	Service Name
	Service Operations
	Operation
Semantics
	Example Consumer(s)

	Ngmlc_Location
	ProvideLocation
	Request/Response
	H-GMLC, NEF, NWDAF, LMF, AMF

	
	LocationUpdate
	Request/Response
	AMF, V-GMLC

	
	LocationUpdateNotify
	Notify
	NEF

	
	CancelLocation
	Request/Response
	H-GMLC, NEF, NWDAF

	
	EventNotify
	Notify
	H-GMLC, NEF, NWDAF



[bookmark: _Toc34147867][bookmark: _Toc36463251][bookmark: _Toc43215091][bookmark: _Toc45032339][bookmark: _Toc122015811][bookmark: _Toc130844974][bookmark: _Toc138344471][bookmark: _Toc145946977]
 * * * Next Change * * * *
5.2.2.2.2	Provide Location of a single UE
The service operation is used during the procedures:
-	5GC-MT-LR Procedure for the commercial location service (see 3GPP TS 23.273 [4], clause 6.1.2 and 6.1.4)
-	Initiation and Reporting of Location Events (see 3GPP TS 23.273 [4], clause 6.3.1)
-	Unified Location Service Exposure Procedure without routing by a UDM (see 3GPP TS 23.273 [4], clause 6.5.1)
-	Procedures with interaction between 5GC and EPC (see 3GPP TS 23.273 [4], clause 6.13)
The ProvideLocation service operation is invoked by a NF Service Consumer, e.g. a NEF, GMLC NWDAF or LMF, towards the GMLC to request to provide the location information (geodetic location and, optionally local and/or civic location) for a target UE or to subscribe to periodic or triggered deferred location for a target UE. See Figure 5.2.2.2.2-1.





Figure 5.2.2.2.2-1: ProvideLocation Request/Response for a target UE
1.	The NF Service Consumer shall send an HTTP POST request to the URI associated with the "provide-location" custom operation. The input parameters for the request (the target UE identification (SUPI or GPSI), required QoS, supported GAD shapes, LCS client type, external  Service Identity, Codeword, service coverage, LDR type, serving AMF address,  LDR reference, scheduled location time, LMF ID, LpHapType, Event Report Expected Area, reporting indication, integrity requirements, LOS/NLOS measurement indication, …) may be included in the HTTP POST request body, H-GMLC Callback URI may be included in the HTTP POST request body to V-GMLC (eventually to AMF) for implicit subscripiton of EventNotify provided by GMLC, and NEF or NWDAF Callback URI may be included in the HTTP POST request body to GMLC/H-GMLC for implicit subscripiton of EventNotify provided by GMLC/H-GMLC.
2a.	On success, "200 OK" shall be returned. The response body shall contain the parameters related to the determined position of the UE if any (geodetic position, local position, civic location, positioning methods…).
[bookmark: _PERM_MCCTEMPBM_CRPT13160003___3]If geographic area(s) are received in the request for area event, the GMLC (or V-GMLC when roaming) shall convert the received geographic area(s) into a corresponding list of cell and/or tracking area identities when invoking AMF location services.
2b	On failure or redirection, one of the HTTP status code listed in Table 6.1.3.2.2-2 may be returned. For a 4xx/5xx response, the message body may contain a ProblemDetails structure with the "cause" attribute set to one of the application errors listed in Table 6.1.3.2.2-2.
[bookmark: _Toc122015812][bookmark: _Toc130844975][bookmark: _Toc138344472][bookmark: _Toc145946978]
 * * * Next Change * * * *
5.2.2.2.3	Provide Locations of a group of UEs
The service operation is used during the procedures:
-	Bulk Operation of LCS Service Request Targeting to Multiple UEs (see 3GPP TS 23.273 [4], clause 6.8)
The ProvideLocation service operation is invoked by a NF Service Consumer, e.g. a NEF or NWDAF, towards the GMLC (e.g. (H)GMLC when roaming) to request to provide the location information (geodetic location and, optionally local and/or civic location) for a target group of UEs or to subscribe to periodic or triggered deferred location for a target group of UEs. See Figure 5.2.2.2.3-1.





Figure 5.2.2.2.3-1: ProvideLocation Request/Response for a target group
1.	The NF Service Consumer shall send an HTTP POST request to the URI associated with the "provide-location" custom operation. The input parameters the target group identification (the External Group ID or the Internal Group ID), LCS client type, eventNotificationUri shall be included in the HTTP POST request body, LDR type, LDR reference shall be also included in the request if requesting the deferred LCS service, the required QoS, supported GAD shapes, external Service Identity, service coverage should be included in the request. If the request is related to location determination at the scheduled time, the scheduled location time shall be included in the HTTP POST request body.
[bookmark: _PERM_MCCTEMPBM_CRPT13160004___3]GMLC shall translate the target group identification into the list of the UE identifications which belong to the target group by invoking the related service provided by UDM, then for each UE in the list, GMLC initiates following steps of procedures of the 5GC-MT-LR or Deferred 5GC-MT-LR as defined in 3GPP TS 23.273 [4] clause 6.8.
If geographic area(s) are received in the request for area event, the GMLC (or V-GMLC when roaming) shall convert the received geographic area(s) into a corresponding list of cell and/or tracking area identities when invoking AMF location services.
2a.	On success, "200 OK" shall be returned. The response body shall contain the success type.
2b	On failure or redirection, one of the HTTP status code listed in Table 6.1.3.2.2-2 may be returned. For a 4xx/5xx response, the message body may contain a ProblemDetails structure with the "cause" attribute set to one of the application errors listed in Table 6.1.3.2.2-2.

 * * * Next Change * * * *
[bookmark: _Toc26202319][bookmark: _Toc22624258][bookmark: _Toc22141056][bookmark: _Toc26202505][bookmark: _Toc34804215][bookmark: _Toc35935786][bookmark: _Toc45030006][bookmark: _Toc51922366][bookmark: _Toc51922782][bookmark: _Toc122015839][bookmark: _Toc130845002][bookmark: _Toc138344499][bookmark: _Toc145947005]6.1.3.2.2	Operation Definition
The operation shall support the response data structures and response codes specified in tables 6.1.3.2.2-1 and 6.1.3.2.2-2.
Table 6.1.3.2.2-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	InputData
	M
	1
	Input parameters to the "Provide-Location" operation



Table 6.1.3.2.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	[bookmark: _PERM_MCCTEMPBM_CRPT13160011___2]LocationDataExt
	M
	1
	200 OK
	This case represents the successful retrieval of the location of the UE or successful subscription of periodic or triggered location of the UE, or represents completely or partially accept of the requesting locations for a target group.

Upon success, a response body is returned containing the different parameters of the location data if obtained, such as:
- Geographic Area
- Local Location
- Civic Location
- Age of Location
- Accuracy of Location
- Positioning methods

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection.

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate one of the following application errors:
[bookmark: _PERM_MCCTEMPBM_CRPT13160012___2]-	POSITIONING_DENIED
-	UNSPECIFIED
-	UNSUPPORTED_BY_UE
-	DETACHED_USER

See table 6.1.6.3-1 for the description of these errors.

	ProblemDetails
	O
	0..1
	500 Internal Server Error
	The "cause" attribute may be used to indicate the following application error:
[bookmark: _PERM_MCCTEMPBM_CRPT13160013___2]-	POSITIONING_FAILED

See table 6.1.6.3-1 for the description of these errors.

	ProblemDetails
	O
	0..1
	504 Gateway Timeout
	The "cause" attribute may be used to indicate the following application error:
[bookmark: _PERM_MCCTEMPBM_CRPT13160014___2]-	UNREACHABLE_USER
-	PEER_NOT_RESPONDING
See table 6.1.6.3-1 for the description of this error.

	NOTE:	The mandatory HTTP error status codes for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [5] other than those specified in the table above also apply, with a ProblemDetails data type when needed (see clause 5.2.7 of 3GPP TS 29.500 [5]).




 * * * Next Change * * * *

[bookmark: _Toc26202334][bookmark: _Toc22624273][bookmark: _Toc22141071][bookmark: _Toc18853080][bookmark: _Toc26202520][bookmark: _Toc34804235][bookmark: _Toc35935806][bookmark: _Toc45030026][bookmark: _Toc51922386][bookmark: _Toc51922805][bookmark: _Toc122015862][bookmark: _Toc130845025][bookmark: _Toc138344522][bookmark: _Toc145947028][bookmark: _Hlk149834968]6.1.5.1	General
This clause specifies the application data model supported by the API.
Table 6.1.5.1-1 specifies the data types defined for the Ngmlc_Location service based interface protocol.
Table 6.1.5.1-1: Ngmlc_Location specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	InputData
	6.1.5.2.2
	the input parameters in ProvideLocation service operation
	

	LocationData
	6.1.5.2.3
	the response parameters in ProvideLocation service operationLocation data
	

	CancelLocData
	6.1.5.2.4
	the input parameters in CancelLocation service operation
	

	LocUpdateData
	6.1.5.2.5
	the input parameters in LocationUpdate service operation
	

	EventNotifyData
	6.1.5.2.6
	the input parameters for the target UE in EventNotify Notification service operation
	

	UePrivacyRequirements
	6.1.5.2.7
	UE privacy requirements from (H)GMLC to the serving AMF or VGMLC(in the roaming case) for the target UE
	

	LocUpdateNotification
	6.1.5.2.9
	Location Update Notification
	

	LocUpdateSubs
	6.1.5.2.10
	UE location information subscription
	

	AreaEventInfoAddition
	6.1.5.2.13
	Additional information for Extended Area event information
	

	AreaEventInfoExt
	6.1.5.2.14
	Extended Area Event Information
	

	IntegrityRequirements
	6.1.5.2.15
	GNSS integrity requirements
	

	AlertLimit
	6.1.5.2.16
	Alert Limit
	

	AddLocationDatas
	6.1.5.2.x
	Additional location data
	

	LocationDataExt
	6.1.5.2.y
	the response parameters in ProvideLocation service operation including one or more LocationData
	

	ServiceIdentity
	6.1.5.3.2
	service identity
	

	CodeWord
	6.1.5.3.2
	codeword
	

	ExternalClientIdentification
	6.1.5.3.2
	external client identification
	

	E164CountryCodeOfGeographicArea
	6.1.5.3.2
	E.164 country codes for geographic areas
	

	LcsServiceTypeId
	6.1.5.3.2
	LCS Service Type Id
	

	TimeToAlert
	6.1.5.3.2
	Time-to-Alert
	

	TargetIntegrityRisk
	6.1.5.3.2
	Target Integrity Risk
	

	HorizontalProtectionLevel
	6.1.5.3.2
	Horizontal Protection Level
	

	VerticalProtectionLevel
	6.1.5.3.2
	Vertical Protection Level
	

	PseudonymIndicator
	6.1.5.3.3
	It defines if a pseudonym is requested
	

	LocationRequestType
	6.1.5.3.4
	NI-LR, MT-LR or MO-LR
	

	LocationTypeRequested
	6.1.5.3.5
	the location type requested by the LCS client
	

	EventNotifyDataType
	6.1.5.3.6
	the type of event that triggers event notification
	

	EventNotifyDataAdditionalInfo
	6.1.5.2.11
	Additional information to Event Notify Data
	

	EventNotifyDataExt
	6.1.5.2.12
	Extended Event Notify Data for UEs of a target group
	

	FailureCause
	6.1.5.3.7
	Positioning failure cause
	

	SuccessType
	6.1.5.3.8
	Success Type to indicate full or partial success
	

	ReportingInd
	6.1.5.3.9
	Reporting indication on how a target UE sends event reports when the UE is outside the event report allowed area
	



Table 6.1.5.1-2 specifies data types re-used by the Ngmlc_Location service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Ngmlc_Location service based interface.
Table 6.1.5.1-2: Ngmlc_Location re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	Gpsi
	3GPP TS 29.571 [11]
	
	

	Supi
	3GPP TS 29.571 [11]
	
	

	Uri
	3GPP TS 29.571 [11]
	
	

	AmfId
	3GPP TS 29.571 [11]
	
	

	NfInstanceId
	3GPP TS 29.571 [11]
	
	

	ExternalClientType
	3GPP TS 29.572 [12]
	
	

	LocationQoS
	3GPP TS 29.572 [12]
	
	

	LcsQosClass
	3GPP TS 29.572 [12]
	
	

	SupportedGADShapes
	3GPP TS 29.572 [12]
	
	

	PeriodicEventInfo
	3GPP TS 29.572 [12]
	
	

	AreaEventInfo
	3GPP TS 29.572 [12]
	
	

	MotionEventInfo
	3GPP TS 29.572 [12]
	
	

	LdrType
	3GPP TS 29.572 [12]
	
	

	LdrReference
	3GPP TS 29.572 [12]
	
	

	AgeOfLocationEstimate
	3GPP TS 29.572 [12]
	
	

	PositioningMethod
	3GPP TS 29.572 [12]
	
	

	AccuracyFulfilmentIndicator
	3GPP TS 29.572 [12]
	
	

	LmfIdentification
	3GPP TS 29.572 [12]
	
	

	LcsServiceType
	3GPP TS 29.572 [12]
	
	

	VelocityRequested
	3GPP TS 29.572 [12]
	
	

	LcsPriority
	3GPP TS 29.572 [12]
	
	

	VelocityEstimate
	3GPP TS 29.572 [12]
	
	

	TerminationCause
	3GPP TS 29.572 [12]
	
	

	PositioningMethodAndUsage
	3GPP TS 29.572 [12]
	
	

	GnssPositioningMethodAndUsage
	3GPP TS 29.572 [12]
	
	

	LcsServiceAuth
	3GPP TS 29.571 [11]
	
	

	Ecgi
	3GPP TS 29.571 [11]
	
	

	Ncgi
	3GPP TS 29.571 [11]
	
	

	Altitude
	3GPP TS 29.572 [12]
	Altitude
	

	BarometricPressure
	3GPP TS 29.572 [12]
	Barometric pressure
	

	MinorLocationQoS
	3GPP TS 29.572 [12]
	Minor Location QoS
	MUTIQOS

	LocationPrivacyVerResult
	3GPP TS 29.518 [20]
	
	

	ExternalGroupId
	3GPP TS 29.571 [11]
	External Group Identifier
	

	GroupId
	3GPP TS 29.571 [11]
	Group Identifier
	

	CivicAddress
	3GPP TS 29.572 [12]
	Civic Address
	

	GeographicArea
	3GPP TS 29.572 [12]
	Geographic Area
	

	LocalArea
	3GPP TS 29.572 [12]
	Local area specified by different shape
	

	RedirectResponse
	3GPP TS 29.571 [11]
	
	

	DateTime
	3GPP TS 29.571 [11]
	Date and Time
	

	LpHapType
	3GPP TS 29.518 [20]
	Type of Low Power and/or High Accuracy Positioning
	

	HighAccuracyGnssMetrics
	3GPP TS 29.572 [12]
	High Accuracy GNSS Metrics
	

	LosNlosMeasureInd
	3GPP TS 29.572 [12]
	LOS/NLOS measurement indication
	

	RangingSlResult
	3GPP TS 29.572 [12]
	Indicates result type for ranging and sidelink positioning
	

	RelatedUE
	3GPP TS 29.572 [12]
	Indicates information for related UE for ranging and sidelink positioning
	

	RangeDirection
	3GPP TS 29.572 [12]
	Represents the range and direction between two points.
	

	2DRelativeLocation
	3GPP TS 29.572 [12]
	Represents 2D local co-ordinates with origin corresponding to another known point.
	

	3DRelativeLocation
	3GPP TS 29.572 [12]
	Represents 3D local co-ordinates with origin corresponding to another known point.
	



 * * * Next Change * * * *
[bookmark: _Toc26202337][bookmark: _Toc22624276][bookmark: _Toc22141074][bookmark: _Toc18853083][bookmark: _Toc26202523][bookmark: _Toc34804238][bookmark: _Toc35935809][bookmark: _Toc45030029][bookmark: _Toc51922389][bookmark: _Toc51922808][bookmark: _Toc122015865][bookmark: _Toc130845028][bookmark: _Toc138344525][bookmark: _Toc145947031][bookmark: _Hlk146792974]6.1.5.2.2	Type: InputData
Table 6.1.5.2.2-1: Definition of type InputData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	gpsi
	Gpsi
	O
	0..1
	Generic Public Subscription Identifier
(NOTE 3).
	

	supi
	Supi
	O
	0..1
	Subscription Permanent Identifier
(NOTE 3).
	

	extGroupId
	ExternalGroupId
	O
	0..1
	This IE may be present when requesting LCS service for a group of target UEs, if present this IE shall contain the External Group ID
(NOTE 3).
	

	intGroupId
	GroupId
	O
	0..1
	This IE may be present when requesting LCS service for a group of target UEs, if present this IE shall contain the Internal Group ID
(NOTE 3).
	

	externalClientType
	ExternalClientType
	M
	1
	This IE shall contain LCS client type
	

	locationQoS
	LocationQoS
	O
	0..1
	Requested location QoS

Multiple QoS Class (lcsQosClass sets to "MULTIPLE_QOS") shall only be used when GMLC support MUTIQOS feature.
	

	supportedGADShapes
	array(SupportedGADShapes)
	O
	1..N
	Supported Geographical Area Description shapes
	

	serviceIdentity
	ServiceIdentity
	O
	0..1
	Service identity
	

	serviceCoverage
	array(E164CountryCodeOfGeographicArea)
	O
	1..N
	A list of E.164 country codes for geographic areas (see ITU Recommendation E.164 [13]) where the LCS client is permitted to request and receive UE location information.
	

	ldrType
	LdrType
	C
	0..1
	Location deferred request event type
	

	periodicEventInfo
	PeriodicEventInfo
	C
	0..1
	Periodic event information of the location request for a target UE
	

	areaEventInfo
	AreaEventInfoExt
	C
	0..1
	Area event information of the location request for a target UE
	

	motionEventInfo
	MotionEventInfo
	C
	0..1
	Motion event information of the location request for a target UE
	

	ldrReference
	LdrReference
	C
	0..1
	Notification correlation
 ID
It shall be present in the request from NEF if it is allocated by NEF for the Deferred 5GC-MT-LR procedure.
It shall be present in the request from NEF for requesting location service for a group of UEs.
It shall be present in the request to VGMLC for the Deferred 5GC-MT-LR procedure.
This IE shall be present for location service in PNI-NPN with signalling optimisation, as specified in 3GPP TS 23.273 [4] clause 6.1.2.
	

	hgmlcCallBackUri
	Uri
	O
	0..1
	Notification target address for HGMLC
This IE shall also be present for location service in PNI-NPN with signalling optimisation, as specified in 3GPP TS 23.273 [4] clause 6.1.2
	

	eventNotificationUri
	Uri
	O
	0..1
	The call-back Uri of NF service consumer (i.e. NEF, NWDAF) for implicit subscription to notification of Eventnotify.
This IE should be included and is used to receive the location information for UEs in the group when requesting LCS service for a group of target UEs or requesting deferred 5GC MT LCS service for a single UE.
	

	externalClientIdentification
	ExternalClientIdentification
	O
	0..1
	External LCS client identification
	

	afId
	string
	O
	0..1
	The identification of AF that initiated location request
	

	uePrivacyRequirements
	UePrivacyRequirements
	O
	0..1
	UE privacy requirement
	

	lcsServiceType
	LcsServiceType
	O
	0..1
	LCS service type

This IE may be present when being sent from HGMLC to VGMLC.

When present, it shall contain the LCS service type, which is mapped from attribute serviceIdentity of the LCS Request by the HGMLC.
	

	velocityRequested
	VelocityRequested
	O
	0..1
	Velocity of the target UE is requested
	

	priority
	LcsPriority
	O
	0..1
	Priority of the location request
	

	locationTypeRequested
	LocationTypeRequested
	O
	0..1
	Requested type of location, applicable to location immediate request (NOTE 2)
	

	maximumAgeOfLocationEstimate
	AgeOfLocationEstimate
	O
	0..1
	Requested maximum age of the location estimate
	

	amfId
	AmfId
	O
	0..1
	The identification of serving AMF
	

	codeWord
	CodeWord
	O
	0..1
	Code word (NOTE 1)
	

	scheduledLocTime
	DateTime
	O
	0..1
	The scheduled time for location determination
	

	reliableLocReq
	boolean
	C
	0..1
	This IE shall be included with the value "true" to indicate that reliable UE location information is required, as specified in 3GPP TS 33.256 [22] clause 5.3.2.

When present, this IE shall be set as following:
- true: the reliable UE location information is required
- false (default): the reliable UE location information is not required
	

	servingLmfId
	LMFIdentification
	O
	0..1
	If present, this IE contains the identification of a serving LMF selected by the GMLC.
	

	lpHapType
	LpHapType
	C
	0..1
	This IE shall be included and set to "LOW_POW_HIGH_ACCU_POS" to request low power and high accuracy positioning, as specified in clause 6.1.2 of 3GPP TS 23.273 [4].
	

	evtRptExpectedArea
	GeographicArea
	O
	0..1
	This IE shall be present in the request from H-GMLC to V-GMLC if the event report expected area was retrieved from UDM.

When present, this IE shall indicates the event report expected area.
	

	reportingInd
	ReportingInd
	C
	0..1
	This IE shall be present in the request from H-GMLC to V-GMLC if the area usage indication is provided by UDM and event report expected area is present.

When present, this IE shall indicate one of the following mutually exclusive global settings:
-	Opposite sense
-	Positive sense (default)
(see 3GPP TS 23.273 [4] clause 5.14 and 6.1.13)
	

	integrityRequirements
	IntegrityRequirements
	O
	0..1
	When present, this IE shall indicate the integrity requirements.
	

	requestedRangingSlResult
	array(RangingSlResult)
	O
	1..N
	When present, this IE shall contain the type of result requested for ranging and sidelink positioning, such as absolute locations, relative locations or ranges and directions related to the UEs, etc.
	Ranging_SL

	relatedUEs
	array(RelatedUE)
	O
	1..N
	When present, this IE contains a list of the information for the related UEs for the ranging and sidelink positioning.
	Ranging_SL

	NOTE 1:	Checking of the Codeword in UE applies only when the Codeword parameter is present and when the codeWordCheck parameter (specified in clause 6.1.5.2.7) is present and set to TRUE.
NOTE 2:	If the LocationTypeRequested parameter is set to value "NOTIFICATION_VERIFICATION_ONLY", then the lcsServiceAuthInfo attribute in the uePrivacyRequirements IE, if present, shall be set to either "NOTIFICATION_ONLY" or "NOTIFICATION_AND_VERIFICATION_ONLY".
NOTE 3:	If retrieving the location for a target UE, the UE identification (attributes gpsi and/or supi) shall be included, if retrieving the UE locations for a target group, the group identification (attributes extGroupId and/or intGroupId), UE identification and group identification shall be included exclusively.





 * * * Next Change * * * *
[bookmark: _Toc26202338][bookmark: _Toc22624277][bookmark: _Toc22141075][bookmark: _Toc18853084][bookmark: _Toc26202524][bookmark: _Toc34804239][bookmark: _Toc35935810][bookmark: _Toc45030030][bookmark: _Toc51922390][bookmark: _Toc51922809][bookmark: _Toc122015866][bookmark: _Toc130845029][bookmark: _Toc138344526][bookmark: _Toc145947032]6.1.5.2.3	Type: LocationData
Table 6.1.5.2.3-1: Definition of type LocationData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	gpsi
	Gpsi
	O
	0..1
	Generic Public Subscription Identitfier
	

	supi
	Supi
	O
	0..1
	Subscription Permanent Identifier
	

	locationEstimate
	GeographicArea
	O
	0..1
	Geographic area of the target UE
	

	civicAddress
	CivicAddress
	O
	0..1
	Civic address of the target UE
	

	localLocationEstimate
	LocalArea
	O
	0..1
	When present, this IE shall indicate a local area in renference system.
	

	ageOfLocationEstimate
	AgeOfLocationEstimate
	O
	0..1
	Age of location estimate
	

	timestampOfLocationEstimate
	DateTime
	O
	0..1
	When present, this IE shall indicate the estimated UTC time when the location estimate corresponded to the UE location (i.e. when the location estimate and the actual UE location was the same).
	

	positioningDataList
	array(PositioningMethodAndUsage)
	O
	1..N
	If present, this IE shall indicate the usage of each non-GANSS positioning method that was attempted to determine the location estimate, either successfully or unsuccessfully.
	

	gnssPositioningDataList
	array(GnssPositioningMethodAndUsage)
	O
	1..N
	If present, this IE shall indicate the usage of each GANSS positioning method that was attempted to determine the location estimate, either successfully or unsuccessfully.
	

	accuracyFulfilmentIndicator
	AccuracyFulfilmentIndicator
	O
	0..1
	The indication whether the obtained location estimate satisfies the requested accuracy or not
	

	ueVelocity
	VelocityEstimate
	O
	0..1
	Responded UE velocity, if requested and available
	

	ldrReference
	LdrReference
	C
	0..1
	Notification correlation ID
It shall be present in the response to NEF if it is allocated by HGMLC for the the Deferred 5GC-MT-LR procedure.
	

	altitude
	Altitude
	C
	0..1
	If present, this IE indicates the altitude of the positioning estimate.
This IE shall be sent from (V)GMLC to (H)GMLC if received by VGMLC from AMF when roaming.
	

	servingLMFIdentification
	LMFIdentification
	C
	0..1
	If present, this IE contains the identification of a serving LMF for periodic or triggered location.
This IE shall be sent from (V)GMLC to (H)GMLC if received by VGMLC from AMF when roaming.
	

	locationPrivacyVerResult
	LocationPrivacyVerResult
	C
	0..1
	If present, this IE contains the result of location privacy verification by UE.
The IE shall be included from (V)GMLC to (H)GMLC if received from the serving AMF by (V)GMLC when roaming and a location request with notification and privacy verification only indication is sent to the serving AMF via (V)GMLC by (H)GMLC during location request procedure..
	

	successType
	SuccessType
	C
	0..1
	This IE is only used for requesting LCS service for a group, and shall be present to indicate one of the following value.
[bookmark: _PERM_MCCTEMPBM_CRPT13160065___2]- SUCCESS_COMPLETELY
- SUCCESS_PARTIALLY

The value "SUCCESS_COMPLETELY" indicates that requesting/subscribing to LCS service is successful for all the UE(s) within the group identified by the external/internal group ID.
The value "SUCCESS_PARTIALLY" indicates that requesting/subscribing to LCS service is only successful for a part of the UE(s) within the group identified by the external/internal group ID.

The default value of this attribute is "SUCCESS_COMPLETELY" if this IE is not present.
	

	achievedQos
	MinorLocationQoS
	O
	0..1
	When present, this IE shall contain the achieved Location QoS Accuracy of the estimated location.

This IE shall be present if received.
	MUTIQOS

	directReportInd
	boolean
	C
	0..1
	When present, this IE shall be set for the following value:
-	true: location determination will be sent by LMF to GMLC directly
-	false (default): location determination will not be sent by LMF to GMLC directly
This IE shall be present if received from LMF.
	

	acceptedPeriodicEventInfo
	PeriodicEventInfo
	C
	0..1
	This IE shall be present if received from AMF/LMF.

When present, this IE shall provide the accepted periodic event reporting information.

	

	haGnssMetrics
	HighAccuracyGnssMetrics
	C
	0..1
	This IE should be included when received from LMF/AMF.

When present, this IE shall indicate the high accuracy GNSS metrics for the location estimate.

	

	losNlosMeasureInd
	LosNlosMeasureInd
	O
	0..1
	When present, this IE shall indicate whether LOS measurement or NLOS measurement is used.
	

	relatedApplicationlayerId
	ApplicationlayerId
	O
	0..1
	Identifies the application layer ID of the related UE for ranging and sidelink positioning, such as located UE, reference UE, etc.
	Ranging_SL

	rangeDirection
	RangeDirection
	O
	0..1
	When present, this IE identifies a range and direction from a point
 A to a point B, comprising a range from point A to point B, an azimuth direction from point A to point B and an elevation direction from point A to point B.
	Ranging_SL

	2dRelativeLocation
	2DRelativeLocation
	O
	0..1
	When present, this IE identifies a relative 2D location with uncertainty ellipse, characterised by a point described in 2D local co-ordinates with origin corresponding to another known point, distances r1 and r2 and an angle of orientation A.
	Ranging_SL

	3dRelativeLocation
	3DRelativeLocation
	O
	0..1
	When present, this IE identifies a relative 3D location with uncertainty ellipsoid, characterised by a point described in 3D local co-ordinates with origin corresponding to another known point, distances r1 (the "semi-major uncertainty"), r2 (the "semi-minor uncertainty") and r3 (the "vertical uncertainty") and an angle of orientation A (the "angle of the major axis").
	Ranging_SL

	relativeVelocity
	VelocityEstimate
	O
	0..1
	When present, this IE identifies UE velocity relative to the UE identified with relatedApplicationlayerId.
	Ranging_SL





 * * * Next Change * * * *
[bookmark: _Toc51922391][bookmark: _Toc51922810][bookmark: _Toc122015867][bookmark: _Toc130845030][bookmark: _Toc138344527][bookmark: _Toc145947033]6.1.5.2.4	Type: CancelLocData
Table 6.1.5.2.4-1: Definition of type CancelLocData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	supi
	Supi
	O
	0..1
	This IE may be present when requesting cancellation of LCS service for a single UE.

When present, this IE shall contain the Subscription Permanent Identifier of the target UE.
(NOTE).
	

	gpsi
	Gpsi
	O
	0..1
	This IE may be present when requesting cancellation of LCS service for a single UE.

When present, this IE shall contain the Generic Public Subscription identifier of the target UE.
(NOTE).
	

	extGroupId
	ExternalGroupId
	O
	0..1
	This IE may be present when requesting cancellation of LCS service for a group of target UEs.

When present this IE shall contain the External Group ID
(NOTE).
	

	intGroupId
	GroupId
	O
	0..1
	This IE may be present when requesting cancellation of LCS service for a group of target UEs.

When present this IE shall contain the Internal Group ID
(NOTE).
	

	hgmlcCallBackUri
	Uri
	M
	1
	Notification target address
	

	ldrReference
	LdrReference
	M
	1
	LDR Reference
	

	lmfIdentification
	LmfIdentification
	O
	0..1
	The latest LMF identification received
	

	amfId
	AmfId
	O
	0..1
	The identification of the serving AMF
	

	NOTE:	If cancelling the location for a target UE, the UE identification (attributes gpsi and/or supi) shall be included, if cancelling the UE locations for a target group, the group identification (attributes extGroupId and/or intGroupId), UE identification and group identification shall be included exclusively.




 * * * Next Change * * * *

[bookmark: _Toc26202341][bookmark: _Toc26202527][bookmark: _Toc34804242][bookmark: _Toc35935813][bookmark: _Toc45030033][bookmark: _Toc51922393][bookmark: _Toc51922812][bookmark: _Toc122015869][bookmark: _Toc130845032][bookmark: _Toc138344529][bookmark: _Toc145947035][bookmark: _Hlk146793070]6.1.5.2.6	Type: EventNotifyData
Table 6.1.5.2.6-1: Definition of type EventNotifyData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	supi
	Supi
	O
	0..1
	Subscription Permanent Identifier
	

	gpsi
	Gpsi
	O
	0..1
	Generic Public Subscription Identifier
	

	ldrReference
	LdrReference
	M
	1
	LDR Reference
	

	eventNotifyDataType
	EventNotifyDataType
	M
	1
	The type of event that triggers event notification
	

	locationEstimate
	GeographicArea
	O
	0..1
	Geographic area of the target UE
	

	civicAddress
	CivicAddress
	O
	0..1
	Civic address of the target UE
	

	localLocationEstimate
	LocalArea
	O
	0..1
	When present, this IE shall indicate a local area in renference system.
	

	ageOfLocationEstimate
	AgeOfLocationEstimate
	O
	0..1
	Age of location estimate
	

	timestampOfLocationEstimate
	DateTime
	O
	0..1
	When present, this IE shall indicate the estimated UTC time when the location estimate corresponded to the UE location (i.e. when the location estimate and the actual UE location was the same).
	

	positioningDataList
	array(PositioningMethodAndUsage)
	O
	1..N
	If present, this IE shall indicate the usage of each non-GANSS positioning method that was attempted to determine the location estimate, either successfully or unsuccessfully.
	

	gnssPositioningDataList
	array(GnssPositioningMethodAndUsage)
	O
	1..N
	If present, this IE shall indicate the usage of each GANSS positioning method that was attempted to determine the location estimate, either successfully or unsuccessfully.
	

	lmfIdentification
	LmfIdentification
	O
	0..1
	LMF identification that stores the location context of the target UE
	

	amfId
	AmfId
	O
	0..1
	The identification of AMF that is serving the target UE
	

	terminationCause
	TerminationCause
	C
	0..1
	The IE shall be included if event reporting has been terminated
	

	velocityEstimate
	VelocityEstimate
	C
	0..1
	If present, this IE contain an estimate of the velocity of the target UE, composed by horizontal speed, vertical speed, and their respective uncertainty.
This IE shall be sent from (V)GMLC to (H)GMLC if received by VGMLC from AMF when roaming.
	

	altitude
	Altitude
	C
	0..1
	If present, this IE indicates the altitude of the positioning estimate.
This IE shall be sent from (V)GMLC to (H)GMLC if received by VGMLC from AMF when roaming.
	

	targetNode
	NfInstanceId
	C
	0..1
	For mobility of a UE with periodic or triggered location, this IE contains the address of the new serving node and shall be sent from (V)GMLC to (H)GMLC if received by VGMLC from AMF when roaming.
	

	accuracyFulfilmentIndicator
	AccuracyFulfilmentIndicator
	O
	0..1
	The indication whether the obtained location estimate satisfies the requested accuracy or not
	

	failureCause
	FailureCause
	C
	0..1
	This IE shall contain the failure cause for the UE if present.
The IE shall be included if positioning has failed for the target UE in the target group.
	

	achievedQos
	MinorLocationQoS
	O
	0..1
	When present, this IE shall contain the achieved Location QoS Accuracy of the estimated location.

This IE shall be present if received.
	MUTIQOS

	haGnssMetrics
	HighAccuracyGnssMetrics
	C
	0..1
	This IE should be included when received from LMF/AMF.

When present, this IE shall indicate the high accuracy GNSS metrics for the location estimate.

	

	losNlosMeasureInd
	LosNlosMeasureInd
	O
	0..1
	When present, this IE shall indicate whether LOS measurement or NLOS measurement is used.
	

	relatedApplicationlayerId
	ApplicationlayerId
	O
	0..1
	Identifies the application layer ID of the related UE for ranging and sidelink positioning, such as located UE, reference UE, etc.
	Ranging_SL

	rangeDirection
	RangeDirection
	O
	0..1
	When present, this IE identifies a range and direction from a point A to a point B, comprising a range from point A to point B, an azimuth direction from point A to point B and an elevation direction from point A to point B.
	Ranging_SL

	2dRelativeLocation
	2DRelativeLocation
	O
	0..1
	When present, this IE identifies a relative 2D location with uncertainty ellipse, characterised by a point described in 2D local co-ordinates with origin corresponding to another known point, distances r1 and r2 and an angle of orientation A.
	Ranging_SL

	3dRelativeLocation
	3DRelativeLocation
	O
	0..1
	When present, this IE identifies a relative 3D location with uncertainty ellipsoid, characterised by a point described in 3D local co-ordinates with origin corresponding to another known point, distances r1 (the "semi-major uncertainty"), r2 (the "semi-minor uncertainty") and r3 (the "vertical uncertainty") and an angle of orientation A (the "angle of the major axis").
	Ranging_SL

	relativeVelocity
	VelocityEstimate
	O
	0..1
	When present, this IE identifies UE velocity relative to the UE identified with relatedApplicationlayerId.
	Ranging_SL




 * * * Next Change * * * *

6.1.5.2.x	Type: AddLocationDatas
Table 6.1.5.2.x-1: Definition of type AddLocationDatas
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	addLocationDatas
	array(LocationData)
	O
	1..N
	Contains one or more LocationData.
	



 * * * Next Change * * * *

[bookmark: _Hlk149835093]6.1.5.2.y	Type: LocationDataExt
Table 6.1.5.2.y-1: Definition of type LocationDataExt as a list of data types to be combined
	Data type
	Cardinality
	Description
	Applicability

	LocationData
	1
	Location Data
	

	AddLocationDatas
	1
	Additional Location Data
	




 * * * Next Change * * * *
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The optional features in table 6.1.7-1 are defined for the Ngmlc_Location API.
Table 6.1.7-1: Supported Features
	Feature number
	Feature Name
	Description

	1
	MUTIQOS
	Support of Multiple Location QoSes.

This feature bit indicates whether the GMLC support that more than one Location QoSes during consuming location service are required.

	x
	Ranging_SL
	This feature supports the enhanced location exposure service (e.g. location information for ranging and sidelink positioning), and requires the support of eLCS feature.
The feature is not applicable to pre-5G (e.g. 4G).
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[bookmark: OLE_LINK5][bookmark: _Hlk146793981]openapi: 3.0.0
info:
  version: '1.2.0-alpha.4'
  title: 'Ngmlc_Location'
  description: |
    GMLC Location Service.  
    © 2023, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.

[bookmark: OLE_LINK2]externalDocs:
  description: 3GPP TS 29.515 V18.3.0; 5G System; Gateway Mobile Location Services; Stage 3
  url: 'https://www.3gpp.org/ftp/Specs/archive/29_series/29.515/'

servers:
  - url: '{apiRoot}/ngmlc-loc/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in clause 4.4 of 3GPP TS 29.501

security:
  - {}
  - oAuth2ClientCredentials:
      - ngmlc-loc

paths:
  /provide-location:
    post:
      summary: Request Location of an UE
      operationId: RequestLocation
      tags:
        - Request Location
      security:
        - {}
        - oAuth2ClientCredentials:
          - ngmlc-loc
        - oAuth2ClientCredentials:
          - ngmlc-loc
          - ngmlc-loc:provide-location:invoke
      requestBody:
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/InputData'
        required: true
      responses:
        '200':
          description: Expected response to a valid request
          content:
            application/json:
[bookmark: _Hlk149761267]              schema:
[bookmark: _Hlk149835133]                $ref: '#/components/schemas/LocationDataExt'
        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '502':
          $ref: 'TS29571_CommonData.yaml#/components/responses/502'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        '504':
          $ref: 'TS29571_CommonData.yaml#/components/responses/504'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'
      callbacks:
        EventNotify:
          '{$request.body#/hgmlcCallBackUri}':
            post:
              requestBody:
                description: UE Event Notification
                content:
                  application/json:
                    schema:
                      $ref: '#/components/schemas/EventNotifyDataExt'
              responses:
                '204':
                  description: Expected response to a valid notification
                '307':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/307'
                '308':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/308'
                '400':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/400'
                '401':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/401'
                '403':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/403'
                '404':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/404'
                '411':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/411'
                '413':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/413'
                '415':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/415'
                '429':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/429'
                '500':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/500'
                '502':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/502'
                '503':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/503'
                '504':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/504'
                default:
                  $ref: 'TS29571_CommonData.yaml#/components/responses/default'
        EventNotifyNf:
          '{$request.body#/eventNotificationUri}':
            post:
              requestBody:
                description: UE Event Notification
                content:
                  application/json:
                    schema:
                      $ref: '#/components/schemas/EventNotifyDataExt'
              responses:
                '204':
                  description: Expected response to a valid notification
                '307':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/307'
                '308':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/308'
                '400':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/400'
                '401':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/401'
                '403':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/403'
                '404':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/404'
                '411':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/411'
                '413':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/413'
                '415':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/415'
                '429':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/429'
                '500':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/500'
                '502':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/502'
                '503':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/503'
                '504':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/504'
                default:
                  $ref: 'TS29571_CommonData.yaml#/components/responses/default'
  /cancel-location:
    post:
      summary: request cancellation of periodic or triggered location
      operationId: CancelLocation
      tags:
        - Cancel Location
      security:
        - {}
        - oAuth2ClientCredentials:
          - ngmlc-loc
        - oAuth2ClientCredentials:
          - ngmlc-loc
          - ngmlc-loc:cancel-location:invoke
      requestBody:
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/CancelLocData'
        required: true
      responses:
        '204':
          description: Expected response to a successful cancellation
        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '502':
          $ref: 'TS29571_CommonData.yaml#/components/responses/502'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        '504':
          $ref: 'TS29571_CommonData.yaml#/components/responses/504'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'
  /location-update:
    post:
      summary: update UE location information
      operationId: UpdateLocation
      tags:
        - Update Location
      security:
        - {}
        - oAuth2ClientCredentials:
          - ngmlc-loc
        - oAuth2ClientCredentials:
          - ngmlc-loc
          - ngmlc-loc:location-update:invoke
      requestBody:
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/LocUpdateData'
        required: true
      responses:
        '204':
          description: Expected response to successful location context transfer
        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '502':
          $ref: 'TS29571_CommonData.yaml#/components/responses/502'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        '504':
          $ref: 'TS29571_CommonData.yaml#/components/responses/504'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'
  /loc-update-subs:
    post:
      summary: subscribe to notifications of UE location information
      operationId: LocationUpdateSubcribe
      tags:
        - UE location information Subscription creation
      security:
        - {}
        - oAuth2ClientCredentials:
          - ngmlc-loc
        - oAuth2ClientCredentials:
          - ngmlc-loc
          - ngmlc-loc:loc-update-subs:invoke
      requestBody:
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/LocUpdateSubs'
        required: true
      responses:
        '204':
          description: Expected response to successful UE location information subscription
        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '502':
          $ref: 'TS29571_CommonData.yaml#/components/responses/502'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        '504':
          $ref: 'TS29571_CommonData.yaml#/components/responses/504'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'
      callbacks:
        LocationUpdateNotify:
          '{$request.body#/notifUri}':
            post:
              requestBody:
                description: Location Update Notification
                content:
                  application/json:
                    schema:
                      $ref: '#/components/schemas/LocUpdateNotification'
              responses:
                '204':
                  description: Expected response to a valid notification
                '307':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/307'
                '308':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/308'
                '400':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/400'
                '401':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/401'
                '403':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/403'
                '404':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/404'
                '411':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/411'
                '413':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/413'
                '415':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/415'
                '429':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/429'
                '500':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/500'
                '502':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/502'
                '503':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/503'
                '504':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/504'
                default:
                  $ref: 'TS29571_CommonData.yaml#/components/responses/default'

components:
  securitySchemes:
    oAuth2ClientCredentials:
      type: oauth2
      flows:
        clientCredentials:
          tokenUrl: '{nrfApiRoot}/oauth2/token'
          scopes:
            ngmlc-loc: Access to the Ngmlc_Location API
            ngmlc-loc:provide-location:invoke: Access to invoke Provide Location
            ngmlc-loc:cancel-location:invoke: Access to invoke Cancel Location
            ngmlc-loc:location-update:invoke: Access to invoke Location update
            ngmlc-loc:loc-update-subs:invoke: Access to invoke Location update subscribe

  schemas:
#
# COMPLEX TYPES
#
    InputData:
      description: Contains the input parameters in ProvideLocation service operation
      type: object
      required:
        - externalClientType
      properties:
        gpsi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
        supi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        extGroupId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/ExternalGroupId'
        intGroupId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/GroupId'
        externalClientType:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/ExternalClientType'
        locationQoS:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LocationQoS'
        supportedGADShapes:
          type: array
          items:
            $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/SupportedGADShapes'
          minItems: 1
        serviceIdentity:
          $ref: '#/components/schemas/ServiceIdentity'
        serviceCoverage:
          type: array
          items:
            $ref: '#/components/schemas/E164CountryCodeOfGeographicArea'
          minItems: 1
        ldrType:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LdrType'
        periodicEventInfo:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/PeriodicEventInfo'
        areaEventInfo:
          $ref: '#/components/schemas/AreaEventInfoExt'
        motionEventInfo:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/MotionEventInfo'
        ldrReference:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LdrReference'
        hgmlcCallBackUri:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        eventNotificationUri:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        externalClientIdentification:
          $ref: '#/components/schemas/ExternalClientIdentification'
        afId:
          type: string
        uePrivacyRequirements:
          $ref: '#/components/schemas/UePrivacyRequirements'
        lcsServiceType:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LcsServiceType'
        velocityRequested:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/VelocityRequested'
        priority:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LcsPriority'
        locationTypeRequested:
          $ref: '#/components/schemas/LocationTypeRequested'
        maximumAgeOfLocationEstimate:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/AgeOfLocationEstimate'
        amfId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/AmfId'
        codeWord:
          $ref: '#/components/schemas/CodeWord'
        scheduledLocTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        reliableLocReq:
          type: boolean
          default: false
        servingLmfId:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LMFIdentification'
        lpHapType:
          $ref: 'TS29518_Namf_Location.yaml#/components/schemas/LpHapType'
        evtRptExpectedArea:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/GeographicArea'
        reportingInd:
          allOf:
            - $ref: '#/components/schemas/ReportingInd'
          default: POSITIVE_SENSE
        integrityRequirements:
          $ref: '#/components/schemas/IntegrityRequirements'
        requestedRangingSlResult:
          type: array
          items:
            $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/RangingSlResult'
          minItems: 1
        relatedUEs:
          type: array
          items:
            $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/RelatedUE'
          minItems: 1


    LocationDataExt:
      description: Extended Location Data for UEs
      allOf:
        - $ref: '#/components/schemas/LocationData'
        - $ref: '#/components/schemas/AddLocationDatas'



    LocationData:
      description: Contains the response parameters in ProvideLocation service operation
      type: object
      properties:
        gpsi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
        supi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        locationEstimate:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/GeographicArea'
        civicAddress:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/CivicAddress'
        localLocationEstimate:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LocalArea'
        ageOfLocationEstimate:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/AgeOfLocationEstimate'
        timestampOfLocationEstimate:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        positioningDataList:
          type: array
          items:
            $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/PositioningMethodAndUsage'
          minItems: 1
        gnssPositioningDataList:
          type: array
          items:
            $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/GnssPositioningMethodAndUsage'
          minItems: 1
        accuracyFulfilmentIndicator:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/AccuracyFulfilmentIndicator'
        ueVelocity:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/VelocityEstimate'
        ldrReference:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LdrReference'
        altitude:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/Altitude'
        servingLMFIdentification:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LMFIdentification'
        locationPrivacyVerResult:
          $ref: 'TS29518_Namf_Location.yaml#/components/schemas/LocationPrivacyVerResult'
        successType:
          $ref: '#/components/schemas/SuccessType'
        achievedQos:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/MinorLocationQoS'
        directReportInd:
          type: boolean
          default: false
        acceptedPeriodicEventInfo:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/PeriodicEventInfo'
        haGnssMetrics:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/HighAccuracyGnssMetrics'
        losNlosMeasureInd:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LosNlosMeasureInd'
        relatedApplicationlayerId:
          type: string
        rangeDirection:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/RangeDirection'
        2dRelativeLocation:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/2DRelativeLocation'
        3dRelativeLocation:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/3DRelativeLocation'
        relativeVelocity:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/VelocityEstimate'
[…]
[bookmark: _Hlk146911098]
    EventNotifyData:
      description: Contains the input parameters for the target UE in EventNotify Notification service operation
      type: object
      required:
        - eventNotifyDataType
        - ldrReference
      properties:
        gpsi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
        supi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        ldrReference:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LdrReference'
        eventNotifyDataType:
          $ref: '#/components/schemas/EventNotifyDataType'
        locationEstimate:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/GeographicArea'
        civicAddress:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/CivicAddress'
        localLocationEstimate:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LocalArea'
        ageOfLocationEstimate:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/AgeOfLocationEstimate'
        timestampOfLocationEstimate:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        positioningDataList:
          type: array
          items:
            $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/PositioningMethodAndUsage'
          minItems: 1
        gnssPositioningDataList:
          type: array
          items:
            $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/GnssPositioningMethodAndUsage'
          minItems: 1
        lmfIdentification:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LMFIdentification'
        amfId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/AmfId'
        terminationCause:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/TerminationCause'
        velocityEstimate:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/VelocityEstimate'
        altitude:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/Altitude'
        targetNode:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        accuracyFulfilmentIndicator:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/AccuracyFulfilmentIndicator'
        failureCause:
          $ref: '#/components/schemas/FailureCause'
        achievedQos:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/MinorLocationQoS'
        haGnssMetrics:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/HighAccuracyGnssMetrics'
        losNlosMeasureInd:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LosNlosMeasureInd'
        relatedApplicationlayerId:
          type: string
        rangeDirection:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/RangeDirection'
        2dRelativeLocation:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/2DRelativeLocation'
        3dRelativeLocation:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/3DRelativeLocation'
        relativeVelocity:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/VelocityEstimate'
[…]


    ReportingInd:
      description: >
        Indicates one of the mutually exclusive global settings
      anyOf:
        - type: string
          enum:
            - OPPOSITE_SENSE
            - POSITIVE_SENSE
        - type: string

    AddLocationDatas:
      type: array
      items:
        $ref: '#/components/schemas/LocationData'
      minItems: 1

* * * End of Changes * * * *
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