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	Reason for change:
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	The coding of EF(hiddenkey) is not sufficiently described.

A 3G ME shall neither access EFADN nor EFEXT1 nor EFCCP1 under MF\DFTELECOM, it’s already specified for EFADN but not EFEXT1 nor EFCCP1
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	Clarified the order of the digits in EF(hiddenkey)

Clarified that a 3G ME shall not access EFEXT1 nor EFCCP1 under MF\DFTELECOM.
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4.2.42
EFHiddenkey (Key for hidden phone book entries)

This EF contains the hidden key that has to be verified by the ME in order to display the phone book entries that are marked as hidden. The hidden key can consist of 4 to 8 digits.

	Identifier: '6FC3'
	Structure: transparent
	Optional

	File size: 4 bytes
	Update activity: low

	Access Conditions:


READ
PIN


UPDATE
PIN


DEACTIVATE
ADM


ACTIVATE
ADM



	Bytes
	Description
	M/O
	Length

	1 to 4
	Hidden Key 
	M
	4 bytes


‑
Hidden Key.

Coding:

-
the hidden key is coded on 4 bytes using BCD coding. The minimum number of digits is 4. Unused digits are padded with 'F'.

NOTE 1:
Digits are not swapped, i.e. for instance the key "1234" is coded as '12 34 FF FF'.

NOTE 2:
The phone book entries marked as hidden are not scrambled by means of the hidden key. They are stored in plain text in the phone book.

4.5
Contents of EFs at the TELECOM level

The EFs in the Dedicated File DFTELECOM contain service related information.

4.5.1
EFADN (Abbreviated dialling numbers)

In case of a present GSM application on the UICC the first EFADN (i.e. reflected by the first record in EFPBR) of the DFPHONEBOOK is mapped (with an identifier equal to '6F3A') to DFTELECOM to ensure backwards compatibility.

A 3G ME shall not access this file. The information is accessible for a 3G ME in EFADN under DFPHONEBOOK.
4.5.2
EFEXT1 (Extension1)

In case of a present GSM application on the UICC the first EFEXT1 (i.e. reflected by the first record in EFPBR) of the DFPHONEBOOK is mapped (with an identifier equal to '6F4A') to DFTELECOM to ensure backwards compatibility. 

A 3G ME shall not access this file. The information is accessible for a 3G ME in EFEXT1 under DFPHONEBOOK.
4.5.3
EFECCP (Extended Capability Configuration Parameter)

In case of a present GSM application on the UICC the first EFCCP1 (i.e. reflected by the first record in EFPBR) of the DFPHONEBOOK is mapped (with an identifier equal to '6F4F') to DFTELECOM to ensure backwards compatibility. There shall not be any EFCCP (with a file-id of '6F3D') under DFTELECOM because otherwise a GSM terminal could create inconsistencies within the phonebook.

A 3G ME shall not access this file. The information is accessible for a 3G ME in EFCCP1 under DFPHONEBOOK.
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