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	Reason for change:
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	In  order to send DTMF tones the “Basic DTMF Tone Generator” package is required but this permits two options for sending the DTMF: either using the playtone (pt) signal ID as defined in the base package “ToneGen” or using the specific Signal Id’s defined in the DTMF package. As it is undesirable to include options in this interface and the use of the “pt” signal ID plus the DTMF Tone Id parameter is unneccessary it is proposed to exclude this option from the Mc interface.
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	Use of signal Id “play tone” for DTMF signals is excluded.
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	Two solutions to implement the same task could result in frequent misoperation if due to lack of interoperation.
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14
H.248 standard packages

The following H.248 packages shall be supported by this UMTS Capability Set:

-
Generic v1 (see ITU-T Recommendation H.248.1 [10] annex E.1).

-
Base Root Package v1 (see ITU-T Recommendation H.248.1 [10] annex E.2).

-
Tone Detection Package v1 (see ITU-T Recommendation H.248.1 [10] annex E.4).

-
Basic DTMF Generator Package v1 (see ITU-T Recommendation H.248.1 [10] annex E.5). Only the DTMF Signal Ids shall be used, not the Tone Ids within the PlayTone Signal Id.
-
DTMF Detection Package v1 (see ITU-T Recommendation H.248.1 [10] annex E.6).

-
Generic Announcement Package v1 (see ITU-T Recommendation H.248.7 [28]) – Fixed Announcements.

-
TDM Circuit Package v1 (see ITU-T Recommendation H.248.1 [10] annex E.13).

-
Media Gateway Resource Congestion Handling Package v1 (see ITU-T Recommendation H.248.10 [15] ).

The following H.248 packages may be supported by this UMTS Capability Set as required by the network services deployed in the network:

· Tone Generator Package v1 (see ITU-T Recommendation H.248.1 [10] annex E.3).

· Generic Announcement Package v1 (see ITU-T Recommendation H.248.7 [28]) – Variable Announcements.

· Text Telephony Package (see ITU-T Recommendation H.248.2 [17]).

· Call Discrimination package (see ITU-T Recommendation H.248.2 [17]).
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