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	Reason for change:
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	In table 1 chapter 10 the parameter on/off used by clause 14.2.17 “Activate Voice Procession Function“ is defined. It is defined “as for the property "Echo cancelling" in subclause E.13.1 in ITU‑T Recommendation H.248.1 [10]”. In H.248.1 the default value for this property is defined as “provisioned”. To minimise interworking problems with different suppliers MGW it would be better to define a clear default value. As in the context of the Mc interface only a minimal number of calls require the activation of an echo cancellor (f.e. PSTN calls) we propose to set the default value to “off”. 
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	Defining the default value for the “Echo cancelling” property to be “off “ in table 1 clause 10.
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	Interoperability problems if MGWs of different suppliers use different default values for Echo cancelling.
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Formats and codes

Table 1 shows the parameters which are required, in addition to those defined in the subclause "Formats and Codes" of ITU-T Recommendation Q.1950 [23] (see 3GPP TS 29.205 [7]).

The coding rules applied in ITU-T Recommendation H.248.1 [10] for the applicable coding technique shall be followed for the UMTS capability set.

Table 1: Additional parameters required

	actprot
	Signal descriptor
	As for the signal "Activate protocol" in subclause 15. 2.1.3

	Mode
	Local control
	As for the property "UP mode of operation" in subclause 15.1.1.1

	Version
	Local control
	As for the property "Upversion" in subclause 15.1.1.1

	Value
	Local control
	As for the property " Delivery of erroneous SDUs" in subclause 15.1.1.1

	Interface
	Local control
	As for the property " Interface" in subclause 15.1.1.1

	Initdirection
	Local control
	As for the property " Initialization Direction" in subclause 15.1.1.1

	PLMN bearer capability
	Local control
	As for the property "PLMN BC" in subclause 15. 2.1.1

	
	
	

	Coding
	Local control
	As for the property " GSM channel coding" in subclause 15. 2.1.1

	tfoactvalue
	Local control
	As for the property " TFO activity control" in subclause 15. 2.2.1

	Codeclist
	 Local control
	As for the property" TFO Codec List" in subclause 15. 2.2.1

	Result
	ObservedEvent descriptor
	As for the ObservedEventDescriptor parameter "Protocol Negotiation Result" in subclause 15. 2.1.2

	Cause
	ObservedEvent descriptor
	As for the ObservedEventDescriptor parameter "Protocol Negotiation Result" in subclause 15. 2.1.2

	Rate 
	ObservedEvent descriptor
	As for the ObservedEventDescriptor parameter "Rate Change" in subclause 15. 2.1.2

	Optimalcodec
	ObservedEvent descriptor
	As for the ObservedEventDescriptor parameter "Optimal Codec Type" in subclause 15. 2.2.2

	Distlist
	ObservedEvent descriptor
	As for the ObservedEventDescriptor parameter "Distant TFO List" in subclause 15. 2.2.2

	On/Off
	Local control
	As for the property "Echo cancelling" in subclause E.13.1 in ITU‑T Recommendation H.248.1 [10]. Default value is Off.

	Error
	Error descriptor
	As defined in the subclause "Command error code" in ITU‑T Recommendation H.248.1 [10]

	MGW Resource Congestion Handling - Indication
	EventDescriptor
	As for the EventDescriptor in subclause 4.2.1/H.248.10 "MGCongestion"

	Reduction
	ObservedEvent descriptor
	As for the ObserverdEventDescriptor in  subclause  4.2.1/H.248.10 "MGCongestion".

	Bearer Modification Support
	EventDescriptor
	As for the EventsDescriptor in "Bearer Modification Support" in subclause 15. 2.3.2.

	Bearer modification possible
	ObservedEvent descriptor
	As for the ObserverdEventDescriptor in "Bearer Modification Support" in subclause 15. 2.3.2.

	Ctmstate 
	TerminationState
	As for the TerminationState "Text termination connection state" in subclause 15. 2.6.1.

	Ctmtransport
	Local control
	As for the property  "Text Transport"  in subclause 15.2.6.1.

	Ctmtext version
	Local control
	As for the property " Text Protocol Version" in subclause 15.2.6.1.

	Connchng
	ObservedEventDescriptor
	As for the ObservedEventDescriptor " Connection State Change in subclause 15.2.6.2

	Ctmbits
	Statistics descriptor
	As for the Statistics descriptor "Characters Transferred" in subclause 15.2.6.4

	Bitrate
	Local control
	As for the property" Bitrate" in subclause 15.1.7.1

	Ipaddress
	Local control
	As for the property" IP transport address" in subclause 15.2.7.1 

	UDPport
	Local control
	As for the property" UDP port " in subclause 15.2.7.1

	Flextone
	Local control
	As for the signal "Flexible Tone " in subclause 15.2.8.1 
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