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6.2.5.2
Method post

Test Area Reference: API_2_ERH_POSTB

6.2.5.2.1
Conformance requirement

The method with following header shall be compliant to its definition in the API.

public void post(byte statusType)

          throws ToolkitException

6.2.5.2.1.1
Normal execution

· CRRN1: When the method is called, the toolkit applet can continue it's processing (e.g. prepare a proactive command).

· CRRN2: The byte statusType is SW1 of the status.

· CRRN3: If the send method is called after a post method, the posted data are the first sent to the ME.

· CRRN4: The SIM Toolkit Framework shall take the optional Application Data posted by the triggered toolkit applet if present, secure and send the response packet. The SIM Toolkit Framework will return the response APDU defined by the toolkit applet.

6.2.5.2.1.2
Parameter error

No requirements.

6.2.5.2.1.3
Context errors

· CRRC1: The method shall thrown ToolkitException (HANDLER_NOT_AVAILABLE) if the handler is busy.

6.2.5.2.2
Test suite files

Specific triggering: Unformatted SMS PP Env and Call control

Test Script: 
API_2_ERH_POSTB_1.scr

Test Applet: 
API_2_ERH_POSTB_1.java

Load Script: 
API_2_ERH_POSTB_1.ldr

Cleanup Script: 
API_2_ERH_POSTB_1.clr

Parameter File: 
API_2_ERH_POSTB_1.par

6.2.5.2.3
Test procedure

	Id
	Description
	API Expectation
	APDU Expectation

	
	Call Control Triggering
	
	

	1
	getTheHandler and then post

(the handler is empty)
	
	9000

	2
	Fill the handler ( appendTLV to have bytes in it )and then post data with status 9F
	
	9FFD data are retrieved with GET RESPONSE command

	3
	Verify that after a post the handler is no more available

appendTLV, post and then appendTLV
	ToolkitException HANDLER_NOT_AVAILABLE is thrown on the second appendTLV
	

	
	Unformatted SMS PP Env triggering
	
	

	4
	construct the response (appendTLV with 0x10 data) and post it with status 9E and then send a display text
	
	9E12 and posted data retrieved by a GET RESPONSE with status 9113 and display text retrieved by a FETCH

	5
	Verify that it is possible to send a proactive command after a post

getTheHandler and post , then send a display text 
	
	91 13 and display text is retrieved by a FETCH

	6
	Verify it is not possible to post after a proactive command

getTheHandler, appendTLV, send a display text, post.
	ToolkitException HANDLER_NOT_AVAILABLE is thrown
	

	7
	Verify that the handler is no more available after a post

getTheHandler, appendTLV, post with status 9E, post with status 9F
	ToolkitException HANDLER_NOT_AVAILABLE is thrown
	9E12 and posted data retrieved by a GET RESPONSE


6.2.5.2.4
Test Coverage

	CRR number
	Test case number

	N1
	3, 4, 7

	N2
	1, 2, 4, 7

	N3
	4, 5

	N4
	Checked in Framework tests: FWK_FWS_OUDA

	C1
	6


6.2.5.3
Method postAsBERTLV

Test Area Reference:API_2_ERH_POSTBB

6.2.5.3.1
Conformance Requirement

The method with following header shall be compliant to its definition in the API.

public void postAsBERTLV(byte statusType,

                         byte tag)

                  throws ToolkitException

6.2.5.3.1.1
Normal execution

· CRRN1: When the method is called, the toolkit applet can continue it's processing (e.g. prepare a proactive command) the SIM Toolkit Framework will return the response APDU defined by the toolkit applet.

· CRRN2: The byte statusType is SW1 of the status

· CRRN3: If the send method is called after a postAsBERTLV method, the posted data are the first sent to the ME.

· CRRN4: The byte tag is the BER Tag at the beginning of the simple TLV list.

6.2.5.3.1.2
Parameter errors

No requirements.

6.2.5.3.1.3
Context errors

· CRRC1: The method shall thrown ToolkitException (HANDLER_NOT_AVAILABLE) if the handler is busy.

6.2.5.3.2
Test suite files

Specific triggering: Unformatted SMS PP Env and Call control

Test Script: 
API_2_ERH_POSTBB_1.scr

Test Applet: 
API_2_ERH_POSTBB_1.java

Load Script: 
API_2_ERH_POSTBB_1.ldr

Cleanup Script: 
API_2_ERH_POSTBB_1.clr

Parameter File: 
API_2_ERH_POSTBB_1.par

6.2.5.3.3
Test procedure

	Id
	Description
	API Expectation
	APDU Expectation

	
	Call Control triggering
	
	

	1
	getTheHandler and then postAsBERTLV

(the handler is empty)
	
	9F02 data are retrieved with GET RESPONSE command, the tag shall be 33 and the length is 00

	2
	Fill the handler and then postAsBERTLV the data with status 9F, and tag 33
	
	9FFF data are retrieved with GET RESPONSE command, the tag shall be 33 

	3
	appendTLV, postAsBERTLV and then appendTLV
	ToolkitException HANDLER_NOT_AVAILABLE is thrown on the second appendTLV
	

	
	Unformatted SMS PP Env triggering
	
	

	4
	construct the response (appendTLV with 0x10 data) and postAsBERTLV it with status 9E, tag 75 and then send a display text
	
	9E14 and posted data retrieved by a GET RESPONSE the tag shall be 75 with status 9113 and display text retrieved by a FETCH

	5
	getTheHandler and postAsBERTLV, then send a display text 
	
	9E02 and posted data retrieved by a GET RESPONSE the tag 33 (and the length 00) with status 9113 and display text is retrieved by a FETCH

	6
	Verify it is not possible to postAsBERTLV after a proactive command

getTheHandler, appendTLV, send a display text, postAsBERTLV.
	ToolkitException HANDLER_NOT_AVAILABLE is thrown on the postAsBERTLV
	

	7
	Verify that the handler is no more available after a postAsBERTLV

getTheHandler, appendTLV(with data length = 0x10, postAsBERTLV with status 9E, tag 56, postAsBERTLV with status 9F, tag 28
	ToolkitException HANDLER_NOT_AVAILABLE is thrown on the second postAsBERTLV 
	9E14 and posted data retrieved by a GET RESPONSE the tag shall be 56 with status 9000


6.2.5.3.4
Test Coverage

	CRR number
	Test case number

	N1
	3, 4, 7

	N2
	1, 2, 4, 7

	N3
	4, 5

	N4
	2, 4, 7

	C1
	6
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