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****** FIRST MODIFIED SECTION ********

4.3.3
Provision of charging rules from the CRF

The CRF shall indicate, via the Gx reference point, charging rules to be applied at the TPF. This may be:

-
in response to a request for charging rules., i.e. to a request made as described in the preceding section; or

-
unsolicited by the TPF, e.g. in response to information provided to the CRF via the Rx reference point, or in response to an internal trigger within the CRF.

For each request from the TPF and upon the unsolicited provision the CRF shall provision zero or more charging rules. The CRF may provide a single charging rule by one of the following means:

-
Reference to a charging rule predefined at the TPF and the required action, i.e. activation or deactivation of charging rule, or

-
Reference to a charging rule previously provided by the CRF to the TPF and the required action and possibly modified information, e.g. modification or removal of charging rule, or

-
'Fully formed' charging rule and the required action, i.e. installation of a charging rule

As an alternative to providing a single charging rule, the CRF may provide a reference to a group of charging rules predefined at the TPF and the required action, i.e. activation or deactivation of the group.

The CRF may combine multiple of the above charging rule provisionings in a single command.

To activate a predefined charging rule at the TPF, charging rule name shall be used as a reference to the predefined charging rule. To activate a group of predefined charging rules within the TPF (e.g. gold users or gaming services) charging rule base name shall be used as a reference to the group of predefined charging rules. The same references shall be used for deactivating predefined and removing CRF-provided charging rules from a bearer, which for GPRS is a PDP context. See the AVP definitions in clause 5.2.

To provision or modify a CRF defined charging rule, the Charging-Rule-Definition AVP shall be used. If a charging rule with the same charging rule name already exists at the TPF, the new charging rule shall update the currently installed charging rule. If the existing charging rule already has charging attributes also included in the new charging rule definition, the existing attributes shall be overwritten. Any charging attribute in the existing charging rule not included in the new charging rule definition shall remain valid. 

****** END OF CHANGES ********
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