3GPP TS 11.10-4 v8.14.0 (2005-12)
CR page 1

3GPP TSG-CT6 Meeting #38
















C6-060162
Asakusa, Japan, 31 January- 03 February 2006
	
CR-Form-v7.1

	CHANGE REQUEST

	

	(

	11.10-4
	CR
	A152
	(

rev
	-
	(

Current version:
	8.14.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	X
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	CR 11.10-4: Essential corrections to SET UP CALL test sequences 

	
	

	Source:
(

	CT6

	
	

	Work item code:
(

	TEI
	
	Date: (

	01/02/2006

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	R99

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Ph2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

     Rel-7
(Release 7)



	
	

	Reason for change:
(

	For all sequences inside 27.22.4.13 where a call setup to the SS is expected the PROACTIVE COMMAND SET UP CALL contains a DTMF string to be sent to the SS after the call has been established. As the DTMF string is not part of the dialled number it should not be listed together with the expected number, but as the DTMF string causes signalling procedures according to 24.008 clause 5.5.7 those have to be handled by the SS as described in 24.008.

Furthermore the proposed DTMF string “C1C2” inside the PROACTIVE COMMAND makes use of the DTMF control digits separator “C” defined in TS 11.11 clause 10.5.1 and described in TS 02.07 Annex B.3.4. According to this the ME has to wait 3 seconds between the end of the submission of the first DTMF digit and the start of the second DTMF digit. Therefore the call has to be maintained for more then 5 seconds to guarantee the successful completion of the SET UP CALL procedures as also the START DTMF and STOP DTMF procedures take some time to finish.

	
	

	Summary of change:
(

	Indicate the necessity to handle the DTMF signalling procedures on SS and remove the DTMF string “p1p2” from the expected number in the expected sequence, change the time when the user has to end the call from 5 to 10 seconds.

	
	

	Consequences if 
(

not approved:
	A conformant ME will fail the tests.

	
	

	Clauses affected:
(

	27.22.4.13.1.4.2, 27.22.4.13.2.4.2 and 27.22.4.13.3.4.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	X
	
	 Test specifications
	31.124

	 
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

27.22.4.13
SET UP CALL

27.22.4.13.1
SET UP CALL (normal)

27.22.4.13.1.1
Definition and applicability

See clause 3.2.2.

27.22.4.13.1.2
Conformance requirement

The ME shall support the Proactive SIM: Set Up Call facility as defined in:

· 3GPP TS 11.14 [15] clause 6.1, clause 6.4.13, clause 6.6.12, clause 12.6, clause 12.7, clause 12.12, clause 12.12.3 and clause 5.2.

27.22.4.13.1.3
Test purpose

To verify that the ME accepts the Proactive Command - Set Up Call, displays the alpha identifier to the user, attempts to set up a call to the address and returns the result in the TERMINAL RESPONSE.

27.22.4.13.1.4
Method of test

27.22.4.13.1.4.1
Initial conditions

The ME is connected to both the SIM Simulator and the System Simulator.

The elementary files are coded as SIM Application Toolkit default.

Prior to this test the ME shall have been powered on, performed the PROFILE DOWNLOAD procedure and be in updated idle mode on the system simulator.

27.22.4.13.1.4.2
Procedure

Expected Sequence 1.1 (SET UP CALL, call confirmed by the user and connected)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: SET UP CALL 1.1.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND: SET UP CALL 1.1.1 
	

	4
	ME ( USER 
	ME displays "Not busy" during user confirmation phase.
	

	5
	USER ( ME
	The user confirms the call set up
	[user confirmation]

	6
	ME  SS 
	The ME attempts to set up a call to "+012340123456"
	

	7
	SS ( ME
	The ME receives the CONNECT message from the system simulator. 
	[The SS also has to handle the START DTMF and STOP DTMF messages sent by the ME in an appropriate way]

	8
	ME ( SIM 
	TERMINAL RESPONSE 1.1.1

The ME shall not update EF LND with the called party address.
	[Command performed successfully]

	9
	USER ( ME
	The user ends the call after 10 s.

The ME returns to idle mode.
	


PROACTIVE COMMAND: SET UP CALL 1.1.1 

Logically:

Command details


Command number:
1


Command type:
SET UP CALL


Command qualifier:
only if not currently busy on another call

Device identities


Source device:
SIM


Destination device:
Network


Alpha identifier:
"Not busy"

Address


TON:
International


NPI:
ISDN / telephone numbering plan


Dialling number string
"012340123456p1p2"

Coding:

	BER-TLV:
	D0
	1E
	81
	03
	01
	10
	00
	82
	02
	81
	83
	85

	
	08
	4E
	6F
	74
	20
	62
	75
	73
	79
	86
	09
	91

	
	10
	32
	04
	21
	43
	65
	1C
	2C
	
	
	
	


TERMINAL RESPONSE: SET UP CALL 1.1.1 

Logically:

Command details


Command number:
1


Command type:
SET UP CALL


Command qualifier:
only if not currently busy on another call

Device identities


Source device:
ME 


Destination device:
SIM

Result 


General Result:
Command performed successfully 

Coding:

	BER-TLV:
	81
	03
	01
	10
	00
	82
	02
	82
	81
	83
	01
	00


Expected Sequence 1.2 (SET UP CALL, call rejected by the user)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: SET UP CALL 1.1.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND: SET UP CALL 1.1.1
	

	4
	ME ( USER 
	ME displays "Not busy" during the user confirmation phase 
	

	5
	USER ( ME
	The user rejects the set up call 
	[user rejects the call]

	6
	ME ( SIM 
	TERMINAL RESPONSE 1.2.1


	[User did not accept call set-up request]

	7
	ME  USER 
	The ME returns in idle mode.
	


TERMINAL RESPONSE: SET UP CALL 1.2.1 

Logically:

Command details


Command number:
1


Command type:
SET UP CALL


Command qualifier:
only if not currently busy on another call

Device identities


Source device:
ME


Destination device:
SIM

Result 


General Result:
User did not accept the proactive command

Coding:

	BER-TLV:
	81
	03
	01
	10
	00
	82
	02
	82
	81
	83
	01
	22


Expected Sequence 1.3 Void

Expected Sequence 1.4 (SET UP CALL, putting all other calls on hold, ME busy)

ME is busy on a call

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: SET UP CALL 1.4.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND: SET UP CALL 1.4.1 
	[putting all other calls on hold]

	4
	ME ( USER 
	ME displays "On hold" during the user confirmation phase
	

	5
	USER ( ME
	The user confirms the set up call 
	[user confirms the call]

	6
	ME  SS
	The active call is put on hold
	

	7
	MESS 
	The ME attempts to set up a call to "+012340123456"
	

	8
	SS ( ME
	The ME receives the CONNECT message from the system simulator. 
	[The SS also has to handle the START DTMF and STOP DTMF messages sent by the ME in an appropriate way]

	9
	ME ( SIM 
	TERMINAL RESPONSE 1.4.1


	[Command performed successfully]

	10
	USER  ( ME
	The user ends the call after 10 s.

The ME retrieves the previous call 
	


PROACTIVE COMMAND: SET UP CALL 1.4.1

Logically:

Command details


Command number:
1


Command type:
SET UP CALL


Command qualifier:
putting all other calls on hold 

Device identities


Source device:
SIM


Destination device:
Network


Alpha identifier:
"On hold"

Address


TON:
International


NPI:
ISDN / telephone numbering plan


Dialling number string
"012340123456p1p2"

Coding:

	BER-TLV:
	D0
	1D
	81
	03
	01
	10
	02
	82
	02
	81
	83
	85

	
	07
	4F
	6E
	20
	68
	6F
	6C
	64
	86
	09
	91
	10

	
	32
	04
	21
	43
	65
	1C
	2C
	
	
	
	
	


TERMINAL RESPONSE: SET UP CALL 1.4.1

Logically:

Command details


Command number:
1


Command type:
SET UP CALL


Command qualifier:
putting all other calls on hold 

Device identities


Source device:
ME 


Destination device:
SIM

Result


General Result:
Command performed successfully 

Coding:

	BER-TLV:
	81
	03
	01
	10
	02
	82
	02
	82
	81
	83
	01
	00


Expected Sequence 1.5 (SET UP CALL, disconnecting all other calls, ME busy)

ME is busy on a call

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: SET UP CALL 1.5.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND: SET UP CALL 1.5.1
	[disconnecting all other calls]

	4
	ME ( USER 
	ME displays "Disconnect" during the user confirmation phase
	

	5
	USER ( ME
	The user confirms the set up call 
	[user confirms the call]

	6
	ME  SS
	The ME disconnects the active call
	

	7
	MESS 
	The ME attempts to set up a call to "+012340123456"
	

	8
	SS ( ME
	The ME receives the CONNECT message from the system simulator. 
	[The SS also has to handle the START DTMF and STOP DTMF messages sent by the ME in an appropriate way]

	9
	ME ( SIM 
	TERMINAL RESPONSE 1.5.1 
	[Command performed successfully]

	10
	USER ( ME
	The user ends the call after 10 s.
	


PROACTIVE COMMAND: SET UP CALL 1.5.1

Logically:

Command details


Command number:
1


Command type:
SET UP CALL


Command qualifier:
disconnecting all other calls 

Device identities


Source device:
SIM


Destination device:
Network


Alpha identifier:
"Disconnect"

Address


TON:
International


NPI:
ISDN / telephone numbering plan


Dialling number string
"012340123456p1p2"

Coding:

	BER-TLV:
	D0
	20
	81
	03
	01
	10
	04
	82
	02
	81
	83
	85

	
	0A
	44
	69
	73
	63
	6F
	6E
	6E
	65
	63
	74
	86

	
	09
	91
	10
	32
	04
	21
	43
	65
	1C
	2C
	
	


TERMINAL RESPONSE: SET UP CALL 1.5.1

Logically:

Command details


Command number:
1


Command type:
SET UP CALL


Command qualifier:
putting all other calls on hold 

Device identities


Source device:
ME 


Destination device:
SIM

Result


General Result:
Command performed successfully 

Coding:

	BER-TLV:
	81
	03
	01
	10
	04
	82
	02
	82
	81
	83
	01
	00


Expected Sequence 1.6 (SET UP CALL, only if not currently busy on another call, ME busy)

ME is busy on a call

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: SET UP CALL 1.1.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND: SET UP CALL 1.1.1
	[only if not currently busy on another call]

	4
	ME ( SIM 
	TERMINAL RESPONSE 1.6.1
	[ME currently unable to process command]


TERMINAL RESPONSE: SET UP CALL 1.6.1

Logically:

Command details


Command number:
1


Command type:
SET UP CALL


Command qualifier:
only if not currently busy on another call 

Device identities


Source device:
ME 


Destination device:
SIM

Result 


General Result:
ME currently unable to process command


Additional Information:
ME currently busy on call

Coding:

	BER-TLV:
	81
	03
	01
	10
	00 
	82
	02
	82
	81
	83
	02
	20

	
	02
	
	
	
	
	
	
	
	
	
	
	


Expected Sequence 1.7 (SET UP CALL, putting all other calls on hold, call hold is not allowed) 

ME is busy on a call. The system simulator shall be configured to not allow Call Hold.

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: SET UP CALL 1.4.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND: SET UP CALL 1.4.1
	[putting all other calls on hold]

	4
	ME ( USER 
	ME displays "On hold" during the user confirmation phase
	

	5
	USER ( ME
	The user confirms the set up call 
	[user confirms the call]

	6
	ME ( SS
	The ME attempts to set up a call to "+012340123456".
	

	7
	ME ( SIM 
	TERMINAL RESPONSE 1.7.1
	[Network currently unable to process command]


TERMINAL RESPONSE: SET UP CALL 1.7.1

Logically:

Command details


Command number:
1


Command type:
SET UP CALL


Command qualifier:
putting all other calls on hold 

Device identities


Source device:
ME 


Destination device:
SIM

Result


General Result:
Network currently unable to process command


Additional Information:
No specific cause can be given

Coding:

	BER-TLV:
	81
	03
	01
	10
	02 
	82
	02
	82
	81
	83
	02
	21

	
	00
	
	
	
	
	
	
	
	
	
	
	


Expected Sequence 1.8 (SET UP CALL, Capability configuration) 

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: SET UP CALL 1.8.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND: SET UP CALL 1.8.1
	[Capability configuration parameters: full rate support]

	4
	ME ( USER 
	ME displays "Capability config" during the user confirmation phase
	

	5
	USER ( ME
	The user confirms the set up call 
	[user confirmation]

	6
	ME SS 
	The ME attempts to set up a call to "+012340123456" using the capability configuration parameters supplied by SIM
	

	7
	SS ( ME
	The ME receives the CONNECT message from the system simulator. 
	[The SS also has to handle the START DTMF and STOP DTMF messages sent by the ME in an appropriate way]

	8
	ME ( SIM 
	TERMINAL RESPONSE 1.8.1


	[Command performed successfully]

	9
	USER ( ME
	The user ends the call after 10 s. 
The ME returns in idle mode.
	


PROACTIVE COMMAND: SET UP CALL 1.8.1

Logically:

Command details


Command number:
1


Command type:
SET UP CALL


Command qualifier:
if not busy on another call 

Device identities


Source device:
SIM


Destination device:
Network


Alpha identifier:
"Capability config"

Address


TON:
International


NPI:
ISDN / telephone numbering plan


Dialling number string
"012340123456p1p2"

Capability configuration parameters


Information transfer cap:
full rate support only MS 

Coding:

	BER-TLV:
	D0
	2B
	81
	03
	01
	10
	00
	82
	02
	81
	83
	85

	
	11
	43
	61
	70
	61
	62
	69
	6C
	69
	74
	79
	20

	
	63
	6F
	6E
	66
	69
	67
	86
	09
	91
	10
	32
	04

	
	21
	43
	65
	1C
	2C
	87
	02
	01
	A0
	
	
	


TERMINAL RESPONSE: SET UP CALL 1.8.1

Logically:

Command details


Command number:
1


Command type:
SET UP CALL


Command qualifier:
if not busy on another call 

Device identities


Source device:
ME 


Destination device:
SIM

Result


General Result:
Command performed successfully 

Coding:

	BER-TLV:
	81
	03
	01
	10
	00 
	82
	02
	82
	81
	83
	01
	00


Expected Sequence 1.9 (SET UP CALL, max dialling number string, no alpha identifier) 

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: SET UP CALL 1.9.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND SET UP CALL 1.9.1A

or

PROACTIVE COMMAND SET UP CALL 1.9.1B
	[dialling number string, no alpha identifier]

[Option A shall apply for GSM parameters]

[Option B shall apply for PCS1900 parameters]

	4
	USER ( ME
	The user confirms the set up call 
	[user confirmation]

	5
	MESS 
	Option A: The ME attempts to set up a call to "012345678901234567890123456789*#*#*#*#*#012345678901234567890123456789*#*#*#*#*#"

or

Option B: The ME attempts to set up a call to "012345678901234567*#*#*#*#*#0123"
	[Option A shall apply for GSM parameters}

[Option B shall apply for PCS1900 parameters]

	6
	SS ( ME
	The ME receives the CONNECT message from the system simulator. 
	

	7
	ME ( SIM 
	TERMINAL RESPONSE 1.9.1
	[Command performed successfully]

	8
	USER  ( ME
	The user ends the call 

The ME returns in idle mode.
	


PROACTIVE COMMAND: SET UP CALL 1.9.1A

Logically:

Command details


Command number:
1


Command type:
SET UP CALL


Command qualifier:
only if not currently busy on another call with redial

Device identities


Source device:
SIM


Destination device:
Network

Address


TON:
International


NPI:
ISDN / telephone numbering plan

Dialling number string:
"012345678901234567890123456789*#*#*#*#*#012345678901234567890123456
789*#*#*#*#*#"

Coding:

	BER-TLV:
	D0
	34
	81
	03
	01
	10
	01
	82
	02
	81
	83
	86

	
	29
	91
	10
	32
	54
	76
	98
	10
	32
	54
	76
	98

	
	10
	32
	54
	76
	98
	BA
	BA
	BA
	BA
	BA
	10
	32

	
	54
	76
	98
	10
	32
	54
	76
	98
	10
	32
	54
	76

	
	98
	BA
	BA
	BA
	BA
	BA
	
	
	
	
	
	


PROACTIVE COMMAND: SET UP CALL 1.9.1B
Logically:

Command details


Command number:
1


Command type:
SET UP CALL


Command qualifier:
only if not currently busy on another call with redial

Device identities


Source device:
SIM


Destination device:
Network

Address


TON:
International


NPI:
ISDN / telephone numbering plan

Dialling number string:
"012345678901234567*#*#*#*#*#0123"

Coding:

	BER-TLV:
	D0
	1C
	81
	03
	01
	10
	01
	82
	02
	81
	83
	86

	
	11
	91
	10
	32
	54
	76
	98
	10
	32
	54
	76
	BA

	
	BA
	BA
	BA
	BA
	10
	32
	
	
	
	
	
	


TERMINAL RESPONSE: SET UP CALL 1.9.1

Logically:

Command details


Command number:
1


Command type:
SET UP CALL


Command qualifier:
only if not currently busy on another call with redial 

Device identities


Source device:
ME 


Destination device:
SIM

Result 


General Result:
Command performed successfully 

Coding:

	BER-TLV:
	81
	03
	01
	10
	01 
	82
	02
	82
	81
	83
	01
	00


Expected Sequence 1.10 (SET UP CALL,256 octets length, long first alpha identifier) 

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: SET UP CALL 1.10.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND: SET UP CALL 1.10.1
	[ alpha identifier]

	4
	ME ( USER 
	ME displays "Three types are defined: - set up a call, but only if not currently busy on another call; - set up a call, putting all other calls (if any) on hold; - set up a call, disconnecting all other calls (if any) first. For each of these types, " during the user confirmation phase.
	

	5
	USER ( ME
	The user confirms the set up call 
	[user confirmation]

	6
	MESS 
	The ME attempts to set up a call to "+01"
	

	7
	SS ( ME
	The ME receives the CONNECT message from the system simulator. 
	

	8
	ME ( SIM 
	TERMINAL RESPONSE 1.10.1
	[Command performed successfully]

	9
	USER  ( ME
	The user ends the call 

The ME returns in idle mode.
	


PROACTIVE COMMAND: SET UP CALL 1.10.1

Logically:

Command details


Command number:
1


Command type:
SET UP CALL


Command qualifier:
only if not currently busy on another call with redial

Device identities


Source device:
SIM


Destination device:
Network


Alpha identifier:
"Three types are defined: - set up a call, but only if not currently busy on another call; - set up a call, putting all other calls (if any) on hold; - set up a call, disconnecting all other calls (if any) first. For each of these types, "

Address


TON:
International


NPI:
ISDN / telephone numbering plan


Dialling number string:
"01"

Coding:

	BER-TLV:
	D0
	81
	FD
	81
	03
	01
	10
	01
	82
	02
	81
	83

	
	85
	81
	ED
	54
	68
	72
	65
	65
	20
	74
	79
	70

	
	65
	73
	20
	61
	72
	65
	20
	64
	65
	66
	69
	6E

	
	65
	64
	3A
	20
	2D
	20
	73
	65
	74
	20
	75
	70

	
	20
	61
	20
	63
	61
	6C
	6C
	2C
	20
	62
	75
	74

	
	20
	6F
	6E
	6C
	79
	20
	69
	66
	20
	6E
	6F
	74

	
	20
	63
	75
	72
	72
	65
	6E
	74
	6C
	79
	20
	62

	
	75
	73
	79
	20
	6F
	6E
	20
	61
	6E
	6F
	74
	68

	
	65
	72
	20
	63
	61
	6C
	6C
	3B
	20
	2D
	20
	73

	
	65
	74
	20
	75
	70
	20
	61
	20
	63
	61
	6C
	6C

	
	2C
	20
	70
	75
	74
	74
	69
	6E
	67
	20
	61
	6C

	
	6C
	20
	6F
	74
	68
	65
	72
	20
	63
	61
	6C
	6C

	
	73
	20
	28
	69
	66
	20
	61
	6E
	79
	29
	20
	6F

	
	6E
	20
	68
	6F
	6C
	64
	3B
	20
	2D
	20
	73
	65

	
	74
	20
	75
	70
	20
	61
	20
	63
	61
	6C
	6C
	2C

	
	20
	64
	69
	73
	63
	6F
	6E
	6E
	65
	63
	74
	69

	
	6E
	67
	20
	61
	6C
	6C
	20
	6F
	74
	68
	65
	72

	
	20
	63
	61
	6C
	6C
	73
	20
	28
	69
	66
	20
	61

	
	6E
	79
	29
	20
	66
	69
	72
	73
	74
	2E
	20
	46

	
	6F
	72
	20
	65
	61
	63
	68
	20
	6F
	66
	20
	74

	
	68
	65
	73
	65
	20
	74
	79
	70
	65
	73
	2C
	20

	
	86
	02
	91
	10
	
	
	
	
	
	
	
	


TERMINAL RESPONSE: SET UP CALL 1.10.1

Logically:

Command details


Command number:
1


Command type:
SET UP CALL


Command qualifier:
only if not currently busy on another call with redial 

Device identities


Source device:
ME 


Destination device:
SIM

Result 


General Result:
Command performed successfully 

Coding:

	BER-TLV:
	81
	03
	01
	10
	01 
	82
	02
	82
	81
	83
	01
	00


Expected Sequence 1.11A (SET UP CALL, Called party subaddress, command performed successfully) 

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: SET UP CALL 1.11.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND: SET UP CALL 1.11.1
	[set up a call with called party subaddress]

	4
	ME ( USER 
	ME displays "Called party" during the user confirmation phase
	

	5
	USER ( ME
	The user confirms the set up call 
	[user confirmation]

	6
	MESS 
	The ME attempts to set up a call to "+012340123456" with the called party subaddress information
	

	7
	SS ( ME
	The ME receives the CONNECT message from the system simulator. 
	[The SS also has to handle the START DTMF and STOP DTMF messages sent by the ME in an appropriate way]

	8
	ME ( SIM 
	TERMINAL RESPONSE 1.11.1A
	[Command performed successfully]

	9
	USER  ( ME
	The user ends the call after 10 s.
The ME returns in idle mode.
	


Expected Sequence 1.11B (SET UP CALL, Called party subaddress, ME not supporting the called party subaddress) 

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: SET UP CALL 1.11.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND: SET UP CALL 1.11.1
	[set up a call with called party subaddress]

	4
	ME ( SIM 
	TERMINAL RESPONSE 1.11.1B
	[beyond ME's capabilities]


PROACTIVE COMMAND: SET UP CALL 1.11.1

Logically:

Command details


Command number:
1


Command type:
SET UP CALL


Command qualifier:
if not busy on another call

Device identities


Source device:
SIM


Destination device:
Network


Alpha identifier:
"Called party"

Address


TON:
International


NPI:
ISDN / telephone numbering plan


Dialling number string:
"012340123456p1p2"

Called party subaddress


Type of subaddress:
NSAP (X.213 / ISO 8348 AD2)


Odd / even indicator:
even number of address signals


Subaddress information:
AFI, 95, 95, 95, 95, 95

Coding:

	BER-TLV:
	D0
	2B
	81
	03
	01
	10
	00
	82
	02
	81
	83
	85

	
	0C
	43
	61
	6C
	6C
	65
	64
	20
	70
	61
	72
	74

	
	79
	86
	09
	91
	10
	32
	04
	21
	43
	65
	1C
	2C

	
	88
	07
	80
	50
	95
	95
	95
	95
	95
	
	
	


TERMINAL RESPONSE: SET UP CALL 1.11.1A

Logically:

Command details


Command number:
1


Command type:
SET UP CALL


Command qualifier:
if not busy on another call 

Device identities


Source device:
ME 


Destination device:
SIM

Result 


General Result:
Command performed successfully 

Coding:

	BER-TLV:
	81
	03
	01
	10
	00 
	82
	02
	82
	81
	83
	01
	00


TERMINAL RESPONSE: SET UP CALL 1.11.1B

Logically:

Command details


Command number:
1


Command type:
SET UP CALL


Command qualifier:
if not busy on another call 

Device identities


Source device:
ME 


Destination device:
SIM

Result 


General Result:
Beyond ME's capabilities

Coding:

	BER-TLV:
	81
	03
	01
	10
	00 
	82
	02
	82
	81
	83
	01
	30


Expected Sequence 1.12 (SET UP CALL, maximum duration for the redial mechanism) 

The system simulator shall be configured such that call set up requests will be rejected with cause "User Busy".

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: SET UP CALL 1.12.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND: SET UP CALL 1.12.1
	[only if not currently busy on another call with redial]

	4
	ME ( USER 
	ME displays "Duration" during the user confirmation phase
	

	5
	USER ( ME
	The user confirms the set up call 
	[user confirms the call]

	6
	ME  SS
	ME attempts to set up a call to "+012340123456" . It stops its attempts after 10 seconds. 
	[redial mechanism with maximum duration of 10 seconds]]

	7
	ME ( SIM 
	TERMINAL RESPONSE 1.12.1
	[network currently unable to process command]

	8
	ME  USER 
	The ME returns in idle mode.
	


PROACTIVE COMMAND: SET UP CALL 1.12.1

Logically:

Command details


Command number:
1


Command type:
SET UP CALL


Command qualifier:
only if not currently busy on another call with redial

Device identities


Source device:
SIM


Destination device:
Network


Alpha identifier:
"Duration"

Address


TON:
International


NPI:
ISDN / telephone numbering plan


Dialling number string:
"012340123456p1p2"

Duration


Unit:
Seconds


Interval:
10

Coding:

	BER-TLV:
	D0
	22
	81
	03
	01
	10
	01
	82
	02
	81
	83
	85

	
	08
	44
	75
	72
	61
	74
	69
	6F
	6E
	86
	09
	91

	
	10
	32
	04
	21
	43
	65
	1C
	2C
	84
	02
	01
	0A


TERMINAL RESPONSE: SET UP CALL 1.12.1

Logically:

Command details


Command number:
1


Command type:
SET UP CALL


Command qualifier:
only if not currently busy on another call with redial

Device identities


Source device:
ME 


Destination device:
SIM

Result 


General Result:
network currently unable to process command


Additional Information:
User Busy

Coding:

	BER-TLV:
	81
	03
	01
	10
	01
	82
	02
	82
	81
	83
	02
	21

	
	91
	
	
	
	
	
	
	
	
	
	
	


27.22.4.13.1.5
Test requirement

The ME shall operate in the manner defined in expected sequences 1.1 to 1.12.

27.22.4.13.2
SET UP CALL (second alpha identifier)

27.22.4.13.2.1
Definition and applicability

See clause 3.2.2.

27.22.4.13.2.2
Conformance requirement

Same as clause 27.22.4.13.2.1.

27.22.4.13.2.3
Test purpose

To verify that the ME accepts a Proactive Command - Set Up Call, displays the alpha identifiers to the user, attempts to set up a call to the address and returns the result in the TERMINAL RESPONSE.

27.22.4.13.2.4
Method of test

27.22.4.13.2.4.1
Initial conditions

The ME is connected to both the SIM Simulator and the System Simulator.

The elementary files are coded as SIM Application Toolkit default.

Prior to this test the ME shall have been powered on, performed the PROFILE DOWNLOAD procedure and is in updated idle mode on the system simulator.

27.22.4.13.2.4.2
Procedure

Expected Sequence 2.1 (SET UP CALL, two alpha identifiers)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: SET UP CALL 2.1.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND: SET UP CALL 2.1.1 
	

	4
	ME ( USER 
	ME displays "CONFIRMATION" during the user confirmation phase
	

	5
	USER ( ME
	The user confirms the set up call 
	[user confirmation]

	6
	ME SS 
	The ME attempts to set up a call to "+012340123456".

The ME displays "CALL" if the ME supports 2nd alpha identifier or otherwise the ME may display "CONFIRMATION"
	[second alpha identifier]

	7
	SS ( ME
	The ME receives the CONNECT message from the system simulator. 
	[The SS also has to handle the START DTMF and STOP DTMF messages sent by the ME in an appropriate way]

	8
	ME ( SIM 
	TERMINAL RESPONSE 2.1.1

The ME shall not update EF LND with the called party address.
	[Command performed successfully]

	9
	USER  ( ME
	The user ends the call after 10 s.

The ME returns in idle mode.
	


PROACTIVE COMMAND: SET UP CALL 2.1.1 

Logically:

Command details


Command number:
1


Command type:
SET UP CALL


Command qualifier:
only if not currently busy on another call

Device identities


Source device:
SIM


Destination device:
Network


Alpha identifier:
"CONFIRMATION"

Address


TON:
International


NPI:
ISDN / telephone numbering plan


Dialling number string
"012340123456p1p2"


Alpha Identifier (call set up phase):
"CALL"

Coding:

	BER-TLV:
	D0
	28 
	81
	03
	01
	10
	00
	82
	02
	81
	83
	85

	
	0C
	43
	4F
	4E
	46
	49
	52
	4D
	41
	54
	49
	4F

	
	4E
	86
	09
	91
	10
	32
	04
	21
	43
	65
	1C
	2C

	
	85
	04
	43
	41
	4C
	4C
	
	
	
	
	
	


TERMINAL RESPONSE: SET UP CALL 2.1.1 

Logically:

Command details


Command number:
1


Command type:
SET UP CALL


Command qualifier:
only if not currently busy on another call

Device identities


Source device:
ME 


Destination device:
SIM

Result 


General Result:
Command performed successfully 

Coding:

	BER-TLV:
	81
	03
	01
	10
	00
	82
	02
	82
	81
	83
	01
	00


27.22.4.13.2.5
Test requirement

The ME shall operate in the manner defined in expected sequence 2.1.

27.22.4.13.3
SET UP CALL (display of icons)

27.22.4.13.3.1
Definition and applicability

See clause 3.2.2.

27.22.4.13.3.2
Conformance requirement

27.22.4.13.3.3
Test purpose

To verify that the ME accepts a Proactive Set Up Call , displays the message or icon to the user ,attempts to set up a call to the address, returns the result in the TERMINAL response.

27.22.4.13.3.4
Method of test

27.22.4.13.3.4.1
Initial conditions

The ME is connected to both the SIM Simulator and the System Simulator.

The elementary files are coded as SIM Application Toolkit default.

Prior to this test the ME shall have been powered on, performed the PROFILE DOWNLOAD procedure and is in updated idle mode on the system simulator.

27.22.4.13.3.4.2
Procedure

Expected Sequence 3.1A (SET UP CALL, display of basic icon during confirmation phase, not self-explanatory, successful )

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: SET UP CALL 3.1.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND: SET UP CALL 3.1.1 
	Including icon identifier, icon shall be displayed in addition of the first alpha identifier

	4
	ME ( USER 
	ME displays "Set up call Icon 3.1.1" and the basic icon during a user confirmation phase. 
	

	5
	USER ( ME
	The user confirms the set up call 
	[user confirmation]

	6
	MESS 
	The ME attempts to set up a call to "+012340123456"
	

	7
	SS ( ME
	The ME receives the CONNECT message from the system simulator. 
	[The SS also has to handle the START DTMF and STOP DTMF messages sent by the ME in an appropriate way]

	8
	ME ( SIM 
	TERMINAL RESPONSE 3.1.1A 


	[Command performed successfully] 



	9
	USER ( ME
	The user ends the call after 10 s.

The ME returns in idle mode.
	


PROACTIVE COMMAND: SET UP CALL 3.1.1 

Logically:

Command details


Command number:
1


Command type:
SET UP CALL


Command qualifier:
only if not currently busy on another call

Device identities


Source device:
SIM


Destination device:
Network


Alpha identifier:
"Set up call Icon 3.1.1"

Address


TON:
International


NPI:
ISDN / telephone numbering plan


Dialling number string
"012340123456p1p2"

Icon identifier


Icon qualifier:
icon is not self-explanatory


Icon identifier:
<record 1 in EF IMG>

Coding:

	BER-TLV:
	D0
	30
	81
	03
	01
	10
	00
	82
	02
	81
	83
	85

	
	16
	53
	65
	74
	20
	75
	70
	20
	63
	61
	6C
	6C

	
	20
	49
	63
	6F
	6E
	20
	33
	2E
	31
	2E
	31
	86

	
	09
	91
	10
	32
	04
	21
	43
	65
	1C
	2C
	9E
	02

	
	01
	01
	
	
	
	
	
	
	
	
	
	


TERMINAL RESPONSE: SET UP CALL 3.1.1A

Logically:

Command details


Command number:
1


Command type:
SET UP CALL


Command qualifier:
only if not currently busy on another call

Device identities


Source device:
ME 


Destination device:
SIM

Result 


General Result:
Command performed successfully 

Coding:

	BER-TLV:
	81
	03
	01
	10
	00
	82
	02
	82
	81
	83
	01
	00


Expected Sequence 3.1B (SET UP CALL, display of basic icon during confirmation phase, not self-explanatory, requested icon could not be displayed)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: SET UP CALL 3.1.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND: SET UP CALL 3.1.1 
	Including icon identifier, icon shall be displayed in addition of the first alpha identifier

	4
	ME ( USER 
	ME displays "Set up call Icon 3.1.1" without the basic icon during a user confirmation phase. 
	

	5
	USER ( ME
	The user confirms the set up call 
	[user confirmation]

	6
	MESS 
	The ME attempts to set up a call to "+012340123456"
	

	7
	SS ( ME
	The ME receives the CONNECT message from the system simulator. 
	[The SS also has to handle the START DTMF and STOP DTMF messages sent by the ME in an appropriate way]

	8
	ME ( SIM 
	TERMINAL RESPONSE 3.1.1B
	[Command performed successfully, but requested icon could not be displayed].



	9
	USER  ( ME
	The user ends the call after 10 s.

The ME returns in idle mode.
	


TERMINAL RESPONSE: SET UP CALL 3.1.1B

Logically:

Command details


Command number:
1


Command type:
SET UP CALL


Command qualifier:
only if not currently busy on another call

Device identities


Source device:
ME


Destination device:
SIM

Result


General Result:
Command performed successfully, but requested icon could not be displayed 

Coding:

	BER-TLV:
	81
	03
	01
	10
	00
	82
	02
	82
	81
	83
	01
	04


Expected Sequence 3.2A (SET UP CALL, display of basic icon during confirmation phase, self-explanatory, successful )

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: SET UP CALL 3.2.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND: SET UP CALL 3.2.1 
	Including icon identifier, icon shall be displayed instead of the first alpha identifier

	4
	ME ( USER 
	ME displays the basic icon during a user confirmation phase. 
	

	5
	USER ( ME
	The user confirms the set up call 
	[user confirmation]

	6
	ME SS 
	The ME attempts to set up a call to "+012340123456"
	

	7
	SS ( ME
	The ME receives the CONNECT message from the system simulator. 
	[The SS also has to handle the START DTMF and STOP DTMF messages sent by the ME in an appropriate way]

	8
	ME ( SIM 
	TERMINAL RESPONSE 3.2.1A
	[Command performed successfully] 

	9
	USER ( ME
	The user ends the call after 10 s.

The ME returns in idle mode.
	


PROACTIVE COMMAND: SET UP CALL 3.2.1 

Logically:

Command details


Command number:
1


Command type:
SET UP CALL


Command qualifier:
only if not currently busy on another call

Device identities


Source device:
SIM


Destination device:
Network


Alpha identifier:
"Set up call Icon 3.2.1"

Address


TON:
International


NPI:
ISDN / telephone numbering plan


Dialling number string
"012340123456p1p2"

Icon identifier


Icon qualifier:
icon is self-explanatory


Icon identifier:
<record 1 in EF IMG>

Coding:

	BER-TLV:
	D0
	30
	81
	03
	01
	10
	00
	82
	02
	81
	83
	85

	
	16
	53
	65
	74
	20
	75
	70
	20
	63
	61
	6C
	6C

	
	20
	49
	63
	6F
	6E
	20
	33
	2E
	32
	2E
	31
	86

	
	09
	91
	10
	32
	04
	21
	43
	65
	1C
	2C
	9E
	02

	
	00
	01
	
	
	
	
	
	
	
	
	
	


TERMINAL RESPONSE: SET UP CALL 3.2.1A

Logically:

Command details


Command number:
1


Command type:
SET UP CALL


Command qualifier:
only if not currently busy on another call

Device identities


Source device:
ME 


Destination device:
SIM

Result


General Result:
Command performed successfully 

Coding:

	BER-TLV:
	81
	03
	01
	10
	00
	82
	02
	82
	81
	83
	01
	00


Expected Sequence 3.2B (SET UP CALL, display of basic icon during confirmation phase, self-explanatory, requested icon could not be displayed)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: SET UP CALL 3.2.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND: SET UP CALL 3.2.1 
	Including icon identifier, icon shall be displayed instead of the first alpha identifier

	4
	ME ( USER 
	ME display "Set up call Icon 3.2.1" without the icon
	

	5
	USER ( ME
	The user confirms the set up call 
	[user confirmation]

	6
	MESS 
	The ME attempts to set up a call to "+012340123456"
	

	7
	SS ( ME
	The ME receives the CONNECT message from the system simulator. 
	[The SS also has to handle the START DTMF and STOP DTMF messages sent by the ME in an appropriate way]

	8
	ME ( SIM 
	TERMINAL RESPONSE 3.2.1B
	[Command performed successfully, but requested icon could not be displayed].

	9
	USER  ( ME
	The user ends the call after 10 s.

The ME returns in idle mode.
	


TERMINAL RESPONSE: SET UP CALL 3.2.1B

Logically:

Command details


Command number:
1


Command type:
SET UP CALL


Command qualifier:
only if not currently busy on another call

Device identities


Source device:
ME


Destination device:
SIM

Result 


General Result:
Command performed successfully, but requested icon could not be displayed 

Coding:

	BER-TLV:
	81
	03
	01
	10
	00
	82
	02
	82
	81
	83
	01
	04


Expected Sequence 3.3A (SET UP CALL, display of colour icon during confirmation phase, not self‑explanatory, successful)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: SET UP CALL 3.3.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND: SET UP CALL 3.3.1 
	Including icon identifier, icon shall be displayed in addition of the first alpha identifier

	4
	ME ( USER 
	ME displays "Set up call Icon 3.3.1" and the colour icon during a user confirmation phase. 
	

	5
	USER ( ME
	The user confirms the set up call 
	[user confirmation]

	6
	MESS 
	The ME attempts to set up a call to "+012340123456"
	

	7
	SS ( ME
	The ME receives the CONNECT message from the system simulator. 
	[The SS also has to handle the START DTMF and STOP DTMF messages sent by the ME in an appropriate way]

	8
	ME ( SIM 
	TERMINAL RESPONSE 3.3.1A
	[Command performed successfully]

	9
	USER  ( ME
	The user ends the call after 10 s.

The ME returns in idle mode.
	


PROACTIVE COMMAND: SET UP CALL 3.3.1 

Logically:

Command details


Command number:
1


Command type:
SET UP CALL


Command qualifier:
only if not currently busy on another call

Device identities


Source device:
SIM


Destination device:
Network


Alpha identifier:
"Set up call Icon 3.3.1"

Address


TON:
International


NPI:
ISDN / telephone numbering plan


Dialling number string
"012340123456p1p2"

Icon identifier


Icon qualifier:
icon is not self-explanatory


Icon identifier:
<record 2 in EF IMG>

Coding:

	BER-TLV:
	D0
	30
	81
	03
	01
	10
	00
	82
	02
	81
	83
	85

	
	16
	53
	65
	74
	20
	75
	70
	20
	63
	61
	6C
	6C

	
	20
	49
	63
	6F
	6E
	20
	33
	2E
	33
	2E
	31
	86

	
	09
	91
	10
	32
	04
	21
	43
	65
	1C
	2C
	9E
	02

	
	01
	02
	
	
	
	
	
	
	
	
	
	


TERMINAL RESPONSE: SET UP CALL 3.3.1A

Logically:

Command details


Command number:
1


Command type:
SET UP CALL


Command qualifier:
only if not currently busy on another call

Device identities


Source device:
ME 


Destination device:
SIM

Result 


General Result:
Command performed successfully 

Coding:

	BER-TLV:
	81
	03
	01
	10
	00
	82
	02
	82
	81
	83
	01
	00


Expected Sequence 3.3B (SET UP CALL, display of colour icon during confirmation phase, not self‑explanatory, requested icon could not be displayed)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: SET UP CALL 3.3.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND: SET UP CALL 3.3.1 
	Including icon identifier, icon shall be displayed in addition of the first alpha identifier

	4
	ME ( USER 
	ME only display alpha string: " Set up call Icon 3.3.1"
	

	5
	USER ( ME
	The user confirms the set up call 
	[user confirmation]

	6
	ME SS 
	The ME attempts to set up a call to "+012340123456"
	

	7
	SS ( ME
	The ME receives the CONNECT message from the system simulator. 
	[The SS also has to handle the START DTMF and STOP DTMF messages sent by the ME in an appropriate way]

	8
	ME ( SIM 
	TERMINAL RESPONSE 3.3.1B
	[Command performed successfully, but requested icon could not be displayed].

	9
	USER ( ME
	The user ends the call after 10 s.

The ME returns in idle mode.
	


TERMINAL RESPONSE: SET UP CALL 3.3.1B

Logically:

Command details


Command number:
1


Command type:
SET UP CALL


Command qualifier:
only if not currently busy on another call

Device identities


Source device:
ME


Destination device:
SIM

Result 


General Result:
Command performed successfully, but requested icon could not be displayed 

Coding:

	BER-TLV:
	81
	03
	01
	10
	00
	82
	02
	82
	81
	83
	01
	04


Expected Sequence 3.4A (SET UP CALL, display of self explanatory basic icon during set up call, successful)
	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: SET UP CALL 3.4.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND: SET UP CALL 3.4.1 
	Including a second alpha identifier and two icons

	4
	ME ( USER 
	ME displays the basic icon during a user confirmation phase. 
	

	5
	USER ( ME
	The user confirms the set up call 
	[user confirmation]

	6
	MESS 
	The ME attempts to set up a call to "+012340123456". The ME displays the basic icon without the text during the set up call.
	

	7
	SS ( ME
	The ME receives the CONNECT message from the system simulator. 
	[The SS also has to handle the START DTMF and STOP DTMF messages sent by the ME in an appropriate way]

	8
	ME ( SIM 
	TERMINAL RESPONSE 3.4.1A 


	[Command performed successfully] 



	9
	USER ( ME
	The user ends the call after 10 s.

The ME returns in idle mode.
	


PROACTIVE COMMAND: SET UP CALL 3.4.1

Logically:

Command details


Command number:
1


Command type:
SET UP CALL


Command qualifier:
only if not currently busy on another call

Device identities


Source device:
SIM


Destination device:
Network

Alpha identifier:
"Set up call Icon 3.4.1"

Address


TON:
International


NPI:
ISDN / telephone numbering plan


Dialling number string
"012340123456p1p2"

Icon identifier


Icon qualifier:
icon is self-explanatory


Icon identifier:
<record 1 in EF IMG>

Alpha identifier:
"Set up call Icon 3.4.2"

Icon identifier


Icon qualifier:
icon is self-explanatory


Icon identifier:
<record 1 in EF IMG>

Coding:

	BER-TLV:
	D0
	4C
	81
	03
	01
	10
	00
	82
	02
	81
	83
	85

	
	16
	53
	65
	74
	20
	75
	70
	20
	63
	61
	6C
	6C

	
	20
	49
	63
	6F
	6E
	20
	33
	2E
	34
	2E
	31 
	86

	
	09
	91
	10
	32
	04
	21
	43
	65
	1C
	2C
	9E
	02

	
	00
	01
	85
	16
	53
	65
	74
	20
	75
	70
	20
	63

	
	61
	6C
	6C
	20
	49
	63
	6F
	6E
	20
	33
	2E
	34

	
	2E
	32
	9E
	02
	00
	01
	
	
	
	
	
	


TERMINAL RESPONSE: SET UP CALL 3.4.1A

Logically:

Command details


Command number:
1


Command type:
SET UP CALL


Command qualifier:
only if not currently busy on another call

Device identities


Source device:
ME 


Destination device:
SIM

Result 


General Result:
Command performed successfully 

Coding:

	BER-TLV:
	81
	03
	01
	10
	00
	82
	02
	82
	81
	83
	01
	00


Expected Sequence 3.4B (SET UP CALL, display of self explanatory basic icon during set up call, requested icon could not be displayed)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: SET UP CALL 3.4.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND: SET UP CALL 3.4.1 
	Including a second alpha identifier and two icons

	4
	ME ( USER 
	ME displays "Set up call Icon 3.4.1" without the icon
	

	5
	USER ( ME
	The user confirms the set up call 
	[user confirmation]

	6
	ME SS 
	The ME attempts to set up a call to "+012340123456". The ME displays "Set up call Icon 3.4.2"  without the icon during the set up call.
	

	7
	SS ( ME
	The ME receives the CONNECT message from the system simulator. 
	[The SS also has to handle the START DTMF and STOP DTMF messages sent by the ME in an appropriate way]

	8
	ME ( SIM 
	TERMINAL RESPONSE 3.4.1B


	[Command performed successfully, but requested icon could not be displayed].



	9
	USER ( ME
	The user ends the call after 10 s.

The ME returns in idle mode.
	


TERMINAL RESPONSE: SET UP CALL 3.4.1B

Logically:

Command details


Command number:
1


Command type:
SET UP CALL


Command qualifier:
only if not currently busy on another call

Device identities


Source device:
ME


Destination device:
SIM

Result 


General Result:
Command performed successfully, but requested icon could not be displayed 

Coding:

	BER-TLV:
	81
	03
	01
	10
	00
	82
	02
	82
	81
	83
	01
	04


27.22.4.13.3.5
Test requirement

The ME shall operate in the manner defined in expected sequences 3.1A to 3.4B.
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