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6.1.3
Temperature range for card operation

6.1.3.1
Definition and applicability

The temperature range for full operational use shall be adhered to, in order to ensure proper operation in the Telecom environment.

6.1.3.2
Conformance requirement

CR1
The temperature range for full operational use shall be between –25 °C and +85 °C. 
Reference: TS 102.221 [1], subclause 4.4.
Test Group Reference (TGR): TGR_USIM_TP102.221_PHY_TMP

Test Procedure Reference (TPR): TPR_USIM_TP102.221_PHY_TMP

6.1.3.3
Test purpose

To verify that the UICC conforms to the above requirements.

6.1.3.4
Method of test

Initial conditions
1)
The UICC shall be placed in a temperature-controllable environment and connected to a ME simulator.

2)
A temperature measuring device shall be connected to the surface of the UICC.

3)
The UICC shall have passed the Format and Layout tests in subclauses 6.1.1 or 6.1.2.

Test procedure
a)
The temperature of the UICC shall be set to +25 °C.

b)
The ME simulator shall reset the UICC.

c)
The ME simulator shall perform the USIM initialisation procedure, as defined in 3G TS 31.102 [3], subclause 5.1.1.
The UICC shall operate successfully [CR1].
d)
The temperature of the UICC shall be reduced to –25 °C.

e)
Steps b) and c) shall be repeated.

The UICC shall operate successfully [CR1].
f)
The temperature of the UICC shall be increased to +85 °C.

g)
Steps b) and c) shall be repeated.

The UICC shall operate successfully [CR1].







[…]

6.1.4
Contacts

6.1.4.1
Definition and applicability

The shape, robustness and provision of contacts shall be adhered to, in order to maintain good electrical contact with the ME, ensuring proper operation in the Telecom environment.

6.1.4.2
Conformance requirement

CR1 
If contacts C4 and C8 are provided, they shall not be connected internally in the UICC if the UICC only contains a Telecom application.
CR2
Contact C6 shall not be bonded in the UICC for any function other than supplying Vpp.
CR3
Contact C6 on a UICC not supporting class A operating conditions shall be RFU.
Reference: TS 102.221 [1], subclause 4.5.1.2.
Test Group Reference (TGR): TGR_USIM_TP102.221_PHY_CNT

Test Procedure Reference (TPR): TPR_USIM_TP102.221_PHY_CNT

6.1.4.3
Test purpose

To verify that the UICC conforms to the above requirements.
6.1.4.4
Method of test

Initial Conditions

N/A
Test Procedure

N/A

[…]

6.1.X
Mini-UICC

6.1.X.1
Definition and applicability

The format and layout characteristics shall be adhered to, in order to ensure proper operation in the Telecom environment.

This test applies to Mini-UICCs.

6.1.X.2
Conformance requirement

CR1
The format and layout of the Mini-UICC shall be in accordance with ISO 7816‑1 [4] and ISO 7816‑2 [5], unless otherwise specified.
CR2
The dimensions of the Mini-UICC shall be in accordance with Figure 4.2 of TS 102.221 [1].

Reference: TS 102.221 [1], clause 4 and more specifically subclause 4.3.
6.1.X.3
Test purpose

To verify that the UICC conforms to the above requirements.

NOTE:
The testing of CR1 is outside the scope of the present document. 

6.1.X.4
Method of test

Initial conditions
N/A

Test procedure

a)
The card is examined for the following:
-
width

-
height

-
feature for orientation

The card shall have been observed to exhibit the following [CR2]:
-
correct width and height;
-
feature for orientation.
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