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3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply:

subscription authorization policy: a policy that determines which watchers are allowed to subscribe to diffa presentity's presence information
The subscription authorization policy also determines to which presentity's presence information the watcher has access.

For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.141 [4] apply:

Presence list server

Presence Network Agent (PNA)

Presence Server (PS)

Presence User Agent (PUA)

For the purposes of the present document, the following terms and definitions from RFC 2778 [16] apply:

Presence tuple

Presentity
For the purposes of the present document, the following terms and definitions from RFC 3903 [23] apply:

Event Publication Agent (EPA)

Event State Compositor (ESC)

For the purposes of the present document, the following terms and definitions from draft-ietf-simple-xcap [33] apply:

XCAP client

XCAP server

For the purposes of the present document, the following terms and definitions from RFC 4662 [22] apply:

Resource List Server (RLS)

For the purposes of the present document, the following terms and definitions given in RFC 1594 [12].

Fully-Qualified Domain Name (FQDN)

For the purposes of the present document, the following terms and definitions given in RFC 3261 [17] apply: 

Final response

Header

Header field

Method

Request

Response

(SIP) transaction

Status-code (see RFC 3261 [17], subclause 7.2)

Tag (see RFC 3261 [17], subclause 19.3)

For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.002 [3], subclauses 4.1.1.1 and 4a.7 apply:

Call Session Control Function (CSCF)

Home Subscriber Server (HSS)

For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.218 [5], subclause 3.1 apply:

Filter criteria

Initial filter criteria

Subsequent request

For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.228 [6], subclauses 4.3.3.1 and 4.6 apply:

Interrogating-CSCF (I-CSCF)

Proxy-CSCF (P-CSCF)

Serving-CSCF (S-CSCF)

For the purposes of the present document, the following terms and definitions given in 3GPP TR 21.905 [1] apply:

User Equipment (UE)
For the purposes of the present document, the following terms and definitions from 3GPP TS 33.222 [11] apply:

Authentication Proxy

PROPOSED CHANGE

5.3.2.3
Subscription for presence information state changes of presentity collections

When the watcher intends to subscribe for presence information state changes of a presentity collection, it shall generate a SUBSCRIBE request in accordance with RFC 4662 [22], additionally to the procedures described in subclause 5.3.2.2.

PROPOSED CHANGE

5.3.4.2
Subscription acceptance to resource lists and notification of state changes

When the RLS receives a SUBSCRIBE request for the presence information event package of a presentity collection, the RLS shall first verify the identity of the source of the SUBSCRIBE request as described in 3GPP TS 24.229 [9] subclause 5.7.1.4, then perform authorization according to 3GPP TS 24.229 [9] subclause 5.7.1.5. In case of successful subscription, the RLS shall generate a response to the SUBSCRIBE request and notifications in accordance with RFC 4662 [22] by adding a Require header field with value "eventlist".
If the body of the SUBSCRIBE request from the watcher contains filters, the RLS shall apply the requested filtering function on notifications in accordance with draft-ietf-simple-filter-format [30] and draft‑ietf‑simple‑event‑filter‑funct [31].

PROPOSED CHANGE

5.3.4.3
Subscription to presence information 

When the RLS receives a SUBSCRIBE request for the presence information event package of a presentity collection and installs the corresponding subscription, the RLS shall resolve the list URI to individual URIs and generate SUBSCRIBE requests for each of the individual URIs as per the procedures in RFC 3265 [19], RFC 3856 [27] and RFC 4662 [22] if the state information for the resource represented by the individual URI is otherwise not available.

For internal virtual subscriptions, the detection of loops potentially caused by lists of lists is possible in RLS. However for back-end subscriptions (see RFC 4662 [22]), the detection of such situations is not possible in RLS. To prevent loops in subscriptions to non-local resources the RLS shall not insert "eventlist" in the "Supported" header of back-end subscriptions.

PROPOSED CHANGE

A.3.3.1
Watcher subscribing to his own resource list, UE in visited network - Successful subscription
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Figure A.3.3.1-1: Watcher subscribing to resource list

Figure A.3.3.1-1 shows a watcher subscribing to resource list event notification. The details of the signalling flows are as follows:

1.
SUBSCRIBE request (UE to P-CSCF) – see example in table A.3.3.1-1

A watcher agent in a UE wishes to watch a number of presentities, or certain presence information of these presentities. The list of presentities are identified by a SIP URI. In order to initiate a subscription to the RLS, the UE generates a SUBSCRIBE request indicating support for "eventlist", together with an indication of the length of time this periodic subscription should last.

Table A.3.3.1-1: SUBSCRIBE request (UE to P-CSCF)

SUBSCRIBE sip:user1_list1@home1.net SIP/2.0

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKehuefdam

Max-Forwards: 70

P-Access-Network-Info: 3GPP-UTRAN-TDD; utran-cell-id-3gpp=234151D0FCE11

Route: <sip:pcscf1.visited1.net:7531;lr;comp=sigcomp>, <sip:orig@scscf1.home1.net;lr>

P-Preferred-Identity: <sip:user1_public1@home1.net>

Privacy: none

From: <sip:user1_public1@home1.net>;tag=31415

To: <sip:user1_list1@home1.net>

Call-ID: b89rjhnedlrfjflslj40a222

CSeq: 123 SUBSCRIBE

Require: sec-agree

Proxy-Require: sec-agree

Security-Verify: ipsec-3gpp; q=0.1; alg=hmac-sha-1-96; spi-c=98765432; spi-s=87654321; port-c=8642; port-s=7531

Event: presence

Supported: eventlist

Expires: 7200

Accept: application/pidf+xml, application/rlmi+xml, multipart/related

Contact: <sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp>

Content-Length: 0

Request-URI:
SIP URI of the resource list representing the collection of public user identities whose events the subscriber subscribes to.

Event:
This field is populated with the value "presence" to specify the use of the presence package.

Accept:
This field is populated with the value "application/pidf+xml", "application/rlmi+xml" and "multipart/related" indicating that the UE supports both body types for the eventlist extension additionally to PIDF.

Supported:
This field is populated with the value "eventlist" to specify the support for the eventlist extension.

To:
Same as the Request-URI.

2.
SUBSCRIBE request (P-CSCF to S-CSCF) – see example in table A.3.3.1-2

The P-CSCF looks up the serving network information for the public user identity that was stored during the registration procedure. The SUBSCRIBE request is forwarded to S-CSCF#1. A Route header is inserted into SUBSCRIBE request. The information for the Route header is taken from the service route determined during registration.

Table A.3.3.1-2: SUBSCRIBE request (P-CSCF to S-CSCF)

SUBSCRIBE sip:user1_list1@home1.net SIP/2.0

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK120f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKehuefdam

P-Access-Network-Info:

Route: <sip:orig@scscf1.home1.net;lr>

Max-Forwards: 69

P-Asserted-Identity: <sip:user1_public1@home1.net>

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=223551024"
Privacy:

Record-Route: <sip:pcscf1.visited1.net;lr>

Route: <sip:scscf1.home1.net;lr>

From:

To:

Call-ID:

CSeq:

Event:

Supported:

Expires:

Accept:

Contact:

Content-Length:

3.
Evaluation of initial filter criteria


The S-CSCF validates the service profile of this subscriber and evaluates the initial filter criteria. Assuming that sip:user1_list1@home1.net is a statically created PSI, sip:user1_list1@home1.net is included in the service profile as part of an originating initial Filter Criteria with Service Trigger Point of Method = SUBSCRIBE AND Supported = "eventlist" AND Request-URI = sip:user1_list1@home1.net that informs the S-CSCF to route the SUBSCRIBE request to the AS sip:rls.home1.net.


If there is no initial filter criteria for this PSI (sip:user1_list1@home1.net), the assumption is that the PSI is a sub domain-based PSI. The procedure defined in RFC 3263 [18] with DNS NAPTR and SRV queries may then be used to get the IP address of the AS home1.net.

4.
SUBSCRIBE request (S-CSCF to RLS) – see example in table A.3.3.1-4

The S-CSCF forwards the SUBSCRIBE request to the RLS. 

Table A.3.3.1-4: SUBSCRIBE request (S-CSCF to RLS)

SUBSCRIBE sip:user1_list1@home1.net SIP/2.0

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK344a65.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK120f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKehuefdam

Max-Forwards: 68

P-Access-Network-Info:

P-Asserted-Identity: <sip:user1_public1@home1.net>, <tel:+1-212-555-1111>

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=223551024"; orig-ioi=home1.net

P-Charging-Function-Addresses: ccf=[5555::b99:c88:d77:e66]; ccf=[5555::a55:b44:c33:d22]; ecf=[5555::1ff:2ee:3dd:4ee]; ecf=[5555::6aa:7bb:8cc:9dd]
Privacy:

Record-Route: <sip:orig@scscf1.home1.net;lr>, <sip:pcscf1.visited1.net;lr>

Route: <sip:rls.home1.net;lr>, <sip:orig@scscf1.home1.net;lr>

From:

To:

Call-ID:

CSeq:

Event:

Supported:

Expires:

Accept:

Contact:

Content-Length:

P-Charging-Vector:
The S-CSCF populates the identifier of its own network to the originating Inter Operator Identifier (IOI) parameter of this header.
P-Charging-Function-Addresses:
The S-CSCF populates the P-Charging-Function-Addresses header field to be passed to the RLS.

5.
Authorization of watcher


The RLS performs the necessary authorization checks on the originator to ensure that he/she is authorized to use the resource list. In this example this condition has been met, so the PS sends a 200 (OK) response to the S-CSCF. If the previous condition failed, then a 403 (Forbidden) response would be sent to the S-CSCF.

6.
200 (OK) response (RLS to S-CSCF) - see example in table A.3.3.1-6


The RLS sends the response to the S-CSCF.

Table A.3.3.1-6: 200 (OK) response (RLS to S-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK344a65.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK120f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKehuefdam

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=223551024"; orig-ioi=home1.net; term-ioi=home1.net

Record-Route: 

From: 

To: <sip:user1_list1@home1.net>;tag=151170

Call-ID: 

CSeq:

Require: eventlist

Expires: 

Contact:

Content-Length: 0

P-Charging-Vector:
The RLS stores the terminating Inter Operator Identifier (IOI) parameter and populates the identifier of its own network to the terminating Inter Operator Identifier (IOI) parameter of this header.
7.
200 (OK) response (S-CSCF to P-CSCF) - see example in table A.3.3.1-7


The S-CSCF forwards the response to the P-CSCF.

Table A.3.3.1-7: 200 (OK) response (S-CSCF to P-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK120f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKehuefdam

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=223551024"
Record-Route: 

From: 

To:

Call-ID: 

CSeq:

Require:

Expires: 

Contact:

Content-Length:

P-Charging-Vector:
The S-CSCF stores the terminating Inter Operator Identifier (IOI) parameter received.
8.
200 (OK) response (P-CSCF to UE) - see example in table A.3.3.1-8


The P-CSCF forwards the response to the watcher agent in the UE.

Table A.3.3.1-8: 200 (OK) response (P-CSCF to UE)

SIP/2.0 200 OK

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKehuefdam

Record-Route: <sip:orig@scscf1.home1.net;lr>, <sip:pcscf1.visited1.net:7531;lr;comp=sigcomp>

From: 

To:

Call-ID: 

CSeq:

Require:

Expires: 

Contact:

Content-Length:

9.
NOTIFY request (RLS to S-CSCF) - see example in table A.3.3.1-9

The RLS generates a NOTIFY request including the RLMI document as a result of the SUBSCRIBE request.

Table A.3.3.1-9 NOTIFY request (RLS to S-CSCF)

NOTIFY sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp SIP/2.0

Via: SIP/2.0/UDP rls.home1.net;branch=z9hG4bK240f34.1

Max-Forwards: 70

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=323551024"; orig-ioi=home1.net

P-Charging-Function-Addresses: ccf=[5555::b99:c88:d77:e66]; ccf=[5555::a55:b44:c33:d22]; ecf=[5555::1ff:2ee:3dd:4ee]; ecf=[5555::6aa:7bb:8cc:9dd]
Route: <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net;lr>

From: <sip:user1_list1@home1.net>;tag=151170

To: <sip:user1_public1@home1.net>;tag=31415

Call-ID: b89rjhnedlrfjflslj40a222

CSeq: 89 NOTIFY

Subscription-State: active;expires=7200

Require: eventlist

Event: presence

Contact: <sip:rls.home1.net>

Content-Type: application/rlmi+xml;charset="UTF-8"

Content-Length:

<?xml version="1.0" encoding="UTF-8"?>

  <list xmlns="urn:ietf:params:xml:ns:rmli"

       uri="sip:user1_list1@home1.net" version="1" fullState="true">

     <resource uri="pres:user2_public1@home2.net">

       <name>Kovacs Janos</name>

       <instance id="hqzsuxtfyq" state="active" cid="ZvSvkz@rls.home1.net"/>

     </resource>

     <resource uri="pres:user3_public1@home3.net">

       <name>Szabo Bela</name>

       <instance id="aakdsjklsa" state="active" cid="HJjbssk@rls.home1.net"/>

     </resource>

  </list>

P-Charging-Vector:
The RLS inserts this header and populates the icid parameters with a globally unique value and adds the identifier of its own network to the originating Inter Operator Identifier (IOI) parameter of this header.
P-Charging-Function-Addresses:
The RLS populates the P-Charging-Function-Addresses header field to be passed to the S-CSCF.

10.
NOTIFY request (S-CSCF to P-CSCF) - see example in table A.3.3.1-10


The S-CSCF forwards the NOTIFY request to the P-CSCF.

Table A.3.3.1-10: NOTIFY request (S-CSCF to P-CSCF)

NOTIFY sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp SIP/2.0

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP rls.home1.net;branch=z9hG4bK240f34.1

Max-Forwards: 69

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=323551024"
P-Charging-Function-Addresses: 
Route: <sip:pcscf1.visited1.net;lr>

Record-Route: <sip:scscf1.home1.net;lr>

From: 

To: 

Call-ID: 

CSeq: 

Subscription-State:

Require:

Event: 

Contact: 

Content-Length:

(…)

P-Charging-Vector:
The S-CSCF stores originating Inter Operator Identifier (IOI) parameter received.
P-Charging-Function-Addresses:
The S-CSCF stores the P-Charging-Function-Addresses header field and passes this header to the P-CSCF.

11.
NOTIFY request (P-CSCF to UE) – see example in table A.3.3.1-11


The P-CSCF forwards the NOTIFY request to the watcher in the UE.

Table A.3.3.1-11: NOTIFY request (P-CSCF to UE)

NOTIFY sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp SIP/2.0

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=240f34.1, SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP rls.home1.net;branch=z9hG4bK240f34.1

Max-Forwards: 68

Record-Route: <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net:7531;lr;comp=sigcomp>

From: 

To: 

Call-ID: 

CSeq: 

Subscription-State: 

Require:

Event: 

Contact: 

Content-Length:

(…)

12.
200 (OK) response (UE to P-CSCF) – see example in table A.3.3.1-12


The UE acknowledges the NOTIFY request with a 200 (OK) response to the P-CSCF.

Table A.3.3.1-12: 200 (OK) response (UE to P-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=240f34.1, SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP rls.home1.net;branch=z9hG4bK240f34.1

P-Access-Network-Info: 3GPP-UTRAN-TDD; utran-cell-id-3gpp=234151D0FCE11

From:

To:

Call-ID:

CSeq:

Content-Length: 0

13.
200 (OK) response (P-CSCF to S-CSCF) – see example in table A.3.3.1-13


The P-CSCF forwards the 200 (OK) response to the S-CSCF.

Table A.3.3.1-13: 200 (OK) response (P-CSCF to S-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP rls.home1.net;branch=z9hG4bK240f34.1

P-Access-Network-Info:

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=323551024" 

From:

To:

Call-ID:

CSeq:

Content-Length:

14.
200 (OK) response (S-CSCF to RLS) - see example in table A.3.3.1-14


The S-CSCF#2 forwards the response to the RLS in the home network of the UE.

Table A.3.3.1-14: 200 (OK) response (S-CSCF to RLS)

SIP/2.0 200 OK

Via: SIP/2.0/UDP rls.home1.net;branch=z9hG4bK240f34.1

P-Access-Network-Info:

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=323551024"; orig-ioi=home1.net; term-ioi=home1.net

From:

To:

Call-ID:

CSeq:

Content-Length:

P-Charging-Vector:
The S-CSCF inserts the originating Inter Operator Identifier (IOI) parameter received and populates the identifier of its own network to the terminating Inter Operator Identifier (IOI) parameter of this header.
15.
Subscriptions and notifications on presence event package


After the RLS generated a NOTIFY request to inform the UE about the subscription state, the RLS generates the necessary SUBSCRIBE requests to the presentities present in the resource list as described in subclause A.3.4.1. As soon as it receives NOTIFY request(s) about a state change in one or more presentities, it generates a NOTIFY request.

16.
NOTIFY request (RLS to S-CSCF) – see example in table A.3.3.1-16

The RLS copies the body of the incoming NOTIFY request(s) into the body of the outgoing NOTIFY request using MIME type multipart/related. Further notification sent by the RLS may contain either the full or the partial set of presence information (only the presence information that has changed since the last notification) as described in RFC 4662 [22].


In this example it is assumed that the RLS has received two NOTIFY requests from presentities sip:user2_public1@home2.net and sip:user3_public1@home3.net before generating the NOTIFY request in table A.3.3.1-16 to the UE.

Table A.3.3.1-16 NOTIFY request (RLS to S-CSCF)

NOTIFY sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp SIP/2.0

Via: SIP/2.0/UDP rls.home1.net;branch=z9hG4bK240f34.1

Max-Forwards: 70

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=423551024"; orig-ioi=home1.net

P-Charging-Function-Addresses: ccf=[5555::b99:c88:d77:e66]; ccf=[5555::a55:b44:c33:d22]; ecf=[5555::1ff:2ee:3dd:4ee]; ecf=[5555::6aa:7bb:8cc:9dd]
Route: <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net;lr>

From: <sip:user1_list1@home1.net>;tag=151170

To: <sip:user1_public1.home1.net>;tag=31415

Call-ID: b89rjhnedlrfjflslj40a222

CSeq: 90 NOTIFY

Subscription-State: active;expires=5000

Require: eventlist

Event: presence

Contact: <sip:rls.home1.net>

Content-Type: multipart/related;type="application/rlmi+xml"; start="<nXYxAE@rls.home1.net>";boundary="50UBfW7LSCVLtggUPe5z"

Content-Length: (...)

--50UBfW7LSCVLtggUPe5z

Content-Transfer-Encoding: binary

Content-ID: <nXYxAE@rls.home1.net>

Content-Type: application/rlmi+xml;charset="UTF-8"

<?xml version="1.0" encoding="UTF-8"?>

  <list xmlns="urn:ietf:params:xml:ns:rmli"

        uri="sip:user1_list1@home1.net" version="1" fullState="true">

     <resource uri="pres:user2_public1@home2.net">

       <name>Kovacs Janos</name>

       <instance id="hqzsuxtfyq" state="active" cid="ZvSvkz@rls.home1.net"/>

     </resource>

     <resource uri="pres:user3_public1@home3.net">

       <name>Szabo Bela</name>

       <instance id="aakdsjklsa" state="active" cid="HJjbssk@rls.home1.net"/>

     </resource>

  </list>

--50UBfW7LSCVLtggUPe5z

Content-Transfer-Encoding: binary

Content-ID: <ZvSvkz@rls.home1.net>

Content-Type: application/pidf+xml;charset="UTF-8"

<?xml version="1.0" encoding="UTF-8"?>

   <presence xmlns="urn:ietf:params:xml:ns:pidf"

             xmlns: rp="urn:ietf:params:xml:ns:pidf:rpid"

             xmlns:dm="urn:ietf:params:xml:ns:pidf: data-model"

             xmlns:pcp="urn:ietf:params:xml:ns:pidf:caps"

             xmlns:ci="urn:ietf:params:xml:ns:pidf:cipid"

             entity="pres:user2_public1@home2.net">

     <tuple id="a8098a.672364762364">

       <status>

         <basic>open</basic>         

       </status>

       < rp:class>sip</ rp:class>

       <rp:privacy><text/></rp:privacy>

       <rp:status-icon>http://example.com/~user2/icon.gif</rp:status-icon>



 <pcp:servcaps>

         <pcp:video>false</pcp:video>

         <pcp:audio>true</pcp:audio>


 </pcp:servcaps>
       <contact priority="0.8">sip:user2_public1@home2.net</contact>

       <note xml:lang="en">Don't Disturb Please!</note>

       <note xml:lang="fr">Ne derangez pas, s'il vous plait</note>

       <timestamp>2003-08-27T11:49:29Z</timestamp>

     </tuple>

     <tuple id="jklhgf9788934774.78">

       <status>

         <basic>open</basic>

       </status>

       < rp:class>assistant</ rp:class>

       < rp:relationship><rp:assistant/></ rp:relationship>

       <contact priority="1.0">tel:+1-212-555-2222</contact>

       <note xml:lang="en">She's my secretary</note>

       <timestamp>2003-08-27T11:49:29Z</timestamp>

     </tuple>

     <dm:person>

       <rp:class>presentity</rp:class>

       <ci:homepage>http://example.com/~user2</ci:homepage>

       <ci:card>http://example.com/~user2/card.vcd</ci:card> 

       <rp:activities><rp:meeting/></rp:activities>

       <rp:place-type until="2003-08-27T17:30:00Z"><rp:office/></rp:place-type>

     </dm:person>

   </presence>

--50UBfW7LSCVLtggUPe5z

Content-Transfer-Encoding: binary

Content-ID: <ZvSvkz@pres.example.com>

Content-Type: application/pidf+xml;charset="UTF-8"

<?xml version="1.0" encoding="UTF-8"?>

   <presence xmlns="urn:ietf:params:xml:ns:pidf"

             xmlns: rp="urn:ietf:params:xml:ns:pidf:rpid"

             xmlns:dm="urn:ietf:params:xml:ns:pidf: data-model"

             xmlns:pcp="urn:ietf:params:xml:ns:pidf:caps"

             entity="pres:user3_public1@home3.net">

     <tuple id="h7833hjkk.dsajfjdsaf">

       <status>

         <basic>closed</basic>

       </status>

       < rp:class>sip</ rp:class>

       <rp:privacy><rp:text/></rp:privacy>

       <pcp:servcaps>

           <pcp:video>false</pcp:video>

           <pcp:audio>true</pcp:audio>

       </pcp:servcaps>

       <contact priority="0.8">sip:user3_public1@home3.net</contact>

       <note xml:lang="en">Don't Disturb Please!</note>

       <note xml:lang="hu">Senki se merjen zavarni!</note>

       <timestamp>2003-08-27T11:48:59Z</timestamp>

     </tuple>

     <tuple id="sajdhdsahjh75vvcb774.78">

       <status>

         <basic>open</basic>

       </status>

       < rp:class>supervisor</ rp:class>

       < rp:relationship><rp:supervisor/></ rp:relationship>

       <contact priority="1.0">tel:+1-858-204-9141</contact>

       <note xml:lang="en">He's my supervisor</note>

       <timestamp>2003-08-27T11:48:59Z</timestamp>

     </tuple>

     <dm:person>

       <ci:homepage>http://example.com/~user3</ci:homepage>

       <ci:card>http://example.com/~user3/card.vcd</ci:card> 

       < rp:class>presentity</ rp:class>

       <rp:activities><ep:vacation/></rp:activities>

       <rp:place-type until="2003-09-10T17:30:00Z"><rp:ship/></rp:place-type>

     </dm:person>

   </presence>

--50UBfW7LSCVLtggUPe5z--

P-Charging-Vector:
The RLS inserts this header and populates the icid parameters with a globally unique value and adds the identifier of its own network to the originating Inter Operator Identifier (IOI) parameter of this header.
P-Charging-Function-Addresses:
The RLS populates the P-Charging-Function-Addresses header field to be passed to the S-CSCF.

Content-Type:
Set to the value of the Accept: header received in the SUBSCRIBE request. 


The message body in the NOTIFY request that carries the presence information of the presentity is formed as indicated in RFC 4662 [22], draft-ietf-simple-presence-data-model [44], draft-ietf-simple-rpid [26], draft-ietf-simple-cipid [32] and draft-ietf-simple-prescaps-ext [25].

17.
NOTIFY request (S-CSCF to P-CSCF) - see example in table A.3.3.1-17


The S-CSCF forwards the NOTIFY request to the P-CSCF.

Table A.3.3.1-17: NOTIFY request (S-CSCF to P-CSCF)

NOTIFY sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp SIP/2.0

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP rls.home1.net;branch=z9hG4bK240f34.1

Max-Forwards: 69

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=423551024"
P-Charging-Function-Addresses: 
Route: <sip:pcscf1.visited1.net;lr>

Record-Route: <sip:scscf1.home1.net;lr>

From: 

To: 

Call-ID: 

CSeq: 

Subscription-State:

Require:

Event: 

Contact:

Content Type:

Content-Length:

(…)

P-Charging-Vector:
The RLS stores the originating Inter Operator Identifier (IOI) parameter received.

P-Charging-Function-Addresses:
The S-CSCF stores the P-Charging-Function-Addresses header field and passes this header to the P-CSCF.

18.
NOTIFY request (P-CSCF to UE) - see example in table A.3.3.1-18


The P-CSCF forwards the NOTIFY request to the watcher in the UE.

Table A.3.3.1-18: NOTIFY request (P-CSCF to UE)

NOTIFY sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp SIP/2.0

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=240f34.1, SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP rls.home1.net;branch=z9hG4bK240f34.1

Max-Forwards: 68

Record-Route: <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net:7531;lr;comp=sigcomp>

From: 

To: 

Call-ID: 

CSeq: 

Subscription-State: 

Require:

Event: 

Content-Type:

Content-Length:

(…)

19.
200 (OK) response (UE to P-CSCF) – see example in table A.3.3.1-19


The UE acknowledges the NOTIFY request with a 200 (OK) response to the P-CSCF.

Table A.3.3.1-19: 200 (OK) response (UE to P-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=240f34.1, SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP rls.home1.net;branch=z9hG4bK240f34.1

P-Access-Network-Info: 3GPP-UTRAN-TDD; utran-cell-id-3gpp=234151D0FCE11

From:

To:

Call-ID:

CSeq:

Content-Length: 0

20.
200 (OK) response (P-CSCF to S-CSCF) - see example in table A.3.3.1-20


The P-CSCF forwards the 200 (OK) response to the S-CSCF.

Table A.3.3.1-20: 200 (OK) response (P-CSCF to S-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP rls.home1.net;branch=z9hG4bK240f34.1

P-Access-Network-Info:

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=423551024"
From:

To:

Call-ID:

CSeq:

Content-Length:

21.
200 (OK) response (S-CSCF to RLS) - see example in table A.3.3.1-21


The S-CSCF#2 forwards the response to the RLS in the home network of the UE.

Table A.3.3.1-21: 200 (OK) response (S-CSCF to RLS)

SIP/2.0 200 OK

Via: SIP/2.0/UDP rls.home1.net;branch=z9hG4bK240f34.1

P-Access-Network-Info:

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=423551024"; orig-ioi=home1.net; term-ioi=home1.net

From:

To:

Call-ID:

CSeq:

Content-Length:

P-Charging-Vector:
The S-CSCF inserts the originating Inter Operator Identifier (IOI) parameter received and populates the identifier of its own network to the terminating Inter Operator Identifier (IOI) parameter of this header.
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Figure A.3.3.2-1 Watcher subscribing to resource list

Figure A.3.3.2-1 shows a watcher subscribing to resource list event notification. The details of the signalling flows are as follows:

1.
SUBSCRIBE request (UE to P-CSCF) - see example in table A.3.3.2-1

A watcher agent in a UE wishes to watch a number of presentities, or certain presence information of these presentities. The list of presentities are identified by a SIP URI. In order to initiate a subscription to the RLS, the UE generates a SUBSCRIBE request indicating support for "eventlist", together with an indication of the length of time this periodic subscription should last.

Table A.3.3.2-1: SUBSCRIBE request (UE to P-CSCF)

SUBSCRIBE sip:user2_list1@home2.net SIP/2.0

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKehuefdam

Max-Forwards: 70

P-Access-Network-Info: 3GPP-UTRAN-TDD; utran-cell-id-3gpp=234151D0FCE11

Route: <sip:pcscf1.visited1.net:7531;lr;comp=sigcomp>, <sip:orig@scscf1.home1.net;lr>

P-Preferred-Identity: <sip:user1_public1@home1.net>

Privacy: none

From: <sip:user1_public1@home1.net>;tag=31415

To: <sip:user2_list1@home1.net>

Call-ID: b89rjhnedlrfjflslj40a222

CSeq: 123 SUBSCRIBE

Require: sec-agree 

Proxy-Require: sec-agree

Security-Verify: ipsec-3gpp; q=0.1; alg=hmac-sha-1-96; spi-c=98765432; spi-s=87654321; port-c=8642; port-s=7531
Event: presence

Supported: eventlist

Expires: 7200

Accept: application/pidf+xml, application/rlmi+xml, multipart/related

Contact: <sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp>

Content-Length: 0

Request-URI:
SIP URI of the resource list representing the collection of public user identities whose events the subscriber subscribes to.

Event:
This field is populated with the value "presence" to specify the use of the presence package.

Accept:
This field is populated with the value "application/pidf+xml", "application/rlmi+xml" and "multipart/related" indicating that the UE supports the eventlist extension additionally to PIDF.

Supported:
This field is populated with the value "eventlist" to specify the support for the eventlist extension.

To:
Same as the Request-URI.

2.
SUBSCRIBE request (P-CSCF to S-CSCF) - see example in table A.3.3.2-2

The P-CSCF looks up the serving network information for the public user identity that was stored during the registration procedure. The SUBSCRIBE request is forwarded to S-CSCF#1. A Route header is inserted into SUBSCRIBE request. The information for the Route header is taken from the service route determined during registration.

Table A.3.3.2-2: SUBSCRIBE request (P-CSCF to S-CSCF)

SUBSCRIBE sip:user2_list1@home2.net SIP/2.0

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK120f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKehuefdam

P-Access-Network-Info:

Route: <sip:orig@scscf1.home1.net;lr>

Max-Forwards: 69

P-Asserted-Identity: <sip:user1_public1@home1.net>

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=023551024"
Privacy:

Record-Route: <sip:pcscf1.visited1.net;lr>

Route: <sip:scscf1.home1.net;lr>

From:

To:

Call-ID:

CSeq:

Event:

Supported:

Expires:

Accept:

Contact:

Content-Length:

3.
Evaluation of initial filter criteria


S-CSCF#1 validates the service profile of this subscriber and evaluates the initial filter criteria.  In this example, no AS is assumed to be involved.
4.
SUBSCRIBE request (S-CSCF to I-CSCF) - see example in table A.3.3.2-4


S-CSCF#1 performs an analysis of the destination address. As the destination address points to a resource that is in a different network as the S-CSCF, the S-CSCF sends the request to the I-CSCF of home2.net.

Table A.3.3.2-4: SUBSCRIBE request (S-CSCF to I-CSCF)

SUBSCRIBE sip:user2_list1@home2.net SIP/2.0

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK344a65.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK120f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKehuefdam

Max-Forwards: 68

P-Asserted-Identity: <sip:user1_public1@home1.net>, <tel:+1-212-555-1111>

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=023551024"; orig-ioi=home1.net
P-Charging-Function-Addresses: ccf=[5555::b99:c88:d77:e66]; ccf=[5555::a55:b44:c33:d22]; ecf=[5555::1ff:2ee:3dd:4ee]; ecf=[5555::6aa:7bb:8cc:9dd]
Privacy:

Record-Route: <orig@sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net;lr>

From:

To:

Call-ID:

CSeq:

Event:

Supported:

Expires:

Accept:

Contact:

Content-Length:

5.
PSI location query

The I-CSCF sends a query to the HSS to find the RLS where sip:user2_list1@home2.net is hosted. The HSS responds with the address of the RLS.


For detailed message flows see 3GPP TS 29.228 [10].


Table A.3.3.2-5a provides the parameters in the SIP SUBSCRIBE request (flow 4), which are sent to the HSS.

Table A.3.3.2-5a Cx: User registration status query procedure (I-CSCF to HSS)
	Message source & destination
	Cx: Information element name
	Information source in SIP SUBSCRIBE
	Description

	I-CSCF to HSS
	User Public Identity
	Request-URI:
	This information element indicates the PSI of the RLS



Table A.3.3.2-5b provides the parameters sent from the HSS that need to be mapped to SIP SUBSCRIBE (flow 6) and sent to S-CSCF.

Table A.3.3.2-5b Cx: User registration status query procedure (HSS to I-CSCF)
	Message source & destination
	Cx: Information element name
	Mapping to SIP header in SIP SUBSCRIBE
	Description

	HSS to I-CSCF
	S-CSCF name
	Route header field
	This information indicates the address of the RLS


6.
SUBSCRIBE request (I-CSCF to RLS) - see example in table A.3.3.2-6


The I-CSCF forwards the SUBSCRIBE request to the RLS.

Table A.3.3.2-6: SUBSCRIBE request (I-CSCF to S-CSCF)

SUBSCRIBE sip:user2_list1@home2.net SIP/2.0

Via: SIP/2.0/UDP icscf2_s.home2.net;branch=z9hG4bK871y12.1, SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK344a65.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK120f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKehuefdam

Max-Forwards: 67

P-Asserted-Identity: 

P-Charging-Vector: 
Privacy:

Record-Route:

Route: <sip:rls.home2.net;lr>

From:

To:

Call-ID:

CSeq:

Event:

Supported:

Expires:

Accept:

Contact:

Content-Length:

7.
Authorization of watcher


The RLS performs the necessary authorization checks on the originator to ensure that he/she is authorized to use the resource list. In this example this condition has been met, so the PS sends a 200 (OK) response to the S-CSCF. If the previous condition failed, then a 403 (Forbidden) response would be sent to the S-CSCF.

8.
200 (OK) response (RLS to I-CSCF) - see example in table A.3.3.2-8


The RLS sends the response to the S-CSCF.

Table A.3.3.2-8: 200 (OK) response (RLS to I-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP icscf2_s.home2.net;branch=z9hG4bK871y12.1, SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK344a65.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK120f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKehuefdam

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=023551024"; orig-ioi=home1.net; term-ioi=home2.net

P-Charging-Function-Addresses: ccf=[5555::b99:c88:d77:e66]; ccf=[5555::a55:b44:c33:d22]; ecf=[5555::1ff:2ee:3dd:4ee]; ecf=[5555::6aa:7bb:8cc:9dd]
Record-Route: 

From: 

To: <sip:user2_list1@home2.net>;tag=151170

Call-ID: 

CSeq:

Require: eventlist

Expires: 

Contact: <sip:rls.home2.net>

Content-Length: 0

P-Charging-Vector:
The RLS stores the originating Inter Operator Identifier (IOI) parameter and populates the identifier of its own network to the terminating Inter Operator Identifier (IOI) parameter of this header.
P-Charging-Function-Addresses:
The RLS stores the P-Charging-Function-Addresses header field and passes this header to the I-CSCF.

9.
200 (OK) response (I-CSCF to S-CSCF) - see example in table A.3.3.2-9


The I-CSCF forwards the response to the S-CSCF.

Table A.3.3.2-9: 200 (OK) response (I-CSCF to S-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK344a65.1, SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK120f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKehuefdam

P-Charging-Vector: 
Record-Route: 

From: 

To:

Call-ID: 

CSeq:

Require:

Expires: 

Contact: 

Content-Length: 0

P-Charging-Vector:
The RLS stores the header and passes this header to the S-CSCF.

10.
200 (OK) response (S-CSCF to P-CSCF) - see example in table A.3.3.2-10


The S-CSCF forwards the response to the P-CSCF.

Table A.3.3.2-10: 200 (OK) response (S-CSCF to P-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=z9hG4bK120f34.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKehuefdam

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=023551024" 
Record-Route: 

From: 

To:

Call-ID: 

CSeq:

Require:

Expires: 

Contact:

Content-Length:

P-Charging-Vector:
The S-CSCF stores the terminating Inter Operator Identifier (IOI) parameter.
11.
200 (OK) response (P-CSCF to UE) - see example in table A.3.3.2-11


The P-CSCF forwards the response to the watcher agent in the UE.

Table A.3.3.2-11: 200 (OK) response (P-CSCF to UE)

SIP/2.0 200 OK

Via: SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKehuefdam

Record-Route: <sip:orig@scscf1.home1.net;lr>, <sip:pcscf1.home1.net:7531;lr;comp=sigcomp>

From: 

To:

Call-ID: 

CSeq:

Require:

Expires: 

Contact:

Content-Length:

12.
NOTIFY request (RLS to S-CSCF) – see example in table A.3.3.2-12

The RLS generates a NOTIFY request including the RLMI document as a result of the SUBSCRIBE request. 

Table A.3.3.2-12: NOTIFY request (RLS to S-CSCF)

NOTIFY sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp SIP/2.0

Via: SIP/2.0/UDP rls.home2.net;branch=z9hG4bK240f34.1

Max-Forwards: 70

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=123551024"; orig-ioi=home1.net 
Route: <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net;lr>

From: <sip:user2_list1@home1.net>;tag=151170

To: <sip:user1_public1.home1.net>;tag=31415

Call-ID: b89rjhnedlrfjflslj40a222

CSeq: 89 NOTIFY

Subscription-State: active;expires=5000

Require: eventlist

Event: presence

Contact: <sip:rls.home1.net>

Content-Type: application/rlmi+xml;charset="UTF-8"

Content-Length: (...)

<?xml version="1.0" encoding="UTF-8"?>

  <list xmlns="urn:ietf:params:xml:ns:rmli"

        uri="sip:user1_list1@home1.net" version="1" fullState="true">

     <resource uri="pres:user2_public1@home2.net">

       <name>Kovacs Janos</name>

       <instance id="hqzsuxtfyq" state="active" cid="ZvSvkz@rls.home2.net"/>

     </resource>

     <resource uri="pres:user3_public1@home2.net">

       <name>Szabo Bela</name>

       <instance id="aakdsjklsa" state="active" cid="HJjbssk@rls.home2.net"/>

     </resource>

  </list>

P-Charging-Vector:
The RLS populates the icid parameter with a globally unique value and  populates the identifier of its own network to the originating Inter Operator Identifier (IOI) parameter of this header.
13.
NOTIFY request (S-CSCF to P-CSCF) - see example in table A.3.3.2-13


The S-CSCF#1 forwards the NOTIFY request to the P-CSCF.

Table A.3.3.2-13: NOTIFY request (S-CSCF to P-CSCF)

NOTIFY sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp SIP/2.0

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP rls.home2.net;branch=z9hG4bK240f34.1

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=123551024" 
P-Charging-Function-Addresses: ccf=[5555::b99:c88:d77:e66]; ccf=[5555::a55:b44:c33:d22]; ecf=[5555::1ff:2ee:3dd:4ee]; ecf=[5555::6aa:7bb:8cc:9dd]
Max-Forwards: 69

Record-Route: <sip:scscf1.home1.net;lr>

Route: <sip:pcscf1.visited1.net;lr>

From: 

To: 

Call-ID: 

CSeq: 

Subscription-State:

Require:

Event: 

Contact:

Content-Type:

Content-Length:

(…)

P-Charging-Vector:
The S-CSCF stores the originating Inter Operator Identifier (IOI) parameter.
P-Charging-Function-Addresses:
The RLS populates the P-Charging-Function-Addresses header field to be passed to the I-CSCF.
14.
NOTIFY request (P-CSCF to UE) - see example in table A.3.3.2-14


The P-CSCF forwards the NOTIFY request to the watcher in the UE. 

Table A.3.3.2-14: NOTIFY request (P-CSCF to UE)

NOTIFY sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp SIP/2.0

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=240f34.1, SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP rls.home2.net;branch=z9hG4bK240f34.1

Max-Forwards: 68

Record-Route: <sip:scscf1.home1.net;lr>, <sip:pcscf1.home1.net:7531;lr;comp=sigcomp>

From: 

To: 

Call-ID: 

CSeq: 

Subscription-State: 

Require:

Event: Contact:

Content-Type:

Content-Length:

(…)

15.
200 (OK) response (UE to P-CSCF) - see example in table A.3.3.2-15


The UE acknowledges the NOTIFY request with a 200 (OK) to the P-CSCF.

Table A.3.3.2-15: 200 (OK) response (UE to P-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=240f34.1, SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP rls.home2.net;branch=z9hG4bK240f34.1

P-Access-Network-Info: 3GPP-UTRAN-TDD; utran-cell-id-3gpp=234151D0FCE11

From:

To:

Call-ID:

CSeq:

Content-Length: 0

16.
200 (OK) response (P-CSCF to S-CSCF) – see example in table A.3.3.2-16


The P-CSCF forwards the 200 (OK) response to the S-CSCF#1.

Table A.3.3.2-16: 200 (OK) response (P-CSCF to S-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP rls.home2.net;branch=z9hG4bK240f34.1

P-Access-Network-Info:

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=123551024" 
From:

To:

Call-ID:

CSeq:

Content-Length:

17.
200 (OK) response (S-CSCF to RLS) - see example in table A.3.3.2-17


The S-CSCF#1 forwards the response to the RLS in the home network of the UE.

Table A.3.3.2-17: 200 (OK) response (S-CSCF to RLS)

SIP/2.0 200 OK

Via: SP/2.0/UDP rls.home2.net;branch=z9hG4bK240f34.1

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=123551024"; orig-ioi=home1.net: term-ioi=home1.net

From:

To:

Call-ID:

CSeq:

Content-Length:

P-Charging-Vector:
The S-CSCF inserts the originating Inter Operator Identifier (IOI) parameter received and populates the identifier of its own network to the terminating Inter Operator Identifier (IOI) parameter of this header.
18.
Subscriptions and notifications on presence event package


After the RLS generated a 200 (OK) response to the SUBSCRIBE request from the UE, it generates the necessary SUBSCRIBE requests to the presentities present in the resource list as described in subclause A.3.4.1. As soon as it receives NOTIFY request(s) about a state change in one or more presentities, it generates a NOTIFY request.

19.
NOTIFY request (RLS to S-CSCF) – see example in table A.3.3.2-19

The RLS copies the body of the incoming NOTIFY request(s) into the body of the outgoing NOTIFY request using MIME type multipart/related. Further notification sent by the RLS contain may contain either the full or the partial set of presence information (only the presence information that has changed since the last notification) as described in RFC 4662 [22].


In this example it is assumed that the RLS receives two NOTIFY requests from presentities sip:user2_public1@home2.net and sip:user3_public1@home3.net before generating the NOTIFY request in subclause A.3.3.2-23 to the UE.

Table A.3.3.2-19: NOTIFY request (RLS to S-CSCF)

NOTIFY sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp SIP/2.0

Via: SIP/2.0/UDP rls.home2.net;branch=z9hG4bK240f34.1

Max-Forwards: 70

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=223551024"; orig-ioi=home1.net

Route: <sip:scscf1.home1.net;lr>, <sip:pcscf1.visited1.net;lr>

From: <sip:user2_list1@home1.net>;tag=151170

To: <sip:user1_public1.home1.net>;tag=31415

Call-ID: b89rjhnedlrfjflslj40a222

CSeq: 89 NOTIFY

Subscription-State: active;expires=5000

Require: eventlist

Event: presence

Contact: <sip:rls.home2.net>

Content-Type: multipart/related;type="application/rlmi+xml";

       start="<nXYxAE@rls.home2.net>";boundary="50UBfW7LSCVLtggUPe5z"

Content-Length: (...)

--50UBfW7LSCVLtggUPe5z

Content-Transfer-Encoding: binary

Content-ID: <nXYxAE@rls.home2.net>

Content-Type: application/rlmi+xml;charset="UTF-8"

<?xml version="1.0" encoding="UTF-8"?>

  <list xmlns="urn:ietf:params:xml:ns:rmli"

        uri="sip:user1_list1@home1.net" version="1" fullState="true">

     <resource uri="pres:user2_public1@home2.net">

       <name>Kovacs Janos</name>

       <instance id="hqzsuxtfyq" state="active" cid="ZvSvkz@rls.home2.net"/>

     </resource>

     <resource uri="pres:user3_public1@home3.net">

       <name>Szabo Bela</name>

       <instance id="aakdsjklsa" state="active" cid="HJjbssk@rls.home2.net"/>

     </resource>

   </list>

--50UBfW7LSCVLtggUPe5z

Content-Transfer-Encoding: binary

Content-ID: <ZvSvkz@rls.home2.net>

Content-Type: application/pidf+xml;charset="UTF-8"

<?xml version="1.0" encoding="UTF-8"?>

   <presence xmlns="urn:ietf:params:xml:ns:pidf"

             xmlns: rp="urn:ietf:params:xml:ns:pidf:rpid"

             xmlns:dm="urn:ietf:params:xml:ns:pidf:data-model"

             xmlns:pcp="urn:ietf:params:xml:ns:pidfcaps"

             xmlns:ci="urn:ietf:params:xml:ns:pidf:cipid"

             entity="pres:user2_public1@home2.net">

     <tuple id="a8098a.672364762364">

       <status>

         <basic>open</basic> 

       </status>

       < rp:class>sip</ rp:class>

       <rp:privacy><text/></rp:privacy>

       <rp:status-icon>http://example.com/~user2/icon.gif</rp:status-icon>



 <pcp:servcaps>

         <pcp:video>false</pcp:video>

         <pcp:audio>true</pcp:audio>


 </pcp:servcaps>
       <contact priority="0.8">sip:user2_public1@home2.net</contact>

       <note xml:lang="en">Don't Disturb Please!</note>

       <note xml:lang="fr">Ne derangez pas, s'il vous plait</note>

       <timestamp>2003-08-27T11:49:29Z</timestamp>

     </tuple>

     <tuple id="jklhgf9788934774.78">

       <status>

         <basic>open</basic>

       </status>

       <rp:class>assistant</rp:class>

       <rp:relationship><rp:assistant/></rp:relationship>

       <contact priority="1.0">tel:+1-212-555-2222</contact>

       <note xml:lang="en">She's my secretary</note>

       <timestamp>2003-08-27T11:49:29Z</timestamp>

     </tuple>

     <dm:person>

       <rp:class>presentity</rp:class>

       <ci:homepage>http://example.com/~user2</ci:homepage>

       <ci:card>http://example.com/~user2/card.vcd</ci:card> 

       <rp:activities><rp:meeting/></rp:activities>

       <rp:place-type until="2003-08-27T17:30:00Z"><rp:office/></rp:place-type>

     </dm:person>

   </presence>

--50UBfW7LSCVLtggUPe5z

Content-Transfer-Encoding: binary

Content-ID: <ZvSvkz@pres.example.com>

Content-Type: application/pidf+xml;charset="UTF-8"

<?xml version="1.0" encoding="UTF-8"?>

   <presence xmlns="urn:ietf:params:xml:ns:pidf"

             xmlns: rp="urn:ietf:params:xml:ns:pidf:rpid"

             xmlns:dm="urn:ietf:params:xml:ns:pidf:data-model"

             xmlns:pcp="urn:ietf:params:xml:ns:pidf:caps"

             entity="pres:user3_public1@home3.net">

     <tuple id="h7833hjkk.dsajfjdsaf">

       <status>

         <basic>closed</basic> 

       </status>

       <rp:class>sip</rp:class>

       <rp:privacy><rp:text/></rp:privacy>

       <pcp:servcaps>

         <pcp:video>false</pcp:video>

         <pcp:audio>true</pcp:audio>

       </pcp:servcaps>

       <contact priority="0.8">sip:user3_public1@home3.net</contact>

       <note xml:lang="en">Don't Disturb Please!</note>

       <note xml:lang="hu">Senki se merjen zavarni!</note>

       <timestamp>2003-08-27T11:48:59Z</timestamp>

     </tuple>

     <tuple id="sajdhdsahjh75vvcb774.78">

       <status>

         <basic>open</basic>

       </status>

       <rp:class>supervisor</rp:class>

       <rp:relationship><rp:supervisor/></rp:relationship>

       <contact priority="1.0">tel:+1-858-204-9141</contact>

       <note xml:lang="en">He's my supervisor</note>

       <timestamp>2003-08-27T11:48:59Z</timestamp>

     </tuple>

     <dm:person>

       <ci:homepage>http://example.com/~user3</ci:homepage>

       <ci:card>http://example.com/~user3/card.vcd</ci:card> 

       <rp:class>presentity</rp:class>

       <rp:activities><rp:vacation/></rp:activities>

       <rp:place-type until="2003-09-10T17:30:00Z"><rp:ship/></rp:place-type>

     </dm:person>

   </presence>

--50UBfW7LSCVLtggUPe5z--

P-Charging-Vector:
The RLS  populates the icid parameter with a globally unique value and populates the identifier of its own network to the originating Inter Operator Identifier (IOI) parameter of this header.
Content-Type:
Set to the value of the Accept: header received in the SUBSCRIBE request. 


The message body in the NOTIFY request that carries the presence information of the presentity is formed as indicated in RFC 4662 [22], draft-ietf-simple-presence-data-model [44], draft-ietf-simple-rpid [26], draft-ietf-simple-cipid [32] and draft-ietf-simple-prescaps-ext [25].

20.
NOTIFY request (S-CSCF to P-CSCF) - see example in table A.3.3.2-20


The S-CSCF#1 forwards the NOTIFY request to the P-CSCF.

Table A.3.3.2-20: NOTIFY request (S-CSCF to P-CSCF)

NOTIFY sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp SIP/2.0

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP rls.home2.net;branch=z9hG4bK240f34.1

Max-Forwards: 69

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=223551024"
P-Charging-Function-Addresses: ccf=[5555::b99:c88:d77:e66]; ccf=[5555::a55:b44:c33:d22]; ecf=[5555::1ff:2ee:3dd:4ee]; ecf=[5555::6aa:7bb:8cc:9dd]
Route: <sip:pcscf1.visited1.net;lr>

Record-Route: <sip:scscf1.home1.net;lr>

From: 

To: 

Call-ID: 

CSeq: 

Subscription-State:

Require:

Event: 

Contact:

Content-Type:

Content-Length:

(…)

P-Charging-Vector:
The S-CSCF stores the terminating Inter Operator Identifier (IOI) parameter received.
P-Charging-Function-Addresses:
The S-CSCF populates the P-Charging-Function-Addresses header field to be passed to the P-CSCF.

21.
NOTIFY request (P-CSCF to UE) - see example in table A.3.3.2-21


The P-CSCF forwards the NOTIFY request to the watcher in the UE. 

Table A.3.3.2-21: NOTIFY request (P-CSCF to UE)

NOTIFY sip:[5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp SIP/2.0

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=240f34.1, SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1SIP/2.0/UDP rls.home2.net;branch=z9hG4bK240f34.1

Max-Forwards: 68

Record-Route: <sip:scscf1.home1.net;lr>, <sip:pcscf1.home1.net:7531;lr;comp=sigcomp>

From: 

To: 

Call-ID: 

CSeq: 

Subscription-State: 

Require:

Event: 

Contact:

Content-Type:

Content-Length:

(…)

22.
200 (OK) response (UE to P-CSCF) - see example in table A.3.3.2-22


The UE acknowledges the NOTIFY request with a 200 (OK) to the P-CSCF.

Table A.3.3.2-22: 200 (OK) response (UE to P-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP pcscf1.visited1.net;branch=240f34.1, SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1SIP/2.0/UDP rls.home2.net;branch=z9hG4bK240f34.1

P-Access-Network-Info: 3GPP-UTRAN-TDD; utran-cell-id-3gpp=234151D0FCE11

From:

To:

Call-ID:

CSeq:

Content-Length: 0

23.
200 (OK) response (P-CSCF to S-CSCF) – see example in table A.3.3.2-23


The P-CSCF forwards the 200 (OK) response to the S-CSCF#1.

Table A.3.3.2-23: 200 (OK) response (P-CSCF to S-CSCF)

SIP/2.0 200 OK

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1, SIP/2.0/UDP rls.home2.net;branch=z9hG4bK240f34.1

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=223551024", orig-ioi=hom1.net, term-ioi=visited1.net
P-Access-Network-Info:

From:

To:

Call-ID:

CSeq:

Content-Length:

24.
200 (OK) response (S-CSCF to RLS) – see example in table A.3.3.2-24


The S-CSCF#2 forwards the response to the RLS in the home network of the UE.

Table A.3.3.2-24: 200 (OK) response (S-CSCF to RLS)

SIP/2.0 200 OK

Via: SIP/2.0/UDP rls.home2.net;branch=z9hG4bK240f34.1

P-Charging-Vector: icid-value="AyretyU0dm+6O2IrT5tAFrbHLso=223551024", orig-ioi=hom1.net; term-ioi=home1.net
From:

To:

Call-ID:

CSeq:

Content-Length:

P-Charging-Vector:
The S-CSCF inserts the originating Inter Operator Identifier (IOI) parameter received and populates the identifier of its own network to the originating Inter Operator Identifier (IOI) parameter of this header.
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