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4
UMTS capability set

The support of the Mn interface capability set shall be identified by the Mn profile and support of this profile shall be indicated in ServiceChange procedure.
The mandatory parts of this  capability set shall be used in their entirety whenever it is used within the H.248 profile. Failure to do so will result in a non-standard implementation.

ITU-T Recommendation H.248.1 (05/02) [9] is the basis for this Capability Set. The compatibility rules for packages, signals, events, properties and statistics and the H.248 protocol are defined in ITU-T Recommendation H.248.1 [9]. Their use or exclusion for this interface is clarified in clause 12.
4.1
Void

14
Call independent H.248 transactions 
14.x
Non-call related procedures
Table 14 shows the relationship between each non call-related procedure in 3GPP TS 29.232 [5] and the corresponding procedure defined in 3GPP TS 29.163 [4].

For further description of error codes and service change reasons, refer to ITU-T Recommendation H.248.8 [14].

Table 14: Non call-related transaction reused from 3GPP TS 29.232 [5] 
	Procedure defined in

 3GPP TS 29.163 [4]
	Procedure defined in  3GPP TS 29.232 [5]
	Support
	Comment

	IM-MGW Out of service
	MGW Out of Service
	Mandatory
	

	IM-MGW Communication Up
	MGW Communication Up
	Mandatory
	

	IM-MGW Restoration
	MGW Restoration
	Mandatory
	

	IM-MGW Register
	MGW Register
	Mandatory
	

	IM-MGW Re-register
	MGW Re-register
	Mandatory
	

	MGCF Ordered Re-register
	(G)MSC Server Ordered Re-register
	Mandatory
	

	MGCF Restoration
	(G)MSC Server Restoration
	Optional
	

	MGCF Out of Service
	(G)MSC Server Out of Service
	Optional
	

	Termination Out-of-Service
	Termination Out-of-Service
	Mandatory
	

	Termination Restoration
	Termination Restoration
	Mandatory
	

	Audit Value
	Audit Value
	Mandatory
	Mandatory support only for audit of Termination Service State and for periodic audit of MGW (empty Audit descriptor).

	Audit Capability
	Audit Capability
	Optional
	

	Command Rejected
	Command Rejected
	Mandatory
	The “Command Rejected” procedure may be used in response both to call-related and non-call-related ITU-T Recommendation H.248 Commands

	IM-MGW Capability Change
	Capability Update
	Optional
	

	IM-MGW Resource Congestion Handling - Activate
	MGW Resource Congestion Handling - Activate
	Mandatory
	

	IM-MGW Resource Congestion Handling - Indication
	MGW Resource Congestion Handling - Indication
	Mandatory
	


14.y
Profile registration

The following description is based on H.248.1 profile registration procedure with some clarifications. The reply to the ServiceChange Request containing the SCP parameter indicates if the MGCF supports the requested profile or if it does not support it and wants to propose an alternative profile. The profile (name and version) is only returned in the reply if the MGCF cannot support the specified profile in the ServiceChangeRequest. The returned reply shall indicate the profile and version supported. Upon reception of a profile in the reply, if the IM-MGW supports the indicated profile, it shall issue a new ServiceChange Request with the agreed profile to explicitly confirm the acceptance of the profile to the MGCF ; otherwise, if the IM-MGW does not support the indicated profile, it may continue the registration or re-registration procedure by issuing a new ServiceChange Request with an alternative profile ; until such procedure is successfully completed the IM-MGW shall remain out of service. If the profile is not returned the MGCF shall use the capabilities specified by the Profile indicated in the service change request.
Note: 
It should be observed that the profile registration is not a "cold calling" negotiation; the operator shall have configured the network to support certain profiles and so the profile registration within the Mn interface permits network upgrade scenarios but otherwise is simply a means to confirm the connection of the profile to be used over the Mn interface between MGCF and  IM-MGW.
A.8.8
Service Change

Table A.8.8/1: Service Change Methods and Reasons Sent By MGCF

	ServiceChange Methods supported:
	ServiceChange Reasons supported:

	 Graceful, Forced, Restart, Handoff(not involving more than 1 MGCF) 
When a Service Change command on the Root termination with a method other than Graceful is sent, the command shall always be sent as the only command in a message. The sending node shall always wait for the reply to a Service Change command on the Root termination with a method other than Graceful before sending further command requests.  A Service Change command on the Root termination with method Graceful may be combined with other commands in a single message.
	900-907, 915-917




Table A.8.8/2: Service Change Methods and Reasons Sent By MGW

	 ServiceChange Methods supported:
	ServiceChange Reasons supported:

	Graceful, Forced, Restart, Disconnected, Handoff(not involving more than 1 MGW), Failover (except for ‘MG impending failure’) 

When a Service Change command on the Root termination with a method other than Graceful is sent, the command shall always be sent as the only command in a message. The sending node shall always wait for the reply to a Service Change command on the Root termination with a method other than Graceful before sending further command requests.  A Service Change command on the Root termination with method Graceful may be combined with other commands in a single message.
	900-910, 913-917


Table A.8.8/3: Service Change Address

	ServiceChangeAddress used:
	No


Table A.8.8/4: Service Change Delay

	ServiceChangeDelay used:
	No


Table A.8.8/5: Service Change Incomplete Flag

	ServiceChange Incomplete Flag used:
	No


Table A.8.8/6: Service Change Version

	Version used in ServiceChangeVersion:
	2


Table A.8.8/7: Profile negotiation

	Profile negotiation as per H.248.18:
	 No


A.17
Procedures

A.17.1
Call Independent Procedures 

See clause 14.
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