3GPP TSG CT#34 
CP-060564(
Budapest, Hungary, 29th Nov – 1st Dec 2006

Presentation of CT4 agreed Specification to TSG
Presentation to:
TSG CT Meeting #34
Document for presentation:
TS 23.333 Version 1.0.0
Presented for:
Information
Abstract of document:

This specification describes the functional requirements and information flows that generate procedures between the Multimedia Resource Function Controller (MRFC) and the Multimedia Resource Function Processor (MRFP), the Mp Interface. 

This specification is limited to information flows relevant to the Mp Interface; in order to define these procedures and make the functional requirements clear some triggers from an external interface may be described; these may be specified within the Mr interface for example or within an AS in which the MRFC function resides.
Outstanding Issues:

· For the requirement of TTS, How the MRFC gets the text and in which format it consists is unclear and depends upon the definition in the Mr interface. Need to know format, length, if it is segmented to be concatenated etc.
· It is for further study about the audio recording functional requirement for the conference service.

· It is FFS where the pre-defined DTMF is configured i.e. within the AS, MRFC or MRFP.
· The "target data" definition is FFS.
· The confidence level needs to be-defined.

· The floor control functions are summarized from the 3GPP TS 24.147[4] and the draft-ietf-xcon-bfcp-05. It may be studied in detail further.

