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**** First Modified Section ****
12
Short message service management services

12.1
MAP-SEND-ROUTING-INFO-FOR-SM service

12.1.1
Definition

This service is used between the gateway MSC and the HLR to retrieve the routing information needed for routing the short message to the servicing MSC or SGSN. This service is also used between the gateway MSC and SMS Router, and SMS Router and HLR in order to enforce routing of the SM delivery via the HPLMN of the receiving MS.
The MAP-SEND-ROUTING-INFO-FOR-SM is a confirmed service using the primitives from table 12.1/1.

12.1.2
Service primitives

Table 12.1/1: MAP-SEND-ROUTING-INFO-FOR-SM

	Parameter name
	Request
	Indication
	Response
	Confirm

	Invoke Id
	M
	M(=)
	M(=)
	M(=)

	MSISDN
	M
	M(=)
	
	

	SM-RP-PRI
	M
	M(=)
	
	

	Service Centre Address
	M
	M(=)
	
	

	SM-RP-MTI
	C
	C(=)
	
	

	SM-RP-SMEA
	C
	C(=)
	
	

	GPRS Support Indicator
	C
	C(=)
	
	

	IMSI
	
	
	C
	C(=)

	Network Node Number
	
	
	C
	C(=)

	LMSI
	
	
	C
	C(=)

	GPRS Node Indicator
	
	
	C
	C(=)

	Additional Number
	
	
	C
	C(=)

	User error
	
	
	C
	C(=)

	Provider error
	
	
	
	O


12.1.3
Parameter use

Invoke id

See definition in clause 7.6.1.

MSISDN

See definition in clause 7.6.2.

SM-RP-PRI

See definition in clause 7.6.8.

Service Centre Address

See definition in clause 7.6.2.

SM-RP-MTI

See definition in clause 7.6.8. This parameter shall be present when the feature « SM filtering by the HPLMN » is supported by the SMS-GMSC and when the equivalent parameter is received from the short message service relay sub-layer protocol.

SM-RP-SMEA

See definition in clause 7.6.8. This parameter shall be present when the feature « SM filtering by the HPLMN » is supported by the SMS-GMSC and when the equivalent parameter is received from the short message service relay sub-layer protocol.

GPRS Support Indicator

See definition in clause 7.6.8. The presence of this parameter is mandatory if the SMS-GMSC supports receiving of the two numbers from the HLR.
IMSI

See definition in clause 7.6.2. If enforcement of routing an SM via the HPLMN of the receiving MS is deployed, this parameter contains an MT Correlation ID instead of an IMSI when the service is used between SMS-GMSC and SMS Router (see 3GPP TS 23.040 [26] for more information).

The presence of this parameter is mandatory in a successful case.

Network Node Number

See definition in clause 7.6.2. This parameter is provided in a successful response.

LMSI

See definition in clause 7.6.2. It is an operator option to provide this parameter from the VLR; it is mandatory for the HLR to include the LMSI in a successful response, if the VLR has used the LMSI.

GPRS Node Indicator

See definition in clause 7.6.8. The presence of this parameter is mandatory if only the SGSN number is sent in the Network Node Number.

Additional Number

See definition in clause 7.6.2. This parameter is provided in a successful response.
User error

The following errors defined in clause 7.6.1 may be used, depending on the nature of the fault:

-
Unknown subscriber;

-
Call Barred;

-
Teleservice Not Provisioned;

-
Absent Subscriber_SM;

-
Facility Not Supported;

-
System failure;

-
Unexpected Data Value;

-
Data missing.

Provider error

For definition of provider errors see clause 7.6.1.
**** Next Modified Section ****
12.6
MAP-INFORM-SERVICE-CENTRE service

12.6.1
Definition

This service is used between the HLR and the gateway MSC (transiting an SMS Router, if present) to inform the Service Centre which MSISDN number is stored in the Message Waiting Data file. If the stored MSISDN number is not the same as the one received from the gateway MSC in the MAP-SEND-ROUTING-INFO-FOR-SM service primitive the stored MSISDN number is included in the message.

Additionally the status of MCEF, MNRF and MNRG flags and the inclusion of the particular Service Centre address in the Message Waiting Data list is informed to the gateway MSC when appropriate. 

If the HLR has stored a single MNRR, the value is included in the Absent Subscriber Diagnostic SM parameter.

If the HLR has stored a second MNRR, the value of the MNRR for the MSC is included in the Absent Subscriber Diagnostic SM parameter and the value of the MNRR for the SGSN is included in the Additional Absent Subscriber Diagnostic SM parameter.

The MAP-INFORM-SERVICE-CENTRE service is a non-confirmed service using the primitives from table 12.6/1.

12.6.2
Service primitives

Table 12.6/1: MAP-INFORM-SERVICE-CENTRE

	Parameter name
	Request
	Indication

	Invoke Id
	M
	M(=)

	MSIsdn-Alert
	C
	C(=)

	MWD Status
	C
	C(=)

	Absent Subscriber Diagnostic SM
	C
	C(=)

	Additional Absent Subscriber Diagnostic SM
	C
	C(=)


12.6.3
Parameter use

Invoke id

See definition in clause 7.6.1.

MSIsdn-Alert

See definition in clause 7.6.2. This parameter refers to the MSISDN stored in a Message Waiting Data file in the HLR.

MWD Status

See definition in clause 7.6.8. This parameter indicates the status of the MCEF, MNRF and MNRG flags and the status of the particular SC address presence in the Message Waiting Data list.

Absent Subscriber Diagnostic SM

See definition in clause 7.6.8. 

Additional Absent Subscriber Diagnostic SM
See definition in clause 7.6.8.

**** Next Modified Section ****
12.9
MAP-MT-FORWARD-SHORT-MESSAGE service

12.9.1
Definition

This service is used between the gateway MSC and the serving MSC or the SGSN (transiting an SMS Router, if present) to forward mobile terminated short messages.

The MAP-MT-FORWARD-SHORT-MESSAGE service is a confirmed service using the service primitives given in table 12.9/1.

12.9.2
Service primitives

Table 12.9/1: MAP-MT-FORWARD-SHORT-MESSAGE

	Parameter name
	Request
	Indication
	Response
	Confirm

	Invoke Id
	M
	M(=)
	M(=)
	M(=)

	SM RP DA
	M
	M(=)
	
	

	SM RP OA
	M
	M(=)
	
	

	SM RP UI
	M
	M(=)
	C
	C(=)

	More Messages To Send
	C
	C(=)
	
	

	User error
	
	
	C
	C(=)

	Provider error
	
	
	
	O


12.9.3
Parameter use

Invoke id

See definition in clause 7.6.1.

SM RP DA

See definition in clause 7.6.8. This parameter can contain either an IMSI or a LMSI. The use of the LMSI is an operator option. The LMSI can be provided if it is received from the HLR. The IMSI is used if the use of the LMSI is not available.

This parameter is omitted in the mobile terminated subsequent SM transfers.

SM RP OA

See definition in clause 7.6.8. The Service Centre address received from the originating Service Centre is inserted in this parameter.

This parameter is omitted in the mobile terminated subsequent SM transfers.

SM RP UI

See definition in clause 7.6.8. The short message transfer protocol data unit received from the Service Centre is inserted in this parameter. A short message transfer protocol data unit may also be inserted in this parameter in the message delivery acknowledgement from the MSC or from the SGSN to the Service Centre.

More Messages To Send

See definition in clause 7.6.8. The information from the MMS indication received from the Service Centre is inserted in this parameter.

User error

The following errors defined in clause 7.6.1 may be used, depending on the nature of the fault:

-
Unidentified subscriber;

-
Absent Subscriber_SM;

-
Subscriber busy for MT SMS;

-
Facility Not Supported;

-
Illegal Subscriber indicates that delivery of the mobile terminated short message failed because the mobile station failed authentication;

-
Illegal equipment indicates that delivery of the mobile terminated short message failed because an IMEI check failed, i.e. the IMEI was blacklisted or not white-listed;

-
System Failure;

-
SM Delivery Failure:

-
The reason of the SM Delivery Failure can be one of the following in the mobile terminated SM:

-
memory capacity exceeded in the mobile equipment;

-
protocol error;

-
mobile equipment does not support the mobile terminated short message service.

-
Unexpected Data Value;

-
Data Missing.

Provider error

For definition of provider errors see clause 7.6.1.

**** Next Modified Section ****
23.3
The mobile terminated short message transfer procedure

The mobile terminated short message transfer procedure is used for forwarding a short message or several short messages from a Service Centre to a mobile subscriber. The message flow for the mobile terminated short message procedure for a single short message transfer is shown in figure 23.3/1.
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Figure 23.3/1: Mobile terminated short message service procedures

1)
Short Message (3GPP TS 23.040).

2)
MAP_SEND_ROUTING_INFO_FOR_SM.

3)
MAP_SEND_ROUTING_INFO_FOR_SM_ACK.

4)
TCAP BEGIN (***)

4a)
TCAP CONTINUE (***)

4b)
MAP_MT_FORWARD_SHORT_MESSAGE.

5)
MAP_SEND_INFO_FOR_MT_SMS (*).

5a)
MAP_CONTINUE_CAMEL_SMS_HANDLING (*)(**)

5b)
MAP_SEND_INFO_FOR_MT_SMS (*)(**)

6)
MAP_PAGE/MAP_SEARCH_FOR_MOBILE_SUBSCRIBER (*).

7)
Page (3GPP TS 24.008 [35]).

8)
Page response (3GPP TS 24.008 [35]).

9)
MAP_PROCESS_ACCESS_REQUEST_ACK and
MAP_SEARCH_FOR_MOBILE_SUBSCRIBER_ACK (*).

10)
MAP_SEND_INFO_FOR_MT_SMS_ACK (*).

11)
Short Message (3GPP TS 24.011 [37]).

12)
Short Message Acknowledgement (3GPP TS 24.011 [37]).

13)
MAP_MT_FORWARD_SHORT_MESSAGE_ACK.

14)
Short Message Acknowledgement (3GPP TS 23.040).

(*)
Messages 5), 5a), 5b), 6), 9), and 10) are not used by the SGSN.

(**)
These messages are used only for a subscriber provisioned with MT-SMS-CSI in the VLR.

(***) 
If 


a)
- 
the capacity of a message signal unit in the lower layers of the protocol is enough to carry the 
content of the MAP_OPEN request and the content of the 
MAP_MT_FORWARD_SHORT_MESSAGE request in a single TC message, 


and



b) 
the SMS Gateway MSC operator and the serving node (MSC or SGSN) operator



agreed not to use the TCAP handshake countermeasure against SMS fraud for



messages exchanged between their networks (see 3GPP TS 33.204 [34a])


then

 the TCAP handshake may be omitted.

The message flow for the mobile terminated short message procedure for multiple short message transfer is shown in figure 23.3/2.
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Figure 23.3/2: Mobile terminated short message procedure for multiple short message transfer

1)
Short Message (3GPP TS 23.040 [26]).

2)
MAP_SEND_ROUTING_INFO_FOR_SM.

3)
MAP_SEND_ROUTING_INFO_FOR_SM_ACK.

4)
TCAP BEGIN (***)

4a
TCAP CONTINUE (***)

4b)
MAP_MT_FORWARD_SHORT_MESSAGE (note 1).

5)
MAP_SEND_INFO_FOR_MT_SMS (*).

5a)
MAP_CONTINUE_CAMEL_SMS_HANDLING (*)(**)

5b)
MAP_SEND_INFO_FOR_MT_SMS (*)(**)

6)
MAP_PAGE/MAP_SEARCH_FOR_MOBILE_SUBSCRIBER (*).

7)
Page (3GPP TS 48.008 [49]).

8)
Page response (3GPP TS 24.008 [35]).

9)
MAP_PROCESS_ACCESS_REQUEST_ACK and

MAP_SEARCH_FOR_MOBILE_SUBSCRIBER_ACK (*).

10)
MAP_SEND_INFO_FOR_MT_SMS_ACK (*).

11)
Short Message (3GPP TS 24.011 [37]).

12)
Short Message Acknowledgement (3GPP TS 24.011 [37]).

13)
MAP_MT_FORWARD_SHORT_MESSAGE_ACK.

14)
Short Message Acknowledgement (3GPP TS 23.040 [26]).

15)
Short Message (3GPP TS 23.040 [26]).

16)
MAP_MT_FORWARD_SHORT_MESSAGE (note 2).

17)
Short Message (3GPP TS 24.011 [37]).

18)
Short Message Acknowledgement (3GPP TS 24.011 [37]).

19)
MAP_MT_FORWARD_SHORT_MESSAGE_ACK.

20)
Short Message Acknowledgement (3GPP TS 23.040 [26]).

(*)
Messages 5), 5a), 5b) 6), 9), and 10) are not used by the SGSN.

(**)
These messages are used only for a subscriber provisioned with MT-SMS-CSI in the VLR.

(***) 
If 


a) 
the capacity of a message signal unit in the lower layers of the protocol is enough to carry the 
content of the MAP_OPEN request and the content of the 
MAP_MT_FORWARD_SHORT_MESSAGE request in a single TC message, 


and



b) 
the SMS Gateway MSC operator and the serving node (MSC or SGSN) operator
 

agreed not to use the TCAP handshake countermeasure against SMS fraud for



messages exchanged between their networks (see 3GPP TS 33.204 [34a])


then the TCAP handshake may be omitted.

NOTE 1:
The “More Messages To Send” flag is TRUE.

NOTE 2:
The “More Messages To Send” flag is FALSE.

In the multiple short message transfer the service MAP_MT_FORWARD_SHORT_MESSAGE can be used several times. However, the short message transfer is always acknowledged to the Service Centre before the next short message is sent.

In addition the following MAP services are used:

MAP_PROCESS_ACCESS_REQUEST
(see subclause 8.3); (*)

MAP_PAGE
(see subclause 8.2); (*)

MAP_SEARCH_FOR_MS
(see subclause 8.2); (*)

MAP_AUTHENTICATE
(see subclause 8.5); (*)

MAP_SET_CIPHERING_MODE
(see subclause 8.6); (*)

MAP_CHECK_IMEI
(see subclause 8.7);

MAP_FORWARD_NEW_TMSI
(see subclause 8.9); (*)

MAP_REPORT_SM_DELIVERY_STATUS
(see subclause 12.3);

MAP_INFORM_SERVICE_CENTRE
(see subclause 12.6);

MAP_TRACE_SUBSCRIBER_ACTIVITY
(see subclause 9.1); (*)

MAP_READY_FOR_SM
(see subclause 12.4).

(*)
These services are not used by the SGSN.
A message flow example for the mobile terminated short message procedure for a single short message transfer in an environment that makes use of an SMS Router for MT-short-message-transfer is shown in figure 23.3/2a.
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Figure 23.3/2a Mobile terminated short message procedure with SMS Router
1)
Short Message (3GPP TS 23.040 [26])
2) & 3)
MAP_SEND_ROUTING_INFO_FOR_SM
NOTE:
The HLR relays the message MAP_SEND_ROUTING_INFO_FOR_SM received from the SMS-GMSC to the SMS Router on SCCP level. How this is done is implementation specific.
4)
MAP_SEND_ROUTING_INFO_FOR_SM
5)
MAP_SEND_ROUTING_INFO_FOR_SM_ACK and conditionally MAP_INFORM_SERVICE_CENTRE
6)
MAP_SEND_ROUTING_INFO_FOR_SM_ACK and conditionally MAP_INFORM_SERVICE_CENTRE

7)
Conditionally: Inform Service Centre (3GPP TS 23.040 [26])
8)
MAP_MT_FORWARD_SHORT_MESSAGE
NOTE:
In this example the SMS-GMSC decides to attempt delivery via MSC. Therefore the SCCP called party SSN shall be set to SSN for MSC
9) MAP_MT_FORWARD_SHORT_MESSAGE
10) MAP_MT_FORWARD_SHORT_MESSAGE_ERROR
NOTE:
In this example delivery via the MSC is unsuccessful e.g. due to IMSI detached
11) MAP_MT_FORWARD_SHORT_MESSAGE_ERROR

12) MAP_MT_FORWARD_SHORT_MESSAGE
NOTE:
In this example the SMS-GMSC decides to retry delivery via the SGSN. Therefore the SCCP called party SSN shall be set to the SSN for SGSN.
13) MAP_MT_FORWARD_SHORT_MESSAGE

14) MAP_MT_FORWARD_SHORT_MESSAGE_ACK

NOTE:
In this example delivery via SGSN is successful

15)
MAP_MT_FORWARD_SHORT_MESSAGE_ACK
16)
Conditionally: MAP_REPORT_SM_DELIVERY_STATUS

NOTE:
In this example unsuccessful delivery via MSC and successful delivery via SGSN is reported
17)
MAP_REPORT_SM_DELIVERY_STATUS_Ack
18)
Short Message Acknowledgement (3GPP TS 23.040 [26]).

23.3.1
Procedure in the SMS-GMSC

Any CAMEL-specific handling described in this subclause is omitted if the SMS-GMSC does not support CAMEL. CAMEL-specific handling is invoked only if the SMS-GMSC is integrated with the VMSC.

The process starts when the SMS-GMSC receives an SC_RP_MT_DATA indication from a Service Centre. The MAP process invokes macros not defined in this clause; the definitions of these macros can be found as follows:

Receive_Open_Cnf





see subclause 25.1.2;

Check_Confirmation





see subclause 25.2.2.

Process MT_SM_GMSC sheet 1: If the MAP_SEND_ROUTING_INFO_FOR_SM confirmation included an LMSI, it may be included in the sm-RP-DA information field of the first MAP_MT_FORWARD_SHORT_MESSAGE request sent to the serving MSC. In this case, the IMSI shall be included in the Destination Reference of the MAP_OPEN request. The SMS-GMSC shall not send an LMSI to an SGSN. If the SMS-GMSC does not send an LMSI to the serving node, the sm-RP-DA information field in the first MAP_MT_FORWARD_SHORT_MESSAGE request sent to the serving MSC or SGSN shall contain the IMSI, and the Destination Reference in the MAP_OPEN request shall not be present. The parameter SM_RP_OA shall contain the Service Centre address.

Process MT_SM_GMSC sheet 1: The indication of which number belongs to the SGSN and which to the MSC, received from the HLR in the MAP_SEND_ROUTING_INFO_FOR_SM confirm (see subclause 23.3.2) will enable the SMS-GMSC to map the causes received from one or both serving nodes into the appropriate causes for non GPRS, GPRS or both, and send them to the SC and the HLR.

Process MT_SM_GMSC sheet 2: The SMS-GMSC maps "Unexpected data value" and "System failure" MAP errors from the serving node to a "System failure" RP_ERROR error cause. The mapping between other MAP error causes and the RP_ERROR error cause is given in 3GPP TS 23.040 [26] and 3GPP TS 24.011 [37].

Process MT_SM_GMSC sheet 2: If the SMS-GMSC receives both MSC and SGSN numbers from the HLR as routeing information, it may choose which serving node to use for the first delivery attempt.

Process MT_SM_GMSC sheet 2: If the SMS-GMSC makes two delivery attempts, it may report the result of each delivery attempt to the HLR according to the conditions described below.

Procedure MT_SM_Delivery_Attempt_GMSC sheet 1: if the macro MT_SM_Transfer_MSC takes the Error exit, the SMS-GMSC maps the MAP User Error to the corresponding SC_RP error, as defined in 3GPP TS 23.040 [26].

Procedure MT_SM_Delivery_Attempt_GMSC sheet 3: The decision box "TCAP Handshake required" takes the "yes" or "no" exit depending on agreements between the GMSC's operator and the serving node's operator (see 3GPP TS 33.204 [34a]).

Procedure MT_SM_Delivery_Attempt_GMSC sheet 1, sheet 2, sheet 4, sheet 5: The SMS-GMSC invokes the macro Report_SM_Delivery_Stat_GMSC if:

-
the reason received from the serving node for failure to deliver the message is absent subscriber_SM, unidentified subscriber or SM delivery failure with error cause "MS memory capacity exceeded", and the SC address is not yet included in the MWD set, or

-
the reason received from the serving node for failure to deliver the message is absent subscriber_SM, unidentified subscriber or SM delivery failure with error cause MS memory capacity exceeded, and the corresponding flag in the HLR (as indicated in the information received in the MAP_INFORM_ SERVICE_CENTRE) is not set, or

-
the reason received from the serving node (MSC or SGSN) for failure to deliver the message is absent subscriber_SM and the absent subscriber diagnostic is different from the absent subscriber diagnostic received in the MAP_INFORM_ SERVICE_CENTRE.

Procedure MT_SM_Delivery_Attempt_GMSC sheet 1, sheet 2, sheet 4, sheet 5: If absent subscriber diagnostic information (see 3GPP TS 23.040 [26]) is included with the absent subscriber_SM error indication then the SMS-GMSC relays this information to the HLR using the MAP_REPORT_SM_DELIVERY_STATUS service.

Procedure MT_SM_Delivery_Attempt_GMSC sheet 1, sheet 4: The More Messages To Send flag is set to TRUE or FALSE according to the information received from the Service Centre.

Procedure MT_SM_Delivery_Attempt_GMSC sheet 3: If the capacity of a message signal unit in the lower layers of the protocol is enough to carry the content of the MAP_OPEN request and the content of the MAP_MT_FORWARD_SHORT_MESSAGE request in a single TC message, the test "Message segmentation needed" takes the "No" exit; otherwise the test takes the "Yes" exit.

The mobile terminated short message transfer process in the SMS-GMSC is shown in figure 23.3/3. The procedure MT_SM_Delivery_Attempt_GMSC is shown in figure 23.3/4. The macro MT_SM_Transfer_MSC is shown in figure 23.3/7.

23.3.2
Procedure in the HLR

The process starts when the HLR receives a MAP_SEND_ROUTING_INFO_FOR_SM indication from the SMS-GMSC. If an SMS Router is deployed, the HLR receives MAP_SEND_ROUTING_INFO_FOR_SM from the SMS Router (step 4 in figure 23.3/2a); relaying a message received from the SMS-GMSC to the SMS Router on SCCP level (steps 2 and 3 in figure 23.3/2a) is done by implementation specific means and is not shown in figure 23.3/5.

The MAP process invokes a macro not defined in this clause; the definition of this macro can be found as follows:

Check_Indication





see subclause 25.2.1.

Sheet 3: If the SMS-GMSC does not support GPRS functionality, it uses the protocol defined in the Release 96 version of this specification. The parameter "msc-Number" in "RoutingInfoForSM-Res" in the Release 96 version of the protocol definition corresponds to the parameter "networkNode-Number" in "RoutingInfoForSM-Res" in the Release 97 (and later) version of the protocol definition; therefore if the HLR populates the parameter "networkNode-Number" with the SGSN number, the Release 96 SMS-GMSC will interpret the SGSN number as an MSC number. If the HLR populates the "gprsNodeIndicator" parameter in the MAP_SEND_ROUTING_INFO_FOR_SM response, a Release 96 SMS-GMSC will silently discard the parameter.

Sheet 5: If the HLR received a LMSI from the VLR at location updating, it shall include the LMSI in the MAP_SEND_ROUTING_INFO_FOR_SM response only if the MAP_SEND_ROUTING_INFO_FOR_SM response also includes the MSC number.

The mobile terminated short message transfer process in the HLR is shown in figure 23.3/5.

23.3.3
Procedure in the Serving MSC

Any CAMEL-specific handling defined in this subclause is omitted if the MSC does not support CAMEL control of MT SMS, or if the subscriber does not have a subscription for CAMEL control of MT SMS.

The process starts when the MSC receives a dialogue opening request with the application context shortMsgMT-RelayContext. The MAP process invokes macros not defined in this clause; the definitions of these macros can be found as follows:

Receive_Open_Ind





see subclause 25.1.1;

Check_Indication





see subclause 25.2.1.

The mobile terminated short message transfer process in the serving MSC is shown in figure 23.3/6 

Procedure MT_SM_VMSC sheet 1: The decision box "TCAP Handshake required" takes the "yes" or "no" exit depending on agreements between the Serving MSC's operator and the SMS Gateway MSC's operator (see 3GPP TS 33.204 [34a]).

The macro MT_SM_Transfer_MSC may be invoked either in a stand-alone serving MSC or in a serving MSC which is integrated with the SMS-GMSC. It is used to transfer the first MT short message of a possible sequence of messages. The macro invokes macros not defined in this clause; the definitions of these macros can be found as follows:

Check_Confirmation




see subclause 25.2.2.

Page_MSC






see subclause 25.3.1;

Search_for_MS_MSC



see subclause 25.3.2;

Process_Access_Request_MSC

see subclause 25.4.1;

Trace_Subscriber_Activity_MSC
see subclause 25.9.1.

The macro MT_SM_Transfer_MSC is shown in figure 23.3/7. The macro Check_Subscr_Identity_For_MT_SMS is shown in figure 23.3/8. 

23.3.4
Procedure in the VLR

Any CAMEL-specific handling defined in this subclause is omitted if the VLR does not support CAMEL control of MT SMS.

The process starts when the VLR receives a dialogue opening request from the MSC. The process invokes macros not defined in this clause; the definitions of these macros can be found as follows:

Receive_Open_Ind





see subclause 25.1.1;

Check_Indication





see subclause 25.2.1;

Check_Confirmation





see subclause 25.2.2;

Process_Access_Request_VLR


see subclause 25.4.2.

The mobile terminated short message transfer process in the VLR is shown in figure 23.3/9.

23.3.5
Procedure in the SGSN

Any CAMEL-specific handling defined in this subclause is omitted if the SGSN does not support CAMEL control of MT SMS, or if the subscriber does not have a subscription for CAMEL control of MT SMS.

The process starts when the SGSN receives a dialogue opening request with the application context shortMsgMT-RelayContext. The MAP process invokes macros not defined in this clause; the definitions of these macros can be found as follows:

Receive_Open_Ind





see subclause 25.1.1;

Check_Indication





see subclause 25.2.1.

The mobile terminated short message transfer process in the SGSN is shown in figure 23.3/10. 

Procedure MT_SM_SGSN sheet 1: The decision box "TCAP Handshake required" takes the "yes" or "no" exit depending on agreements between the Serving SGSN's operator and the SMS Gateway MSC's operator (see 3GPP TS 33.204 [34a]).

The macro MT_SM_Transfer_SGSN is used to transfer the first MT short message of a possible sequence of messages. It is shown in figure 23.3/11.

The macro Check_Subscr_Identity_For_MT_SMS is shown in figure 23.3/8. The page and search procedures are shown in figures 23.3/12 and 23.3/13.
23.3.X
Procedure in the SMS Router
The mobile terminated short message transfer process in the SMS Router is shown in figure 23.3/14.

Procedure MT_SM_SMS_ROUTER sheet 2: Allocated MT Correlation IDs have a limited lifetime, managed by Timer T1. The value of Timer T1 shall be operator configurable (its value being dependant on such factors as subscriber base, network size, number of roaming/SMS‑interworking partners, average and peak SMS traffic load, etc.).
Procedure MT_SM_SMS_ROUTER sheet 2: MAP parameters to be stored against the MT Correlation ID are IMSI, networkNode-Number, gprsNodeIndicator, and additional-Number (if and as received within MAP_SEND_ROUTING_INFO_FOR_SHORT_MESSAGE_cnf), and optionally MSISDN as received within MAP_SEND_ROUTING_INFO_FOR_SHORT_MESSAGE_ind from the SMS-GMSC (and relayed by the HLR)). The SMS Router may also store the GT, or just the CC and NDC parts of the GT, of the SMS-GMSC from which the MAP_SEND_ROUTING_INFO_FOR_SHORT_MESSAGE_ind was received.
Procedure MT_SM_SMS_ROUTER sheet 3: The SCCP called party SSN received with Open_ind is used to decide whether the new dialogue is opend with the MSC or with the SGSN.
Procedure MT_SM_SMS_ROUTER sheet 4: The decision box "Retry expected" takes the "Yes" exit if two addresses were received from the HLR, the first delivery attempt was unsuccessful, and the second attempt has not yet been made.
Procedure MT_SM_SMS_ROUTER sheet 4: The task "Release MT Correlation ID" includes deleting of data stored against the MT Correlation ID.
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Figure 23.3/6 (sheet 3 of 4): Procedure MT_SM_VMSC
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Figure 23.3/6 (sheet 4 of 4): Procedure MT_SM_VMSC
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Figure 23.3/7 (sheet 1 of 4): Macro MT_SM_Transfer_MSC
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Figure 23.3/7 (sheet 2 of 4): Macro MT_SM_Transfer_MSC
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Figure 23.3/7 (sheet 3 of 4): Macro MT_SM_Transfer_MSC
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Figure 23.3/7 (sheet 4 of 4): Macro MT_SM_Transfer_MSC
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Figure 23.3/8: Macro Check_Subscr_Identity_For_MT_SMS
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Figure 23.3/9 (sheet 1 of 3): Process MT_SM_VLR
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Figure 23.3/9 (sheet 2 of 3): Process MT_SM_VLR
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Figure 23.3/9 (sheet 3 of 3): Process MT_SM_VLR
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Figure 23.3/10 (sheet 1 of 4): Process MT_SM_SGSN
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Figure 23.3/10 (sheet 2 of 4): Process MT_SM_ SGSN
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Figure 23.3/10 (sheet 3 of 4): Process MT_SM_ SGSN
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Figure 23.3/10 (sheet 4 of 4): Process MT_SM_ SGSN
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Figure 23.3/11 (sheet 1 of 3): Macro MT_SM_TRANSFER_SGSN
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Figure 23.3/11 (sheet 2 of 3): Macro MT_SM_TRANSFER_SGSN
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Figure 23.3/11 (sheet 3 of 3): Macro MT_SM_TRANSFER_SGSN
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Figure 23.3/12 (sheet 1 of 1): Procedure Page_SMS_SGSN
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Figure 23.3/13 (sheet 1 of 1): Procedure Search_SMS_SGSN 
[image: image40.emf]Process in the SMS Router to handle
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Figure 23.3/14 (sheet 1 of 4): Process MT_SM_ SMS_ROUTER 
[image: image41.emf]Process in the SMS Router to handle
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Figure 23.3/14 (sheet 2 of 4): Process MT_SM_ SMS_ROUTER
[image: image42.emf]Process in the SMS Router to handle

delivery of an MT short message
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Figure 23.3/14 (sheet 3 of 4): Process MT_SM_ SMS_ROUTER
[image: image43.emf]Process in the SMS Router to handle

delivery of an MT short message
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Figure 23.3/14 (sheet 4 of 4): Process MT_SM_ SMS_ROUTER
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