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5.3
IP Multimedia Service Data Storage

Table 5.3: Overview of data used for IP Multimedia services

	PARAMETER
	Subclause
	HSS
	S-CSCF
	IM-SSF
	AS
	TYPE

	Private User Identity
	3.1.1
	M
	M
	
	-
	P

	Public Identity
	3.1.2
	M
	M
	
	-
	P

	Barring Indication
	3.1.3
	M
	M
	
	-
	P

	List of authorized visited network identifiers
	3.1.4
	M
	-
	
	-
	P

	Registration Status
	3.2.1
	M
	-
	
	-
	T

	S-CSCF Name
	3.2.2
	M
	-
	
	-
	T

	Diameter Client Address of S-CSCF
	3.2.3
	M
	-
	
	-
	T

	Diameter Server Address of HSS
	3.2.4
	-
	M
	-
	C
	T

	RAND, XRES, CK, IK and AUTN
	3.3.1
	M
	C
	
	-
	T

	Server Capabilities
	3.4.1
	C
	-
	
	-
	P

	Subscribed Media Profile Identifier
	3.5.1
	C
	C
	
	-
	P

	Initial Filter Criteria
	3.5.2
	C
	C
	
	-
	P

	Application Server Information
	3.5.3
	C
	C
	-
	-
	P

	Service Indication
	3.5.4
	M
	-
	
	M
	P

	Primary Event Charging Function Name
	3.7.1
	C
	C
	-
	-
	P

	Secondary Event Charging Function Name
	3.7.2
	C
	C
	-
	-
	P

	Primary Charging Collection Function Name
	3.7.3
	M
	M
	-
	-
	P

	Secondary Charging Collection Function Name
	3.7.4
	C
	C
	-
	-
	P

	GsmSCF address for IM CSI
	3.8.4
	C
	-
	
	-
	P

	IM-SSF address for IM CSI
	3.8.5
	 C
	 -                                                    
	
	-
	T

	O-IM-CSI
	3.8.1
	C
	-
	C
	-
	P

	VT-IM-CSI
	3.8.2
	C
	-
	C
	-
	P

	D-IM-CSI
	3.8.3
	C
	-
	C
	-
	P

	GsmSCF address for IM CSI
	3.8.4
	C
	-
	-
	-
	P

	IM-SSF address for IM CSI
	3.8.5
	C
	 -                                                    
	-
	-
	T
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