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	Reason for change:
(

	SA2#56 has agreed in January 2007 an R7 CR0586r1-23.060 (S2-070565) on Emergency APN specification that reads:

· The MS shall leave the PDP Address empty to request a dynamic PDP address and use the Emergency Access Point Name, Em-APN, as defined in TS 23.003 [4].
This CR introduces respective amendments to clause 9 of TS 23.003 in a new subclause 9.X that would align TS 29.060 with stage 2 TS 23.060.

	
	

	Summary of change:
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	The definition of emergency APN for PS domain was added.
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	Network may reject the IMS emergency call setup.

	
	

	Clauses affected:
(

	New sublause in 9

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


9.2.1
Coding of the Wild Card APN

The wild card APN is coded as an APN with "*" as its single label, (i.e. a length octet with value one, followed by the ASCII code for the asterisk).

9.X
Definition of Emergency APN

The Emergency APN (Em-APN) for the support of IMS Emergency calls shall take the form of a common, reserved Network Identifier of the form "sos".

For IMS Emergency call over PS domain emergency APN shall contain only Em-APN (Network Identifier).

As an example, Em-APN coding in DNS, when the given PS domain operator’s MCC is 345 and MNC is 12, shall be the following:
"sos.mnc012.mcc345.gprs"
where:

"sos" is the Em-APN Network Identifier;
"mnc012.mcc345.gprs" is the given operator’s APN Operator Identifier.
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