Page 1



Joint-Working-Group (Parlay, ETSI TISPAN Project OSA, 3GPP CT5)
(
C5-070168

Meeting CT5#38, 7 - 9 Feb 2007, Vancouver, CANADA 
	CR-Form-v9.3

	CHANGE REQUEST

	

	(

	29.199-01
	CR
	0018
	(

rev
	-
	(

Current version:
	6.4.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	x


	

	Title:
(

	Corrections to table of fault ranges

	
	

	Source to WG:
(

	AePONA

	Source to TSG:
(

	C5

	
	

	Work item code:
(

	OSA3
	
	Date: (

	09/02/2007

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)

	
	

	Reason for change:
(

	The table of “fault number ranges by service” is incorrect.  The range assigned to the Multimedia Conference web service (Part 12) is missing.

	
	

	Summary of change:
(

	Add in the missing range of ServiceException numbers reserved for use by Multimedia Conference web service.  Also, since both the Short Messaging and Multimedia Messaging web services share a common range of fault numbers, change the “Short Messaging” entry to just “Messaging”.

	
	

	Consequences if 
(

not approved:
	Potential exists for the inadvertent, duplicate assignment of fault numbers to different web services, which may result in future inter-operability problems. 

	
	

	Clauses affected:
(

	10.3

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	A similar (Category A) change for Release 7 is documented in C5-070169


	1st Modified Section


10.3
Fault number ranges by service

The following table includes fault number ranges that are reserved for use by specific Parlay X Web Services.

	Web Service
	SVC range
	POL range

	Third Party Call
	0260 to 0264
	

	Multimedia Conference
	0210 to 0214
	0240 to 0244

	Messaging
	0280 to 0284
	

	Terminal Status
	
	0200 to 0204

	Terminal Location
	0200 to 0204
	0230 to 0234

	Payment
	0270 to 0274
	

	Account Management
	0250 to 0254
	0220 to 0224

	Address List Management
	
	0210 to 0214

	Presence
	0220 to 0224
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