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3.4
Applicability table

Table B.1: Applicability of tests

	Item
	Description
	Release
	Test
sequence
(s)
	Rel 96 ME
	Rel 97 ME
	Rel 98 
ME
	Rel 99
ME
	Terminal

Profile
	Support

	1
	PROFILE DOWNLOAD
27.22.1
	R96
	1
	M
	M
	M
	M
	E.1/1
	

	[..]

	14
	SEND SS
27.22.4.11
	
	
	
	
	
	
	
	

	
	call forward unconditional, all bearers, successful
	R96
	1.1
	C129
	C129
	C129
	C129
	E.1/27
	

	
	call forward unconditional, all bearers, Return Error
	R96
	1.2
	M
	M
	M
	M
	E.1/27
	

	
	call forward unconditional, all bearers, Reject
	R96
	1.3
	M
	M
	M
	M
	E.1/27
	

	
	call forward unconditional, all bearers, successful, SS request size limit
	R96
	1.4
	C129
	C129
	C129
	C129
	E.1/27
	

	
	interrogate CLIR status, successful, alpha identifier limits
	R96
	1.5
	M
	M
	M
	M
	E.1/27
	

	
	call forward unconditional, all bearers, successful, null data alpha identifier
	R96
	1.6
	C129
	C129
	C129
	C129
	E.1/27
	

	
	call forward unconditional, all bearers, successful, icon support
	R98
	2.1, 2.2, 2.3, 2.4
	
	
	C108
	C108
	E.1/27
	

	
	UCS2 display
	R97
	3.1
	
	C118
	C118
	C118
	E.1/27

AND

E.1/15
	

	15
	SEND USSD
27.22.4.12
	
	
	
	
	
	
	
	

	
	7-bit data, successful
	R96
	1.1
	
	
	M
	M
	E.1/28
	

	
	8-bit data, successful
	R96
	1.2
	
	
	M
	M
	E.1/28
	

	
	UCS2 data, successful
	R96
	1.3
	
	
	M
	M
	E.1/28
	

	
	7-bit data, unsuccessful
	R96
	1.4
	
	
	M
	M
	E.1/28
	

	
	7-bit data, unsuccessful
	R96
	1.5
	
	
	M
	M
	E.1/28
	

	
	256 octets, 7-bit data, successful, long alpha identifier
	R96
	1.6
	
	
	M
	M
	E.1/28
	

	
	7-bit data, successful, no alpha identifier
	R96
	1.7
	
	
	M
	M
	E.1/28
	

	
	7-bit data, successful, null length alpha identifier
	R96
	1.8
	
	
	M
	M
	E.1/28
	

	
	icons
	R98
	2.1, 2.2, 2.3, 2.4
	
	
	C108
	C108
	E.1/28
	

	
	UCS2
	R97
	3.1
	
	
	C118
	C118
	E.1/28 AND E.1/15
	

	[..]

	41
	MO SMS Control by SIM
27.22.8
	
	
	
	
	
	
	
	

	
	With proactive command, Allowed , no modification
	R98
	1.1
	
	
	M
	M
	E1/12 AND E.1/26
	

	
	With user SMS, Allowed , no modification
	R98
	1.2
	
	
	M
	M
	E1/12
	

	
	With proactive command, Not allowed
	R98
	1.3
	
	
	M
	M
	E1/12 AND E.1/26
	

	
	With user SMS, Not allowed
	R98
	1.4
	
	
	M
	M
	E1/12
	

	
	With proactive command, Allowed, with modifications
	R98
	1.5
	
	
	M
	M
	E1/12 AND E.1/26
	

	
	With user SMS, Allowed, with modifications
	R98
	1.6
	
	
	M
	M
	E1/12
	

	
	With Proactive command, the SIM responds with '90 00',  Allowed, no modification
	R98
	1.7
	
	
	M
	M
	E1/12 AND E.1/26
	

	
	Send Short Message attempt by user, the SIM responds with '90 00', Allowed, no modification
	R98
	1.8
	
	
	M
	M
	E1/12
	

	
	Void
	
	
	
	
	
	
	
	

	C101
IF A.1/1 THEN M ELSE N/A
-- O_Cap_Conf

C102
void

C103
void

C104
IF A.1/2 THEN M ELSE N/A
-- O_Sust_text

C105
IF A.1/3 AND A.1/26 THEN M ELSE N/A
-- O_Ucs2_Entry AND O_UCS2_Cyrillic

C106
IF A.1/4 THEN M ELSE N/A
-- O_Ext_Str

C107
IF A.1/5 THEN M ELSE N/A
-- O_Help

C108 
IF A.1/6 THEN (O.1 OR O.2) ELSE N/A
-- O_Icons

C109
IF A.1/7 THEN M ELSE N/A
-- O_Dual_Slot

C110
IF (A.1/9 AND A.1/25) THEN M ELSE N/A
-- O_Run_At AND O_+CIMI

C111
IF A.1/10 THEN M ELSE N/A
-- O_LB

C112
IF A.1/11 THEN M ELSE N/A
-- O_Soft_key

C113
void

C114
IF C110 AND C108 THEN M ELSE N/A
-- O_Run_At AND O_+CIMI AND O_Icons

C115
IF C111 AND C108 THEN M ELSE N/A
-- O_LB AND O_Icons

C116
IF A1/7 AND A.1/8 THEN M ELSE N/A
-- O_Dual_Slot AND O_Detach_Rdr

C117
IF C111 AND C118 THEN M ELSE N/A
-- O_LB AND O_Ucs2_Disp AND O_UCS2_Cyrillic

C118
IF A.1/15 AND A.1/26 THEN M ELSE N/A
-- O_Ucs2_Disp AND O_UCS2_Cyrillic

C119
IF A.1/19 THEN M ELSE N/A
-- O_Redial

C120
IF A.1/20 THEN M ELSE N/A
-- O_D_NoResp

C121
IF A.1/21 AND A.1/17 THEN M ELSE N/A
-- O_BIP_GPRS AND O_UDP

C122
IF C111 AND A.1/16 THEN M ELSE N/A
-- O_LB  AND O_GPRS

C123
void


C124
IF A.1/22, test x.A M ELSE x.B M (where x is the expected sequence number value)   -- O_CP_Subaddr

C125
IF A. 1/23 THEN M ELSE N/A
-- O_FDN

C126
IF A. 1/24 THEN M ELSE N/A
-- O_BDN

C127
IF C121 AND A.1/31 THEN M ELSE N/A
-- O_BIP_GPRS AND O_UDP AND O_BUFFER_SIZE

C128
IF C121 AND (NOT A.1/32) THEN M ELSE N/A -- O_BIP_GPRS AND O_UDP AND (NOT O_DTM)

C129
IF A.1/33 THEN test x.A M ELSE test x.B M
-- O_longFTN

C130
IF (C121 AND A.1/34) THEN test x.A M ELSE   -- (O_BIP_GPRS AND O_UDP  AND O_User_Confirm_Before_PDP_Context_Request) OR (O_BIP_GPRS 

                 IF (C121 AND NOT A.1/34) test x.B M
     AND O_UDP  AND NOT O_User_Confirm_Before_PDP_Context_Request)

O.1
IF (the ME supports icons as defined in record 1 of EF(IMG), tests x.1A M ELSE tests x.1B M (where x is the expected sequence number value)

O.2
IF the ME supports icons as defined in record 2 of EF(IMG), tests x.2A M ELSE x.2B M (where x is the expected sequence number value)

O.3
IF (A.1/21 AND A.1/12) tests (x.A AND x.C) M ELSE IF A.1/12 test x.1B M (where x is the expected sequence number value)


[…]

Annex E (normative):
Details of terminal profile support
Table E.1: TERMINAL PROFILE support
	Item
	Terminal Profile
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	Profile Download
	3GPP TS 11.14, 5
	R96
	M
	
	PD_Pro_Dvnl

	[..]

	28
	SEND USSD
	3GPP TS 11.14, 5
	R98
	M
	
	PD_Send_USSD

	[..]
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