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	In step 7 of the expected test sequence the ME receives a HOLD REJECT message from the SS. Subsequently the ME shall forward a TERMINAL RESPONSE including a general result "network currently unable to process command" to SIM.


In this case it is mandatory for the ME to behave as given in 3GPP TS 11.14 section 12.12.3 concerning additional information:

"For the general result "network currently unable to process command", it is mandatory for the ME to provide additional information. The first byte shall be the cause value of the Cause information element returned by the network (as defined in TS 04.08 [8]) Bit 8 shall be set to '1'. One further value is defined:

-
'00' = No specific cause can be given.

All other values shall be interpreted by the SIM as '00'. The coding '00' shall only be used by the ME if no others apply."
The current version of the test case allows the ME to provide additional information '00' only. Therefore, a correctly implemented ME providing the cause value of the Cause information element returned by the network will unfairly FAIL the test case.
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- Additional TERMINAL RESPONSE alternative added to reflect that terminals may pass the cause value returned by the network to the card.
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27.22.4.13.1.4.2
Procedure

[..]
Expected Sequence 1.7 (SET UP CALL, putting all other calls on hold, call hold is not allowed) 

ME is busy on a call. The system simulator shall be configured to not allow Call Hold.

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: SET UP CALL 1.4.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND: SET UP CALL 1.4.1
	[putting all other calls on hold]

	4
	ME ( USER 
	ME displays "On hold" during the user confirmation phase
	

	5
	USER ( ME
	The user confirms the set up call 
	[user confirms the call]

	6
	ME ( SS
	The ME attempts to put the active call on hold
	

	7
	SS->ME
	The ME receives the HOLD REJECT message from the system simulator
	[SS sends "Facility Rejected" as cause value]

	8
	ME ( SIM 
	TERMINAL RESPONSE: SET UP CALL 1.7.1A
OR

TERMINAL RESPONSE: SET UP CALL 1.7.1B
	[Network currently unable to process command]


TERMINAL RESPONSE: SET UP CALL 1.7.1A
Logically:

Command details


Command number:
1


Command type:
SET UP CALL


Command qualifier:
putting all other calls on hold 

Device identities


Source device:
ME 


Destination device:
SIM

Result


General Result:
Network currently unable to process command


Additional Information:
No specific cause can be given

Coding:

	BER-TLV:
	81
	03
	01
	10
	02 
	82
	02
	82
	81
	83
	02
	21

	
	00
	
	
	
	
	
	
	
	
	
	
	


TERMINAL RESPONSE: SET UP CALL 1.7.1B
Logically:

Command details


Command number:
1


Command type:
SET UP CALL


Command qualifier:
putting all other calls on hold 

Device identities


Source device:
ME 


Destination device:
SIM

Result


General Result:
Network currently unable to process command


Additional Information:
Facility Rejected

Coding:

	BER-TLV:
	81
	03
	01
	10
	02 
	82
	02
	82
	81
	83
	02
	21

	
	9D
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