Page 1



3GPP TSG CT WG1 Meeting #45 
C1-070440
Vancouver, CANADA, 5th – 9th February 2007

	CR-Form-v9.3

	CHANGE REQUEST

	

	(

	24.229
	CR
	1555
	(

rev
	1
	(

Current version:
	7.6.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Removal of Editor's notes for message bodies

	
	

	Source to WG:
(

	Ericsson

	Source to TSG:
(

	C1

	
	

	Work item code:
(

	IMSProtoc
	
	Date: (

	14/02/2006

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-7

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)

	
	

	Reason for change:
(

	The editor's notes are removed..

	
	

	Summary of change:
(

	Editor's notes are removed.

	
	

	Consequences if 
(

not approved:
	The editor's notes hint that further work can be expected in TS 24.229 to describe the message bodies. It is not seen necessary to keep the editor’s notes to possibly complete the empty tables.

	
	

	Clauses affected:
(

	A.2.1.4.2, A.2.2.4.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


***   Change   ***

A.2.1.4.2
ACK method

Prerequisite A.5/1 – ACK request

Table A.7: Supported headers within the ACK request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept-Contact
	[56B] 9.2
	c9
	c9
	[56B] 9.2
	c10
	c10

	2
	Allow-Events
	[28] 7.2.2
	c1
	c1
	[28] 7.2.2
	c2
	c2

	3
	Authorization
	[26] 20.7
	c3
	c3
	[26] 20.7
	c3
	c3

	4
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	6
	Content-Disposition
	[26] 20.11
	o
	o
	[26] 20.11
	m
	m

	7
	Content-Encoding
	[26] 20.12
	o
	o
	[26] 20.12
	m
	m

	8
	Content-Language
	[26] 20.13
	o
	o
	[26] 20.13
	m
	m

	9
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	10
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	m
	m

	11
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	12
	Date
	[26] 20.17
	c4
	c4
	[26] 20.17
	m
	m

	13
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	14
	Max-Forwards
	[26] 20.22
	m
	m
	[26] 20.22
	n/a
	n/a

	15
	MIME-Version
	[26] 20.24
	o
	o
	[26] 20.24
	m
	m

	15A
	Privacy
	[33] 4.2
	c6
	n/a
	[33] 4.2
	c6
	n/a

	16
	Proxy-Authorization
	[26] 20.28
	c5
	c5
	[26] 20.28
	n/a
	n/a

	17
	Proxy-Require
	[26] 20.29
	o
	n/a
	[26] 20.29
	n/a
	n/a

	17A
	Reason
	[34A] 2
	c8
	c8
	[34A] 2
	c8
	c8

	17B
	Reject-Contact
	[56B] 9.2
	c9
	c9
	[56B] 9.2
	c10
	c10

	17C
	Request-Disposition
	[56B] 9.1
	c9
	c9
	[56B] 9.1
	c10
	c10

	18
	Require
	[26] 20.32
	o
	o
	[26] 20.32
	m
	m

	19
	Route
	[26] 20.34
	m
	m
	[26] 20.34
	n/a
	n/a

	20
	Timestamp
	[26] 20.38
	c7
	c7
	[26] 20.38
	m
	m

	21
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	22
	User-Agent
	[26] 20.41
	o
	o
	[26] 20.41
	m
	m

	23
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/20 THEN o ELSE n/a - - SIP specific event notification extension.

c2:
IF A.4/20 THEN m ELSE n/a - - SIP specific event notification extension.

c3:
IF A.4/7 THEN m ELSE n/a - - authentication between UA and UA.

c4:
IF A.4/11 THEN o ELSE n/a - - insertion of date in requests and responses.

c5:
IF A.4/8A THEN m ELSE n/a - - authentication between UA and proxy.

c6:
IF A.4/26 THEN o ELSE n/a - - a privacy mechanism for the Session Initiation Protocol (SIP).

c7:
IF A.4/6 THEN o ELSE n/a - - timestamping of requests.

c8:
IF A.4/38 THEN o ELSE n/a - - the Reason header field for the session initiation protocol.

c9:
IF A.4/40 THEN o ELSE n/a - - caller preferences for the session initiation protocol.

c10:
IF A.4/40 THEN m ELSE n/a - - caller preferences for the session initiation protocol.



Prerequisite A.5/1 – ACK request

Table A.8: Supported message bodies within the ACK request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


***   Change   ***

A.2.2.4.2
ACK method

Prerequisite A.163/1 - - ACK request

Table A.165: Supported headers within the ACK request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept-Contact
	[56B] 9.2
	c10
	c10
	[56B] 9.2
	c11
	c11

	2
	Allow-Events
	[28] 7.2.2
	m
	m
	[28] 7.2.2
	c1
	c1

	3
	Authorization
	[26] 20.7
	m
	m
	[26] 20.7
	i
	i

	4
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	6
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	i

	7
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	i

	8
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	i

	9
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	10
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	c3

	11
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	12
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c2
	c2

	13
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	14
	Max-Forwards
	[26] 20.22
	m
	m
	[26] 20.22
	m
	m

	15
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	c3

	15A
	Privacy
	[33] 4.2
	c6
	c6
	[33] 4.2
	c7
	c7

	16
	Proxy-Authorization
	[26] 20.28
	m
	m
	[26] 20.28
	c4
	c4

	17
	Proxy-Require
	[26] 20.29
	m
	m
	[26] 20.29
	m
	m

	17A
	Reason
	[34A] 2
	c8
	c8
	[34A] 2
	c9
	c9

	17B
	Reject-Contact
	[56B] 9.2
	c10
	c10
	[56B] 9.2
	c11
	c11

	17C
	Request-Disposition
	[56B] 9.1
	c10
	c10
	[56B] 9.1
	c11
	c11

	18
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c5
	c5

	19
	Route
	[26] 20.34
	m
	m
	[26] 20.34
	m
	m

	20
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	i
	i

	21
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	22
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	23
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/20 THEN m ELSE i - - SIP specific event notification extension.

c2:
IF A.162/9 THEN m ELSE i - - insertion of date in requests and responses.

c3:
IF A.3/2 OR A.3/4 THEN m ELSE i - - P-CSCF or S-CSCF.

c4:
IF A.162/8A THEN m ELSE i - - authentication between UA and proxy.

c5:
IF A.162/11 OR A.162/13 THEN m ELSE i - - reading the contents of the Require header before proxying the request or response or adding or modifying the contents of the Require header before proxying the request or response for methods other than REGISTER.

c6:
IF A.162/31 THEN m ELSE n/a - - a privacy mechanism for the Session Initiation Protocol (SIP).

c7:
IF A.162/31D OR A.162/31G THEN m ELSE IF A.162/31C THEN i ELSE n/a - - application of the privacy option "header" or application of the privacy option "id" or passing on of the Privacy header transparently.

c8:
IF A.162/48 THEN m ELSE n/a - - the Reason header field for the session initiation protocol.

c9:
IF A.162/48 THEN i ELSE n/a - - the Reason header field for the session initiation protocol.

c10:
IF A.162/50 THEN m ELSE n/a - - caller preferences for the session initiation protocol.

c11:
IF A.162/50 THEN i ELSE n/a - - caller preferences for the session initiation protocol.

	NOTE:
c1 refers to the UA role major capability as this is the case of a proxy that also acts as a UA specifically for SUBSCRIBE and NOTIFY.



Prerequisite A.163/1 - - ACK request

Table A.166: Supported message bodies within the ACK request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
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